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ROCKWELL TOOLS... 
BUILT WITH YOU IN MIND. 


We've taken quite a few precautions to assure you 
that ROCKWELL Power Tools are the finest 

tools money can buy. In addition to high quality 
materials and the superior workmanship put into the 
manufacture of these tools, we have made sure 

that each will provide high performance and 
trouble-free service. We'd like to think that once you 
become a ROCKWELL Customer you will be back 
time after time. 


Here are a few points that are a way of life at 
ROCKWELL—you might want to consider them 
before you buy any power tool! 


« Parts Standardization to reduce your parts inventory. 
More than 86% of ROCKWELL GTO Tools have 
interchangeable parts. 


* Human Engineering for better controi and easier 
handling. Typified by the thrust-line grip design on 
GTO Drills and Screwdrivers. 


* Heavy-Duty Switches for less tool downtime on 
the job. All switches are double-pole and rated for 
extra high amperage. 


* Lightweight Aluminum Alloy Housings. Exceptionally 
strong, yet light, for less fatigue during long 
periods of operation. 


* Ball and Roller Bearing Construction. Precision 
ball and long wearing roller bearings for longer, 
trouble-free performance, 


* Precision Machined Gears. Higher strength, longer 
life and more efficient power transmission. 
Precision hobbed in matched sets from high quality 
Steel; carefully heat treated and hardened. 


* Cord Strain Relief Protection to prevent kinking and 
dangerous wear. Long wearing, rubber insulated, 
3-conductor cord with trouble-free molded plug. A 
secondary liner firmly locked into each tool to 
relieve cord strain. 


* Totally Failure-Protected Motors to cut too} 
downtime and minimize servicing. High temperature 
insulation for protection against frequent, 
prolonged overload or abrasive, heat and moisture 
conditions. 


As you leaf through this catalog we are sure you 
will find a power tool to suit your needs—and 
because of our uncomprising quality standards we 
are sure that any of our tools will live up to your 
expectations—why not see for yourself, first hand! 


NOTE TO NIDA-SIDA MEMBERS: 

This ROCKWELL Catalog lists numbers that are 
compatible with the National Industrial Distributors 
Association and Southern Industrial Distributors 
Association standard numbering system as sug- 
gested by your Modern Methods Committee, It 
meets EDP requirements. Note that where a num- 
ber has been changed to be compatible with this 
system, the prior or “old number is also listed. 
Since both “old” and "'new" numbers are listed in 
the numerical index, you will be able to locate the 
item you require in this catalog without the incon- 
venience of referring to a cross-reference list, 
Number 8143 is the manufacturer’s code number 
assigned to the Power Tool Division of ROCK- 
WELL Manufacturing Company by the NIDA-SIDA 
Modern Methods Committee. 
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Rockwell Portable Electric Power Tools are manufactured and sold under the 
following patents either owned by Rockwell Manufacturing Company or under which 
Rockwell Manufacturing Company is licensed. Other U.S. and Foreign patents are 
pending. 

D 175,825; D 177,025; D 180,437; D 180,708; D 180,815; 2,714,408; 2,729,458; 2,737,984; 
2,742,741; 2,747,447; 2,751,942; 2,764,191; 2,764,852; 2,765,824; 2,774,198; 2,774,199; 
2,774,292; 2,774,399; 2,784,482; 2,793,485; 2,796,768; 2,800,759; 2,810,239; 2,813,558; 
2,828,787; 2,830,411; 2,839,107; 2,842,170; 2,861,607; 2,884,789; 2,897,902; 2,933,112; 
2,937,058; 2,943,655; 2,960,126; 3,022,509; 3,042,924; 3,042,925; 3,056,437; 3,095,748; 
3,121,875; 3,126,929; 3,130,425; 3,205,622; 3,267,622; 3,269,466; 3,287,859; 3,292,673; 
3,303,861; 3,334,447; 3,339,598; 3,345,784; 3,348,432; 3,364,574; 3,393,309; 3,404,574; 
3,407,857; 3,413,498; 3,427,848; 3,430,084; 3,449,863; 3,454,061; 3,454,143; 3,456,696; 
3,457,796; 3,461,732; 3,491,422; 3,494,394; 3,494,395; 3,500,696; 3,512,307; 3,527,273; 
3,536,943; 3,559,350; 3,581,787; 3,584,527; 3,613,485; 3,623,518; 3,650,336. Canada: 
611,021; 684,901; 693,682; 816,463; 835,142; 847,647; 848,158; 870,396; 872,599. 
France: 133,421; 1,522,313: Great Britain: 1,163,819; 1,170,968. Italy: 820,068; 826,352. 
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ROCKWELL TOOLS BEARING MONOGRAMS OF UNDERWRITER’S LABORATORIES, INCORPORATED OR CANADIAN = 
STANDARDS ASSOCIATION ARE LISTED BY THEIR LABORATORIES FOR USE. 


To assist you in ordering particular machines, accessories, motors and controls, when the Catalog Number of the item is known, 
please refer to the Page Numbers as indicated. 
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Number Page Number Page Number Page Number Page Number Page Number Page Number Page Number Page 
AA402 82 B94 89 D402 87 PSU816 83 76YX 38 521 88 767 52 5361 89 

AA403 82 B95 89 D403 87 $C812C 86 79YX 38 528 11 768 52 5371 77&89 

AA404 82 B96 89 D404 87 SC816C 86 100M 82 528-16 ute 768R py 5372 ih 
AA405 82 B97 89 D405A 87 S$D408 83 100P 82 528B 11 768RVD 52 6772 iS 
AA406 82 B103 89 D406A 87 $D810 83 102 89 528BK 11 769 60 7302 53 

AC504 87 B104 89 D508 87 SL1 87 126 81 532S 87 770A 60 7711 es) 
AC506 87 B105 89 D708 87 SL1Y 87 126K 81 536 LEE 770A25 60 7712 Py) 
AC508 87 B116 89 D710 87 SL2 87 126CK 81 536B 89 771R Be] 7713 59 
AC512 87 B10256C 18 D808 87 SL504CJ 86 140-8 84 537 77 771R5 By) 7714 59 
AS516 82 B12006C 18 D810 89 SL505CJ 86 140-17 88 537B 89 771R10 59 7745 48 
AS516C 85 B404J 83 D812 89 SL506CJ 86 149YX ala 537M 77 771R17 59 7747 48 
AS520 82 B4503B 17 D814 89 SL516CJ 86 150-99 87 537MVD 77 772 61 7765 Si 

AS520C 85 B4503C 18 ES408C 85 SP412 87 150B 89 542 10 7728 60 7767 Si 

AS522 82 B4503FT te ES412C 85 SP416 87 150M 81 548 16 774 48 7791 60 
AS524 82 B5875FT 17 ES412P 87 SP420 87 150P 81 548K 16 774-5 48 7792 60 
AS524C 85 B6005BL 18 ES416C 85 SRB20Y 87 150S 87 567 13 774-7 48 7793 60 
AS526 82 B6005C 18 ES508 84 SRB21Y 87 150307Y 87 568 12 774-10 48 7794 60 
AS528 82 B6005CC 18 ES512 84 SRB33 87 150308Y 87 592 10 774-25 48 7806 34 
AS530 82 B6005CT vd ES516 84 SRB44 89 153 32 592K 10 774-35 48 7905 34 
AS532 82 B6005FB ied E406 84 SRB7Y 89 153K75 a7. 597 12 774-50 48 7958 35 
AS532C 85 B6005GL 18 E408J 84 SRC28Y 87 154YX aah 597A 12 774VD 48 8514 77 
AS534 82 B6005P tA E412J 84 SRC29Y 87 158D6 41 597AK 12 775 60 8602 69 
AS536 82 B6005R aIA E416 84 SRC7Y 89 167 81 600 68 776 oi 8612 68 
AS538 82 B6005RL 18 FS408C 85 $S408 83 167A 81 602 68 776-5 51 8625 61 

AS540 82 B6255C 18 FS412C 85 ST520 82 167AK 81 602VD 68 776-7 51 8677 iS) 
AS544 82 B6255CC 18 FS412P 87 SU408 83 239X 19 611 69 776VD 51 8725 14 
A204C 85 B6255P 17 FS416C 85 SU610 83 303 37 612 69 777 58 8730 53 
A3 30 B6255R 17 FS504 84 SU612 83 304 37 612K 69 778R 58 8760 31835 
A404J 82 B6375MC_ 18 FS508 84 UKC 88 304PR 37 612VD 69 778R20 58 8768 52 
A406C 85 B6505C 18 FS512 84 ULF 88 303 37 625 61 779R 60 8774 48 
A406J 82 B6505CC 18 F408J 84 ULMY1 88 305 37 625K 61 779R5 60 8776 Sil 

A408 82 B6505P AZ: F412J 84 UST 88 310 79 625VD 61 779R10 60 8790 33 
A408C 85 B6505R 17 F416 84 VTB408C 86 310B 89 630 78 779R17 60 9118 81 

A408CD 85 B6505TR 18 GSs508 84 VTC408C 86 310M 79 641 89 780-6 34 9119 81 

A408J 82 B6755C 18 GS512 84 VT408C 86 311 79 648 16 781 34 9167 81 

A408LJ 82 B7005BL 18 G13 89 v490 83 312 79 653 80 790 33 9314 13 
A408SJ 82 B7005C 18 G408J 84 v490CJ 86 314 13 653CK 80 790-5 34 9315 12 
A410C 85 B7005CC 18 G412J 84 W505 85 315 12 653K 80 790VD 33 9346 13 
A410J 82 B7005CT ie G416 84 W506 85 315K 2 654 58 795-8 35 9348 16 
A412J 82 B7005FT 17 HB84CL 85 ws508 85 330 33 657 53 1002 82 9368 11 

A412L 82 B7005GL 18 HB85CL 85 W509 85 330A 33 658 53 1003 82 9528 a) 

A412LC 85 B7005P a7 HB86CL 85 W510 85 336 32 664 48 1501 89 9548 16 
A414J 82 B7005R 17 HB93L 83 W512 85 337 32 666 50 1502 81 9592 10 
A416C 85 B7005RL 18 HB94L 83 W514 85 346 13 667 52 1503 81 9597 12 
A416J 82 B7255CC 18 HS524 84 W516 85 346K 13 668 52 1504 87 9611 68 
A418 82 B7255P 17 H424 84 W517 85 348 16 670 78 1600 68 9612 68 
A418C 85 B7255R a7 H424C 85 W518 85 348K 16 674 49 1602 69 9625 61 

A420 82 B7255TR 18 LS412C 85 5D6 41 350B 89 676 51 1740X 17&41 9652 80 
A420C 85 B7505CC 18 LS412CB 85 10DT 88 360 31 677 15 1786X alité 9653 80 
A424 82 B7505P 17 LS512 84 10K89 17 360VD 31 677-2 15 1931X 7 9677 15 
A812 82 B7505R Wit L408 84 11DT 88 361 31 677-2K 15 2064 89 9678 iS: 
A812C 85 B800SAP 17 L412J 84 12DT 88 362 31 677-2VD 15 2064M 89 9724 Ue) 
A816 82 Bs005BL 17 M604 85 15CG 89 363 32 677K 15, 2498X 17 9725 14 
A816C 85 B8005C 18 M606 85 15YMS 19) 364B 89 683 49 2874X 17 9726 14 
A816L 82 Bs005CC 18 M608 85 16YMS 19 368 1 684 49 3101 89 9728 14 
A816LC 85 B8005CT 17 M612 85 17K12 17 368K 11 685 Sil 3102 79 9757 53 
A824 82 B8005GL 18 M616 85 17PL 90 371R 59 686 Si 3641 89 10435 64 
A824C 85 B8005P ed M624 85 17YMS 19 372 59 690 78 5008 88 10447 64 
A828 82 B8005R We M632 85 18YMS 19 379R 60 717 36 5010 89 10695 89 
A832 82 Bs005RL 18 NRA455J 84 21RC 41 380 60 719 36 5011 89 11069 107 
BAAIL 87 B8005TR 18 NRA488 84 22PL 90 400A 92 724 1S 5011B 89 11100 107 
BA1 87 B8255C 18 PP408C 86 23YD6 41 401 92 724K 15 5011511 89 11280 107 
BA406J 84 B8255CC 18 PP408J 84 25CG 89 425 61 725 14 5011514 89 11269 107 
BB402 83 B8255P 17 PP612C 86 25RC 4 454 49 725K 14 5013 89 12000 17 
BB403 83 B8255R 17 PP812 84 25YK75 17 456 49 725VD 14 5014 90 12003 ae. 
BB404 83 CA406U 84 PP812C 86 27YD6 41 458 50 726 14 5019 111 12006 17 
BB405 83 cs524 83 PR100 87 30SB uA 459 50 726K 14 5021 19 12009 18 
BB406 83 CS528 83 PR101 87 30YMS 19 470 35 727 38 5022 90 12012 18 
BC604 87 CS532 83 PR102 87 31YD6 41 471 36 730 53 5023 89 12015 18 
BC606 87 Cs540 83 PR103 87 31YMS 19 500 30 730-2 53 5031 90 12018 18 
BC608 87 Cc408C 85 PR104 87 34YD6 41 503 30 732 54 5032 19 12021 18 
BC612 87 c408J 83 PR105 87 35YX aa 504 30 734 54 5034 90 12024 18 
BG21 89 C412J 83 PR139Y 88 38BB4 38 504X 87 752 58 5039 90 12027 18 
BL675DC 18 C416J 83 PR153 89 38YD6 41 505 33 754 48 5041 41 12039 18 
BL750DC 18 C420 83 PR26 89 39YD6 41 510 10 756 50 5043 89 12045 18 
BPG13 90 C424 83 PR27 89 40YD6 41 513 88 757 52 5056 87 12048 18 
BS4Y 87 DS405 87 PR47Y 89 64B 89 514 77 758 52 5056A 87 12051 18 
B91 89 DT408J 83 PR82Y 87 65YD6 41 514VD 77 758R 52 5079 62 12054 A 
B92 89 DT416C 86 PSD408 83 70YD6 41 517 88 760 35 5141 89 12057 17 
B93 89 DT416J 83 PSD612 83 75YX 38 519 88 760VD 35 5323 87 12060 17 
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Number Page Number Page Number Page Number Page Number Page Number Page Number Page Number Page 
12063 Az 13015 38 13372 38 18522 62 23861 38 25216 38 26606 72 42021 89 
12066 Uys 13027 38 13375 38 18524 62 23863 38 25217 38 26607 72 42024 89 
12069 17 13036 38 13378 38 18526 62 23864 38 25218 38 26625 Al 42027 89 
12072 17 13039 38 13381 38 18528 62 23868 38 25219 38 26631 72 42030 89 
12075 7. 13042 38 13384 38 18530 62 23869 38 25223 38 26635 TA 42033 89 
12078 17 13048 38 13387 38 18532 62 23870 38 25224 38 26662 71 42036 89 
12081 ltd 13051 38 13390 38 18534 62 23871 38 25225 , 38 26680 72 42039 89 
12084 alg 13057 38 13393 38 18536 62 23872 38 25226 38 26721 72 42042 89 
12087 ue 13060 38 13396 38 18538 62 23873 38 25227 38 26730 72 42045 89 
12096 17 13063 38 13399 38 18540 62 23874 38 25228 38 26793 89 42048 89 
12099 IZ 13066 38 13402 38 18542 62 23875 38 25229 38 27006 72 42054 88 
12102 iid 13069 38 13405 38 18544 62 23876 38 25230 38 27007 72 42057 84 
12105 17 13072 38 13432 39 18546 62 23917 4 25231 38 27008 1 42066 87 
12108 wz 13075 38 13435 39 18548 62 23918 41 25417 111 27020 72. 42069 87 
12111 ald 13078 38 13438 39 18550 62 23932 41 25475 86 27021 72 42072 87 
12114 17 13081 38 13441 39 18552 62 24152 18 25481 86 27022 72 42075 87 
12117 17 13084 38 13444 39 18554 62 24153 18 25621 86 27023 72 42078 89 

12121 18 13087 38 13447 39 18556 62 24154 18 25625 86 27024 72 42087 90 

12122 18 13090 38 13450 39 18558 62 24155 18 25629 86 27025 te 42097 87 
12123 17 13093 38 13453 39 18560 62 24156 18 25643 87 27030 72 42100 87 
12126 18 13096 38 13456 39 18562 62 24157 18 25646 87 27176 19 42103 87 
12129 ald 13099 38 13459 38 18564 62 24158 18 25653 86 27282 89 42106 87 
12132 18 13102 38 13462 38 18566 62 24159 18 25656 86 27846 90 42112 87 
12135 18 13105 38 13465 38 18568 62 24160 18 25675 40 28112 108 42115 87 
12138 18 13108 38 13501 39 18570 62 24161 18 25676 40 28113 108 42118 87 

12141 18 13111 38 13504 39 18572 62 24162 18 25677 40 31200 106 42121 87 
12144 18 13114 38 13507 39 18574 62 24163 18 25696 40 31350 106 42124 87 
12147 18 13117 38 13510 39 18576 62 24560 90 25698 40 31354 106 42127 87 
12150 18 13120 38 13513 39 18578 62 24616 89 25700 40 31355 106 42130 89 
12153 18 13123 38 13516 39 18580 62 24617 89 25707 40 33267 108 42133 89 
12156 18 13126 38 13519 39 18582 62 24770 ae 25708 40 33268 108 42136 89 

12159 18 13129 38 13522 39 18584 62 25102 38 25709 40 34010 110 42139 87 

12162 18 13132 38 14899 55 18586 62 25103 38 25741 86 34338 109 42142 87 

12165 18 13135 38 15069 107 18588 62 25104 38 25742 87 34341 109 42145 87 

12168 18 13138 38 18003 ale 18590 62 25105 38 25747 111 34643 109 42148 89 

12171 18 13141 38 18006 17 18592 62 25112 38 25939 40 34644 109 42154 89 

12174 18 13144 38 18009 40 18594 62 25113 38 25940 40 34649 110 42157 89 

12177 18 13147 38 18012 4 18596 62 25114 38 25953 86 37269 111 42160 89 

12180 18 13150 38 18015 alt 18598 62 25117 38 25957 86 37290 alalal 42163 87 

12183 18 13153 38 18018 41 18600 62 25123 38 26115 7] 37600 110 42166 87 

12186 18 13168 38 18024 4 18602 62 25124 38 26132 18 37606 110 42169 87 

12189 18 13171 38 18027 41 18604 62 25125 38 26305 71 38990 86 42172 87 

12300 18 13174 38 18030 40 18606 62 25126 38 26306 al 39003 70 42175 87 
12301 18 13177 38 18051 89 18608 62 25127 38 26310 71 39004 70 42178 87 

12306 18 13180 38 18054 89 18610 62 25128 38 26311 71 39005 70 42181 87 

12307 18 13183 38 18057 WY, 18612 62 25129 38 26315 71 39006 70 42183 88 
12312 18 13186 38 18153 40 18614 62 25133 38 26316 71 39007 70 42186 89 
12313 18 13189 38 18156 40 18616 62 25134 38 26317 71 39008 70 42192 87 
12318 18 13192 38 18159 40 18618 62 25135 38 26318 71 39109 90 42195 87 
12324 18 13195 38 18165 40 18620 62 25136 38 26319 71 39120 89 42198 87 
12330 18 13198 38 18168 40 18622 62 25137 38 26320 71 39152 86 42201 87 
12331 18 13200 101 18171 40 18624 62 25138 38 26321 71 39217 90 42204 87 
12336 18 13201 38 18180 40 18626 62 25139 38 26505 70 39331 38 42207 87 
12342 18 13204 38 18183 40 18628 62 25140 38 26507 70 39676 WZ 42210 89 
12345 18 13207 38 18186 40 18630 62 25141 38 26508 70 39695 ly 42213 87 
12348 18 13210 38 18192 Wiel 18632 62 25148 38 26510 70 39753 39 42216 87 
12354 18 13213 38 18195 40 18634 62 25149 38 26511 70 39754 39 42222 89 
12355 18 13216 38 18198 40 20900 23 25150 38 26512 70 39755 39 42225 89 
12360 18 13219 38 18204 40 20902 23 25151 38 26513 70 39756 39 42228 87 

12361 18 13222 38 18207 40 20903 23 25153 38 26514 70 39757 39 42231 87 
12366 18 13225 38 18210 40 20904 23 25154 38 26515 70 39758 39 42234 88 
12371 18 13228 38 18213 40 20905 23 25155 38 26516 70 39759 39 42237 89 
12372 18 13231 38 18214 40 20906 23 25156 38 26517 70 39760 39 42277 18 
12378 18 13234 38 18216 40 20907 23 25157 38 26518 70 39782 71 42315 39 
12384 18 13237 38 18228 40 20908 23 25158 38 26519 70 39784 71 42321 41 

12400 20 13249 38 18234 40 23299 18 25159 38 26520 70 39844 71 42331 41 

12403 20 13252 38 18267 90 23401 ule 25163 38 26521 70 39968 71 42334 41 

12406 20 13255 38 18270 90 23444 90 25164 38 26523 70 39969 71 42335 41 

12409 20 13258 38 18288 ald 23499 17 25165 38 26528 72 40008 92 42336 4 

12412 20 13273 38 18291 18 23530 41 25166 38 26529 72 40030 92 42352 4 

12415 20 13276 38 18296 63 23539 4 25167 38 26531 70 40061 92 42385 Wid 
12418 20 13279 38 18299 63 23543 17 25168 38 26532 70 40063 92 42414 72 
12421 20 13282 38 18302 63 23547 41 25169 38 26534 70 40064 92 42415 72 
12424 20 13285 38 18305 63 23612 106 25170 38 26536 70 40076 92 42591 89 
12427 20 13288 38 18308 63 23640 38 25171 38 26537 70 40077 92 42596 89 
12430 20 13291 38 18311 63 23641 38 25174 38 26560 72 40078 92 42600 92 
12433 20 13294 38 18314 63 23642 38 25175 38 26561 72 40102 108 42603 92 
12436 20 13297 38 18317 63 23643 38 25176 38 26562 72 40103 108 42606 92 
12439 20 13300 38 18326 69 23644 38 25177 38 26563 he 40158 92 42609 92 
12442 20 13303 38 18329 40 23645 38 25178 38 26564 iw, 40189 92 42612 92 
12445 20 13306 38 18332 111 23646 38 25179 38 26565 72 41134 40 42615 92 
12448 20 13309 38 18335 40 23650 38 25180 38 26566 A 41135 40 42618 92 
12451 20 13312 38 18338 111 23651 38 25181 38 26567 2. 41137 40 42621 92 
12454 20 13315 38 18343 17 23652 38 25183 38 26569 72 41138 40 42624 92 
12457 20 13318 38 18500 62 23653 38 25184 38 26574 W2 41139 40 42627 92 
12460 20 13321 38 18502 62 23654 38 25185 38 26575 72 41172 19 42653 18 
12463 20 13324 38 18504 62 23655 38 25186 38 26587 70 41173 19 42819 MZ 
12466 20 13327 38 18506 62 23656 38 25193 38 26590 72 41174 19 42914 89 
12469 20 13330 38 18508 62 23657 38 25194 38 26591 70 41224 90 42977 ale 
12472 20 13333 38 18510 62 23658 38 25195 38 26592 70 41438 40 43000 89 
12475 20 13345 38 18512 62 23680 38 25196 38 26594 72 41473 40 43001 89 
13003 38 13360 38 18514 62 23856 38 25197 38 26600 71 42001 87 43067 nl 
13006 38 13363 38 18516 62 23858 38 25213 38 26603 71 42004 87 43093 Wt 
13009 38 13366 38 18518 62 23859 38 25214 38 26604 71 42007 87 43110 111 

13012 38 13369 38 18520 62 23860 38 25215 38 26605 71 42014 87 43111 44 


ROCKWELL POWER TOOLS INDEX 


Catalog Catalog Catalog Catalog Catalog Catalog Catalog Catalog 
Number Page Number Page Number Page Number Page Number Page Number Page Number Page Number 
43130 lZ4 43604 83 43732 86 45927 71 49783 20 55844 18 59448 69 96277 
43233 90 43605 83 43733 86 45928 7 49784 20 55895 63 59451 69 96282 
43236 84 43606 83 43734 86 45931 7 49785 20 55896 63 59454 69 96289 
43237 88 43607 82 43735 86 45932 71 49786 20 56529 63 59457 69 96290 
43239 86 43608 82 43736 87 45933 71 49787 20 56530 63 59460 69 96291 
43245 90 43609 82 43737 87 45937 71 49844 20 56531 63 59463 69 96292 
43251 86 43610 82 43738 87 46111 111 49929 18 57091 64 59466 69 99001 
43254 86 43611 82 43739 87 46208 71 50025 87 57092 64 59500 70 99002 
43257 86 43612 82 43740 87 46369 111 50501 62 57350 64 59503 70 99003 
43260 86 43613 82 43741 87 46460 90 50854 63 57432 64 59504 70 99004 
43263 90 43614 82 43745 85 46893 39 50855 63 57488 64 59506 70 99005 
43266 86 43615 82 44320 63 46894 39 50856 63 57690 111 59509 70 99006 
43269 90 43616 82 44323 63 46895 39 50857 63 57691 111 59512 70 99007 
43279 86 43617 82 44326 63 46896 39 50858 63 57692 111 59515 70 99008 
43282 90 43618 82 44417 63 46897 39 50928 63 57736 111 59518 70 99009 
43285 90 43619 82 44418 63 46898 39 50929 63 57775 41 59521 70 99010 
43288 90 43620 82 44419 63 46899 39 50930 63 58006 64 59524 70 99015 
43291 90 43621 82 44420 63 46900 39 51312 59 58066 64 59527 70 99016 
43294 87 43622 82 44421 63 46902 90 52523 40 58067 64 59555 71 99017 
43297 85 43623 82 44422 63 47696 39 52557 111 58068 64 59558 71 99018 
43300 al 43624 82 44423 63 47699 39 52688 40 58284 70 59561 71 99019 
43303 82 43625 82 44424 63 48000 4 52711 111 58285 70 59564 71 99025 
43306 11 43626 82 44425 63 48016 88 53122 17 58286 70 59567 70 99026 
43309 82 43627 82 44426 63 48018 We 53123 iW 58287 70 59570 70 99027 
43312 85 43628 82 44427 63 48021 88 53124 17 58288 70 59576 71 99034 
43315 82 43629 82 44428 63 48029 88 53317 70 58289 70 59579 71 99038 
43318 85 43630 82 44429 63 48040 89 53454 111 58290 70 59582 70 99039 
43321 82 43631 82 44431 63 48047 17 53627 64 58291 70 59584 TAL 99040 
43324 82 43632 84 44657 17 48053 4 53649 20 58292 70 59585 71 99041 
43327 85 43633 84 44745 89 48059 90 53676 40 58293 70 59600 70 99042 
43330 82 43634 84 44808 63 48062 4 53692 40 58294 70 59603 70 99043 
43333 85 43635 84 44809 63 48077 89 53696 40 58295 70 59606 70 99044 
43336 82 43636 84 44810 63 48080 41 53697 40 58296 70 59609 70 99067 
43348 82 43637 84 44811 63 48083 17 53698 40 58297 70 59824 88 99069 
43351 82 43638 84 44812 63 48086 41 53699 40 58298 70 59825 88 99070 
43354 82 43639 83 44813 63 48093 iz 53719 40 58299 70 59826 88 99071 
43357 82 43640 83 44814 63 48096 4 53721 40 58300 70 59827 88 99072 
43360 82 43641 83 44815 63 48099 111 53790 40 58301 70 59828 88 99075 
43363 83 43642 84 44816 63 48102 41 53792 40 58302 70 59829 88 99076 
43366 83 43643 84 44817 63 48105 aa 53820 40 58441 64 59830 88 99077 
43369 83 43644 84 44818 63 48120 38 53851 40 58514 TA 59831 88 99078 
43372 83 43645 84 44819 63 48123 4 53853 40 58517 70 59832 88 99079 
43375 83 43647 83 44820 63 48129 4 53854 40 58522 19 59839 88 99080 
43378 83 43648 83 44821 63 48149 4 53975 64 58523 19 59842 wala 99081 
43390 84 43649 83 44822 63 48177 41 54053 70 58756 64 76925 60 99082 
43393 84 43650 83 44823 63 48193 41 54073 70 58764 70 77410 48 99083 
43396 84 43651 83 44825 63 48212 111 54102 63 58765 70 77425 48 99084 
43399 84 43652 83 44826 63 48215 87 54208 63 58766 70 77435 48 99085 
43401 87 43653 83 44827 63 48218 87 54209 63 58767 70 77450 48 99086 
43402 85 43654 83 44828 63 48221 87 54240 64 58768 70 77540 60 99087 
43403 85 43655 83 44830 63 48227 ure 54241 64 58769 71 77720 58 99088 
43405 85 43656 84 44831 63 48230 aa 54242 64 58770 71 77750 55 99090 
43406 85 43657 84 44832 63 48233 41 54243 64 58771 71 77751 95 99091 
43408 85 43658 84 44833 63 48245 19 54244 64 58772 70 77752 56 99092 
43409 87 43659 85 44835 63 48253 17 54245 64 58773 70 77753 55) 99093 
43410 85 43660 85 44836 63 48273 17& 41 54246 64 58774 70 77767 54 99094 
43411 84 43661 85 44852 69 48289 Lite 54247 64 58775 70 77778 56 99095 
43412 85 43662 85 44858 86 48299 alts 54250 64 58776 70 77783 56 99096 
43413 85 43663 85 44912 19 48311 17 54251 64 58939 89 77787 on 99097 
43414 84871 43664 85 44935 69 48321 Nite 54272 64 59052 71 77791 byé 99098 
43415 71 43665 85 44936 69 48366 19 54339 40 59200 69 77795 57 99099 
43416 85 43666 85 44937 69 48503 38 54342 70 & 40 59203 69 77925 59 99100 
43417 84 43667 85 44938 69 48972 71 54343 70 & 40 59206 69 85372 Uh 99101 
43420 84 43668 85 44940 69 48973 71 54345 70 &111 59209 69 96208 97 99102 
43423 84 43701 85 44941 69 48974 71 54360 4 59212 69 96209 97. 99103 
43426 84 43702 85 44943 69 48975 wi 54400 63 59215 69 96211 98 99104 
43430 84 43703 85 44944 69 48976 A 54408 64 59218 69 96212 98 99105 
43433 85 43704 85 44945 69 49255 112 54420 64 59221 69 96223 99 99106 
43437 85 43705 86 44946 69 49455 alte 54421 64 59240 70 96224 99 99107 
43440 85 43706 85 45101 89 49460 17 54422 64 59243 70 96225 99 99108 
43443 85 43707 85 45128 4 49526 18 54432 41 59246 70 96231 97 99109 
43446 83 43708 86 45238 19 49566 90 54434 4 59249 70 96232 97 99110 
43449 83 43709 86 45240 19 49567 90 54565 39 59252 70 96233 98 99111 
43453 84 43710 86 45242 19 49620 23 54566 39 59263 70 96234 98 99112 
43458 84 43711 85 45244 alg) 49763 20 54578 64 59315 69 96235 97 99113 
43461 85 43712 85 45248 19 49764 20 54583 64 59316 69 96236 97 99114 
43465 85 43713 85 45250 19 49765 20 54584 63 59380 88 96237 98 99115 
43468 85 43714 85 45252 19 49766 20 55216 87 59381 88 96238 98 99116 
43470 85 43716 85 45254 19 49767 20 55342 71 59400 69 96241 96 99117 
43474 85 43717 85 45256 19 49768 20 55343 TA 59403 69 96242 96 99118 
43477 85 43718 85 45258 19 49769 20 55344 ial 59406 69 96243 96 99119 
43480 85 43719 85 45273 19 49770 20 55520 19 59409 69 96246 96 99120 
43488 83 43720 85 45275 19 49771 20 55604 40 59412 69 96247 96 99172 
43491 83 43721 85 45277 19 49772 20 55605 40 59415 69 96251 99 99173 
43494 83 43722 85 45571 111 49773 20 55665 19 59418 69 96255 99 99205 
43506 82 43723 86 45749 71 49774 20 55713 70 59421 69 96256 100 99209 
43509 86 43724 86 45908 70 49775 20 55714 69 59424 69 96260 100 99210 
43512 86 43725 86 45920 70 49776 20 55715 70 59427 69 96262 100 99211 
43515 86 43726 86 45921 70 49777 20 55716 70 59430 69 96263 100 99212 
43518 84 43727 86 45922 70 49778 20 55719 69 59433 69 96267 100 99213 
43522 84 43728 86 45923 70 49779 20 55720 70 59436 69 96268 100 99214 
43601 83 43729 86 45924 70 49780 20 35721 70 59439 69 96271 101 

43602 83 43730 86 45925 70 49781 20 55773 40 59442 69 96272 101 

43603 83 43731 86 45926 71 49782 20 55774 40 59445 69 96276 101 


Rockwell Quality 
Portable Electric Saws 


For every sawing job from your most intricate to your most difficult. 


Top Handle 
Circular Saw Features 


A. Comfortable Handle Design — engi- 
neered for greater operator safety and 
control. Features trigger switch for instant 
on-off power control. 


All Precision Ball Bearing Construction— 
heavy duty, oversize bearings THROUGH- 
OUT; grease packed at the factory for 
longer trouble-free service. 


B. Sturdy Steel or Heavy Aluminum Bases 
—for full support and greater stability. 


High-Speed Steel Blades — designed and 
tensioned specifically for ROCKWELL 
quality saws. 


C. Safety ‘“‘No-Drag’”’ Telescoping Guard— 
Exclusive miter-lip on leading edge pre- 
vents jamming at start of any cut and elim- 
inates ‘drag’ during the cut. Positive 
action of a coil spring returns the guard to 
starting position immediately after cut is 
completed, even on compound miter cuts. 


Sawdust Ejector—built into guard, directs 
nuisance sawdust back and away from the 
operator. 


D. External Gear Lubricator—simplifies 
lubrication of gear chamber. A simple 
twist of the cup ring injects grease onto 
the gear and pinion without having to dis- 
mantle the saw. 


Helical Gear Drive — precision machined 
and hardened gears for greater tooth 
strength, larger contact area, peak per- 
formance and longer life. 

Removable Pinion Gear — machined as a 
separated unit — not part of the armature 
shaft on models 528, 510 and 542 only. 
Should the gear need replacement the 
armature need not be replaced. 


E. Totally Failure-Protected Motors — cut 
down-time and minimize troublesome 
servicing problems. Armature windings 
feature anew scientifically developed high 
temperature coating and bonding unaf- 
fected by frequent, prolonged overload, 
harmful abrasives, moisture conditions or 
other causes of motor failure. All commu- 
tator-coil connections are welded making 
them stronger and more resistant to heat 
than conventional soldered leads. 


Compensated Pole Type Motors — extra 
windings coupled with a 16-pole field, 
rather than the conventional 2-pole field, 
provides smoother drive, additional power 
and longer life. This feature on Speed- 
matic Saw line. 


Precision Angle Segment — is quick and 
easy to set for accurate bevel cutting from 
0° to 45°. Weight of saw is held by heavy 
die castings at any depth. 

F. Single Line Cutting—only one sighting 
line to follow on any cut—whether straight, 
angle or bevel: cut. 


Aluminum Alloy Housings—light yet 
rugged and strong aluminum housings 
make day-long use less tiring for the 
operator. 


Complete Line of Accessories — is avail- 
able to enable you to get extra versatility, 
convenience and safety from your ROCK- 
WELL saw. 


Replaceable Components— accidently drop 
the saw; break a handle? No problem! A 
complete line of replacement parts is 
available. Complete list of ROCKWELL 
service centers in the back of this catalog. 


Heavy Duty Cord Strain-Relief Protector— 
long wearing, rubber insulated, 3-conduc- 
tor cord with molded rubber plug features 
a secondary liner, firmly locked to the saw 
handle to relieve cord strain, prevent kink- 
ing and dangerous wear. 


G. Man-Size Control Knobs — with accu- 
rately calibrated, easy to read, depth and 
angle adjustment scales — make it quick 
and easy to set-up the saw for depth and 
accurate 0° to 45° angle cutting opera- 
tions. 


H. Picture Window Blade Visibility — per- 
mits the operator to view the saw blade as 
it progresses along the cutline so that the 
accuracy can be checked and rechecked 
at several points during long cuts. 


MODEL 567 AND MODEL 568 


Lightweight Magnesium Housing — spe- 
cially designed and constructed for maxi- 
mum strength and rigidity at a minimum 
(lighter than aluminum) weight. 


Positive Control Levers — extra large, 
“man-size’”’ lever controls for quick and 
easy depth and angle adjustments. 


Big Capacity — no comparable saws offer 
more. Model 568 7%” saw cuts stock 
21%," at 90°; a full 2%,” at 45° 

Safety Kickproof Clutch (standard on 568; 
accessory equipment for 567)—adjustable 
to any degree of slip, fully protects user, 
machine and work. 


Worm Gear Drive—oversize, rugged gear- 
ing for maximum transmission of high 
torque power to blade. 


MODEL 597 


|. Exclusive Safetymatic Push-Button 
Brake—a time saving, convenient, manu- 
ally operated braking system. Simple 
push-button action enables you to safely 
stop the saw blade seconds after the cut 
...eliminates time wasting blade coasting. 


Kickproof Clutch — eliminates dangerous 
kickback—prevents overload on the arma- 
ture if the blade stops. 


MODEL 314 


J. Extra Large Wrap-Around Base—a full 
50 square inches—for positive support and 
greater stability. Base features a single- 
lock knob for quick, easy accessory 
mounting and is coated with a patented 
anti-friction material for ease of operation. 


Rugged Worm Gear Drive — for maximum 
transmission of high-torque power to 
blade. 


K. Base Insert — eliminates chipping and 
splintering during cutting operations on 
problem materials. Easily removed for 
sawing operations involving set-tooth 
blades. 


ROCKWELL PORTABLE SAWS 
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Other Quality 
Saw Features 


BAYONET SAWS 
Models 548 and 348 


A. Orbital Blade Cutting Action—to reduce 
heat and blade breaking friction while pro- 
viding faster cutting and longer blade life. 


B. Top-Handle Design—for positive con- 
trol, maximum guideability and handling 
in any position—even during plunge cut- 
ting applications. 

C. Exclusive Magic Circle Base Insert—for 
maximum blade support to eliminate chip- 
ping and splintering on plywoods, lami- 
nates and other problem materials. 


Model 648 


© Double Insulated—two separate sets of 
insulation barriers provide the operator 
with a double margin of safety. 


D. Combination Barrel Grip — glass filled 
nylon motor housing — gives maximum 
rigidity and a hand-fitted handle that is 
properly insulated for cool operation and 
safe, shockproof use. 


E. Revolutionary Wrap-Around Blade 
Clamp — accommodates ROCKWELL tang 
type blades and automatically positions 


the blade at the proper cutting angle and 
keeps it there! 


Full 1” Stroke — for faster cutting and 
longer blade life. 


TIGER SAWS 


F. Dual-Action Cutting—2 tools in 1—sim- 
ply ‘flick a lever” to change from orbital 
to reciprocating blade motion. 


Full 1” Cutting Stroke—assures faster cut- 
ting and longer blade life. 


G. Power Packed Motor — an industrially 
rated 8 amp motor makes possible the 
smoothest, fastest cutting all purpose saw 
in the world. Gives greater sustained cut- 
ting, even on troublesome plunge cutting 
jobs. 


H. Pivoting Guide Shoe—provides full sup- 
port and exceptional stability for accurate 
cutting . . . keeps the saw flush to the 
material being cut regardless of the posi- 
tion. Negative angle feature provides self- 
feeding round stock. 


|. Universal Blade Clamp — designed to 
accommodate all popular make blades. 
Locks blade automatically at the proper 
sawing angle. 


All Ball and Needle Bearing Construction 
— long wearing needle and precision ball 
bearings throughout provide longer main- 
tenance-free life. 


Precision Machined Gears — hobbed in 
matched sets from high quality steel pro- 
vide efficient power transmission. These 
gears are carefully heat treated and hard- 
ened for extra strength and longer life. 


Aluminum Alloy Housing — exceptionally 
strong, yet feather-light for low fatigue use 
over long periods of operation. 


J. Hi-Lo Speed Range (on 2-speed model) 
— the right speed for any material: 2800 
SPM for woods or 1900 SPM for metals. 
Speed selector switch is conveniently lo- 
cated below the trigger off-on switch for 
fast speed change. 


K. Auxiliary Side Handle — mounts left 
or right for positive operator control; can 
be removed for use in confined areas. 


PORTA-BAND SAWS 


L. Big Capacity Cutting — cuts 334”x414" 
rectangular stock or 3%” diameter rounds. 
Handles pipe, channel, castings, cable, 
rod, bar stock, conduit and more. Ideal for 
tool room or stock bin use. 


M. Lightweight, Completely Portable — 
equipped and ready to operate, weighs 
only 17 pounds. Its small size and light 
weight make it ideal for day-long use — 
even in awkward places. 


Totally Failure Protected Motors — cuts 
down-time and minimizes servicing prob- 
lems. Armature windings feature a scientif- 
ically developed high temperature coating 
and bonding unaffected by frequent pro- 
longed overload, harmful abrasives, mois- 
ture conditions or other causes of motor 
failure. 


Ball and Needle Bearing Construction — 
twelve (12) bearings all positioned at crit- 
ical wear points throughout the machine 
for longer trouble-free life. 


Porta-Band Stand— available as an acces- 
sory to convert the machine to a stationary 
unit or for mounting on a truck body or 
any place where this versatile machine 
might be put to use. 


N. Fast Cutting — choose your blade, set 
the speed (80 to 240 SFPM on the variable 
speed model) for cutting any material — 
steel, brass, aluminum, copper, plastics or 
most any material. If machine is on a 
stand, you can walk away to do other 
chores while cut is being made. 


Unique Electronic Principle (on variable 
speed model) — provides precise cutting 
speed regulation at an almost constant 
torque curve. Preset speed is maintained 
— even under load — without affecting or 
diminishing the horsepower of the machine. 


O. No More Portable Band Saw Size Limi- 
tations when cutting up to 4%” rounds 
with Rockwell’s new big capacity Model 
9728 PORTA-BAND. This new machine 
takes day-long cutting chores on 4%” soil 
pipe and 4” conduit in stride with ease 
and two-speed versatility. 


ROCKWELL PORTABLE SAWS 


This tool complies withO.S.H.A. requirements 


MODEL 542 


12” Diameter Blade 


ROCKWELL’S most powerful, large ca- 
pacity heavy-duty saw—has a big 4%” 
cutting capacity. The all ball bearing 
construction of this 12” diameter saw 
has made it the ideal saw for the really 
big portable saw application. 


FEATURES 

Comfortable Top-Handle Design ° All Ball 
Bearing Construction * Standard Steel 
Carrying Case and Rip Guide « Sturdy 
Aluminum Base ° Safety ‘‘No-Drag” Tele- 
scoping Guard * High-Speed Steel 
Blades * Built-In Sawdust Ejector ° 
External Gear Lubricator * Helical Gear 
Drive * Single Line Cutting + Failure 
Protected Motors « Full Grip Stabilizer 
Handle *« Replaceable Components 


SPECIFICATIONS 


Modelo.) 2b fo 5a er gs eet he ge c 542 
Motor ........ 15 Amp., Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM) ........... 4800 
Blade Diameter .................. 12” 
Capacity..... 3%,” @ 45°, 4%” @ 90° 
Beannos ts 45.4 esta ee os All Ball 
Overall Length ................. 17%" 
Net Weight ................... 37 Lbs. 
Shipping Weight .............. 55 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Combination Saw Blade 
(%” diameter hole), Gear Lubricant, 
3-Conductor Cord, Operating Manual, 
18050 (old 24617) Blade Wrench, 48047 
(old 17K12) Rip Guide and 39676 Steet 
Carrying Case. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 17 and 18. 


This tool complies with O.S.H.A. requirements 


MODEL 510 


10%” Diameter Blade 


A 13 amp powered 10%” Speedmatic 
Saw with solid blade lock-up clutch, a 
5700 RPM speed and full grip hand bar 
for added stability and operator control. 
Plus—all of the ROCKWELL built in safety 
and performance standards. 


FEATURES 

Comfortable Handle Design « All Ball 
Bearing Construction * Sturdy Aluminum 
Base « Safety ‘No Drag” Telescoping 
Guard * High-Speed Steel Blades + 
Standard Rip Guide and Carrying Case 
* Built-in Sawdust Ejector * External Gear 
Lubricator * Failure Protected Motors « 
Helical Gear Drive * Removable Pinion 
Gear * Aluminum Alloy Housings 


SPECIFICATIONS 


IMOGeUINO: ip eieiiiets ahaicre oyeiviens cee 510 
Motor......... 13 Amp., Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)............ 5700 
Blade Diameter ................ 10%" 
Capacity ...... 2%" @ 45°, 35%” @ 90° 
BGanings? 2 osgee: Hoke cA ee ess All Ball 
Overall Length ................. 14%" 
NettWeight ascedsaincewies.4 35 Lbs 
Shipping Weight .............. 47 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Combination Saw Blade 
(%” diameter hole), Gear Lubricant, 
3-Conductor Cord, Operating Manual, 
48289 (old 1786X) Blade Wrench, 18288 
(old 20K9) Rip Guide and 39695 Steel 
Carrying Case. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 17 and 18. 
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This tool complies with O.S.H.A. requirements 


MODEL 592 is 


10%” Diameter Blade — 


This extra heavy-duty 10%” saw has a 
3%” capacity combined with a powerful 
14 amp motor, a solid blade lock-up and 
a speed of 5250 RPM’s. This combination 
provides the power to muscle through 
your most difficult job. 


FEATURES 

Failure Protected Motor « All Ball Bearing 
Construction * Sturdy Aluminum Base 
* External Gear Lubricator * Solid Blade 
Lock-Up + Picture Window Blade Visi- 
bility * Single Line Cutting 


SPECIFICATIONS 


ModeliNoe:..... ccbek.8. 2 nae 592 
Motor......... 14 Amp., Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)............ 5250 
Blade Diameter ................ 10%" 
Capacity...... 21%," @ 45°, 3%" @ 90° 
BOaninGS fi. ovens snenttosens coagmoptes iets All Ball 
Overall Length................. 14%" 
Net. Weight: 25... 8.24 bes cents Suen 18 Lbs. 
Shipping Weight .............. 22 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Combination Saw Blade 
(%” diameter hole), Gear Lubricant, 
3-Conductor Cord, Operating Manual, 
and 48289 (old 1786X) Blade Wrench. 


Model 9592 (old 592K) 
Heavy Duty 

Builders’ Saw Kit 
Includes 

Standard Equipment, 
18288 (old 20KQ9) Rip 
Guide and 42385 
Steel Carrying Case. 


Duty Rating: 

For Industry and 
Construction Trades 
Applications. 


For a complete listing of available 
accessories see pages 17 and 18. 


This tool complies with 
O.S.H.A. requirements 


MODEL 528 (old 528B) 


8%” Diameter Blade 


Another famous ROCKWELL Speedmatic 
Saw featuring a kickproof clutch, a 6300 
RPM speed and all of the safety, conven- 
ience and performance features that have 
made this line of saws the standard for 
the industry. 


FEATURES 

Comfortable Top-Handle Design ° All Ball 
Bearing Construction * Sturdy Aluminum 
Base * High-Speed Steel Blades + 
Safety “No Drag” Telescoping Guard + 
Built-in Sawdust Ejector » External Gear 
Lubricator + Helical Gear Drive 


SPECIFICATIONS 


IMOdeIINOS oo otis crc ssecneras tectelnie eae 528 
Motor......... 11 Amp., Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)............ 6300 
Blade ‘Diameter ................. BY" 
Capacity ...... 2X5" @ 45°, 2%” @ 90° 
B@ Ann iia: s26sccoecs escies- i ss gear eee All Ball 
Overall Length................... 2a 
Net Weight ................... 16 Lbs. 
Shipping Weight............... 20 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Combination Saw Blade 
(%” diameter hole), Gear Lubricant, 
3-Conductor Cord, Operating Manual, 
48299 (old 1931X) Blade Wrench and 
48321 (old 2874X) Jackshaft Wrench. 


Model 9528 (old 528BK) 
8%” Saw Kit 
Includes 

Standard Equipment, 
18288 (old 20K9) 
Rip Guide and 
48253 (old 528-16) 
Steel Carrying Case. 


Duty Rating: For Extended 
Service on Industry 

and Construction Trades 
Applications. 


For a complete listing of available 
accessories see pages 717 and 178. 


ROCKWELL PORTABLE SAWS 


This tool complies withO.S.H.A. requirements 


MODEL 368 


8%” Diameter Blade 


This is the perfect lightweight low-cost 
8%" saw with a performance record to 
be equalled only by heavier more expen- 
sive models. Its kickproof clutch and mod- 
erate speed make it the perfect choice 
for all-around use. 

FEATURES 

All Ball Bearing Construction « Failure 
Protected Motor * External Gear Lubri- 
cator * Safety Kickproof Clutch » Helical 
Gear Drive 


SPECIFICATIONS 


Model INO: cscs eeisavereiepein ence mutans 368 
Motor....... 12.5 Amp., Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)............ 5800 
Blade Diameter ................. 8%" 
Capacity...... 2%" @ 45°, 21%,” @ 90° 
Be@aningS: 6. sc seicipi te cncnet ts ere All Ball 
Overall Length .................... 22 
Net Weight ................. 13% Lbs. 
Shipping Weight ............ 17% Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Combination Saw Blade 
(%” diameter hole), Gear Lubricant, 
3-Conductor Cord, Operating Manual, 
48299 (old 1931X) Blade Wrench and 
48321 (old 2874X) Jackshaft Wrench. 


Model 9368 (old 368K) 
Heavy Duty 

Builders’ Kit 

Includes 

Standard Equipment, 
53124 (old 49455) 
Rip Guide and 

44657 Steel 

Carrying Case. 


Duty Rating: 

For Industry and 
Construction Trades 
Applications. 


For a complete listing of available 
accessories see pages 17 and 178. 
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SEE YOUR 
INDUSTRIAL 
DISTRIBUTOR 
FOR ALL YOUR 
ROCKWELL 
PORTABLE 
POWER TOOL 


AND ACCESSORY 


NEEDS! 


He will provide 
you with... 


Assistance in Your Pro- 
duction Planning. His 
years of experience and 
technical know-how have 
equipped him to give you 
expert advice on your pro- 
duction problems. 


Fast Delivery From Local 
Stocks. Because of his 
knowledge of local mar- 
kets, he stocks the prod- 
ucts you need — delivers 
your orders quickly and 
keeps your working capi- 
tal free. 


Prompt Information on 
New and Old Products. He 
is in constant touch with 
manufacturers who supply 
him with information on 
new products and devel- 
opments. 


One Source For Many 
Types of Products. One 
source ordering simplifies 
your purchasing proce- 
dure and reduces your 
accounting costs. 


ROCKWELL PORTABLE SAWS 


This tool complies with O.S.H.A. requirements 


MODEL 568 


7%” Diameter Blade 


Created to meet the demand of builders, 
contractors and heavy industrial users. 
Because of their rugged construction, 
lightweight and high-torque these saws 
are capable of withstanding the abuse of 
tough construction jobs. 


FEATURES 

D-Handle Design * Lightweight Magne- 
sium Housing » Extra Powerful 13 Amp 
Motor « All Ball Bearing Construction « 
Replaceable Components « Powerful 
Worm Gear Drive « Safety. Kickproof 
Clutch « Sturdy Steel Base « Positive Con- 
trol Levers * Full 21%” Capacity at 90° 


SPECIFICATIONS 


IMochell NOe is:iessiia cons os caus sapepanavsnaiaienavacs 568 
Motor ........ 13 Amp., Universal Type, 

115 Volt, 25-60 Hertz, AC 
NoLoad Speed (RPM)............ 4200 
Blade Diameter ................. 7%" 
Capacity ...... 24%" @ 45°, 2%” @ 90° 
BEARINGS ess secs s cece cassieitin sleasiane All Ball 
Overall Length ................. 19%” 
Neti Weight... esses scispercecccsys 17 Lbs. 
Shipping Weight............... 27 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Combination Saw Blade 
(diamond hole), Gear Lubricant, 3- 
Conductor Cord, Operating Manual and 
48299 (old 1931X) Blade Wrench. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 17 and 18. 


This tool complies with O.S.H.A. requirements 


MODEL 315 


7%" Diameter Blade 


The present day demand for a modern, 
low-cost builders’ saw with the perform- 
ance necessary for every type of cutting 
job has resulted in the development of 
the 315. This saw provides the user with 
the right combination of features that 
you would expect to find only on heavier, 
more expensive models. 


SPECIFICATIONS 


ModeliNol.. osc: ee een eee 315 
Motor....... 11.5 Amp., Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)........... 5800 
Blade Diameter ................. 7%" 
Capacity...... 1%” @ 45°, 2%" @ 90° 
Bearings: 4. ice eee All Ball 
Overall Length .................... ‘ellis 
Net Weight ................. 12% Lbs. 
Shipping Weight ............. 16% Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Combination Saw Blade 
(¥8” diameter hole), Gear Lubricant, 
3-Conductor Cord, Operating Manual, 
48299 (old 1931X) Blade Wrench and 
48321 (old 2874X) Jackshaft Wrench. 


Model 9315 (old 315K) 
Heavy Duty 

Builders’ Saw Kit 
Includes 

Standard Equipment, 
53124 (old 49455) 

Rip Guide and 

43067 Steel 

Carrying Case. 


Duty Rating: For Industry 
and Construction Trades © 
Applications. 


For a complete listing of available 
accessories see pages 17 and 78. 
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This tool complies with 
0.S.H.A. requirements 


MODEL 597 (old 597A) 


7%” Diameter Blade 


Another of ROCKWELL’S Top Quality 
Saws with the added advantage of a 
safetymatic push button blade brake. The 
blade brake enables the operator to 
safely stop the saw blade in seconds— 
eliminates time wasting blade coasting. 
FEATURES 

Safetymatic Push-Button Brake ° Kick- 
proof Clutch » Failure Protected Motor 
* All Ball Bearing Construction * Helical 
Gear Drive » Wide Wrap-Around Base 


SPECIFICATIONS 


ModelliNo: ...crseratiwy restos see 597 
Motor......... 12 Amp., Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)............ 5800 
Blade Diameter.................. 7%" 
Capacity....... 1%” @ 45°, 2%” @ 90° 
Bearings. .scscysleere sec desceeeance All Ball 
Overall Length .................. alii 
Net Weight .................. 14% Lbs. 
Shipping Weight ............ 18% Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Combination Saw Blade 
(%" diameter hole), Gear Lubricant, 
3-Conductor Cord, Operating Manual, 
48299 (old 1931X) Blade Wrench and 
48321 (old 2874X) Jackshaft Wrench. 


Model 9597 (old 597AK) 
7%” Heavy Duty 
Saw Kit 

Includes 

Standard Equipment, 
53124 (old 49455) 
Rip Guide and 
43067 Steel 

Carrying Case. 


Duty Rating: 

For Extended Service 
on Industry and 
Construction Trades 
Applications. 


ih ees a 
& ee | 


For a complete listing of available 
accessories see pages 17 and 18. 


ROCKWELL PORTABLE SAWS 


This tool complies with O.S.H.A. requirements 


MODEL 567 


634” Diameter Blade 


Lightweight and powerful—offering more 
power per pound than other comparable 
worm drive saws. Designed specifically 
to take the punishment of tough construc- 
tion use that ordinary saws cannot with- 
stand. 


FEATURES 

Powerful Worm Gear Drive * Lightweight 
Magnesium Housing * D-Handle Design 
¢ All Ball Bearing Construction * Extra 
Powerful Motor »* Sturdy Steel Base « 
Positive Control Levers * Replaceable 
Components « Safety ‘‘No-Drag’’ Tele- 
scoping Saw Guard 4 


SPECIFICATIONS 


ModeliNOi. 8. woke ea ee ee 567 
Motor......... 12 Amp., Universal Type, 

115 Volt, 25-60 Hertz, AC 
No Load Speed (RPM)............ 4800 
Blade Diameter ................. 6%” 
Capacity...... 1%" @ 45°, 2%” @ 90° 
Bearings): g.c00 5: eoine tote ee All Ball 
Overall Length................. 16%" 
Net Weight................... 14Lbs. 
Shipping Weight .............. 18 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Combination Saw Blade 
(diamond hole), Gear Lubricant, 3- 
Conductor Cord, Operating Manual 
48299 (old 1931X) Blade Wrench and 
42977 Diamond Hole Blade Adapter. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 17 and 18. 


This tool complies with O.S.H.A. requirements 


MODEL 346 


634” Diameter Blade 


A heavy-duty builders’ saw, the most 
powerful in its class, with the right com- 
bination of power and capacity to do a 
days’ work on any construction job. 


FEATURES 

All Ball Bearing Construction * Failure 
Protected Motor « Safety Kickproof Clutch 
* Safety ‘‘No-Drag” Telescoping Guard ¢ 
External Gear Lubricator * Helical Gear 
Drive * Precision Angle Segment « Single 
Line Cutting * Man-Size Control Knobs « 
Replaceable Components * Aluminum 
Alloy Housings 


SPECIFICATIONS 


Modell NO: ooi.200 fess Soe 346 
Motor....... 10.5 Amp., Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)........... 5800 
Blade Diameter ................. 6%" 
Capacity...... 158” @ 45°, 2%" @ 90° 
Bearings oo.) cee cays 3 eae All Ball 
Overall Length................... Ue 
Net Weight................... 12 Lbs. 
Shipping Weight............... 16 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Combination Saw Blade 
(¥" diameter hole), Gear Lubricant, 
3-Conductor Cord, Operating Manual, 
48299 (old 1931X) Blade Wrench and 
48321 (old 2874X) Jackshaft Wrench. 


Model 9346 (old 346K) 
6%” Saw Kit 
Includes 

Standard Equipment, 
53124 (old 49455) 

Rip Guide and 

43067 Steel 

Carrying Case. 


Duty Rating: 

For Industry and 
Construction Trades 
Applications. 


For a complete listing of available 
accessories see pages 17 and 18. 
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This too! complies with O.S.H.A. requirements 


MODEL 314 


4%2" Trim Saw 


This all-purpose, lightweight, easy-to- 
handle saw has been specially engineered 
for cutting trim, composition boards, ply- 
woods, thin non-ferrous metals, plastics, 
laminates, plexiglass and other problem 
materials. Its ideal speed of 3800 RPM 
and its rugged worm gear drive give it 
performance features never before avail- 
able in a trim saw, regardless of price. 


FEATURES 

Rugged Worm Gear Drive « Extra Large 
Wrap-Around Tilting Base « Base Insert 
* Top Handle Design * Easy-To-Read 
Sighting Lines « All Ball Bearing Con- 
struction * Dual Angle Adjustment Seg- 
ments and Lock Knobs « All-Purpose 
3800 RPM 


SPECIFICATIONS 


Model INO}. 5 2 sci id acts sacteesclneclae 314 
Motor........ 4.5 Amp., Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)........... 3800 
Blade Diameter ................. 4%" 
Capacity....... 1,” @ 45°, 1%.” @ 90° 
BeaningSicc. sunsets ue eee All Ball 
Overall Length................. 10%” 
Net Weight... .. < ..cc 0 6a cn cans 7 Lbs. 
Shipping Weight .............. 11 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, Combination Saw Blade 
(¥%” diameter hole), Gear Lubricant, 
3-Conductor Cord, Operating Manual, 
Wrenches and 53122 Base Insert with 
Thumb Screw. 


Model 9314 4%” Trim Saw Kit—Includes 
Standard Equipment, 53123 Rip Guide 
and 18343 Steel Carrying Case. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 17 and 18. 


ROCKWELL PORTABLE SAWS 


This tool complies with O.S.H.A. requirements 


MODEL 9728 


2-Speed Porta-Band Kit 
195 and 245 SFM 


Where portability and big capacity are 
essential in a band sawing application, 
this saw is the perfect choice! Its two- 
speed feature and its big 4%” capacity 
makes cutting nominal size 4” soil pipe 
or 4” conduit a fast, simple operation. 
The 4%” capacity of this band saw will 
allow cuts such as actual size 4%” soil 
pipe to be achieved in one cut. Comes 
complete with steel carrying case and 
an assortment of blades. 

FEATURES 

Big 43%4” Capacity - 195 and 245 SFM 
Cutting Speeds «+ Failure Protection 
Motor * Completely Portable * All Ball 
and Needle Bearing Construction ° 
Standard Steel Carrying Case * Com- 
plete Assortment of Blades Available. 


SPECIFICATIONS 


Modeli\Nos . 2 fico scence Boe 9728 
Motor..... 4.5-6.5 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (SFM)... .195 Lo, 245 Hi 


BladetSize: = ice cuales 53%” 
Drive. 22 ates Worm Gear and Chain 
Capacity iss 26. c.agntaciga sce 434” Round 
Bearings ............. Ball and Needle 
Overall Length ................. 23%" 
Net. Weight: j0.cccee tees 19 Lbs. 
Shipping Weight ............ 39.9 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, Blade 
Wax, Assorted Blades, 44908 Steel Carry- 
ing Case and an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 19. 


This tool complies with O.S.H.A. requirements 


MODEL 726 


Variable Speed Porta-Band 
80 to 245 SFM 


This variable speed model can combine 
the appropriate speed with proper blade 
to cut almost anything — anywhere! Big 
capacity, fast cutting and complete port- 
ability make this the perfect cost and 
labor saving unit for any band sawing 
operation. 


FEATURES 

Variable Speed from 80 to 240 SFM ° 
Unique Electronic Principle * Fast Cut- 
ting * Completely Portable « Failure Pro- 
tected Motor « Ball and Needle Construc- 
tion * Big Capacity » Porta-Band Stand 
Accessory * Complete Assortment of 
Blades 


SPECIFICATIONS 


Modell INO eon sca ote ee crane 726 
Motor...:....5.5 Amp., Universal Type, 
115 Volt, 25-60 Hertz, AC 

No Load Speed (SFM)....... 80 to 240 
Blade: Size 33.3... vh,.0 i. foe ee 447%" 
Drive........... Worm Gear and Chain 
Capacity...... Rect. Stock 3%” x 4¥%e”, 
Rd. Stock 3%” Dia. 
Bearings.............. Ball and Needle 
Overall Length................. 19%" 
Net Weight ..... 50.58.02 es oes 17, Lbs: 
Shipping Weight............... 23 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Blade, 3-Conductor Cord, 
Blade Wax and an Operating Manual. 


Model 9726 (old 726K) Variable Speed 
Saw Kit—Includes Standard Equipment, 
Assorted Blades, Blade Wax and 44912 
Steel Carrying Case. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 19. 
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This tool complies with O.S.H.A. requirements 


MODEL 725 


2-Speed Porta-Band 
195 and 245 SFM 


The versatile Porta-Band becomes even 
more productive when the 2-speed model 
is your choice. All of Porta-Band’s fea- 
tures of portability, lightweight, and fast 
cutting ‘are enhanced with the additional 
cutting speed that makes cutting metals 
an even faster operation. This model will 
handle almost any cutting job with speed 
and precision. 


FEATURES 

195 and 245 SFM Cutting Speeds ° 
Failure Protected Motor * Completely 
Portable « All Ball and Needle Bearing 
Construction * Big Capacity Cutting * Ac- 
cessory Porta-Band Stand * Complete 
Assortment of Blades Available. 


SPECIFICATIONS 


Motor..... 4.5-6.5 Amp., Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (SFM) ...195 Lo, 245 Hi 


Blade Size... 224s ei ee 447%" 
Drive. i246 cc gece Worm Gear and Chain 
Capacity...... Rect. Stock 3%” x 4%”, 

Rd. Stock 3% ”- Dia. 
Bearings.............. Ball and Needle 
Overall Length................. 19%” 
NetiwWeight) .... wsiciie i cccsisaunsce aes 17 Lbs. 
Shipping Weight............... 23 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Blade, 3-Conductor Cord, 
Blade Wax and an Operating Manual. 


Model 9725 (old 725K) 2-Speed Saw Kit 
—Includes Standard Equipment, Assorted 
Blades, Blade Wax and 44912 Steel Car- 
rying Case. 

Model 8725 (old 725VD)—The same saw 
equipped with a 230 volt motor. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 19. 


ROCKWELL PORTABLE SAWS 


This tool complies with O.S.H.A. requirements 


MODEL 724 


Single Speed Porta-Band 
240 SFM 


This unique machine provides many with 
a previously unavailable service. No- 
where has there been a portable power 
band saw with the combination of fea- 
tures and the completely portable weight 
and size of this saw. Its features and 
complete array of accessories make it 
the perfect choice wherever it can be put 
to use. 

FEATURES 

A 240 SFM Speed «+ Completely Port- 
able + Ball and Needle Construction Fail- 
ure-Protected Motor * Lightweight * Big 
Capacity * Fast Cutting * Complete Line 
of Accessories 


SPECIFICATIONS 


Model \No:. a: ciccs nila 0h. Sees 2 724 
Motor........ 6.5 Amp., Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 

No Load Speed (SFM)............ 240 
BladeSize Foo nig inet 447%" 
Drive... ceca: Worm Gear and Chain 
Capacity...... Rect. Stock 3%” x 4%”, 
Rd. Stock 3%” Dia. 
Bearings.............. Ball and Needle 
Overall Length................. 19%" 
Net Weight................... 17 Lbs. 
Shipping Weight............... 23 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Blade, 3-Conductor Cord, 
Blade Wax and an Operating Manual. 


Model 9724 (old 724K) Single Speed 
Saw Kit—Includes Standard Equipment, 
Assorted Blades, Blade Wax and 44912 
Steel Carrying Case. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 19. 


This too! complies with O.S.H.A. requirements 
cy 


MODEL 677 


1-Speed Tiger Saw 


The most versatile saw on the market! 
Cuts a wide variety of materials from soft 
woods, plastics and compositions to hard 
metals ... will do jobs other saws can’t 
handle — big capacity straight-line saw- 
ing, angle cutting, curve and scroll cuts, 
plunge cutting and more, all with time 
saving speed and maximum accuracy. 


FEATURES 

Exclusive Dual-Action Cutting * Powerful 
8 Amp Motor « Pivoting Guide Shoe * Uni- 
versal Blade Clamp « Precision Machined 
Gears « Aluminum Alloy Housing « All Ball 
and Needle Bearing Construction * Auxil- 
iary Side Handle 


SPECIFICATIONS 


ModeliNo., Sick 677 
Motor.......... 8 Amp., Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (SPM)............ 2400 
Strokes, . sccaw ces coebenan en ace ee ae 
Bearings.............. Ball and Needle 
Overall Length ................. 17%" 
Net Weight .................... 9-Lbs. 
Shipping Weight............... 12 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, Auxiliary Handle, Wood 
Cutting Blade, 3-Conductor Cord and an 
Operating Manual. 


Model 9677 (old 677K) Single Speed Saw 
Kit — Includes Standard Equipment, 
Assortment of 5 Blades, and Steel Carry- 


~ernyrarninniy HH nT 


ing Case. 


Duty Rating: 
For Extended 
Service on 
Industry and 
Construction 
Trades 
Applications. 


an 
- 


For a complete listing of available 
accessories see page 20. 
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This tool complies with O.S.H.A. requirements 
a 


MODEL 6772 (old 677-2) 


2-Speed Tiger Saw 


The combination of speed selection with 
a choice of cutting actions makes the 
2-Speed Tiger Saw the fastest, most pow- 
erful, most versatile saw in the world. 
Just imagine cutting through a 4 x 4, you 
encounter a nail, simply “flick a lever” 
to change to reciprocating cutting action 
and change to low speed, you’ll speed 
through the nail—once through, flick the 
lever back and continue cutting the 
4x4. 

Put a tiger in your hand—you’ll be hold- 
ing the ultimate in sawing versatility. 


FEATURES 

Hi-Lo Speed Range = All Ball and Needle 
Bearing Construction * Exclusive Dual- 
Action Cutting * Auxiliary Side Handle = 
Pivoting Guide Shoe « Universal Blade 
Clamp * Powerful 8 Amp Motor 


SPECIFICATIONS 


Model Now oi eee ee ee es 6772 
Motor......... 8 Amp., Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (SPM)....... 1900-2800 
ISTROKG 8c frags spaeis c Stein gene ee ities 
Bearings.............. Ball and Needle 
Overall Length................. 17%" 
Net Weight .................... 9 Lbs. 
Shipping Weight............... 12 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, Auxiliary Handle, Wood 
Cutting Blade Wrench, 3-Conductor Cord, 
and an Operating Manual. 


Model 9678 (old 677-2K) 2 Speed Saw Kit 
—Includes Standard Equipment, Assort- 
ment of 5 Blades and 53649 Steel Carry- 
ing Case. 

Model 8677 (old 677-2VD)—The same saw 
equipped with a 230 volt motor. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 20. 


ROCKWELL PORTABLE SAWS 


This tool complies with O.S.H.A. requirements 


MODEL 548 


Bayonet Saw 


An extra heavy duty bayonet saw de- 
signed for the demanding requirements 
of builders, contractors, cabinet makers 
and other professional users. This saw 
performs equally well on intricate inside 
curves, and big capacity straight line 
sawing on metals, plastics, compositions 
and wood. 

FEATURES 

Orbital Blade Cutting Action * “Magic 
Circle” Base Insert * Top Handle Design 
* King Size Base * Extra Heavy Duty 
Motor « Auxiliary Side Handle * Powerful 
Worm Gear Drive 


SPECIFICATIONS 
ModeliNo ss, 598) vic carecchencsieueeensas 548 
Motor ona. 3.5 Amp., Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (SPM)............ 4500 
SOKO oR 5 sre antets esis tee K," Orbital 
Cutting Capacity .......... Wood 22"; 
Aluminum % ”; Steel %” 
Bearings ............. Ball and Needle 
Overall Length .................. 7%” 
INGt Wein) aioe oie cecs is cscs doe ays tuazane 6 Lbs. 
Shipping Weight............... 10 Lbs. 


STANDARD EQUIPMENT 


Basic Machine; “Magic Circle” Base In- 
sert; Allen Wrench; 3-Conductor Cord; 
Assorted Blades: 10-tooth, 6-tooth, 
14-tooth, Knife Blade; Blade Mechanism 
Lubricant; Gear Lubricant and an Oper- 
ating Manual. 


Model 9548 (old 548K) Bayonet Saw Kit 
— Includes Standard Equipment, Angle 
Adjusting Base, Assortment of 6 Wood 
Cutting and 6 Metal Cutting Blades and 
Steel Carrying Case. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 18 and 19. 


This tool complies with O.S.H.A. requirements 


MODEL 648 


Industrial Bayonet Saw 


The only domestically manufactured, in- 
dustrial rated, Double Insulated Bayonet 
Saw on the market. Although Double 
Insulated, this saw is no larger than con- 
ventionally grounded tools. Its combina- 
tion barrel grip—glass filled nylon motor 
housing, its 3200 SPM speed with a 1” 
stroke and its revolutionary wrap-around 
blade clamp make it the perfect choice 
where maneuverability and precision cut- 
ting are critical. The all new Model 648 is 
today’s best buy! 


FEATURES 

Double Insulated * Combination Glass 
Filled Nylon Motor Housing—Hand-Fitted 
Barrel Grip * Clear Safety Chip Deflector 
* Built-In Saw Dust Blower ¢ Full 1” Stroke 
with 3200 SPM « Roller Bearing Blade 
Support Guide * Wrap-Around Blade 
Clamp * Heavy Duty Cord with External 
Strain-Relief Protection * Double Pole 
AC-DC Switch * Square Plunger 


SPECIFICATIONS 


ModeliNoie: 35. heck Se cee ents 648 
Motors 22 cent 3 Amp., Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 

No Load Speed (SPM)............ 3200 
StroKeuy eyes. ives cee ile 
Cutting Capacity .......... Wood 2%2”; 
Aluminum ¥2"; Steel %4” 
Bearings.............. Ball and Needle 
OverallLength .................. 8%” 
NetiwWeights 29. osu cicncen meses 5 Lbs. 
Shipping Weight................ 9 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Saw Blade, Heavy Duty 
2 Wire Power Cord and an Operating 
Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 18 and 19. 
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This tool complies with O.S.H.A. requirements 


MODEL 348 


Bayonet Saw 


Now! greater cutting versatility with a 
combination of features such as a 3500 
SPM speed, orbital blade action and a 
full 3 amp powered motor. This saw offers 
the cutting efficiency to handle straight, 
curve and plunge cutting operations with 
ease and safety. 


FEATURES 

Orbital Blade Cutting Action * ‘“‘Magic 
Circle” Base Insert * Powerful Motor « 
All-Purpose Blade Speed 3500 SPM « Top 
Handle Design « Large Tilting Base * Top 
of Handle Switch * Powerful 3 Amp Motor 


SPECIFICATIONS 


ModeliNoy ...))...5 5 ies ee aka s Boe 348 
Motor ......... 3 Amp., Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 

No Load Speed (SPM)............ 3500 
Stroke gate recs acetone %,”" Orbital 
Cutting Capacity ........... Wood 2¥2” 
Aluminum %4”; Steel Ye” 
Bearings.............. Ball and Bronze 
OverallLength.................... Be 
NethWeight!.:.. 40.05.00 cine see 5 Lbs. 
Shipping Weight................ 9 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, ‘‘Magic Circle” Base In- 
sert, Allen Wrench, General Wood Cut- 
ting Blade, 3-Conductor Cord and an 
Operating Manual. 


Model 9348 (old 348K) Bayonet Saw Kit 
— Includes Standard Equipment, Assort- 
ment of 7 Blades, Rip Guide and Steel 


Carrying Case. — 
Duty Rating: 
For Industry * 
and Construction 
Trades Applications. 


W/L ita Roe 


For a complete listing of available 
accessories see pages 18 and 19. 


ROCKWELL PORTABLE SAW ACCESSORIES 


CIRCULAR SAW ACCESSORIES 


No. 48083 (old 25YK75) Protractor Gauge 


— for straight or angle cut-off work ad- 
justable 75° right or left. 


\ 


No. 48093 (old 30SB) Solid Lock-Up — 
for Models 315, 346, 368 and 528. Con- 
verts kickproof clutch to solid blade 
lock-up. For use with abrasive blades. 
No. 48227 (old 153K75) Cross-Cut Guide 
— for accurate 90° cross-cutting. 


Heavy-Duty Steel Carrying Cases For 
Circular Saws — Protect your saw, have 
it ‘ready to go” with all accessories and 
the saw unit neatly packed in a heavy 
gauge steel carrying case, 


SAW CARRYING CASE 
NEW NO. | OLD NO. NEW NO. OLD NO. 
314 314 18343 18343 
315 315 43067 43067 
346 346 43067 43067 
368 368 44657 44657 
508 508 48018 10K89 
510 510 39695 39695 
528 528B 48253 528-16 
542 542 39676 39676 
567 567 | =e == 
568 568 18015 23543 
592 592 42385 42385 
597 597A | 43067 43067 


Blade Wrenches and Arbor Adapters — 
used to mount saw blades to arbor saws. 
No. 48273 (old 1740X) Allen Wrench — 
for Model 508. 

No. 48289 (old 1786X) Blade Wrench — 
for Models 508 and 510. 

No. 48299 (old 1931X) Blade Wrench — 
for Models 528, 567, 568 and 597. 

No. 48321 (old 2874X) Blade Wrench — 
for Model 542. 

No. 18054 (old 24617) Jackshaft Wrench 
— for Models 528 and 597. 

No. 48311 (old 2498X) Arbor Adapter — 
for most Models. Used to mount %4” 
round hole saw blades to ¥” arbor saws. 


o, 


No. 42977 Diamond Hole Blade Adapter 
— for Model 567. 

Saw Bases — for replacement of stand- 
ard bases to adapt saws to a wide range 
of applications. 


No. 18057 (old 24770) Aluminum Base — 
for Model 568. 


No. 42819 Wrap-Around Type Base — for 
Models 346 and 315. 

No. 43093 Flush Type Base — for Models 
315 and 346. 

No. 43130 Wrap-Around Type Base — 
for Model 368. 


4 


y 


No. 18006 (old 23499) Kickproof Clutch 
Screw — converts solid blade lock-up to 
kickproof clutch. — for Model 568 

No. 53122 Base Insert With Thumb Nut 
— for Model 314. Eliminates chipping on 
splinter-prone materials. 


Rip Guides For Circular Saws — for fast, 
accurate ripping to uniform widths. 


SAW RIP GUIDE 

OLD NO. | NEW NO. OLD NO. 
314. | 314 53123 53123 
315 315 53124 49455 
346 346 53124 49455 
368 368 53124 49455 
508 508 18288 49460 
510 510 18288 49460 
528 528B 18288 49460 
542 542 48407 17K12 
567 567 18003 23401 
568 568 | 18003 23401 
592 592 18288 49460 
597 597A 53124 49455 


QUALITY ROCKWELL SAW BLADES 
Available in a wide variety of types and 
arbor sizes (to fit most all make saws). 


vents, f 


Flooring Blade — Especially ideal for siz- 
ing hardwood flooring. 
NUMBER 


12123 (old B6005FB) ..... 


bh 
pee 


NUMBER 
12060 (old B4503FT) ..... 


12057 (old B4503B) ...... % 
12054 (old BS875FT) ..... % 
12063 (old B7005FT) ..... % 
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Planer Blades — Used for obtaining ex- 
tremely smooth end grain cuts on cabinet 
or trim work. 


NUMBER DIA., IN. | HOLE, IN. 
12096 (old B6005P) ...... 6 Ye 
12099 (old B6255P) ...... 6% 7) 
12102 (old B6505P) ...... 6% 7) 
12105 (old B7005P) ...... 7 % 
12108 (old B7255P) ...... 7% % 
12111 (old B7505P) ...... 7% % 
12114 (old B8005P) ...... 8 % 
12117 (old B8255P) ...... 8% Se 


& i 


Carbide-Tipped Blades — Easily cuts 
“problem materials’”” such as Masonite, 
Formica, Asbestos, etc. 


NUMBER HOLE, IN. 
12000 (old B6005CT) ..... 6 Ye 
12003 (old B7005CT) ..... 7 7) 
12006 (old B800SCT) ..... 8 cA 


All-Purpose Blade — Special hardened 
steel teeth for difficult sawing conditions. 
Cross-cut or rip. 

NUMBER [DIA., IN. | HOLE, IN. 


12129 (old B8005AP) ..... 8 % 


: a: oer 
Rip Blades — Specially designed for fast 
ripping of all types of lumber. 


NUMBER DIA., IN. | HOLE, IN. 
12066 (old B6005R) ...... 6 Se 
12069 (old B6255R) ...... 6% 5p 
12072 (old B6505R) ...... 6% 5 
12075 (old B7005R) ...... 7 5h 
12078 (old B7255R) ...... 74 5a 
12081 (old B7505R) ...... 7% 5h 
12084 (old B8005R) ...... 8 5% 
12087 (old B8255R) ...... BYA 5 
12090 (old B10256R) ..... 10% % 


ROCKWELL PORTABLE SAW ACCESSORIES 


Combination Blades = For gene 
ping and cross-cutting. 


ral rip- 


NUMBER DIA., IN. | HOLE, IN. Thin Rim Blades — For finish cutting of Metal Cutting Blade — For cutting most 
12009 (old B4503C) ...... 4", Y% woods, especially plywood. light gauge metals; also Transite and 
12012 (old B600SC) ...... 6 5 NUMBER [DIA., IN. | HOLE, IN. Fiberglas. 
12015 (old B6255C) ...... 6% % TUnRER SOUEAIN 
12018 (old B6505C) ...... 6% Ey 12183 (old B6505TR) ..... 6% % Paes 
12021 (old B6755C) ...... 6% 5a 12186 (old B7255TR) ..... 7% % 12126 (old B6375MC) ..... 
12027 (old B7005C) ...... 7 % 12189 (old B8005TR) ..... 8 Ya 
12030 (old B7255C) ...... 7% Ye 
12033 (old B7505C) ....... 7% 5 
12042 (old B8005C) ...... 8 Ss BAYONET AND JIG SAW BLADES 
12045 (old B8255C) ...... 8% a) WOOD&COMPOSITION CUTTING BLADES TAPER RELIEF GROUND-TOOTH BLADES 
12048 (old B10256C) ..... 10% % QUANTITY PER PACKAGE—10 
12051 (old B12006C) ..... 12 % 
12024 (old BL675DC) ..... 6% |diamond CUTRINGADERIEBUSING 
12039 (old BL750DC) ..... 7V¥2 |diamond 

APPLICATIONS 


Scroll and General Smooth Cutting 
Soft and Hard Grain Woods-Plywood—Masonite 


Fast Scroll and Rough Cutting-Soft and Hard Grain Woods 


General Wood Cutting—Asphalt Tile 
Fiber-Paper-Plastic-Laminates—Lucite-Plexiglass 


General Rough Cutting Roof Rafters 


4 


Abe d at. RL" - a f 12307 and General Frame Cutting—Plunge Cutting 
rasive ades — use or com- 

wae Saris , Smooth Scroll and Circular Cutting 
positions and non-ferrous metals; “GL” 12379 Masonite—Plywood-Soft and Hard Grain Trim Stock—Plastics 

wa. CED 
used for stone and plastic; “BL” used for Fast Geol and.Gieuiay euttina 
iron and steel. 12380 Solid Grain Wood-Masonite-Plastics 
NUMBER DIA., IN. | HOLE, IN. General Straight and Large Curvature Cutting—Solid Grain Wood 
12162 (old B600SRL) 7 % 12366 Plywood-—Masonite-Piastics—Soft Aluminum Extrusions 
ere Smooth Scroll and Circular Cutting—Plywood, Straight Grain Wood, 

seine Cad BeOREeH; a aa, . i 12312 Masonite—Plastics—Piunge Cutting 
12171 (old B7005RL) ..... Tf 5 coun be Sorel and Circular Gerad —Fiunge Cutting 
12168 (old B7005GL) ..... 7 Ya traight Grain Woods-—Hard Board 
12165 (old B7005BL) ..... 7 Se 12360 General Wood Cutting, Fiber, Paper and Plastic Laminates 
12180 (old B8005RL) ..... 8 Se Plexiglass, Rubber Linoleum 
12177 (old B8005GL) ..... 8 oy: F 
12174 Me BanRREL, 8 % 12306 Rough Cutting Wood 


Smooth Finish Cutting of Straight, Curvature, Ragind 
Finish and Trim Materials and Plunge Cutting 


Cutting—Cardboard—Cloth-Leather 
Rubber and Sponge Type Plastics 


12378 Assorted 10 Blades Wood-Plastics—Masonite—Metal 


“— 42653 Assorted 3 Blades Wood-—Plastics—Masonite—Metal 

Cross-Cut Blades—lIdeal for fast, smooth HIGH SPEED STEEL-FIBERGLASS CUTTING 
cross-cutting. ener : 

Cutting Fiberglass—Fiberglass Bonded to Plywood 

NUMBER DIA., IN. | HOLE, IN. 12301 | 2%] 3) 2%) 4% | 6 % | Sheet Rock—Asphalt Tile—Plastics—Plaster 
12132 (old B6005CC) ..... 6 Se 12300} — | 1% 1 25% 6 % Cutting Fiberglass—Fiberglass Bonded to Plywood 
hi = h —| 
12135 (old B6255CC) ..... 6V% 5 Sheet Rock-Asphalt Tile—Plaster 
12138 (old B6505CC) ..... 6% Ye HIGH SPEED STEE! 
L-METAL CUTTING 

12141 (old B7005CC) ..... 7 5 
12144 (old B7255CC) ..... 1M, S% Cutting Brass~Bronze—Copper and Non-Ferrous Metals %2 to Ya" Thick 
12147 (old B7505CC) TV Ya Angle !ron-Mild Steel Sheets and Tubing %2to ¥%” Wall Thickness 
12150 (old B8005CC) ..... 8 Ye 12384 oval 1% Cutting Window Openings in Steel Core Fire Doors—Copper—Brass 
12153 (old B8255CC) ..... 8% % sag e a and Steel Tubing to 1%” in Diameter 


Cutting Brass—Bronze~Copper—Aluminum to ¥2” in Thickness 
Steel—Cast Iron to %." in Thickness 


Cutting Non-Ferrous Metals to %” in Thickness—Cutting Angle Iron 
Mild Steel Sheets and Tubing to Ye” Wall Thickness 


Cutting Steel Sheets to Ye” 
Cutting Tubing Thin Wall to 1%” Diameter 


Special Tool Steel Blades — For special 
cutting applications,4¥%2” diameter with 
¥%” arbor hole. . 

No. 12121 — For cutting Plexiglass. 

No. 12122 — For cutting ‘problem mate- 
rials” such as metal laminates and gauge 
size steel sheet. 


Cutting Steel Sheets and Tubing % to Ye” Wall Thickness 


Cutting Steel Sheets and Tubing % to Ye” Wall Thickness 


Cutting Steel Sheets and Tubing % to Ye” Wal! Thickness 
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No. 18291 (old 49526) Steel Carrying 
Case. For convenient storage and carry- 
ing of saw and accessories. 

No. 26132 Steel Carrying Case. For con- 
venient storage and carrying of saw and 
accessories. 


No. 48366 ‘Magic Circle” Base Insert. 
Eliminates chipping on splinter-prone 
materials. Removable for cutting opera- 
tion with set tooth blades. 

No. 48245 (old 239X) Allen Wrench. For 
quick and easy blade replacement and 
adjustment, and for adjusting angle of 
base for angle cutting. 


ROCKWELL PORTABLE SAW ACCESSORIES 
SSI ES ST DT RD IN See ST ce AEs SOR RY SEE 
a EE I SE SA 


No. 55520 Rip Guide. For fast ripping to 
uniform widths. For 348 saw. 

No. 55665 Rip Guide. For fast ripping to 
uniform widths. For 348 saw. 

No. 5021 Angle Adjusting Base. For 
Model 548. Required for angle cutting 
operations. 


PORTA-BAND ACCESSORIES 


No. 44912 Carrying Case. For Porta- 
Band Saws. Heavy gauge steel with 
welded corners for added strength. 


Model 5032 Porta-Band Saw Stand 
Forlncreased Porta-Band Flexibility! 


Converts the Porta-Band Saw to a sta- 
tionary unit for job applications where 
firm work support is essential for accu- 


rate cutting. m Fits Models 724,725 and 
726 Porta Band Saws. «™/ncreases blade 
life by 50%, = Operator can work on other 
projects while material is being cut. 
Width: 11”, Length: 19%” (28%” includ- 
ing Vise Clamp) 

Height: 10%”, Weight: 32 Ibs. 
Legs Not Furnished. 
Standard %” Diameter 
Pipe Can Be Used y 
For Stand Legs 4 


PORTA-BAND SAW BLADES 


QUAN. WALL THICKNESS} TEETH 
NUMBER PER RECOMMENDED USE OF MATERIAL PER 
PKG. TO BE CUT INCH 
CARBON STEEL 
45238 3 Aluminum, brass, copper, soft bronze, magnesium, wood, mild steel and tougher steels Bvensae 
(old 15YMS) at slow speed 2 6 
45240 ; " : 2 F 
(old 16YMS) 3 Aluminum, brass, bronze, copper, magnesium, mild steel and tougher steels at slow speed Yq" tot 8 
45242 3 Aluminum, angle iron, cast iron, bronze, brass, copper, galvanized pipe, mild steel and i," be 10 
(old 17YMS) tougher steel at slow speed ‘6’ to Ya 
45244 3 Aluminum, angle iron, cast iron, bronze, brass, copper, galvanized pipe, mild steel and Shy" to Yo" 14 
(old 18YMS) tougher steel at slow speed, also electric cable. Ze O2 
45248 ” fv 
(old 30YMS) e ; ‘ae Ye" to V4 18 
— Angle iron, bronze, brass, copper, galvanized pipe, thin wall tubing, mild steel and tougher 
45250 steels at slow speed ” ” 
(old 31YMS) Ki %2" to Ya". 24 
58522 3 Ss" to 3a" 14-10 ; 
For cutting a variety of materials of varying thicknesses requiring blade with 18 to 14 or A.T.P. 
14 to 10 teeth per inch ae 14-18 
58523 3 Ya" to Ve ATP 
ALLOY STEEL 
45254 { Aluminum, angle iron, cast iron, bronze, brass, copper, galvanized pipe, mild steel and everniew 10 
(old 41172) tougher steel including chrome and tungsten steels at slow speed 
45256 { Aluminum, angle iron, cast iron, bronze, brass, copper, galvanized pipe, mild steel and 5%" to V2" 14 
(old 41173) tougher steel including chrome and tungsten steels at slow speed, also electric cable 4 
45258 1 Angle iron, bronze, brass, copper, galvanized pipe, thin wall tubing, mild steel and Ye" to va” 18 
(old 41174) tougher steel including chrome and tungsten steels at slow speed. 
45252 1 Angle iron, bronze, brass, copfer, galvanized pipe, thin wall tubing, mild steel and %s" to Ye” 24 
(old 27176) | tougher steels at slow speed : 
HIGH SPEED STEEL 
45273 Z 
Fae Aluminum, angle iron, cast iron, bronze, brass, copper, galvanized pipe, mild steel and - GNStns us 
45275 1 tougher steel including stainless, chrome and tungsten steels plus other problem %2" to V2" 14 
terials at sl d 
45277 1 nS aces eo Ya" to Va" 18 
CARBON STEEL For 9728 Porta-Band Saw 
Aluminum, angle iron, cast iron, bronze, brass, copper, galvanized pipe, mild steel and ” ” 
45266 3 tougher steel at slow speed eNO ue 
Aluminum, angle iron, cast iron, bronze, brass, copper, galvanized pipe, mild steel and 5," +a Yo" 
45267 3 tougher steel at slow speed, also electric cable poke bis 
Angle iron, bronze, brass, copper, galvanized pipe, thin wall tubing, mild steel and Va" tan yy" 
45268 3 tougher steels at slow speed a ue 
Angle iron, bronze, brass, copper, galvanized pipe, thin wall tubing, mild steel and (tie <iq 
B5z6o & tougher steels at slow speed gee # 
HIGH SPEED STEEL For 9728 Porta-Band Saw 
45280 1 over %." 10 
45281 1 Aluminum, angle iron, cast iron, bronze, brass, copper, galvanized pipe, mild steel and %2" to V2" 14 
tougher steel including stainless, chrome and tungsten steels plus other problem ——— oo 
45282 1 materials at slow speed %" to V4” 18 
4583 1 %2” to Ve" 24 


*Alternating Tooth Pitch 19 


. .. designed for use on Rockwell, and most competitive make saws. 


QTY. TEETH | coor 
NUMBER PER RECOMMENDED USE LENGTH PER KEY 
PKG. INCH 
12400 m F 
ER ar errmres, (old 49763) 5 (Taper) 7 | Silver 
General roughing-in wood 
So en 2303 12” 
(old 49764) | 9 Graper! 7 | Silver 
7] 
12406 35%" 
LIE, (old 49765) | ® : ; ot (Scroll) 6 | Black 
| Scroll cutting hard wood; plywood; pressed wood; plastic; 
eee ET =) (a ialig er ie 
(old 49766) (Scroll) 
» iN 12412 General roughing-in wood including nail-embedded wood; 4%" 7 Io 
(old 49767) | thick plywood (Double Edge) ange 
] | 
Reet Oe 12415 | 40 Heavy gage (non-ferrous) metals; bar and angle stock; cast alu- 6” 10 Red 
(old 49768) minum; hard rubber; plastic including laminates; pressed wood C 
i. 12418 10 Heavy gage (non-ferrous) metals; bar and angle stock; 4” 18 Red 
(old 49769) galvanized pipe; tubing (over 18 ga.) c 
eR fA OO 12421 | 10 Heavy gage (non-ferrous) metals; bar and angle stock; cast iron; 6" 14 Red 
(old 49770) | sheet steel (over 18 ga.); hard rubber; pressed wood; fiberglas | Gg 
12424 Sheet steel (under 18 ga.); galvanized pipe; tubing i H 
SS. (old 49771) | 10 | (under 18 ga.) 4 | 18 | Red 
J eee 12427 10 Heavy gage (non-ferrous) metals; bar and angle stock; 6” | 18 Red 
(old 49772) cast iron; sheet aluminum ] 
12430 | 7 
es a (old 49773) | 10 ; , Je. 4 32 Red 
| Sheet steel (under 18 ga.); galvanized pipe; tubing | 
(under 18 ga.) | 
128° "| 
(old. 49774) | 19 6 | 24 | Red 
EN 12436 10 Metal scroll; stainless; cast iron; bar and angle stock; 3%" 18 Red 
(old 49775) galvanized pipe; tubing (over 18 ga.) (Scroll) | | 
EN 12439 10 Metal scroll; stainless; cast iron; bar and angle stock; 342" 24 | Red 
(old 49776) galvanized pipe; tubing (over 18 ga.) (Scroll) | 
= ] 
12442), 35%" 
al ere. (old'49777) 10 seed (Scrot) | 10. | Yellow 
= ; Heavy gage (non-ferrous) metals; cast aluminum; copper; 
ET cca 12445 ie brass; rubber; pressed wood; fiberglas 354” 14 | Yellow 
(old 49778) (Scroll) | 
aa — i 
oR 12448 10 Heavy gage (non-ferrous) metals; bar and angle stock; se 18 | Blue 
(old 49779) stainless; galvanized pipe; tubing (over 18 ga.) (Flexible) 
eit NG 12451 10 Heavy gage (non-ferrous) metals; bar and angle stock; cast 6” | 44 Blue 
(old 49780) aluminum; copper; brass; galvanized pipe; tubing (over 18 ga.) (Flexible) | u 
Jaina, 12454 10 Heavy gage (non-ferrous) metals; bar and angle stock; 6” | 18 Blue 
(old 49781) | stainless; galvanized pipe; tubing (over 18 ga.) (Flexible) 
DE SE. (old 48752) 5 | Cutting nail-embedded wood (Flexible) | 40 |Orange 
Bis | 
we 
» iN told area) 10 General roughing-in wood including nail-embedded wood (Feeble) 6 |Orange 
Lerma o, _ 12463 10 Heavy gage (non-ferrous) metals; cast aluminum; plywoods; y/ ] 10 Jorange 
(old 49784) pressed wood; nail-embedded wood (Flexible) 9 
ae a = Se 12466 | 5 Opening crates; removing siding; cutting nail-embedded wood 12” 18 |o 
(old 49785) | ? : (Flexible) mange, 
-————__—_——_ + 
TE. (old 48786) 10 Plaster including plaster with metal lath; plasterboard 6” 6 | White 
aa. gaan | 10 Paper; corrugated cardboard; rubber; laminated fiberglas ae past 4 Silver 
Assorted Package 12475 Contains (1) No. 12400; (1) No. 12409; (1) No. 12412; (1) No. 12415; (1) No. 12424; 
of (10) Blades (old 49844) (1) No. 12439; (1) No. 12442; (1) No. 12454; (1) No. 12463; (1) No. 12466 


ACCESSORY EQUIPMENT 


NO. 53649 Carrying Case. Holds either single speed Model 677 or 2-speed Model 6772 and accessory parts. 
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TIME CUTTER! 3 rae 


New Rockwell Pein 
Horizontal Band Saw, 


The All New ROCKWELL DELTA Model 7V... i 
it’s portable... it’s productive...and the price is right! | 
This versatile band saw is well suited for use 

in industry, the building trades and vocational schools. 


ROCKWELL DELTA INDUSTRIAL MACHINES 
ARE_ “ENGINEERED FOR INDUSTRY” 


Rockwell Delta Quality 
Features That Assure 
Top Quality Performance! 


A. Rugged Saw Frame. Made of heavy 
structural steel square tubing, frame firmly 
supports motor, wheels and blade guide 
assemblies for accurate cutting. Coolant 
and chip tray (standard equipment) has 
bevelled design for easy chip removal and 
clean-up. 

B. Fast Blade Changes: Individual Blade 
Guards. With the ROCKWELL DELTA 
Model 7V, blade changes are fast and easy 
because they are made at the front of the 
machine (not the back). Separate guard 
for each wheel permits accessibility to one 
wheel at a time for greater convenience 
and safety. 


Iepr rockweu. oecral 
. 


C. Enclosed Gear Box; Roller Chain Drive. 
Drive is fully enclosed to keep out coolant 
and harmful abrasive dust. Roller chain 
drive provides full, even power to drive 
wheel. Wheels are tapered and flanged 
for proper blade tracking. 

D. Efficient Blade Guide System. Saw 
blade rides between roller bearings that 
may be easily adjusted to suit blade thick- 
ness. Back-up support bearing is posi- 
tioned at an angle so as to provide greater 
bearing support, eliminating bearing wear 
and extending blade life. Husky locking 
mechanism firmly holds moveable guide 
in desired position. 

E. Chip Removal Brushes. Entire saw 
blade travels between two extra wide wire 
brushes that efficiently remove chips from 
blade teeth. By preventing the recircula- 
tion of chips, blade life is greatly extended 
and you also get faster, more accurate 
cutting. 

F. Variable Speed Drive. The ROCKWELL 
DELTA Model 7V is the only cut-off saw 
in its price range that has a built-in varia- 
ble speed drive with a range of 80 to 200 
SFM. You can select the correct speed 
for cutting all types of metals. Further- 


more, you get faster, better cuts combined 
with longer blade life. 

G. Feed Rate Control. The hydraulic dash 
pot control enables the operator to regu- 
late the feed rate to obtain the best possi- 
ble combination of speed and feed. 

H. On-Off Control With Automatic Shut- 
Off. Machine and any accessories, such as 
the coolant pump, are controlled from the 
on-off switch and automatically shut off 
when the cut is completed. This provides 
added convenience and safety for the 
operator. 

|. Quick-Positioning Vise. Vise jaws are 
fully adjustable and can be swivelled for 
cutting stock at any angle from 0° to 45°, 
To position moveable vise jaw instantly 
simply rotate control knob counterclock- 
wise a half turn. To tighten vise, turn 
knob clockwise. 


J. Rockwell Delta’s Model 7V provides big 
capacity cuts on all types of stock—round 
and square bars, angles, tubes and plates. 


Rockwell Delta’s Model 7V 
makes cuts fast to keep pro- 
grams on schedule in the 
school shop or laboratory. 


F A aS RONES ‘Mas 
When equipped with the 20-902 
Mobility Kit, the Model 7V can 
easily be moved on the job site 
to keep production moving. 
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NEW ROCKWELL DELTA MODEL 7V HORIZONTAL BAND SAW 


MODEL 20-900 “™ 


7V Horizontal Band Saw 
(Dry Cutting Set-Up) 


MODEL 20-900 


7V Horizontal Band Saw 
with Accessory 20-902 Mobility Kit 


Big capacity together with variable 
speed, all at an economical price, is 
what makes the New ROCKWELL DELTA 
7V such an outstanding value. What’s 
more, you'll be surprised at the quality 
and speed of cut it will produce. 

You can choose from three different 
model set-ups, too. There’s a dry cutting 
model; however, if you want a wet model, 
you simply add the ROCKWELL 5-Gallon 
Coolant System. If you need a mobile 
unit for use right on the job site, you 
just add the Mobility Kit to the basic 
machine. 

Now is the time to replace your hand 
and power hack saws with the “time 
cutter.’” ROCKWELL DELTA’S New 7V is 
well suited for many users—job shops, 
tool rooms, maintenance departments, 
metal fabricators, building trade con- 
tractors, vocational schools and teacher 
training colleges. 

Let us show you how this ‘‘time cutter” 
can cut costs for you! 


SPECIFICATIONS 


Drive Motor.......... Y2 HP, 115 Volts, 
1 Phase, 60 Hertz Only. 

No Other Voltages or Three Phase 
Motors Available For This Model. 
Coolant Pump Motor (Accessory). .115 
Volts, 1 Phase, 60 Hertz Only. 

No Other Voltages or Three Phase 
Motors Available For This Model. 
5-Gallon Tank Capacity. 

Controls. ..Toggle Switch, Full Voltage 


Capacity: 
Diameter at90 5 fF sps-.<-2 s Seon ccs le 
RectattS0 =r: ee tee Xe AOK” 
Réctvatv4o 3 ae a: 4%" x 7" 
Blade 
Lengthi.205. 8 95%” (7 Ft. 11% In.) 
Widths g «ate eee Yo" or ¥e" 
WY POE. erseccccs ve tae “Carbon Alloy 
Dive: ius Sita me eee Vari-Speed Pulley 
with Gear Box 
Speed Range (SFM).......... 80 to 200 


Blade Wheels. ..10” Diameter, Flanged, 
Cast Iron Wheels Driven by 

Chain and Sprocket 

Head Control....... Hydraulic Cylinder 
Operated by Needle Valve 

Saw Guides. .Roller and Roller Back-Up 
Floor Space................ 24” x 48” 
Net(Welght.... 2.9. 200 Lbs. 


STANDARD EQUIPMENT 


No. 20-900 Manual, Band Cut-Off Saw 
— Model 7V. Includes Basic Machine, 
Ready-To-Run with % HP Motor, Toggle 
Switch Control, Roller Guides, Chip Re- 
moval Brushes (2), Coolant and Chip 
Pan, and 80 to 200 FPM Variable Speed 
Control. 200 Ibs. 

NOTE: For Wet Model Cut-Off Saw, Or- 
der 20-900 Basic Machine Plus 49-620 
5-Gallon Coolant System. 

NOTE: For Mobile Cut-Off Saw, Order 
20-900 Basic Machine Plus 20-902 Mo- 
bility Kit. 


ACCESSORIES 


No. 20-902 Mobility Kit. Includes two ball 
bearing wheels with rubber tires, curved 
handle and two riser blocks for left stand. 
Converts Model 7V to a portable unit so 
that it can be taken right to the job site. 
30 Ibs. 


No. 20-903 Bar Stock Stop for repetitive 
cut-off to same length. 3 Ibs. 
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No. 20-904 Bar Stock Stand, with adjust- 
able height for easier work handling. 
20 Ibs. 


METAL CUTTING BAND SAW BLADES 
Regular set, hard-edge, flexible back 
blades for cutting all metals. 

No. 20-905 Saw Blade, %” wide, 10 
TPI. 1 Ib. 

No. 20-906 Saw Blade, %” wide, 10 
TPI. 1 Ib. 

No. 20-907 Saw Blade, %2” wide, 8 TPI. 
1 Ib. 


No. 20-908 Saw Blade, %” wide, 8 TPI. 
1 Ib. 


No. 49-620 5-Gallon Coolant System for 
115 V, 60 Hertz, single phase. Includes 
submersible pump with %4” male outlet, 
5-gallon tank with screen and baffle, 
6-foot plastic hose, flexible pipe with 
nozzle and valve, and 6-foot 3-conductor 
power cord with 3-prong 115 V ground- 
ing plug. 50 Ibs. 


Rockwell Power Tools 
Safety designed 


with you in mind 


Play it safe! 


Rockwell Power Tools 

are built to the highest quality 
standards, and are 
scientifically designed for 
maximum operator safety. 

Take advantage of their built-in 
protective features by observing 
the following safety rules: 


Keep Work Area Clean. Cluttered 
areas and benches invite accidents. 


Avoid Dangerous Environment. 
Don’tuse power tools in damp or wet 
locations. Keep work area well lit. 


Keep Children Away. All visitors 
should be kept safe distance from 
work area. 


Store Idle Tools. When not 
in use, tools should be stored in 
dry, high or locked-up place — out 
of reach of children. 


Don’t Force Tool. It will do the 
job better and safer at the rate for 
which it was designed. 


Use Right Tool. Don’t force 
small tool or attachment to do the 
job of a heavy-duty tool. 

Wear Proper Apparel. No loose 
clothing or jewelry to get caught 
in moving parts. Rubber gloves 
and footwear are recommended 
when working outdoors. 

Use Safety Glasses. Use safety 
glasses with most tools. 

Also face or dust mask if cutting 
operation is dusty. 

Don’t Abuse Cord. Never carry 
tool by cord or yank it to disconnect 
from receptacle. Keep cord from 
heat, oil and sharp edges. 

Secure Work. Use clamps ora 
vise to hold work. It’s safer than 
using your hand and it frees both 
hands to operate tool. 

Don’t Overreach. Keep proper 
footing and balance atall times. 

Maintain Tools With Care. 
Keep tools sharp and clean for best 
and safest performance. Follow 
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instructions for lubricating and 
changing accessories. 

Disconnect Tools. When not in 
use; before servicing; when 
changing accessories suchas 
blades, bits, cutters, etc. 

Remove Adjusting Keys and 
Wrenches. Form habit of checking 
tosee that keys and adjusting 
wrenches are removed from tool 
before turning it on. 

Avoid Accidental Starting. 
Don’t carry plugged-in tool with 
finger on switch. Be sure switchis 
off when plugging-in. 

We strongly urge that you carefully 
read the Operating Suggestions 
and Safety Instructions furnished 
with each machine. 

Additional instructional manuals 
are available on request to 

replace lost or misplaced manuals. 
Remember, safety begins with the 
manufacturer but ends with you, 
the user! 


Rockwell Belt Sanders, 
Finishing Sanders, Grinders, 
Polishers and Chipper/Cleaners 


Only ROCKWELL— the inventor of the belt sander — offers a sander 

for every need, a grinder to muscle through your toughest jobs, 

a polisher to handle those day-long polishing jobs, an exclusive paint remover 
that beats all other paint removal methods and a chipper/ cleaner 
for removing rust and heavy mineral deposits. 


Features: 


BELT SANDERS 


A. Preferred 2-Pulley Design — for longer 
belt life and belt tracking. No premature 
abrasive ‘‘shelling’’ or belt alignment 
problems...belt rides over two equally 
sized pulleys. 

Aluminum Alloy Housings — strong, yet 
lightweight for use over extended periods 
of time. 

B. Unique Belt Tensioning Device — pre- 
vents slippage, maintains correct belt ten- 
sion automatically; facilitates belt changes 
in seconds. 


Balanced Design — machine’s weight is 
centered directly over work area; rests 
flush and firmly on workpiece for efficient 
sanding action. 

Powerful Vacuum System — on dustless 
models — prevents belt clogging, assures 
smooth sanding, longer abrasive belt life 
and allows operator to work at a steady 
pace. 


C. Strain-Relief Protection—UL approved 
3-conductor cord features ‘“strain-relief”’ 
protector at handle to prevent kinking and 
dangerous wear. 


D. Trigger Switch—for instant ‘‘on-off’’ 
power control. Features built-in lock but- 
ton to hold “on” position for continuous 
operation. 

E. Positive Control — comfortably con- 
toured D-Handle design with auxiliary 
front knob provide complete operator con- 
trol in any position. 

Heavy-Duty Motors —each designed and 
built for a specific sander, so that each is 
powered for the most efficient sanding 
possible. 

Bearings—precision ball and long-wearing 
needle bearings are positioned at vital 
wear points throughout the machines to 
provide years of trouble-free performance. 


Heavy-Duty Brushes and Brush Mechan- 
ism—specially designed for peak perform- 
ance and better commutation, each sander 
is equipped with self-adjusting, spring 
loaded cartridge type brushes. 

F. Striker Bar — made of special heat 
treated steel, unique channel-shaped 
striker bar (on some models) extends from 
pulley to pulley to eliminate belt ‘rideup’”’, 
and protect the housing. 


St AEE we E 


FINISHING SANDERS 


All Ball Bearing Construction—for years of 
trouble-free operation. 

G. Interference-Free Pad Construction — 
for flush sanding ‘‘up close’”’ to vertical 
surfaces and in other confined areas. 


H. Balanced Design — weight of the motor 
is equally proportioned over the sanding 
pad for stabilization and control on every 
sanding job. 

|. Unique Abrasive Clamp Mechanism — 
for stronger holding power and easier, 
quicker abrasive sheet changes. 

J. Orbital Action—pad moves through cir- 
cular orbit for smooth, fast, scratch-free 
finishing with or against wood grains. 

K. Trouble-Free Direct Motor-to-Pad De- 
sign — transmits maximum power to the 
pad with less load on bearings and no 
power loss through the use of belts or 
gears. 

L. Lightweight Construction — strong yet 
light in weight to make day-long use in 
various positions possible. 

Cord Strain-Relief—3-conductor cord fea- 
tures ‘‘strain-relief” protector at the han- 
dle to prevent kinking and dangerous wear. 


Extra Heavy-Duty Motors — specially de- 
signed and built to provide each unit with 
the proper power for the most efficient 
sanding possible. 


SANDERS AND GRINDERS 
Removable Armature Pinion Gear*—should 


gear be stripped, only the gear has to be’ 


replaced and -not the complete armature. 
Full Ball Bearing Design—extra heavy-duty 
ball bearings throughout at both spindle 
and armature, insuring perfect running ac- 
curacy and unlimited life. 


Coated Armature—exposed wires to com- 
mutator completely rope-wrapped, pre- 
venting burnout. 

Hardened Bevel Gears*—for extra life and 
quiet overall performance. 

M. Man-Sized Rear Handle — with instant 
release safety switch for fatigue-free oper- 
ation. Bell shaped end assures positive 
gripping ability in any handling position. 
Heavy-Duty Motor — each model designed 
to produce above normal power under the 
most extreme loads for fast production 
results. 


Housing and Brush Protectors — hardened 
steel shields and inserts protect motor 
housing and brush holders from damage 
by dropping or foreign particles (extra 
heavy-duty models). 
N. Brush and Commutator Cover—allows 
for instant periodic inspection. 
O. Heavy-Duty 20 Amp Switch — for max- 
imum life and durability. 
Cord Strain-Relief Protector—3-conductor 
cord features “‘strain-relief’’ protector at 
handle to prevent kinking and dangerous 
wear. 
P. Auxiliary Handle* — fits either side of 
gear housing for greatest comfort and 
control. 
Q. Tool Rest—non-marring tool rest made 
of hardened rubber for casting protection. 
Rest can be removed to allow for suspen- 
sion eye bolt for greater balance. 
Air Flow — fan and vent opening designed 
for high velocity air flow to keep motor 
cool and free of grit, dust. 

*Not on Model 760 


MODEL 471 POLISHER AND 
MODEL 470 SANDER 


A. Wrenchless Quick Change Back-Up 
Pad—positive spindle lock eliminates need 
for wrenches or Allen keys when removing 
polishing pads, bonnets, etc. Just twist the 
back-up pad counterclockwise and you 
can change pads in seconds! 

B. Offset Spindle Design—spindle is offset 
to one side of gear case to enable user to 
get behind bumpers, etc. 

C. Heavy-Duty 16 Amp Paddle Switch— 
features an instant off-on release with a 
lock button for continuous operation. 


D. Bell Shaped Handle—assures positive 
grip in any working position. Ideal for long 
reach operations on rooftops, etc. 

Tool Rest—made of resilient rubber to pro- 
tect tool when not in use. 


E. Auxiliary Handle—fits either side of 
gear housing for complete comfort and 
control; right or left hand operation. 

15’ 3-Conductor Cord (10’ on Model 470) 
—allows operator to work all around work 
area with minimum possibility of scratch- 
ing work surface. Strain-relief protector at 
handle prevents dangerous wear. 
Heavy-Duty 8 Amp Motor — for heavy-duty 
production work ... you get less drop-off 
in RPM even under heavy load... faster 
polishing and sanding. 

Reversible Deflector — fits either side of 
motor exhaust outlet. Directs air blast 
away from operator. 

All Ball Bearings—for perfect running ac- 
curacy and extra long life. 

Removable Access Plates — both top and 
bottom plates are removable for easy re- 
moval of lint and fuzz accumulations. 


DIE GRINDERS 


Double Insulated—two separate sets of in- 
sulation barriers provide the operator with 
a double margin of safety. 

F. Glass Filled Nylon Motor Housing — to 
give rigidity and is properly insulated for 
cool operation to assure maximum 
accuracy. 

G. Standard Suspension Hanger 

—to facilitate production applications. 


MODEL 305 POLISHER AND 
MODEL 304 SANDER 


H. Motor-Over-Pad Design — for better 
control; easier handling. Weight of motor 
delivers pressure to the work surface nat- 
urally, reducing operator fatigue. 

Extra Powerful Motor—full 4 amp industri- 
ally rated for heavy-duty production sand- 
ing or polishing jobs. 

Helical Gearing — specifically engineered 
for each machine; transmits the right com- 
bination of power and speed to the pad 
for more efficient operation. 


Lightweight — units weigh only 5% 
pounds! Use the sander or polisher in any 
position, even over long periods of time, 
without tiring. 


Ball Bearing Construction—high-load, ball 
thrust bearings positioned at vital wear 
points take the strains of heavy-duty 
operations. 

Extra Job Flexibility — using low cost 
accessories, the sander and polisher can 
be adapted to do a wide variety of extra 
jobs from drilling to general cleaning. 


|. The Model 304 Sander can even be 
converted into a power paint remover that 
offers controlled disc sanding for fast, 
easy, uniform removal of old paint and 
varnish! Vertical and horizontal adjust- 
ment controls assure flat, even removal 
flush to overhang or vertical walls—with- 
out danger of gouging or marring the work 
surface. It is especially ideal for removing 
old paint from clapboard siding. 


POWER PAINT REMOVER 


J. Lightweight and Portable—weighs only 
11 pounds complete! Can be used from 
ladders or scaffolds with non-tiring ease. 


K. Vertical and Horizontal Adjustment 
Controls—permits precise disc adjustment 
for depth of surface removal and flush 
sanding. Guide rods assure continued 
“flat disc” sanding and provide uniform 
removal of old paint. 

Extra Powerful Motor — full 4 amp indus- 
trially rated furnishes more than enough 
power for tough resurfacing jobs. 


Helical Gearing — transmits more torque 
than conventional gear drives for rugged, 
heavy-duty applications. 

Ball Bearing Construction—high-load ball 
thrust bearings to take the strains of 
heavy-duty operation; and assure longer 
trouble-free performance. 

L. Side Handle Design with Auxiliary Grip 
—for positive control in any position. Fea- 
tures trigger switch with built-in lock but- 
ton to hold on-position for continuous 
operation. 

M. Versatile—paint removing head is de- 
tachable; machine can be converted to 
conventional disc sander using 6” diam- 
eter abrasive discs. Permits use on wide 
range of finishing jobs from heavy stock 
removal to extremely fine finishing. 


POWER CHIPPER/CLEANER 


Lightweight — basic machine less cutters, 
weighs only 18 pounds. 

N. Corrosion-Proof Housing — lightweight 
aluminum alloy smoothly ground, wire 
brushed and anodized. 

O. D-Handle Design—with trigger switch 
and lock-button, for better control. Front 
handle is non-metallic, will not transmit 
heat. 

P. Safety Cutter Guard — designed as an 
integral part of machine, covers more than 
180° of the cutter work head for added 
operator safety. 

Q. Cooler Operating — with extra large 
vents at sides and back; designed to draw 
maximum air across motor. 

Simplified Lubrication System — no dis- 
mantling necessary; removable plug sim- 
plifies lubricant chamber inspection and 
refilling. 

R. Fast Cutting—84 hardened steel cutters 
revolve a full 2000 RPM for fast chipping 
and cleaning. 


ROCKWELL PORTABLE SANDERS 


MODEL 500 


4x27” Dustless Belt Sander 


ROCKWELL'’S largest, most powerful belt 
sander features an extra-large belt for 
a greater abrasive-to-work contact. A 
powerful 12 amp motor combined with 
rugged chain/worm gear drive make it 
the best choice for heavy-duty produc- 
tion surfacing jobs — especially broad, 
flat area sanding applications. 


FEATURES 

Extra-Powerful 12 Amp Motor « Extra- 
Large 4”x 27” Abrasive Belt * Depend- 
able Chain/Worm Gear Drive * Unique 
Belt Tensioning Device * Aluminum Alloy 
Housing - Powerful Vacuum System 


SPECIFICATIONS 


MOodelING), 6:40:32 eg dae ss Suen 500 
Motor......... 12 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (SFPM).......... 1440 
Belt SiZ@%. a)... dees 4”x 27” 
Drive. s220%. 40 Worm Gear and Chain 
Bearings............. Ball and Needle 
Overall Length .................. oy 
NetoWeight, 259326. Sihsec ae cis 25 Lbs. 
Shipping Weight .............. 34 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, Abrasive Belt, Gear 
Lubricant, Chain Lubricant, 48120 (old 
38BB4) Dust Bag, Nozzle and Attachment 
Parts, 3-Conductor Cord and an Opera- 
ting Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 38. 


MODEL 503 


3”x 24” Dustless Belt Sander 


This all-purpose belt sander is ideally 
suited for heavy-duty production surfac- 
ing jobs. Long-wearing ball and needle 
bearing construction, dependable chain/ 
worm gear drive and a powerful vacuum 
system assure dust-free, trouble-free 
operation. 


FEATURES 

Heavy-Duty 9 Amp Motor « Powerful 
Vacuum System « Balanced Design ° 
Dependable Chain/Worm Gear Drive « 
Unique Belt Tensioning Device * Alu- 
minum Alloy Housing « Positive Control 
* Strain-Relief Protection 


SPECIFICATIONS 


ModeliNo: onc. 3 ee Bs 503 
Motor......... 9 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (SFPM).......... 1180 
Belt:Size@’.. 92.22 as cee ane 3”x 24” 
Drives ss yeas: Worm Gear and Chain 
Bearings............. Ball and Needle 
Overall Length. ..16%” (Less Dust Bag) 
Net Weight .................. 15 Lbs. 
Shipping Weight .............. 21 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, Abrasive Belt, 48120 (old 
38BB4) Dust Bag, Nozzle, Attachment 
Parts, Gear Lubricant, Chain Lubricant, 
3-Conductor Cord and an Operating 
Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 38. 
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MODEL 504 (old A3) 


3”x24” Belt Sander 


An all-purpose heavy-duty chain/worm 
gear drive belt sander with exceptional 
power and a 1600 SFPM speed can han- 
dle large production sanding jobs with 
ease. It’s combination of power, maneu- 
verability and positive control make it 
an excellent choice for heavy-duty appli- ° 
cations. . 


FEATURES 

Heavy-Duty 9 Amp Motor * Dependable 
Chain/Worm Gear Drive * Trigger Switch 
* Balanced Design +: Strain-Relief Pro- 
tection *« Aluminum Alloy Housing * 
Unique Belt Tensioning Device * Posi- 
tive Control 


SPECIFICATIONS 


ModeliNoie. isch geen ogee 504 
Motor.......... 9 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (SFPM).......... 1600 
BeltSizertis.ca8- cass cee oaks ee 3”x 24” 
DriV@ ices cee Worm Gear and Chain 
Bearings............. Ball and Needle 
Overall Length .................. 16” 
Net Weight) )2 3 hie cc ae ee 14 Lbs. 
Shipping Weight .............. 20 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, Abrasive Belt, Gear Lub- 
ricant, Chain Lubricant, 3-Conductor 
Cord and an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 38. 
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MODEL 360 


3”x 24” Dustless Belt Sander 


In order to make your sanding more effi- 
cient, with no belt clogging, and to give 
you longer belt life, we’ve added a pow- 
erful vacuum system to this model. You’ll 
appreciate this machine’s 10.5 amp 
power, its 1500 SFPM speed and its posi- 
tive control in the dust-free atmosphere 
made possible by its efficient vacuum 
system. 


FEATURES 

Powerful 10.5 Amp Motor ° Efficient 
Vacuum System + Automatic Belt Ten- 
sioning * Positive Drive * Flush Side 
Construction * Balanced Design « Anti- 
Friction Bearings * Heavy-Duty Brushes 
* Comfortable Handles « Trigger Switch 


SPECIFICATIONS 


Model NOS... «i605. 0 ees 360 
Motor........ 10.5 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (SFPM).......... 1500 
BeltiSizei cen sieht aie BUxKo4e 
Drives cits oie ate aca Gear and Belt 
Bearings............. Ball and Needle 
Overall Length..... 14” (Less Dust Bag) 
Net Weight ey.550.c.42 ae oe 16 Lbs. 
Shipping Weight .............. 20 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, Abrasive Belt, 3-Conduc- 
tor Cord, Dust Bag, Nozzle, Attachment 
Parts and an Operating Manual. 


Model 8360 (old 360 VD) Dustiess Belt 
Sander — the same sander with a 230 
volt motor. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 38. 


ROCKWELL PORTABLE SANDERS 


MODEL 361 


3”x 24” Belt Sander 


If extra power for heavy stock removal 
is what you need, this is the sander for 
you! Its powerful 10.5 amp motor and its 
1550 SFPM make those tough jobs easy. 
Ask to see one perform before you buy 
any sander. 


FEATURES 

Extra Powerful Motor * 1550 SFPM »« 
Automatic Belt Alignment « Positive Drive 
¢ Anti-Friction Bearings * Flush Side 
Construction * Unique Belt Tensioning 
Device * Comfortable Handles * Trigger 
Switch 


SPECIFICATIONS 


Modell iNO-..... 8 eee et ca cee 361 
Motor....... 10.5 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (SFPM).......... 1550 
BeltSiz iia tes, coteees eae eee 3”x 24” 
DiiNie sc sfc. ok ag Gear and Belt 
Bearings............. Ball and Needle 
Overall Length .................. 14” 
Net Weight .................. 14 Lbs. 
Shipping Weight .............. 18 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Abrasive Belt, 3-Conduc- 
tor Cord and an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 38. 
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MODEL 362 


4” x 24” Dustless Belt Sander 


If you are interested in a big capacity belt 
sander with flush sanding versatility, the 
362 is for you. This machine is equipped 
with a powerful vacuum that prevents belt 
clogging. It is loaded with ROCKWELL 
features and provides the extra belt width 
that cuts big jobs down to size. Let us 
show you how to cut your jobs to size! 


FEATURES 

Big 4” x 24” Abrasive Belt * Powerful 10.5 
Amp Motor « Efficient Vacuum System « 
Automatic Belt Tensioning * Positive 
Drive »* Flush Side Construction « Bal- 
anced Design «+ Anti-Friction Bearings 
* Heavy-Duty Brushes * Comfortable 
Handles ° Trigger Switch 


SPECIFICATIONS 


Model NOs, . sesso essen ice baw ee 362 
Motor........ 10.5 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (SFM)............ 1500 
Belt'Sizes. 0.80 Me nes 4” x 24" 
Drive 528.2 Ss saat oR Gear and Belt 
Bearings ............. Ball and Needle 
Overall Length ..... 14” (Less Dust Bag) 
Net Weight ................. 1552'Ebs: 
Shipping Weight ............ 16.7 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, Abrasive Belt, 3-Conduc- 
tor Cord, Dust Bag, Nozzle, Attachment 
Parts and an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 38. 


ROCKWELL PORTABLE SANDERS 


MODEL 363 


4” x 24” Belt Sander 


In applications where big capacity, ma- 
neuverability and close edge sanding are 
factors, this sander is the answer. Its 
powerful 10.5 Amp motor in combination 
with its 4” wide belt gives this all pur- 
pose sander the ability to handle wide- 
area sanding jobs with the performance 
of much larger, more expensive sanders. 
Make your own test—you’ll be amazed 
at the performance you get! 


FEATURES 

Big 4” x 24” Abrasive Belt +» Powerful 
10.5 Amp Motor * Flush Side Construc- 
tion * 1550 SFM « Automatic Belt Align- 
ment « Positive Drive »* Anti-Friction 
Bearings * Heavy-Duty Brushes * Unique 
Belt Tensioning Device * Balanced De- 
sign ° Trigger Switch »* Comfortable 
Handle 


SPECIFICATIONS 


IMO GOING’, oc. cyeaon eee eeccdewcie ata 363 
Motor........ 10.5 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (SFM)........... 1550 
BeliSi Ze so tgsc segs: Ke eee: 4” x 24” 
Dr iIVGeseege tif cect eee Gear and Belt 
Bearings ............. Ball and Needle 
OverallLength................... 14” 
Net Weight ................. 14.6 Lbs. 
Shipping Weight............. 16.1 Lbs. 


STANDARD EQUIPMENT 
Basic Machine, Abrasive Belt, 3-Conduc- 
tor Cord and an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 38. 


MODEL 153 


3”x21” Belt Sander 


A good general all-purpose sander with 
the right combination of power and 
weight to do a good sanding job and yet 
be easy to handle and control in any 
work position. The perfect choice for a 
lightweight, rugged all-around sander. 


FEATURES 

Lightweight * Positive Drive » Flush Side 
Construction * Cast Aluminum Housing 
* Balanced Design * Anti-Friction Bear- 
ings * Comfortable Handles * Unique 
Belt Tensioning Device * Trigger Switch 


SPECIFICATIONS 


IO GONNINO ss iis cache cece arches sue ope 153 
Motor.......... 6 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (SFM) .......... 1425 
BeltSizer ec cig. crt cgncs 3”x 21” 
DriVete ec s.2/ oxy: ae Gear and Belt 
Bearings............. Ball and Needle 
Overall Length ................ 11%" 
Net! Weight) 2 ice eet. 10 Lbs. 
Shipping Weight .............. 13 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Abrasive Belt, 3-Conduc- 
tor Cord and an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 38. 


32 


MODEL 337 


3’’x 21” Dustless Belt Sander 


MODEL 336 


3” x 21” Belt Sander 


Light in weight yet ruggedly built, with 
an extra strong die cast aluminum hous- 
ing, this sander offers quality perform- 
ance at a price you can easily afford. Its 
flush side construction makes sanding 
up against vertical surfaces a snap. 
ROCKWELL Quality is obvious through- 
out this unit—a good buy at any price. 


FEATURES 

Anti-Friction Bearings * Powerful Vac- 
uum System « Flush Side Construction 
* Die Cast Aluminum Housing ° Positive 
Control * Balanced Design « Positive 
Drive * Unique Belt Tensioning Device 


SPECIFICATIONS 


Model Nos. ...... 337 (Dustless), 336 
Motor.......... 7 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (SFM).......... 1300 
Belt'Sizet . 2 oooh fe cee occas 3”x 21” 
Driver eens ace cpee ee Gear and Belt 
Bearings............. Ball and Needle 
Overall Length. ..11%” (Less Dust Bag) 
Net Weight 60.6665 es-oasensics were 10 Lbs. 
Shipping Weight .............. 13 Lbs. 


STANDARD EQUIPMENT 
Basic Machine, Abrasive Belt, Dust Bag 


and Nozzle (Model 337 only), 3-Conduc- 
tor Cord and an Operating Manual. 


Duty Rating: For Industry and Construction 
Trades Applications. 
* Reversing 


For a complete listing of available 
accessories see page 38. 


ROCKWELL PORTABLE SANDERS 


This tool complies with O.S.H.A. requirements 


This tool complies with O.S.H.A. requirements 


MODEL 505 
High Speed Finishing Sander 


Swirl-free sanding is guaranteed with 
this super high speed finishing sander. 
Its precision balance and high speed let 
you remove more stock with less fatigue. 
Trouble-free direct motor-to-pad heavy- 
duty power enables this sander to give 
you an absolutely smooth finish in rec- 
ord time. 


FEATURES 

Direct Motor-to-Pad Design « All Ball 
Bearing Construction * Full Grip Handle 
* Aluminum Alloy Housing « Trigger 
Switch * Balanced Design «+ Orbital 
Sanding Action « Unique Abrasive Clamp 
* Cord Strain-Relief Protected 


SPECIFICATIONS 
MOdGIENO: 525, is siccciere este eta ete saves 505 
Motor 2 bie. cas se cee e 3 Amp, 


Universal Type, 115 Volt, 
25-60 Hertz, AC-DC 


Pad Speed (OPM)............. 10,000 
PadiSizee. .snsicst ere: 4%2"x 9%" 
Abrasive Paper Size......... 4¥2"x 11" 
Orbit Diameter .................. Ye" 
Bearingsit .2.0 ence an) All Ball 
Overall Length ................ aye 
Net Weight.................. 7% Lbs. 
Shipping Weight ............... 9 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Abrasive Sheet, 3-Con- 
ductor Cord and an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 39. 


MODEL 330 (old 330A) 
Speed-Bloc Finishing Sander 


A totally different concept in finishing 
sanders —a molded housing that fits 
your hand, in combination with a light, 
compact design that allows one-hand 
control in every work position — even 
overhead. This heavy-duty, direct-drive 
finishing sander provides the ultimate in 
versatility — it makes the impossible — 
possible. Now, a swirl-free finish every 
time! 

FEATURES 

12,000 OPM Pad Speed « Direct Motor- 
to-Pad Power * All Ball Bearing Con- 
struction * Removeable Pad «+ Extra 
Heavy-Duty Motor * Spring-Type Abra- 
sive Clamp * Palm-Grip Design * Com- 
pact Size *» Unmatched Versatility 


SPECIFICATIONS 


Modell Nort) ese Bs Pe oe 330 
Motor ........ 2.0 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 

DIVE 260 Rong tse ou Rs rac eee Direct 
Pad Speed (OPM).............. 12,000 
Orbit Diameter ................... Ha" 
Pad: Sizeisscr es. oes ee 4¥e"x 4¥2" 
Abrasive Paper Size ........ 4%2"* 512" 
(Y% Standard Sheet) 

Bearings) <6 223s sees ee All Ball 
Net Weight ................. 344 Lbs. 
Shipping Weight ............... 5 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, Abra- 
sive Sheet and an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 39. 
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This tool complies with O.S.H.A. requirements 


MODEL 790 


Extra Heavy-Duty Disc Sander 


For those that prefer a 6000 RPM speed 
in combination with a heavy 15 amp 
motor on an extra heavy-duty unit this 
machine will provide the answer. It is 
also available in a 230 volt model with 
the same extra heavy-duty construction. 
Prove it for yourself — on your toughest 
job — and see what we mean! 


FEATURES 

Extra Heavy-Duty Construction »* 6000 
RPM Speed * Heavy-Duty 15 Amp Motor 
* Removeable Armature Pinion « Full 
Ball Bearing Design * Heavy-Duty 20 
Amp Switch *« Housing and Brush Pro- 
tectors 


SPECIFICATIONS 
Modell Nox . a... 20. 8.0% Saee See. 790 
Motont.. 22.5 (ade d  a ee ee 15 Amp, 


Universal Type, 115 Volt, 
25-60 Hertz, AC-DC 


No Load Speed (RPM)........... 6000 
TYPE es, ae ee ye hs Extra Heavy-Duty 
Switch...... Heavy-Duty 20 Amp Lever 
Gear Drive............... Spiral Bevel 
Spindle Thread Size........ %"-11 RH 
Bearings) « < os.cac5 vss eave wyeraee All Ball 
Overall Length ................ 19%" 
Net Weight .................. 19 Lbs. 
Shipping Weight ............ 24% Lbs. 


STANDARD EQUIPMENT 

Basic Machine, 3-Conductor Cord, Aux- 
iliary Handle and Handle Bolt, Tool Rest, 
and an Operating Manual. 


Model 8790—the same sander equipped 
with a 230 volt motor. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 39 and 40. 


ROCKWELL PORTABLE SANDERS 


This tool complies with O.S.H.A. requirements 


This tool complies with O.S.H.A. requirements 


This tool complies with O.S.H.A. requirements 


MODEL 7905 


Extra Heavy-Duty Disc Sander 


Whatever your sanding application, this 
extra heavy-duty disc sander will do the 
job. Its powerful 15 amp motor combined 
with its 5000 RPM speed provides the 
perfect combination for most any heavy- 
duty application. 


FEATURES 

Extra Heavy-Duty Construction * 5000 
RPM Speed « Powerful 15 Amp Motor « 
Removeable Armature Pinion « Full Ball 
Bearing Design * Heavy-Duty 20 Amp 
Lever Switch * Hard Rubber Tool Rest 


SPECIFICATIONS 
Modell INO: 2226 cscs seen Sat ot 7905 
Motor......... 15 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)........... 5000 
Spindle Thread Size........ %e"-11 RH 
Gear Drive............... Spiral Bevel 
TYPO ee fe sce at en Extra Heavy-Duty 
Switch....... Heavy-Duty 20 Amp Lever 
Bearings: 2. ..c.0s acne socus als wong: All Ball 
Overall Length ................ 19%” 
Net Weight .................. 19Lbs. 
Shipping Weight............ 24% Lbs. 


STANDARD EQUIPMENT 
Basic Machine, 3-Conductor Cord, Aux- 
iliary Handle and Handle Bolt, Tool Rest, 
and an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 39 and 40. 


MODEL 781 


Heavy Duty Disc Sander 


Whatever your sanding application, 
ROCKWELL Disc Sanders will perform 
better than any other disc sander... for 
one big reason. ROCKWELL Quality! The 
features shown below will typify how our 
knowhow and engineering expertise 
make possible sanders with superior 
performance. 


FEATURES 

Heavy-Duty Construction » Removeable 
Hard Rubber Tool Rest * Powerful 12 
Amp Motor + Heavy-Duty 20.0 Amp 
Switch « Auxiliary Side Handle * Hard- 
ened Spiral Bevel Gears * Removeable 
Armature Pinion Gear 


SPECIFICATIONS 


Modell No:. « 0584 one ee3 aks oe eine 781 
Motors. 32. 12 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)........... 5000 
DY Peo ae Bee ns Me ek Heavy-Duty 
Gear Drive............... Spiral Bevel 
Spindle Thread Size........ §8”-11 RH 
Be@aringS: e655) eeepc & ane All Ball 
Overall Length ................ 19%” 
Neti Weight . .......-.5...08 24 15 Lbs. 
Shipping Weight ............ 20% Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Auxiliary Handle and 
Handle Bolt, Tool Rest, 3-Conductor 
Cord and an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 39 and 40. 
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MODEL 7806 


Heavy-Duty Disc Sander 


Interested in taking more material off 
your workpiece every minute you're at 
work? The Model 7806 can help you 
accomplish this feat. In addition to its 
6000 RPM speed, it has all of the other 
ROCKWELL quality features such as 
heavy-duty motors, ball bearing con- 
struction, full grip handles and many 
more! 


FEATURES 

Heavy-Duty Construction »* 6000 RPM 
Speed + Powerful 12 Amp Motor + Re- 
moveable Hard Rubber Tool Rest * Aux- 
iliary Side Handle * Heavy-Duty 20.0 Amp 
Switch * Hardened Spiral Bevel Gears 
* Removeable Armature Pinion Gear 


SPECIFICATIONS 


Model Noe, i cfo cia ie aces ecg 7806 
Motor......... 12 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)........... 6000 
Spindle Thread Size........ %"-11 RH 
Gear Drive............... Spiral Bevel 
WYDCE! iach ee ocd Heavy-Duty 
Switch....... Heavy-Duty 20 Amp Lever 
Bearings .................... All Ball 
Overall Length ................ 19%” 
Net. Weight 2.0... 5.0. fcc 15 Lbs. 
Shipping Weight ............ 20% Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Auxiliary Handle and 
Handle Bolt, 3-Conductor Cord, Tool 
Rest and an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 39 and 40. 


ROCKWELL PORTABLE SANDER AND GRINDERS 


This too! complies with O.S.H.A. requirements 


This tool complies with O.S.H.A. requirements 


This tool complies with O.S.H.A. requirements 


ce 


MODEL 7958 


Extra Heavy-Duty Angle Grinder 


Want an angle grinder with handling 
ease that is a super performer? If you 
do, this extra heavy-duty model is for 
you. It features all ball bearing construc- 
tion, a powerful 15 amp motor, and a 
removeable armature pinion gear — all 
put together to make a combination of 
special features too good to pass by. 
Why not put one of these grinders to 
work for you! 


FEATURES 

Powerful Extra Heavy-Duty 15 Amp Motor 
¢ Heavy-Duty 20 Amp Lever Switch « 
Hardened Bevel Gears « All Ball Bearing 
Construction * Removeable Armature 
Pinion Gear * Coated Armature * Cord 
Strain-Relief Protector * Tool Rest 


SPECIFICATIONS 


ModelliNo: oe 7958 
Motor......... 15 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)........... 8000 
Pad or Wheel Size................. ae 
Shaft Diameter............. %"-11 RH 
Gear Drive............... Spiral Bevel 
Lo = ane epee I Extra Heavy-Duty 
Switcher anodes 20 Amp - Lever 
Bearings! .:504 ers 2 asics Semege a All Ball 
Overall Length ................ 19%” 
Net Weight .........:........ 19 Lbs. 
Shipping Weight ........... -.24% Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, 54342 
Wheel Guard, 52523 7” x ¥%4” Depressed 
Center Wheel, 53820 Wheel Retaining 
Nut, 55774 3” Quick Change Back-Up 
Pad, Pad Spacer Washer, Auxiliary Side 
Handle with Bolt and an Operating 
Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 39 and 40. 


MODEL 760 


Horizontal Grinder 


Here’s the grinder for high performance. 
Hardened helical gears for strength and 
long life, all ball bearing construction 
for precision running accuracy, heavy- 
duty motor for performance at peak 
loads, comfortable handle for long usage, 
and an extra heavy-duty 20 amp switch 
for durability—these all go together to 
make this today’s superior grinder. 
FEATURES 

All Ball Bearing Construction * Powerful 
12 Amp Motor * Full 20 Amp Lever Switch 
* Hardened Helical Gears * Full Grip Rear 
Handle + Cord Strain-Relief Protector 


SPECIFICATIONS 


Model Nos... ee eee Be se 760 
Motor......... 12 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)........... 4500 
MY DO: 6 dian strcvncciot erage Heavy-Duty 
Wheel Size........... 6”x 1”x 4%" Bore 
Switches 9a oa exsurocteg 20 Amp - Lever 
Driviers:...: 223 2a: Hardened Helical Gear 
Spindle Thread Size........ 5-11 RH 
Bearings: 2.202 24.44.00 7 All Ball 
Overall Length ................ 23%” 
Net Weight................. 19% Lbs. 
Shipping Weight ............ 25% Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 6” Wheel Guard, Outer 
Flange Washer, Spindle Nut, 53676 Span- 
ner Wrench, 3-Conductor Cord and an 
Operating Manual. 


Model 8760—the same grinder with a 230 
volt motor. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 39 and 40. 
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MODEL 470 


7” Disc Sander 


This rugged 4500 RPM sander is the 
perfect choice for panel work, body fin- 
ishing, and light weldment grinding. Its 
light weight makes it the logical choice 
where a compact production sander is 
needed. 


FEATURES 

Heavy-Duty 8 Amp Motor * Wrenchless 
Quick Change Back-Up Pad * Helicon® 
Gear Drive * 4500 RPM Speed « Revers- 
ible Air Deflector + All Ball Bearing 
Construction * Offset Spindle Design 


SPECIFICATIONS 


ModelliiNot 6 280)... g eS Bee ee: 470 
Motor.......... 8 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 

No Load Speed (RPM)........... 4500 
Pad) Size: ic. cngunce eee cane aa 
Spindle Thread Size........ %"-11 RH 
Drives) iste eee ele ece Specially Hardened 
Helicon® Gears 

TYPO? 3 ets: ee. ee Heavy-Duty 
Switch): «he .sqa0 se Heavy-Duty 16 Amp 
Paddle Switch 

Bearings: - Axecsee ea ae. oe All Ball 
Overall Length................. 14%" 
Net Weight................. 8%2" Lbs. 
Shipping Weight .............. 12\Lbs: 


STANDARD EQUIPMENT 

Basic Machine, Auxiliary Handle, 10’ 
3-Conductor Cord, Quick Change Pad, 
Flexible Backing Disc and an Operating 
Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 39 and 40. 


ROCKWELL PORTABLE POLISHER AND DIE GRINDERS 


This tool complies with O.S.H.A. requirements 


MODEL 471 


7” Polisher 


This heavy-duty but lightweight produc- 
tion polisher is ideal for day in, day out 
buffing, polishing, rubbing and cleaning 
jobs. Its offset spindle design makes 
possible easy access behind bumpers 
on automotive uses, and its removable 
top and bottom access plates permit 
easy cleaning of nuisance lint and fuzz 
accumulations. 


FEATURES 

Offset Spindle Design * 2100 RPM Speed 
* Helicon® Gear Drive * Heavy-Duty 16 
Amp Paddle Switch « All Ball Bearing 
Construction * Removeable Top and Bot- 
tom Access Plates * Wrenchless Quick 
Change Back-Up Pad * Heavy-Duty 8 
Amp Motor 


SPECIFICATIONS 


ModelliNo.. 4. 5...8 ohiemaiyegee nies 471 
Motors. Acar 8 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 

No Load Speed (RPM)........... 2100 
Bad) Size rg fits cos ast snee ae tha 
Spindle Thread Size........ 5%e”-11 RH 
DGIV@ i ise ays ccseustacs 2 Specially Hardened 
Helicon® Gears 

TY DO) tee eotreis Narain ecco Heavy-Duty 
Switcher cerca s Heavy-Duty 16 Amp 
Paddle Switch 

Bearings: «282° . s.48h shag: All Ball 
Overall Length ................ 14%" 
Net Weights. 5.63 igi. ce cite ines 8% Lbs. 
Shipping Weight .............. 12 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, Auxiliary Handle, 15’ 
3-Conductor Cord, Quick Change Back- 
Up Pad, Lambs Wool Pad and an Oper- 
ating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 417. 


This tool complies with O.S.H.A. requirements 


MODEL 717 


Double Insulated 
19,000 RPM Die Grinder 


If your need is for high performance, 
easy handling and maximum accuracy 
this is the die grinder for you! The 
19,000 RPM no load speed this machine 
puts out makes it perfect for die shop 
and tool room use. 


FEATURES 

High Performance 1.8 Amp Motor °* 
19,000 RPM No Load Speed » Anti-Fric- 
tion Bearing Construction * Collet Ca- 
pacity to %4” * Double Insulated * Cool 
Running Quil * Standard Suspension 
Hanger + Glass Filled Nylon Motor 
Housing 


SPECIFICATIONS 
ModeliNO: i208 ech oaks Aas 62h 8 oak 717 
Motor......... 1.8 Amp, Universal Type 
115 Volt, 25-60 Hertz, AC-DC, 
Double Insulated 


No Load Speed (RPM).......... 19,000 
Collet Capacity........... VA i SAL 
Bearings............. Ball and Needle 
Overall Length ................. 11K,” 
Net Weight ................. 25% Lbs. 
Shipping Weight ............... 4 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Suspension Hanger, 4” 
Collet, Wrench Set, 2-Wire Rubber In- 
sulated Power Cord and an Operating 
Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 41. 
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This tool complies with O.S.H.A. requirements 


MODEL 719 


Double Insulated 
30,000 RPM Die Grinder 


The highest performing, most comfort- 
able die grinder in its class! Develops 
high horsepower at full current load for 
maximum stock removal. Double insu- 
lated for operator protection and safety 
with a glass filled nylon housing and a 
cool running quil for operator comfort 
and maximum accuracy. 


FEATURES 

High Performance 3 Amp Motor * 30,000 
RPM No Load Speed « Double Insulated 
* Glass Filled Nylon Motor Housing °* 
Anti-Friction Bearing Construction « 
Standard Suspension Hanger + Cool 
Running Quil * Collet Capacity to %” 
* Compact Design 


SPECIFICATIONS 
IMOdel NOE 22 oi seth ae ne 719 
Motor... scene 3 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC, 
Double Insulated 


No Load Speed (RPM).......... 30,000 
Collet Capacity........... Ve 
Bearings ............. Ball and Needle 
Overall Length ................. 11%" 
Net*“Weight® «22625. os ccd 2% Lbs. 
Shipping Weight ............... 4Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Suspension Hanger, %4” 
Collet, Wrench Set, 2-Wire Rubber Insu- 
lated Cord and an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 417. 


ROCKWELL PORTABLE DISC SANDER, POLISHER AND PAINT REMOVER 


This tool complies with O.S.H.A. requirements 


MODEL 304 


7” Disc Sander 


For a variety of finishing jobs on woods 
and metals—especially production sand- 
ing applications where stationary equip- 
ment is not suitable, but where fast, 
accurate finishing is required. Can easily 
be adapted to do buffing, polishing, gen- 
eral cleaning and grinding—even power 
paint removing chores (by using No. 
5041 Paint Removing Attachment). 


FEATURES 

Motor-Over-Pad Design * 4000 RPM 
Speed * Powerful 4 Amp Motor « Anti- 
Friction Bearings Throughout * Helical 
Gearing * Auxiliary Side Handle « Light- 
weight 


SPECIFICATIONS 


Model "NO: «2.05.45 ost eae 304 
Motor.......... 4 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)........... 4000 
Pad Size: cca. 2c eee wet ae ee Te 
Spindle Thread Size........ 5% "-11 RH 
DGIVG oe. fssecs es sceeedices. cues Helical Gear 
Overall Length................. 11%" 
Net Weight! cc .6cec tigen 5% Lbs. 
Shipping Weight ............... 9 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, Auxiliary Handle, 3-Con- 
ductor Cord, Back-Up Pad, Disc Retain- 
ing Nut, (3) Abrasive Discs, (2) Wrenches 
and an Operating Manual. 


Duty Rating: For Industry and Construction 
Trades Applications. 


For a complete listing of available 
accessories see page 41. 


This tool complies with O.S.H.A. requirements 


MODEL 305 


7” Polisher 


A lightweight, heavy-duty 7” polisher 
with uniquely balanced motor-over-pad 
design for effortless control on any pol- 
ishing application. Offers an all-purpose 
speed of 2000 RPM — ideally suited for 
efficient buffing, polishing, rubbing and 
general cleaning jobs. 


FEATURES 
Extra Powerful Motor * Motor-Over-Pad 
Design « Anti-Friction Bearings Through- 
out * Helical Gearing « Lightweight « 
Auxiliary Side Handle » All-Purpose 2000 
RPM Speed 


SPECIFICATIONS 


ModeliNo .ttie 2 seciscccenslenys ca. 305 
Motor.......... 4 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)........... 2000 
Pad) Size: fgets araaky tan. baer ae aa 
Spindle Thread Size........ %”-11 RH 
Drive WF ee ee ee Helical Gear 
Overall Length ................. Sia 
Net ‘Weight. <6. fcc segs aes 5% Lbs. 
Shipping Weight ............... 9 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, Auxiliary Handle, 3-Con- 
ductor Cord, Back-Up Pad, Disc Retain- 
ing Nut, 8%” Diameter Lambs Wool 
Buffer, Wrench and an Operating Man- 
ual. 


Duty Rating: For Industry and Construction 
Trades Applications. 


For a complete listing of available 
accessories see page 417. 
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This tool complies with O.S.H.A. requirements 


MODEL 303 (old 304PR) 


Power Paint Remover 


Now, controlled sanding for fast, easy, 
uniform removal of old paint or varnish 
from wood, steel, compositions and 
many other surfaces. The fool-proof 
ROCKWELL Power Paint Remover takes 
paint off twice as fast as any other 
method. This versatile machine can be 
converted to a conventional sander by 
removing its detachable head and at- 
taching standard sanding accessories. 


FEATURES 

Side Handle Design with Auxiliary Grip ° 
Vertical and Horizontal Adjustment Con- 
trols « Anti-Friction Bearings Throughout 
* Helical Gear Drive * Extra Powerful 
Motor 


SPECIFICATIONS 


ModeliiNO. 2852 ck. cies, eee 303 
Motor.......... 4 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)........... 4000 
Pad Size.......... 6” Tungsten Carbide 
Spindle Thread Size........ %"-11 RH 
DAVOS cased eres Rey ecw xe cxaks Helical Gear 
Overall Length................. 11%" 
Net Weight’... un... 0.5. ok 11 Lbs. 
Shipping Weight .............. 14 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, Paint Removal Attach- 
ment with #36 Grit Tungsten Carbide 
Disc, Sponge Rubber Back-Up Pad, Disc 
Retaining Nut, Wrench and an Operating 
Manual. 


Duty Rating: For Industry and Construction 
Trades Applications. 


For a complete listing of available 
accessories see page 417. 


ROCKWELL PORTABLE CHIPPER/CLEANER 


This tool complies with 
O.S.H.A. requirements 


MODEL 727 
Chipper/Cleaner 


A performer that can’t be beat when it 
comes to flexibility! Ideal for removing 
heavy accumulations of rust and mineral 
deposits from ship hulls, storage tanks, 
pipelines and ovens... also for cleaning 
concrete forms. ..reconditioning butane 
tanks and more! 

FEATURES 

Corrosion-Proof Housing * Safety Cutter 
Guard * 84 Hardened Steel Cutters * Cool 
Operating * D-Handle Design « Light- 
weight Simplified Lubrication System 


SPECIFICATIONS 
ModeliNo:. 22a ing ecg cats 727 
Motor.......... 7 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)........... 2000 
No. of Cutters...... 84, Hardened Steel 
Drive’. fee ssc Helical Gear, 7:1 Ratio 
Be@anings case cmicctsuics scseneces: All Ball 
Overall Length ................ 13%” 
Net Weight...... 18 Lbs. (Less Cutters) 
Shipping Weight .............. 50 Lbs. 


(Including Cutters) 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, (2) 
Cutter Bundles, Steel Carrying Case and 
an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 41. 


BELT SANDER ACCESSORIES 

No. 48120 (38BB4) Dust Bag, Nozzle and 
Attachment Parts — For Models 504, (old 
A3), 503, and 500. 

No. 48503 Dust Bag and Nozzle — For 
Models 336 and 337. 


No. 39331 Dust Bag, Nozzle and Attach- 
ment Parts— For Models 153, 361, 360 
and 564. 


ABRASIVE BELTS (10 Belts Per Carton) 
Aluminum Oxide and Silicon Carbide 
Belts are available in various grits rang- 
ing from fine #120-3/0 to coarse #24-3. 
As a general rule use Aluminum Oxide 
Open Coat Belts (Type SA) for finishing 
non-ferrous metals, sanding soft woods 
and compositions or removing paint and 
varnish. Use Aluminum Oxide Closed 
Coat Belts (Type A) for ferrous metals 
such as steel, also hard woods and com- 
position. Aluminum Oxide Closed Coat 
Belts (Type M) are recommended when 
grinding or finishing metals. Silicon Car- 
bide Belts (Type T) should be selected for 
use with slate, marble and other natural 
or cast stone. 


FINE 
SIZE |TYPE MESH AND GRIT NUMBER 
120-3/0 | 100-2/0 80-1/0 
ayn 13042 13039 
(old 25112) | (old 25113) 
rE ye 
A 13015 13012 
(old 25102) | (old 25103) 
sa |... 13093 13090 13087 
ine: (old 23868) | (old 23869) | (old 23870) 
ier 4 = 
i 13066 13063 13060 
(old 23858) | (old 23859) | (old 23860) 
sa |,_.13141 13138 13135 
told 25133) | (old 25134) | (old 25135) 
air 13114 13111 13108 
"x21" | A | (91g'25123) | (old 25124) | (old 25125) 
T 13153 13150 
(old 25148) | (old 25149) 
Sal miata, 13210 13207 
(old 25163) | (old 25164) | (old 25165) 
A 13186 13183 13180 
er (old 25153) | (old 25154) | (old 25155) 
7 13237 13234 
(old 25174) | (old 25175) 
T 13225 13222 
(old 25178) | (old 25179) 
sa | _ 13285 13282 13279 
ates (old 25193) | (old 25194) | (old 25195) 
. ih Se SD ACCU eat (Ae 
i 13258 13255 13252 
(old 25183) | (old 25184) | (old 25185) 
sa | 13333 13330 13327 
(old 23650) | (old 23651) | (old 23652) 
mane 13306 13303 13300 
40x24" | A | (oid 23640) | (old 23641) | (old 23642) 
T 13345 : 
(old 23680) 
sa | ,_, 13405 13402 13399 
wee (old 25223) | (old 25224) | (old 25225) 
. [cal 
x 13378 13375 13372 
(old 25213) | (old 25214) | (old 25215) 


ABRASIVE BELTS, ASSORTED PACK- 
AGE — Package of (10) Aluminum Oxide 
Closed Coat (Type A) Belts: (4) #50-1 
Grit; (3) #36-2 Grit and (3) #100-2/0 
Grit. 
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MEDIUM 
SIZE |TYPE MESH AND GRIT NUMBER 
60-1/2 50-1 40-1% 
13036 
SA | (oid 25114) 
Fee pa ee 
A 13009 13006 13003 
(old 25104) | (old 25105) | (old 25106) 
sa | 13084 13081 13078 
(old 23871) | (old 23872) | (old 23873) 
one gies 
Be A 13057 13051 
(old 23861) (old 23863) 
sa |, 13132 13129 13126 
(old 25136) | (old 25137) | (old 25138) 
singaty 13105 13102 13099 
3°x24 A | (old 25126) | (old 25127) | (old 25128) 
= 13147 
(old 25150) 
sa | ,_13204 13201 13198 
(old 25166) | (old 25167) | (old 25168) 
A 13177 13174 13171 
(old 25156) | (old 25157) | (old 25158) 
3x24" __—_ 
_ 13231 
(old 25176) 
r 13219 
(old 25180) 
sa |, 13278 13273 
(old 25196) | (old 25197) 
3"x27" 
i 13249 
(old 25186) 
sa | 13324 13321 13318 
(old 23653) | (old 23654) | (old 23655) 
4x24" 
A 13297 13294 13291 
(old 23643) | (old 23644) | (old 23645) 
sa |, 13396 13393 13390 
loupe (old 25226) | (old 25227) | (old 25228) 
4 Wu 
x 13369 13366 13363 
(old 25216) | (old 25217) | (old 25218) 
COARSE 
SIZE |TYPE __MESH AND GRIT NUMBER 
36-2 30-21% 24-3 
mae 13027 
2hx2i” | SA | (id 25117) 
sa | 13075 13072 13069 
(old 23874) | (old 23875) | (old 23876) 
2%"x21" ——_—_———— | 
A 13048 
(old 23864) 
sa |, 13123 13120 13117 
(old 25139) | (old 25140) | (old 25141) 
selene 13096 
3"x21" | A | (oid 25129) 
T 13144 
(old 25151) 
sa |. 13195 13192 13189 
(old 25169) | (old 25170) | (old 25171) 
A 13168 
(old 25159) 
3x24" -_—}_—_} 
M 13228 
(old 25177) 
= 13216 
(old 25181) 
sa |, 13315 13312 13309 
(old 23656) | (old 23657) | (old 23658) 
4x24" [__=—$—$<—$<$_}_ 
A 13288 
(old 23646) 
sa | ,_ 13387 13384 13381 
(old 25229) | (old 25230) | (old 25231) 
4"x 27" _—$—$—$ —_—-. 
a 13360 
(old 25219) 


SA: Aluminum Oxide Open Coat; A: Aluminum Oxide 
Closed Coat; M: Aluminum Oxide Closed Coat; T: Sili- 
con Carbide. Type M Belts have a cloth backing. 


NO. 13465 13462 13459 13456 
* | (old 23856) | (old 79YX) | (old 76YX) | (old 75YX) 
Belt 2%2"x21" | 3”x21” 3x24” 2"x21" 


ROCKWELL PORTABLE SANDER AND GRINDER ACCESSORIES 


FINISHING SANDER 
ACCESSORIES FOR MODEL 505 
ABRASIVE SHEETS 

(10 Sheets Per Package) 

Aluminum Oxide Open Coat Abrasive 
Sheets are available in various grits 
ranging from fine #150-4/0 to coarse 
#40-1%. 


FINE 
| MESH AND GRIT NUMBER 
150-4/0 120-3/0 


13519 13516 
(old 39759) (old 39758) 


4%"x11" 


MEDIUM 
MESH AND GRIT NUMBER 
SIZE 100-2/0 80-1/0 


13513 
(old 39757) 


4¥2"x11" 


13510 
(old 39756) 


COARSE 
| MESH AND GRIT NUMBER 
50-1 


4%"x11" 13507 13504 13501 
2a (old 39755)Kold 39754)(old 39753) 


ABRASIVE SHEETS, 

ASSORTED PACKAGE 

No. 13522 (old 39760) Package of (10) 
Aluminum Oxide Open Coat Abrasive 
Sheets — In an assortment of mesh and 
grit numbers. Sheets size 4% "x 11”. 


MODEL 330 SPEED-BLOC 
FINISHING SANDER 
ACCESSORIES 

No. 13453 (old 46900) Assorted Package 
of 25 Abrasive Sheets— Aluminum Oxide 
Open Coat in various mesh and grit num- 
bers. Size 4%2"x 5%”. 


*- < 


No. 47699 Rubbing Pad—Used to rub fin- 
ishing compounds into furniture or wood 
paneling. Felt pad is mounted on metal 
back-up plate. 


ATTACHMENTS FOR SANDING OR GRINDING OPERATIONS 
When using ROCKWELL Heavy-Duty or 


Extra Heavy-Duty Sanders. 


The illustrated attachments are necessary for using 
ROCKWELL Bare Spindle units as a sander or grinder. 


. When used as a grinder, appropriate guards 


must be used. 


. Safety goggles are required; 
gloves are recommended. 


. Always use attachments that 
are rated for use at an RPM 
greater than the nameplate 
speed of the tool. 


See Page 40 for all accessories 
needed to make 


bare spindle machines functional. 


SANDING 


No. 47696 Sponge Rubber Pad — This 
flexible sponge pad is designed for fine 
grit sanding of irregular or curved sur- 
faces. Also useful for finishing rounded 
stock edges. Pad mounted on metal 
back-up plate. 

ABRASIVE SHEETS 

(25 Sheets Per Package) 

Aluminum Oxide Open Coat Abrasive 
Sheets in various grits from extra-fine 
#280-8/0 to coarse #60-%. All 4%2"x 
5%” size. 


MESH AND 

NEW NO. GRIT NO. FINISH 
13432 | 46893 | #280-8/0 
13435 | 46894 | 200-670 extras hige 
13438 | 46895 | #150-4/0 ats 
13441 | 46896 | #120-3/0 N 
13444 | 46897 | #100-2/0 
13447 | 46898 | #80-1/0 | Medium 
13450 | 46899 | #60-1/2 | Coarse 


WIRE 


GRINDING BRUSHING 


Wheel Guard 


Quick Change 
Back Up 


Quick Change 


os") Abrasive Disc 


Depressed 
Center Wheel 


Flange Nut Flange Nut 
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Assembly 
Pad ! ) 
Flexible Back Up 
Backing Pad 
Disc 


~ 


Flaring 
Cup 
Wheel Guard 


Cup Brush 


Flaring 
Cup Wheel 


ROCKWELL PORTABLE SANDER AND GRINDER ACCESSORIES 


ACCESSORY EQUIPMENT 
FOR ANGLE DISC SANDERS 


& 


QUICK CHANGE BACK-UP PADS 
(WRENCHLESS ACCESSORIES ) 
Eliminates use of wrench to replace 
abrasive discs for all sanders and 
grinders having %”-11 threaded spin- 
dles. Also for use with light weight plas- 
tic bonded backing discs. (Must be used 
with phenolic flexible backing disc.) 

No. 55773—Quick change 42” diameter 
back-up pad. Includes 18214 clamp nut. 
No. 55774 — Quick change 3” diameter 
depressed center back-up pad. Includes 
18214 long clamp nut. 

No. 53792—Includes 6% ” diameter back- 
ing pad and 53820 long clamp nut. 
(Does not require backing disc.) 

No. 18214—Long Clamp Nut 


No. 53820 Short Clamp Nut—For use with 
wrenchless flexible backing pads. 


Le 


f  Okecuwen 


FLEXIBLE BACKING DISC 


Sg 


—_ 
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FLEXIBLE BACKING DISCS 

Phenolic plastic discs provide greater 
flexibility and cooler operation for most 
sanding applications. 

No. 55604—6% ” diameter with depressed 
center. For use with 55774 quick change 
back-up pad. 

No. 55605—8% ” diameter with depressed 
center. For use with 55773 quick change 
back-up pad, nested with the 55604 6%” 
diameter flexible backing pad when stiff 
backing is required. 

7” SANDING DISC 

No. 18153 (old 25675) — 36 grit. 

No. 18156 (old 25676) — 50 grit. 

No. 18159 (old 25677) — 80 grit. 


9” SANDING DISC 


No. 18180 (old 25707) — 36 grit. 
No. 18183 (old 25708) — 50 grit. 
No. 18186 (old 25709) — 80 grit. 


CLAMP NUTS 

For use with sander and grinder acces- 
sories. 

No. 18210 (old 41137) Short — For abra- 
sive disc back-up pads. 

No. 18213 (old 41138) Long —For de- 
pressed center wheels support pads. 


] 


SPANNER WRENCH 
No. 18216 (old 41139) — For use with 
18210 and 18213 clamp nuts. 


ACCESSORY EQUIPMENT 
FOR ANGLE GRINDERS 


t 


WHEEL GUARD ASSEMBLY 

Used with depressed center wheels. 
No. 54342 — 7” guard. 

No. 54343 — 9” guard. 


DEPRESSED CENTER 


GRINDING WHEELS* 

For all grinders and sanders. All wheels 
have sufficient flexibility for smoothing 
and blending. Nos. 18329 and 53692 are 
for use with 8000 RPM units. Nos. 18195 
and 18198 are for use with 5000 and 6000 
RPM units. 


No. 18195 (old 25939) — 7”x 3" 24 grit 
reinforced A.O. 7100 RPM. 
No. 18329 (old 52523) —7”x %4” 24 grit 
reinforced A.O. 8000 RPM. 
No. 18198 (old 25940) — 9”x 3,” 24 grit 
reinforced A.O. 5500 RPM. 


No. 53692—7”x %” 16 grit reinforced 
S.C. 8500 RPM for concrete. 

*Guard must be used with all de- 
pressed Center Wheels. 


FLARING CUP WHEEL GUARDS 

For safe use of flaring cup wheels. 

No. 42315 — For 4” diameter flared cup 
grinding wheels. 

No. 53719 — For 5” diameter flared cup 
grinding wheels. 

No. 53721 — For 6” flared cup grinding 
wheels. 

CUP GRINDING WHEEL ADAPTER 

No. 54339 — For adapting %” bore cup 
wheels for all %”-11 thread sanders and 
grinders. 
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FLARING CUP GRINDING WHEELSt 
For all right angle sanders and grinders 
composed of %”x 11” threaded spindles. 
Ideal for fast stock removal on all metal 
grinding applications. 

No. 18168* (old 25698) — 4” diameter 
%"-11 threads 24 grit A.O. 9070 RPM. 
No. 53696 — 5” diameter %”-11 threads 
16 grit A.O. 7260 RPM. 

No. 53697 — 6” diameter %"-11 threads 
16 grit A.O. 6000 RPM. 

No. 18171* {old 25700)— 4” diameter 
%"-11 threads 30 grit S.C. 9070 RPM for 
concrete. 

No. 53698 — 5” diameter 5e”-11 threads 
14 grit S.C. 7260 RPM for concrete. 

No. 53699 — 6” diameter %”-11 threads 
14 grit S.C. 6000 RPM for concrete. 
*Must be used with 8000 RPM Sanders and 
Grinders. 


tGuards must be used with all Flaring Cup 
Grinding Wheels. 


WIRE CUP BRUSH 

For use with all sanders and grinders 
having %”-11 thread spindles with 
speeds up to and including 6000 RPM. 
For removing rust, scale, and all clean- 
ing applications including paint removal. 
No. 18165 (old 25696)—5” diameter 5”- 
11 threads (.020”) knot type. 


ACCESSORY EQUIPMENT 
FOR MODEL 760 
HORIZONTAL GRINDER 


GRINDING WHEELS AND 

WHEEL GUARDS 

No. 18335 (old 52688) — 6”x1"x 5%” 
grinding wheel for Model 760. 

No. 53854 — 8"x %” 24 grit silicon car- 
bide wheel for Model 760. 

No. 53853—Wheel guard for use on tuck 
pointing kit for Model 760. 

No. 53851 Tuck Pointing Kit. For use with 
Model 760 Horizontal Grinder to remove 
old mortar between brick and stone struc- 
tures. Includes 8”"x %4” 24 grit silicon car- 
bide wheel, a wheel guard and spacer. 


~~ 


SPANNER WRENCH 
No. 53676 — For Model 760. 


ROCKWELL PORTABLE SANDER AND GRINDER ACCESSORIES 


7” POLISHER ACCESSORIES 
FOR MODEL 471 


No. 54432 Lambs Wool Pad. 7” diameter. 
No. 54434 Pile Fabric Rubbing Pad. 7” 
diameter. 

No. 57775 Felt Pad. Use for rubbing, bur- 
nishing operations. 

No. 54360 Quick Change Polishing Back- 
up Pad. 6%” diameter. Includes No. 
53820 lock nut. 


POLISHER AND 

DISC SANDER ACCESSORIES 

No. 42321 Back-Up Pad—For Models 304 
and 305. 

No. 48000 (old 5D6) Disc Retaining Nut— 
For Models 304 and 305. 

No. 48233 (old 158D6) Wrench — For 
Models 304 and 305. 

No. 48273 (old 1740X) Wrench — For 
Models 304 and 305. 

No. 18027 (old 23918) #36 Grit Tungsten 
Carbide Disc — For Model 304. 

No. 18018 (old 23547) Sponge Rubber 
Back-Up Pad — For Model 304. 

No. 18009 (old 23530) Disc Retaining Nut 
— For Model 304. 

No. 18012 (old 23539) Wrench — For 
Model 304. 

No. 5041 Paint Removing Attachment — 
For Model 304. 

No. 42352 Lambs Wool Buff—8'2” diam- 
eter. For Model 305. 

No. 48193 (old 70YD6) Adapter — For 
mounting wire and grinding wheels. For 
Model 305. 

No. 48177 (old 65YD6) Wire Wheel — 6” 
diameter. No. 33 gauge fine wire. Re- 
quires 48193 adapter for mounting. For 
Model 305. 


No. 54434 Cleaning Pad—/7” diameter 
pile fabric. For Model 305. 

No. 48086 (old 27YD6) Depressed Center 
Wheel—7” diameter x %” thick. Includes 
support pad and flange nut. For Model 
305. 

No. 48102 (old 34YD6) Drill Chuck— 4” 
capacity, 3-jaw type. With key. For Mod- 
els 304 and 305. 

No. 48062 (old 23YD6) Abrasive Disc 
Back-Up Pad—For use with 6” diameter 
abrasive discs. For Model 305. 


For Model 304 


ABRASIVE DISCS (Package of 12) 
Aluminum Oxide Open Coat. 


or la AND GRIT NUMBER 
(DIA.)| #80-1/0 | #36-2 | #20-3%% 
a 48123 48129 | 48149 
(Old 38YD6) | (Old 39YD6)| (Old 40YD6) 
7 42336 | 42335 «| «(42334 


ABRASIVE DISCS, 

ASSORTED PACKAGES 

Package of (12) Aluminum Oxide Open 
Coat Abrasive Discs. Contains (8) #20- 
3%” grit, (2) #36-2 grit and (2) #80 
1/0 grit. 


SIZE NUMBER 


6” Diameter 48096 (Old 31YD6) 
7” Diameter 42331 
POWER PAINT 


REMOVER ACCESSORIES 

No. 5041 Paint Removing Attachment 
Only—Includes No. 36 grit tungsten car- 
bide disc, back-up pad, retaining nut and 
wrench. 

Tungsten Carbide Discs—All 6” diameter. 
No. 18024 (old 23917) — #46 grit. 

No. 18027 (old 23918) — #36 grit. 

No. 18030 (old 23932) — #24 grit. 

No. 18018 (old 23547) Sponge Rubber 
Back-Up Pad. 

No. 18009 (old 23530) Disc Retaining Nut. 
No. 18012 (old 23539) Wrench. 


CHIPPER/CLEANER 
ACCESSORIES 

No. 45128 Cutter Bundle—Consists of 42 
hardened steel cutters. 

No. 48053 (old 21RC) Cutter — Single 
hardened steel cutter only. 

No. 48080 (old 25RC) Carrying Case. 


41 


SEE YOUR 
INDUSTRIAL 
DISTRIBUTOR 
FOR ALL YOUR 
ROCKWELL 
PORTABLE 
POWER TOOL 


AND ACCESSORY 


NEEDS! 


He will provide 
you with... 


Assistance in Your Pro- 
duction Planning. His 
years of experience and 
technical know-how have 
equipped him to give you 
expert advice on your pro- 
duction problems. 


Fast Delivery From Local 
Stocks. Because of his 
knowledge of local mar- 
kets, he stocks the prod- 
ucts you need — delivers 
your orders quickly and 
keeps your working capi- 
tal free. 


Prompt Information on 
New and Old Products. He 
is in constant touch with 
manufacturers who supply 
him with information on 
new products and devel- 
opments. 


One Source For Many 
Types of Products. One 
source ordering simplifies 
your purchasing proce- 
dure and reduces your 
accounting costs. 
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ROCKWELL DRILLS 


Bring On Your 

Drilling Jobs... 
Rockwell Has the Drills 
to Handle Them! 


A. Powerful 3 to 15 Amp Motors offer 
power-plus for your most demanding drill- 
ing applications. Built to rigid specifica- 
tions. 

Cartridge-Type Brushes — spring-loaded 
and self-adjusting for better commutation. 


Precision Machine-Wound Armatures — 
with resin coated and bounded wire to 
withstand high overload temperatures. 


Welded Commutator/ Coil Connections — 
far stronger and more resistant to heat 
than conventional soldered leads. 


Efficient Cooling System —multi-blade fan 
works in conjunction with flow-thru venting 
to maintain lower motor operating temper- 
atures for better efficiency. 


B. Ball and Needle Bearing Construction 
(Ball and roller bearings on 730, 732 and 
734 Models.) Long wearing ball and needle 
bearings positioned throughout at vital 
wear points assure trouble-free drill per- 
formance. 


C. Thrust-Line Grip on pistol handle drills, 
automatically positions the user’s hand in- 
line with the bit for maximum drilling effi- 
ciency ... extra long, sturdy metal trigger 
assures positive, single or multiple finger 
on-off power control regardless of the 
user’s grip position. 

D. 5%” Head to Chuck Clearance on the 
right angle drill permits tight spot drilling. 
Angle head mounts two ways to give you 
choice of low or high speeds. 


E. Low Profile Design on D-handle models 
—chuck flush to gear case permits drilling 
in tight spots—flush to vertical or horizon- 
tal surfaces. 


F. Heavy-Duty Cord with External Strain- 
Relief Protector — long wearing, rubber in- 
sulated, 3-conductor cord with trouble-free 
molded plug features a secondary liner 
firmly locked to the drill handle to relieve 
cord strain, prevent kinking and dangerous 
wear. 


Accurately Machined Reduction Gears — 
precision-hobbed to rigid standards in 
matched sets from high quality steel for 
more efficient power transmission; care- 
fully heat treated and hardened for more 
strength, longer life. 


16 Amp Heavy-Duty Switches (A full 20 
amps on 730, 732 and 734 Models.) All 
double-pole type for extra-long life and 
durability. 

Double Insulated — (Models 664 and 666) 
to provide the ultimate in operator safety 
with complete protection from electrical 
shock. 

Glass Filled Nylon Motor Housing—(Models 
664 and 666) provides a virtually indestruc- 
tible housing that offers cool operation no 
matter how long the drill is in use. 


G. Lightweight Balanced Design — weight 
of %” and 1” capacity drills is equally pro- 
portioned for stabilized control in any 
position... yet they weigh less than com- 
petitive models. 

Four Extra Heavy-Duty %” and 1” Spade 
Handle Drills with 12 or 15 amp motors and 


a choice of two speeds (250 and 400 RPM) . 


for big hole drilling operations in wood or 
metal. 

Four Powerful 5.0 or 6.5 Amp Drills with 
multi-position spade handle. Extra long 
switch handle and auxiliary pipe handle 
afford maximum control on all drilling 
applications. Equipped with ball bearings 
and multi-stage reduction gear drive to de- 
liver the stamina for daily production drill- 
ing operation. 

Six D-Handle Units, ball bearing equipped, 
offer a range of drilling capacities from 
Y4" to Yo” in steel and Y2” to 1” in wood. 
D-Handle design provides positive, in-line 
control for accurate drilling. Choice of 5 
or 6 amp motors, and speeds from 500 to 
2000 RPM. A model with the right combina- 
tion of power and speed for any production 
drilling application. 


For tight spot drilling, there’s also a %2” 

right angle drill. Head and chuck require 
only 57” clearance. 
Eighteen Pistol Grip Drills are also avail- 
able in avariety of chuck sizes and speeds 
to meet many production drilling opera- 
tions. Motor amps range from 3.0 to 4.0 
with drilling capacities up to %” in steel 
and %” in wood. 

There are five variable speed models 
with speeds up to 1700 RPM. 


ROCKWELL BUX MAGNETIC DRILLS 
H. Extra Powerful, Specially Designed 
Motors provide a full 6.5 amps on small 
rectangular base models, 12 amps on 
medium round base models and 15 amps 
on large radial position and rectangular 
base models. 

Cartridge-Type Brushes — are spring- 
loaded and self-adjusting for better com- 
mutation. 

Precision Machine Wound Armatures—with 
resin coated, bonded wire and welded 
commutator leads to withstand high over- 
load conditions. 


ROCKWELL DRILLS 


Efficient Cooling System — flow-thru vent- 
ing and 12-blade fan work together to 
maintain lower motor operating tempera- 
ture for better efficiency. 

Ball and Roller Bearing Construction — 
assure trouble-free performance, gear and 
spindle shafts run smoothly on self-lubri- 
cating ball and roller bearings. 


A. Replaceable Wear Strips — the double 
dovetail type slide assembly is supported 
with quickly replaceable wear strips. 

B. All Steel Pinion Shaft—supported by spe- 
cial oil impregnated bronze bearings, has 
three-handled feed for ease of operation. 
C. Lightweight Stand—tough, aircraft alum- 
inum post is lightweight, yet strong. Pound 
for pound, BUX stand is most powerful 
available. 


D. ‘Power Channel” Bases — the surface 
area of the bases north and south pole is 
concentrated in a small area, in a direct 
line with the drill bit to give maximum 
holding power on small flat surfaces, 
rounds and other irregular shaped pieces. 
These BUX bases are available in three 
sizes—small rectangular, medium round 
and large rectangular. All of these high 
powered magnetic bases attach with tre- 
mendous force to steel surfaces, in any 
position—even vertical or overhead. Each 
is constructed with cooling fins that allow 
rapid cooling, provide longer life and less 
breakdown of magnetic energy. 

E. Medium and Large Size Units — have 
11%” of travel for greater accuracy on all 
work as well as increasing ‘hole depth” 
capacity. Small rectangular model has 6” 
of travel. 

F. Lower Ratio Rack and Pinion Feeds — 
assure greater mechanical advantages 
with more pressure delivered to the drill 
point. Will drill holes faster with less oper- 
ator fatigue. 

G. Positive Depth Gage — large. easy-to- 
read scale can be marked to measure 
holes of desired depth. No slipping possi- 
ble, no rule needed. 


H. Stabilizer Leg—adjustable stabilizer leg 
moves pivot point rearward and increases 
mechanical advantage — more drill point 
pressure. Leg is not supplied on small 
rectangular base model. 

Fast Action Positioner — one-fourth turn 
of oversize operating handle releases drill 
stand to rotate 330° with up to %” lateral 
movement. No tedious adjustments—simply 
place drill point over center-punch mark, 
tighten handle and start to drill. The light- 
weight, small rectangular model is sup- 
plied without the positioner. 

Five Chucks or Spindles Available — 5” 
and %” Chucks, No. 2 and No. 3 M.T. 
Spindles, and No. 3 M.T. Internal Socket. 
Six-foot Safety Chain —acts as a pre- 
caution against operator losing control of 
unit while positioning or from possible 
power failure during operation. 


Removeable Access Panel — makes minor 
repairs and adjustment a simple operation 
—no longer requires removal of base when 
adjustments are necessary and facilitates 
the removal of the rectifier or other com- 
ponents. 


|. Push Button Switch — the four larger 
BUX units come equipped with push but- 
ton, 3 pole, on-off reversing switches that 
feature an interlock to prevent accidental 
reversing. 


Gib Adiustment—a row of Allen head 
adjustment screws assures tight fit of the 
slide against the wear strips. Slack caused 
by wear can be eliminated by merely tight- 
ening the adjustment screws. 


%" Lateral Movement; 300° Radial Move- 
ment — with the BUX precision engineered 
base, you get positive mechanical action 
—no “partial magnetism’. BUX exclu- 
sive radial positioner assures fast, accurate 
alignment of BUX portable magnetic drill 
stands. The magnetic base remains sta- 
tionary, safely holding unit to the work. A 
fast, Ya turn of the mechanical locking 
handle releases drill stand for 330° radial 
positioning and up to %” lateral move- 
ment is also provided, assuring positive, 
precision positioning. 


Electrical Components of stands are double 
insulated to provide additional operator 
safety. 


FASTENER DRILL 


J. Simple Twist-Collar Conversion for 
rapid change over from drilling to screw 
fastening. 

Power Packed 3 Amp Motor with high 
torque double reduction gear drive for 
tough drilling and fastening applications. 


K. In-Handle Reversing Switch — no pro- 
jecting reversing switch box to interfere 
with flush fastening or drilling operations. 
Reversing switch is positioned below the 
trigger switch, flush with the handle pro- 
file to facilitate use; prevent accidental 
reversing. 

Balland Needle Bearing Construction—pre- 
cision ball and needle bearings, positioned 
throughout at vital wear points to assure 
long-lasting, trouble-free performance. 


Short Length Design (measures only 9%” 
long) assures positive control for maxi- 
mum drilling and driving efficiency. 


Aluminum Alloy Construction — exception- 
ally strong, yet light in weight (only 4 Ibs.) 
permits non-tiring use of fastener drill over 
long periods of time. 


Heavy-Duty Cord with Strain-Relief Protec- 
tor—long-wearing, rubber insulated. 3-con- 
ductor cord with trouble-free molded plug, 
features a secondary liner firmly locked to 
the drill handle to relieve cord strain, pre- 
vent kinking and dangerous wear. 

0 to 1000 RPM Variable Speed — for greater 
versatility on any drilling or fastening 
operation. 


SCREWDRIVERS 


L. Power-Packed Motors — full 3 amp on 
No. 10 capacity and 3.5 amp on No. 12 
capacity models; high torque 6 amp motor 
on No. 18 capacity screwdriver—the most 
powerful heavy-duty screwdrivers in the 
industry! Each built to rigid-specitications. 
Self-Adjusting Spring-Loaded Cartridge - 
Type Brushes—for better commutation. 
Precision Machine-Wound Armatures — 
with unique winding technique to assure 
identical electrical and physical coil char- 
acteristics from motor to motor. Features 
resin coated and bonded wire to withstand 
high overload temperatures. 

Welded Commutator/Coil Connections — 
far stronger and more resistant to heat 
than conventional soldered leads. 


ROCKWELL DRILLS AND SCREWDRIVERS 
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Efficient Cooling System — fan works in 
conjunction with flow-thru venting to main- 
tain lower motor operating temperatures 
for better efficiency. 

In-Handle Reversing Switch — no project- 
ing reversing switch box to interfere with 
operation when flush fastening. Reversing 
slide switch is positioned near the trigger 
switch, flush with the handle profile, to 
facilitate use; prevent accidental reversing. 
M. Thrust-Line Grip with Full Control Trig- 
ger Switch (on No. 10 and No. 12 capacity 
models)—automatically positions the user’s 
hand in-line with the bit for maximum driv- 
ing efficiency . . . extra-long trigger switch 
assures positive on-off power control. Fea- 
tures lock-button to hold “‘on” position for 
continuous fastening applications. 


No. 18 Capacity Screwdriver Features D- 
Handle Design to provide the additional 
straight-line driving thrust needed for big- 
ger capacity fastening applications. 


N. Quick-Change Chuck (on Model 77925) 
permits fast, easy bit changes. Bit will not 
fall out should chuck be driven into beam 
or channel. Note assembly design with its 
superior bearing support construction vir- 
tually eliminates bit run out. 


Job-Tested and Proven Design—The same 
adjustable and positive clutches as used 
on high-quality ROCKWELL Air Tools that 
have been job-tested and proven for more 
than 20 years in industry. 


Aluminum Alloy Housing — exceptionally 
strong, yet feather light for non-tiring use 
of screwdriver, especially overlong periods 
of operation. 


Ball and Needle Bearing Construction — 
long wearing needle and precision ball 
bearings, positioned throughout at vital 
wear points, assure long lasting, trouble- 
free screwdriver performance. 

Accurately Machined Reduction Gears — 
precision-hobbed to rigid standards in 
matched sets from high quality steel for 
more efficient power transmission; care- 
fully heat treated and hardened for more 
strength, longer life. 

O. Heavy-Cord with External Cord Strain- 
Relief Protector—long-wearing rubber in- 
sulated, 3-conductor cord with trouble- 
free molded plug features a secondary 
liner, firmly locked to the screwdriver han- 
dle to relieve cord strain, prevent kinking 
and dangerous wear. 


SECOND JAWS 
FIRST JAWS 


MOTORS 


Adjustable Clutch Models are recom- 
mended for use on materials of uniform 
density. The adjustable clutch will consist- 
ently repeat specific torque settings and 
disengage when the screw or nut is set. It 
has two sets of jaws. The first set is held 
apart by light spring pressure. This per- 
mits the motor and gears to revolve with- 
out rotating the bit until the operator ex- 
erts sufficient forward pressure to close 
the gap and engage the jaws. The second 
set of jaws is held together by heavier 
spring pressure. These jaws disengage 
and ratchet when resistance to turning of 
the work exceeds the spring setting. The 
operator can permit the clutch to ratchet 
which will give a slight impacting action 
that tends to continue tightening. Output 
torque can be increased or decreased by 
turning the adjusting nut which controls 
spring compression. 


MOTORS -44 GEARS fe 3 | 


Positive Clutch Models are recommended 
for applications in which torque require- 
ments may vary such as on materials of 
different densities or for driving screws of 
varying sizes. The positive clutch has one 
set of jaws held apart by light spring pres- 
sure. The output of this clutch is largely 
dependent upon the pressure exerted by 
the operator and the length of time he per- 
mits the jaws to remain in engagement. He 
can further tighten by easing back on the 
tool, permitting an impacting action due 
to ratcheting of the clutch jaws. 


DRYWALL SCREWDRIVERS 


A. Short-Length Design with Thrust-Line 
Grip—up to 3” shorter than other competi- 
tive models with magnetic bit holder as 
standard equipment... thrust-line grip de- 
sign automatically positions the user’s 
hand in-line with the bit for maximum driv- 
ing efficiency. Extra-long trigger switch 
assures positive on-off power control and 
features a double-pole type switch, rated 
a full 16 amp. Features lock-button to hold 
“on” position for continuous fastening 
applications. 

Power-Packed Motors— 3.5 amps on 
drywall screwdrivers; full4 amp industrially 
rated on fastener driver. The highest per- 
forming screwdrivers and fastener driver 
available! 


In-Handle Reversing Switch — no project- 
ing reversing switch box to interfere with 
operation when flush fastening. Reversing 
slide switch is positioned below the trigger 
switch, flush with the handle profile to 
facilitate use; prevent accidental reversing. 


ADJUSTING NUT 


Ball and Needle Bearing Construction — 
long wearing needle and precision ball 
bearings, positioned throughout at vital 
wear points, assure long lasting, trouble- 
free performance. 

Heavy-Duty Cord with External Cord Strain- 
Relief Protector — long-wearing, rubber, 
insulated, 3-conductor cord with trouble- 
free molded plug features a secondary 
liner, firmly locked to the handle to relieve 
cord strain, prevent kinking and dangerous 
wear. 

Accurately Machined Reduction Gears — 
precision-hobbed to rigid standards in 
matched sets from high quality steel for 
more efficient power transmission; care- 
fully heat treated and hardened for more 
strength, longer life. 

Self-Adjusting Spring-Loaded Cartridge- 
Type Brushes—for better commutation. 
Precision Machine-Wound Armatures—with 
unique winding technique to assure iden- 
tical electrical and physical coil character- 
istics from motor to motor. Features resin 
coated and bonded wire to withstand high 
overload temperatures. 


Welded Commutator/Coil Connections — 
far stronger and more resistant to heat than 
conventional soldered leads. 


Efficient Cooling System — fan works in 
conjunction with flow-thru venting to main- 
tain lower motor operating temperatures 
for better efficiency. 

Interchangeable Accessories for Greater 
Versatility — for instance, ROCKWELL bit 
holders, nutsetters and depth locators can 
be used on either the drywall screwdrivers 
or the fastener driver. Simply change the 
nose piece and select the driver accessory 
to fit your need. 

B. Quick Change Depth Adjustment Con- 
trol— quick and easy to adjust to any depth 
position; features “lug-locking” mechan- 
ism to accurately maintain setting. 
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DRYWALL SCREWDRIVER 
1. Specially Designed Depth Locator — 


depth locator sized to bit holder, in addi- 
tion exhaust protect against dust; screw- 
driver operates more efficiently and with 
less down time. 


2. Virtually Zero Bit Runout— exclusive 
nose assembly design with superior bear- 
ing support construction practically elimi- 
nates bit runout; bit will not ‘‘wobble”’. 
3. Aluminum Alloy Nose Housing — light- 
weight, to reduce operator fatigue. Does 
not dissipate magnetism from shield as in 
the case of screwdrivers with steel hous- 
ings. 


1. Virtually Zero Bit Runout— Exclusive 
nose assembly design with superior bear- 
ing support construction practically elimi- 
nates bit runout; bit will not “‘wobble’’. 


2. Snap-Off Depth Locator—Easily re- 
moved for reversing operations . . . elimi- 
nates necessity of having to reset deptn 
control after reversing operations. 
3. Aluminum Alloy Nose Housing — Light- 
weight, to reduce operator fatigue. 


C. Powerful 4.8 Amp Motor provides more 
than enough power to handle bolt capaci- 
ties up to %”— great for big hole drilling 
too. 

D. Tuned Impact Mechanism delivers a 
harder hitting impact than any comparable 
wrench. 

E. Shorter length allows use in tight areas 
only 9%”. 

Reversing Switch built into the back of the 
wrench permits safe, fast bit removal and 
bolt run-out. 

F. Balanced Design permits use in any 
position with complete control at all times. 
G. Lightweight Construction allows non- 
tiring use over long periods of time. 


E. 
v 
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ROCKWELL DRILLS 


These tools comply with O.S.H.A. requirements 


a 


MODEL 774 

MODEL 7745 (old 774-5) 
MODEL 7747 (old 774-7) 
MODEL 77410 (old 774-10) 
MODEL 77425 (old 774-25) 
MODEL 77435 (old 774-35) 
MODEL 77450 (old 774-50) 
MODEL 8774 (old 774-VD) 


%” Pistol Grip Drills 


Pick the torque you need from 8 different 
models, even a 230 volt model. Your 
choices start with the high torque, 500 
RPM, 3-stage gear reduction Model 7745 
and go all the way up to the high speed 
5000 RPM, 2-stage reduction Model 
77450 with a variety of speeds and gear 
packages in between. All are heavy-duty 
drills throughout. 


FEATURES 

Thrust-Line Grip * Precision-Hobbed Re- 
duction Gears + 16 Amp Heavy-Duty 
Switch * Powerful 3.5 Amp Motors * 230 
Volt Model Available * %” Chuck 


STANDARD EQUIPMENT 

Basic Machine, 3-Conductor Cord, 4” 
Chuck, Chuck Key and an Operating 
Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


This tool complies with O.S.H.A. requirements 


MODEL 754 


Y4"" Heavy-Duty D-Handle Drill 


If your need is for a powerful drill able to 
stand-up to its maximum rating under full 
load, this 2000 RPM 6 amp powered unit 
is your answer. Its D-handle design pro- 
vides positive, in-line control for accurate 
drilling. 

FEATURES 

2000 RPM Speed * Powerful 6 Amp Motor 
* Ball and Needle Bearing Construction 


SPECIFICATIONS 


ModellNos.c.: es oct eee Sasso ane ad 754 
Motor.......... 6 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 


Speed (RPM) 
Drilling Capacity. ..Steel %”; Wood 2” 


Gear Reduction............... 2-Stage 
Overall Length ................. 13%" 
NetiWeight=..4. ofa sacil ances 7¥2 Lbs. 


Shipping Weight 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, 4” 
Chuck, Chuck Key, Auxiliary Handle and 
an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


SPECIFICATIONS 
MODECING: SPEED | CAPACITY GEAR Pd i WA taal eta 
NEW OLD (RPM) (sree. | wooo REDUCTION NET SHPG. 
774 774 1700 | a” Vs Stage T a 6 
7745 | (774-5 500 | 4" %” 3-Stage 9 4% 6 
7747 774-7 750 | V2" 3-Stage 9” 4% 6 
77410 774-40 | 1000 | 1%" V2" 3-Stage 9" 4Y, 6 
77425 | 774-25 | 2500 Va” w | 2stece | 3 | an 6 
77435 774-35 | 3500 Vs 2" 2-Stage 9” V2 6 
77450 774-50 | 5000 Vs" Ye" 2-Stage o” | 4% 6 
8774* 774-vD | 1700 Ys" Pe 2-Stage | 9° | 4% | 6 


Motors—3.5 Amp, Universal Type, 115 Volt, 25-60 Hertz, AC-DC. 


*230 Volt Model 
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This tool complies with O.S.H.A. requirements 


MODEL 664 


%” Variable Speed (0-2000 RPM) 
Reversing Drill 


This all new ROCKWELL Double Insu- 
lated Heavy-Duty Industrial Side Handle 
Drill brings a new dimension to the 
trades. It brings the safety of double 
insulation, ease of handling of a side 
handle and light weight that is available 
only on light duty home type drills. These 
features are all packed into a heavy-duty, 
powerful, almost indestructible drill. Try 
one and see for yourself. 


FEATURES 

Variable 0-2000 RPM Reversing Speed * 
Double Insulated - Heavy-Duty Construc- 
tion * Glass Filled Nylon Motor Housing 
with Integral Handle * Light Weight « Ball 
and Needle Bearings * Powerful 4 Amp 
Motor 


SPECIFICATIONS 
ModeliNo.2 20% soca bore eee 664 
Motor.......... 4 Amp, Universal! Type, 
115 Volt, 25-60 Hertz, AC Only 
Speed (RPM).................. 0-2000 
Drilling Capacity. ..Steel 4%”; Wood 2” 
Gear Reduction............... 2-Stage 
Overall Length .................. 8%2" 
Net Weighty: 2.0.6... 0.6.08 0025.4. 3% Lbs. 
Shipping Weight ............... 5 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Heavy-Duty 2-Wire Power 
Cord, %” Chuck, Chuck Key and an Op- 
erating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


ROCKWELL DRILLS 


This tool complies with O.S.H.A. requirements 


These tools comply with O.S.H.A. requirements 


These tools comply with O.S.H.A. requirements 


MODEL 674 


%”" Pistol Grip Drill 


Built for continuous use on tough jobs — 
this drill delivers constant torque to pro- 
vide maximum efficiency and drilling ac- 
curacy. All this combined with the ease 
of handling of a pistol grip makes this 
%" drill an excellent choice. 
FEATURES 

1700 RPM Speed « Powerful 3 Amp Motor 
* Precision Ball and Needle Bearings « 
Pistol Grip * External Brush Inspection + 
Rubber Insulated Power Cord * ¥2” Drill- 
ing Capacity in Wood 


SPECIFICATIONS 


ModeliNos. 22... 5:23: pes eee te 674 
Motor.......... 3 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
Speed (RPM) ................... 1700 
Drilling Capacity. . .Steel %4”; Wood 2” 
Gear Reduction............... 2-Stage 
Overall Length .................... 9” 
Net Weight .................... 4 Lbs. 
Shipping Weight............. 5% Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, %4” 
Industrial Chuck, Chuck Key and an Op- 
erating Manual. 


Duty Rating: For Industry and Construction 
Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


MODEL 684 
MODEL 683 Reversing 


%" Variable Speed (0 to 1700 RPM) 
Pistol Grip Drills 


This high-torque, double reduction gear 
drive pair of 3 amp powered drills offers 
the ultimate in versatility. Their light 
weight and pistol grip allows them to be 
used in almost any position and their 0 
to 1700 RPM variable speed makes them 
adaptable to drilling any material. For 
even greater versatility Model 683 has a 
reversing feature. 


FEATURES 

0 to 1700 RPM Variable Speed « 2-Stage 
Reduction Gears « Thrust-Line Grip « 
Powerful 3 Amp Motor * 16 Amp Heavy- 
Duty Switch * %” Industrial Chuck « Ball 
and Needle Bearing Construction * Rub- 
ber Insulated Power Cord 


SPECIFICATIONS 


Model Nos............... 684 and 683* 
Motors ......... 3 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC 
Speed (RPM) ................ 0—1700 
Drilling Capacity. ..Steel % ”; Wood %2” 
Gear Reduction............... 2-Stage 
Overall Length .................... 9” 
Net Weight .................... 4 Lbs. 
Shipping Weight ............... 5 Lbs. 


*Reversing Model 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, %” 
Industrial Chuck, Chuck Key and an Op- 
erating Manual. 


Duty Rating: For Industry and Construction 
Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 
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MODEL 454—%4” 
MODEL 456—%” 


Pistol Grip Drills 


Rockwell single speed ‘Contractor Spe- 
cials’—economy priced, double insulated, 
standard drills built for the intermittent 
work found on industry and construction 
trades jobs. Powerful motors with high 
torque, double reduction gear drive and 
cut steel gears provide maximum power 
and constant speed. Housing guaranteed 
not to crack, break or chip. 


FEATURES 

Double Insulated to Protect the User * No 
Grounding or Three-Wire Plug Adapter 
Needed «+ Breakproof Housing « High 
Torque, Double Reduction Gear Drive = 
Ball Thrust Bearing Construction * High 
Quality, 3-Jaw Geared Chuck + Con- 
toured Pistol Grip Design « Built-in Cord 
Strain-Relief Protector * Cut Steel Gears 


SPECIFICATIONS 


Model Nos. ........... 454 456 
Description ...... 4" Drill ¥_" Drill 
Speed (RPM) ........ 2000 1000 
AMPS) Geico baer ee eS 2.3 2.7 
Drilling Capacity: 

LCC, Meee: oe. cea Ya" ¥" 

Wood? 7.5: cg cece y2" %," 
Net Weight ....... 3% Lbs. 3% Lbs. 
Shipping Weight ....4 Lbs. 4Lbs. 
Motors ....... Universal Type, 115 Volt, 


25-60 Hertz, AC. 


STANDARD EQUIPMENT 

Basic Machine, 2-Conductor Cord and 
Plug, Chuck, Chuck Key, Key Holder and 
Operating Manual. 


Duty Rating: For Intermittent Industry and 
Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


ROCKWELL DRILLS 


These tools comply with O.S.H.A. requirements 


This tool complies with O.S.H.A. requirements 


MODEL 458—14” 
MODEL 459—%” 


Adjustable Variable Speed 
Reversing Pistol Grip Drills 


These adjustable variable speed revers- 
ing Rockwell ‘Contractor Specials’ drill 
wood, steel, glass, plastics, concrete and 
compositions, all with double insulated 
safety. Powerful motors and high torque 
double reduction gear drive provides 
maximum power and positive speed 
control. Driving or removing screws 
becomes a simple job with these drills. 


FEATURES 

Double Insulated to Protect the User * No 
Grounding or Three-Wire Plug Adapter 
Needed + Breakproof Housing * High 
Torque, Double Reduction Gear Drive - 
Ball Thrust Bearing Construction * High 
Quality, 3-Jaw Geared Chuck * Con- 
toured Pistol Grip Design ¢ Built-in Cord 
Strain-Relief Protector »* Trigger-Con- 
trolled Adjustable Variable Speed « Built- 
in Reversing Switch +» Cut Steel Gears 


SPECIFICATIONS 
Model Nos. ......... 458 459 
Description ..%” A.V.S.R. %” A.V.S.R. 
Speed (RPM) .. .0 to 2000 0 to 1000 
AMPS Bie eoegee ak 2.3 Ph 
Drilling Capacity: 
Steel) Fe. ogsceact Ya," ¥%e" 
WV GOOG ater init ce Y2" yy," 
Net Weight ..... 3% Lbs. 3% Lbs. 
Shipping Wt. ...... 4 Lbs. 4 Lbs. 
Motors ....... Universal Type, 115 Volt, 


25-60 Hertz, AC. 


STANDARD EQUIPMENT 


Basic Machine, 2-Conductor Cord and 
Plug, Chuck, Chuck Key, Key Holder and 
Operating Manual. 


Duty Rating: For Intermittent Industry and 
Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


i 
MODEL 756 


Heavy-Duty %” D-Handle Drill 


This D-handle drill’s combination of a 
1000 RPM speed and a powerful 6 amp 
motor gives it the versatility to handle 
virtually every drilling job up to its %” 
drilling capacity in wood and its %” 
capacity in steel. Its rugged construction 
assures that you will have many years of 
trouble-free performance. 


FEATURES 

1000 RPM Speed * Powerful 6 Amp Motor 
¢ Ball and Needle Bearing Construction 
* 2-Stage Precision-Hobbed Reduction 
Gears * %” Drilling Capacity in Wood » 
Auxiliary Side Handle * Heavy-Duty 
Industrial Chuck 


SPECIFICATIONS 
Modell NOs: o..5.-.:6 gic. tcasgexe eng edema assis 756 
Motor.......... 6 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 
Speed (RPM) ................... 1000 
Drilling Capacity .. .Steel ¥%"; Wood %” 
Gear Reduction............... 2-Stage 
Overall Length ................. 13%" 
Net Weights icc cies s coseneceienens 7% Lbs. 
Shipping Weight ............... 9 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, %” 
Chuck, Chuck Key, Auxiliary Handle and 
an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 
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This tool complies with O.S.H.A. requirements 


MODEL 666 
¥." Variable Speed (O-1200 RPM) 


Reversing Drill 


Versatile, lightweight, double insulated, 
variable speed reversing! All these fea- 
tures in an industrial side handle drill 
that has the power and rugged construc- 
tion to stand up to the day long use. 
FEATURES 

Variable 0-1200 RPM Reversing Speed « 
Powerful 4 Amp Motor « Double Insulated 
* Heavy-Duty Construction * Glass Filled 
Nylon Motor Housing with Integral Han- 
dle * Light Weight « All Ball and Needle 
Bearing 


SPECIFICATIONS 


Modell INO sce od Seg cerns 666 
Motors......... 4 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC Only 
Speed (RPM).................. 0-1200 
Drilling Capacity .. .Steel %”; Wood %” 
Gear Reduction .............. 2-Stage 
Overall Length .................. 8%" 
Net: Weight)... cscs. coee ee 3% Lbs. 
Shipping Weight............. 5% Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Heavy-Duty 2-Wire Power 
Cord, ¥%” Chuck, Chuck Key and an Op- 
erating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


ROCKWELL DRILLS 


These tools comply with O.S.H.A. requirements 


MODEL 776 

MODEL 7765 (old 776-5) 
MODEL 7767 (old 776-7) 
MODEL 8776 (old 776-VD) 


¥." Pistol Grip Drills 


If high-torque, heavy-duty drills will fill 
your need, any one of these four would- 
be a good choice. Just pick the speed 
that suits you best, they’re all equipped 
with 3-stage gear reduction packages to 
bring more efficient power transmission 
to their heavy-duty industrially ¥% ” chucks. 


FEATURES 

Thrust-Line Grip * 3-Stage Reduction 
Gears * %” Chuck « Powerful 3.5 Amp 
Motor * 16 Amp Heavy-Duty Switch * 220 
Volt Model Available * Ball and Needle 
Bearing Construction * Choice of 3 
Speeds 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, 
Chuck, Chuck Key and an Operating 
Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


This tool complies with O.S.H.A. requirements 


* 


MODEL 676 


¥_" Pistol Grip Drill 


Built for many years of rugged, trouble- 
free service and engineered to handle 
a wide variety of applications. This drill 
combines a 1000 RPM speed through a 
2-stage gear package with the power of 
a 3 amp motor to provide a constant 
torque equal to most any drilling job. 
FEATURES 

1000 RPM Speed * Precision Ball and 
Needle Bearings * %” Drilling Capacity 
in Wood « External Brush Inspection « 
Powerful 3 Amp Motor « Thrust Line Grip 


SPECIFICATIONS 


Model INO} 6907 ccsceg ene He ote Bs 676 
Motors ......... 3 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
Speed (RPM) ................... 1000 
Drilling Capacity . . .Steel ¥%"; Wood %” 
Gear Reduction............... 2-Stage 
Overall Length .................... 9” 
Net Weighth...2 228 scene hes 4 Lbs. 
Shipping Weight ............. 5% Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, %” 
Industrial Chuck, Chuck Key, Rubber In- 
sulated Power Cord and an Operating 
Manual. 


Duty Rating: For Industry and Construction 
Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


SPECIFICATIONS 
~~ MODEL NO. im 
NEw | 


776 


| DRILLING CAPACITY 


GEAR 
REDUCTION 


WEIGHT (LBS.) 
NET SHPG. 


LENGTH 


3-Stage 


7765. | 776-5 500 nw" | %" 3-Stage 6 
7767 776-7 | 750 x" [ yy" 3-Stage Ce 
8776* | 776-VD 1000 x" y%," 3-Stage 6 


Motors—3.5 Amp, Universal Type, 115 Volt, 25-60 Hertz, AC-DC. 


*230 Volt Model 
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These tools comply with O.S.H.A. requirements 


MODEL 686 
MODEL 685 Reversing 


¥%" Variable Speed (0 to 1000 RPM) 
Pistol Grip Drills 


A full 3 amp, trigger-controlled 0 to 1000 
RPM variable speed drill with a %4” drill- 
ing capacity in wood. Variable speed 
drilling permits fast accurate drilling of 
all materials and eliminates the need for 
center punching. 


FEATURES 

0 to 1000 RPM Variable Speed * 2-Stage 
Reduction Gears * Powerful 3 Amp Motor 
* ¥%," Drilling Capacity in Wood « %” 
Chuck « Ball and Needle Bearing Con- 
struction * Reversing Model Available « 
Thrust-Line Grip 


SPECIFICATIONS 


Model Nos............... 686 and 685* 
Motors ......... 3 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC Only 
Speed (RPM) ................ 0—1000 
Drilling Capacity . . .Steel ¥%";Wood%” 
Gear Reduction............... 2-Stage 
Overall Length .................... 9” 
Net Weight.................... 4 Lbs. 
Shipping Weight ............. 5¥2 Lbs. 


*Reversing Model 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, %” 
Industrial Chuck, Chuck Key and an Op- 
erating Manual. 


Duty Rating: For Industry and Construction 
Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


ROCKWELL DRILLS 


These tools comply with O.S.H.A. requirements 


MODEL 768 
MODEL 767* (old 768R) 


¥%"” Spade Handle Drills 


Two powerful 6.5 amp drills with full ball 
and needle bearing construction have 
been proven as the ideal for heavy-duty 
industrial applications. Both units have 
3-stage reduction gears—one is a revers- 
ing model. 

FEATURES 

Reversible Model Available * 500 RPM 
Speed * Three-Position Spade Handle « 
Ball and Needle Bearings * Heavy-Duty 
Fluted Chuck « Detachable Pipe Handle « 
3-Stage Reduction Gears * 230 Volt Model 
Available * Powerful 6.5 Amp Motor 


SPECIFICATIONS 
Model Nos. ....768 and 767* (old 768R) 


Motors........ 6.5 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
Speed! (RPM) «etc. cece Dos ce en 500 
Drilling Capacity ....Steel 2”; Wood 1” 
Gear Reduction............... 3-Stage 
Overall Length ................. 14%” 
Net) Weight: .< «..¢.-45 sane 9% Lbs. 
Shipping Weight .............. 11 Lbs. 


*Reversing Model 


STANDARD EQUIPMENT 


Basic Machine, Removeable Breast 
Plate, Detachable Pipe Handle, Chuck 
Key, 3-Conductor Cord and an Operating 
Manual. 


Model 8768* (old 768RVD)—same as 
Model 767 except equipped with 230 volt 
motor. 

* Reversing Model 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


These tools comply with O.S.H.A. requirements 


MODEL 668 
MODEL 667 Reversing 


¥2" Spade Handle Drills 


These 560 RPM 2” spade handle drills 
in combination with a 5 amp motor and 
2-stage reduction gears were developed 
to provide industry with an all-purpose 
heavy-duty drill. Their ball and needle 
bearing construction gives them the 
trouble-free, long wearing feature that is 
necessary for continuous use. 


FEATURES 

560 RPM Speed * 2-Stage Reduction 
Gears « Ball and Needle Bearings « 
Detachable Pipe Handle * Three-Position 
Spade Handle « Heavy-Duty Industrial 
Chuck « Reversible Model Available » 
Powerful 5 Amp Motor * Heavy-Duty 16 
Amp Switch « Rubber Insulated Power 
Cord 


SPECIFICATIONS 


Model Nos............... 668 and 667* 
Motors......... 5 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
Speed (RPM) ...................- 560 
Drilling Capacity ....Steel %2”; Wood 1” 
Gear Reduction............... 2-Stage 
Overall Length ................... 14” 
Net Weight .................. 9% Lbs. 
Shipping Weight............... 11 Lbs. 


* Reversing Model 


STANDARD EQUIPMENT 


Basic Machine, Removable Breast Plate, 
Detachable Pipe Handle, Chuck Key, 3- 
Conductor Cord and an Operating 
Manual. 


Duty Rating: For Industry and Construction 
Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 
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These tools comply with O.S.H.A. requirements 


MODEL 758 
MODEL 757* (old 758R) 


Y2” Heavy-Duty D-Handle Drills 


If raw power in the form of tremendous 
torque can help you in your drilling jobs, 
this combination of a 500 RPM speed, a 
6 amp motor and 3-stage gear reduction 
is what you need. In addition to all this 
power, Model 757 is a reversing drill. 


FEATURES 

3-Stage Reduction Gears * 500 RPM 
Speed « Powerful 6 Amp Motor « 16 Amp 
Heavy-Duty Switch « Ball and Needle 
Bearing Construction * D-Handle Design 
* 1” Drilling Capacity in Wood = Fluted 
Industrial Chuck 


SPECIFICATIONS 


Model Nos. ............. 758 and 757* 
Motors......... 6 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
Speed (RPM) .................... 500 
Drilling Capacity. ...Steel Y2”; Wood 1” 
Gear Reduction .............. 3-Stage 
Overall Length ................. 13%” 
Net Weight.................. 7% Lbs. 
Shipping Weight ............... 9 Lbs. 


*Reversing Model 


STANDARD EQUIPMENT 

Basic Machine, 3-Conductor Cord, v2” 
Fluted Industrial Chuck Key, Auxiliary 
Handle and an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


ROCKWELL DRILLS 


These tools comply with O.S.H.A. requirements 


MODEL 658 
MODEL 657 Reversing 


Y2” Heavy-Duty D-Handle Drills 


These drills feature a high torque double 
reduction gear drive, a 5 amp motor and 
a 560 RPM speed. This combination of 
features presents an all-purpose unit 
that is able to handle most any drilling 
application. 


FEATURES 

All-Purpose 560 RPM Speed * 2-Stage 
Gear Reduction * Ball and Needle Bear- 
ings * 1” Drilling Capacity in Wood « 5 
Amp Motor * Reversing Model 657 * 16 
Amp Heavy-Duty Switch « Low Profile 
Design ¢ Fluted Industrial Chuck * Rub- 
ber Insulated Power Cord 


SPECIFICATIONS 


Model Nos............... 658 and 657* 
Motors......... 5 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
Speed i(RPM))... 5c. caus oe ced 3. Bs 560 
Drilling Capacity ....Steel ¥2”; Wood 1” 
Gear Reduction............... 2-Stage 
Overall Length ................. 13%” 
Net Weight .................. 7% Lbs. 
Shipping Weight ............... 9 Lbs. 


*Reversing Model 


STANDARD EQUIPMENT 

Basic Machine, 3-Conductor Rubber In- 
sulated Power Cord, ¥2” Fluted Industrial 
Chuck, Chuck Key, Auxiliary Handle and 
an Operating Manual. 


Duty Rating: For Industry and Construction 
Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


This tool complies with O.S.H.A. requirements 


MODEL 9757 Reversing 


Y2" Heavy-Duty Right Angle Drill Kit 


For tight spot drilling — head and chuck 
require only 5%” clearance. Angle head 
mounts two ways to provide low speed 
for big hole drilling or high speed for 
small hole drilling. The angle head can 
be removed to convert the drill to a con- 
ventional D-handle drill. 


FEATURES 

Full Ball Bearing Angle Head ° Interlock- 
ing Reversing Switch in Drill Handle « 
Auxiliary Handle * 750 RPM High Speed 
* 330 RPM Low Speed * Ball and Needle 
Bearings in Drill » 1” Drilling Capacity in 
Wood « D-Handle Design 


SPECIFICATIONS 


Modell'No....2 Fee. i ee ee 9757 
Motor. si. a. 6 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
Speed (RPM) ....... Low 330; High 750 
Drilling Capacity ....Steel %2”; Wood 1” 
Overall Length ................. 16%” 
Net Weight .................... 18 Lbs. 
Shipping Weight .............. 20 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, 5079 
Right Angle Drill Attachment, Y2” Drill 
Chuck, Chuck Key, 53649 Carrying Case 
and an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 
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These tools comply with 
O.S.H.A. requirements 


Pe 
® Z “hie f 
(. 


Jw 


MODEL 730 
MODEL 7302 (old 730-2) 


%” Reversing Spade Handle Drills 


These powerful precision drills are an 
excellent choice for building and main- 
tenance work. Their reversing feature 
makes them suitable for deep hole drill- 
ing in heavy timber, for production drill- 
ing where stationary equipment is not 
suitable and for large steel construction 
or fabrication applications. 


FEATURES 

Powerful 12 Amp Extra Heavy-Duty Motor 
* Ball and Roller Bearing Construction - 
Four-Position Spade Handle « Full 20 
Amp Switch * Precision Machined Re- 
duction Gears * Reversing ° Efficient 
Cooling System 


SPECIFICATIONS 

ModelINos. ... .730 and 7302 (old 730-2) 

Motors........ 12 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 

No Load Speed (RPM). . Mode! 730—400; 
Model 7302 (old 730-2)—250 

Load Speed (RPM)..... Model 730—250; 
Model 7302 (old 730-2)—165 


Drilling Capacity............ Steel 3/,"; 

Hardwood 2” 
Overall Length ................. 19%” 
Net Weight................. 24%2 Lbs. 
Shipping Weight............ 29% Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Key Holder, Removable 
Breast Plate, Detachable Pipe Handle, 
3-Conductor Cord and an Operating 
Manual. 


Model 8730 (old 730VD)—Same as Model 
730 Except Equipped with 230 Volt 
Motor. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


ROCKWELL DRILLS 


This tool complies with 
O.S.H.A. requirements 


MODEL 732 


No. 2 Morse Taper Spindle 
Spade Handle Reversing Drill 


When the job calls for drilling up to %” 
holes in steel all day long, this No. 2 
Morse Taper Drill with a versatile four- 
position spade handle is your best 
choice. Drilling through thick steel plate 
and steel beams on the construction or 
fabrication job can be handled with ease 
with this reversing unit. 


FEATURES 

12 Amp Extra Heavy-Duty Motor * No. 2 
Morse Taper Spindle * Reversing « Full 
20 Amp Heavy-Duty Switch + 400 RPM 
No Load Speed = Four-Position Spade 
Handle * Detachable Pipe Handle = Ball 
and Roller Bearing Design 


SPECIFICATIONS 


Model No: b%e 32 ise. ceerscdg pooh 732 
No Load Speed (RPM)............. 400 
Load Speed (RPM) ............... 250 
Motor......... 12 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
Drilling Capacity ............ Steel %4” 
Bearings .............. Ball and Roller 
Length ..cicesees ig ae eas ts 19%” 
Net Weight ................. 23% Lbs. 
Shipping Weight ............. 28% Lbs. 


STANDARD EQUIPMENT 


Basic Machine, No. 2 Morse Taper Drift 
Key, Removable Breast Plate, Detach- 
able Pipe Handle, 3-Conductor Cord and 
an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


This tool complies with 
O.S.H.A. requirements 


MODEL 734 


No. 3 Internal Morse Taper Socket 
Spade Handle Reversing Drill 


When the going really gets tough and you 
need an extra heavy-duty drill with power 
to spare for drilling into thick steel plate 
or heavy steel beams this model has the 
extra power, a 15 amp motor; the slower 
RPM for deep hole drilling or drilling in 
alloy steels. 250 RPM enables you to 
muscle through almost any tough 
material. 


FEATURES 

15 Amp Extra Heavy-Duty Motor * No. 3 
Morse Taper Socket « Full 20 Amp Heavy- 
Duty Switch * 250 RPM No Load Speed + 
Reversing « Ball and Roller Bearing 
Design * Detachable Pipe Handle « Four- 
Position Spade Handle «+ Precision 
Machined Reduction Gears 


SPECIFICATIONS 


ModeliWos 25 ic) cscs rena ies ies Se 734 
Motor......... 15 Amp. Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM)............. 250 
Load Speed (RPM) ............... 145 
Drilling Capacity ........... Steel 1%” 
Bearings .............. Ball and Roller 
eric thre. et Ree ewes tims ate 18” 
Net Weight ................. 23% Lbs. 
Shipping Weight.............. 29 Lbs. 


STANDARD EQUIPMENT 


Basic Machine. No. 3 Morse Taper Socket 
Removeable Breast Plate, Detachable 
Pipe Handle, 3-Conductor Cord and an 
Operating Manual. 


‘Duty Rating: For Extended Service on Industry 


and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 
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This tool complies with 
O.S.H.A. requirements 


MODEL 77767 


Power Unit 


Here, at last, is a power unit ready to go 
... All you need do is mount it and plug 
it in. Model 77767 features a 500 RPM 
speed combined with 3-stage gear re- 
duction all powered by a 6.5 amp motor. 


FEATURES 

Extra Heavy-Duty Construction « Ball and 
Needle Bearings * ¥2” Drilling Capacity 
in Steel + 3-Stage Gear Reduction « Full 
16 Amp Toggle Switch + Full Power in 
Reverse * 500 RPM Speed « Powerful 6.5 
Amp Motor 


SPECIFICATIONS 


Model Now: 5:05.50 whew enn 77767 
Motor......... 6.5 Amp, Universal Type 
115 Volt, 25-60 Hertz, AC-DC 

No Load Speed (RPM)............. 500 
Load Speed (RPM) ............... 330 
Drilling Capacity ....Steel 2”; Wood 1” 
Tool Holding Capability....... %2” Tang 
Drive Chuck 

On thie... cs cers ets 13%" 
Net Weight .................... 8 Lbs. 
Shipping Weight .............. 10 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Forward-Off-Reverse 
Switch, 3-Conductor Cord and Plug. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


i +-20 THD-4 HOLES 
1839 [] * BOTH MTG. PADS 


ROCKWELL DRILLS 


MODEL 77750 


Power Unit 


ROCKWELL Power Units are specially 
designed to provide a high torque power 
source for most popular bit diameters 
and other common uses to which high 
torque power can be applied. This partic- 
ular model comes equipped with a %” 
geared chuck and is powered by a more 
than ample 12 amp motor that gives this 
unit a %,” drilling capacity in steel. 
FEATURES 

¥%" Geared Chuck + 250 RPM Speed Un- 
der Load « Push Button, 3 Pole, On-Off 
Reversing Switch, Featuring Interlock to 
Prevent Accidental Reversing + Full 
Power in Reverse 


SPECIFICATIONS 


Model No.................-000- 77750 
Motor......... 12 Amp. Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 

No Load Speed (RPM)............. 400 
Load Speed (RPM)................ 270 
Drilling Capacity... .Steel "4"; Wood 2” 
Tool Holding Capability............ %" 
Geared Chuck 

BOmgth, conve inte h ieee. aca mation ats 18%” 
Net Weight ................... 24 Lbs. 
Shipping Weight .............. 29 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, 3-Conductor Cord, Plug 
and Push Button Forward-Off-Reverse 
Switch. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


-—1828 CLOSED 


1845 OPEN 


This tool complies with 
O.S.H.A. requirements 


This tool complies with 
O.S.H.A. requirements 


MODEL 77751 


Power Unit 


Here is a unit that will provide a bit more 
torque. It comes equipped with a power 
cord, a powerful 12 amp motor, an almost 
indestructible alloy steel housing and 
hardened gears that provide power for 
almost any job. And for added torque we 
have equipped it with a No. 3 morse taper 
spindle. 


FEATURES 
Ball and Roller Bearing Construction ° 
No. 3 Morse Taper Spindle * Powerful 12 
Amp Motor * Completely Wired with 3- 
Conductor Cord and Plug « Full Power 
in Reverse 


SPECIFICATIONS 


ModeliNOs jai: Petes cee eee 77751 
Motor......... 12 Amp. Universal Type. 
115 Volt, 25-60 Hertz, AC-DC 

No Load Speed (RPM)............. 400 
Load Speed (RPM) ............... 270 
Capacity .......... Steel 4”; Wood 2” 
Tool Holding Capability .......... No. 3 
Morse Taper Spindle 

eng thictiecn.eh. . sa ce 19%” 
Net Weight ................... 22 Lbs. 
Shipping Weight .............. 27 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, Plug 
and Push Button Forward -Off-Reverse 
Switch. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


rae 
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This tool complies with 
O.S.H.A. requirements 


MODEL 77752 


Power Unit 


If raw power in the form of controlled 
torque that can enable you to muscle 
through steel with a 1%” hole interests 
you, this power unit is your answer. Its 
full 15 amp motor, its 150 RPM speed 
under load and its No. 3 morse taper in- 
ternal socket make it suitable for any ex- 
tra heavy-duty application. Put one to the 
test and see for yourself. 

FEATURES 

Extra Powerful 15 Amp Motor = No. 3 
Internal Morse Taper Socket * Reversing 
* Ball and Roller Bearing Construction 


SPECIFICATIONS 


Modell|No: 228 en: i ete 77752 
Motor......... 15 Amp. Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM) ............ 250 
Load Speed (RPM)................ 150 
Drilling Capacity ........... Steel 1%” 


Tool Holding Capability. ..No. 3 Internal 
Morse Taper Socket 


Pongth s-se  ateee e 18” 
Net Welght ini. 5 coerce. ott 23 Lbs. 
Shipping Weight .............. 28 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, 3-Conductor Cord, Plug 
and Push Button Forward-Off-Reverse 
Switch. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


ROCKWELL DRILLS 


This tool complies with O.S.H.A. requirements 


This tool complies with O.S.H.A. requirements 


MODEL 77753 


Power Unit 


This unit offers the ultimate in versatility. 
It is powered by a 15 amp motor and 2- 
speed gear box that provides a low speed 
of 250 RPM and a high speed of 500 
RPM. At both speeds this unit offers a 
1%" drilling capacity in steel. 
FEATURES 

3-Conductor Cord and Plug « Push But- 
ton, 3 Pole, Forward-Off-Reverse Switch, 
Featuring Interlock to Prevent Accidental 
Reversing * 2-Speed Gear Box 


SPECIFICATIONS 
MOGelINO sss. is) s.od., cect ctr ages 77753 
Motor......... 15 Amp, Universai Type, 


115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM). . Hi—500; Lo—250 
Load Speed (RPM) ....Hi—275; Lo—150 
Drilling Capacity........... Steel 1%” 


Tool Holding Capability. ..No. 3 Internal 
Morse Taper Socket 


ent 9 rs eiieatrsccetereeiers os eniancis 18%” 
INGPW G1 Gii ti. 5.55 cokateiciant moremansuscs 26 Lbs. 
Shipping Weight .............. 28 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, Plug 
and Push Button Forward-Off-Reverse 
Switch. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


MODEL 77778 (old 14899) 


Rockwell Bux 
Portable Magnetic Drill Press 
(Small Rectangular Base) 


If you were told there was a truly portable 
¥2" geared head drilling machine availa- 
ble, would you be interested? There is, 
and ROCKWELL has it. This powerful, 
rugged yet lightweight machine enables 
you to do big capacity drilling on the job 
site. Its big 1800 pound holding pressure 
magnetic base makes precision drilling, 
taping or reaming in confined areas pos- 
sible. Now you don’t need to dismantle 
your large machines or have them out of 
commission for days to make repairs — 
bring in the “Bux” and do it in minutes. 
FEATURES 

Powerful 6.5 Amp Motor « ¥%2” Drilling 
Capacity in Steel * Full 16 Amp Forward- 
Off-Reverse Toggle Switch * Low Profile 
Design—Only 14¥%2” « Full Power in Re- 
verse * Power Channel Construction 


SPECIFICATIONS 


Model NOS jus: 8 byes em ecw visions sd 77778 
Base Size... .7”x 3%” Small Rectangular 


Motor ...No. 77767—6.5 Amp, Universal 

Type, 115 Volt, 25-60 Hertz, AC-DC 

Capacity............. Drill Y2” in Steel; 

Tap %2"”—20 

Tool Holding Capability....... v2" Tang 

Drive Chuck 

No Load Speed (RPM)............. 500 

Load Speed (RPM)................ 330 

Stand Dimensions........ Height 14%”, 

Width 3%”, Length 7” 

*Drill Point Pressure....... 1450 Lbs. on 

1” Steel Plate 

Net Weight (Stand Only)........ 27 Lbs. 
Weight—Combination 

Drill and Stand................ 34 Lbs. 


*Pressure calculated on 1” Steel Plate. 
Thinner material and cast iron provide 
less holding power. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 64. 
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This tool complies withO.S.H.A. requirements 
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MODEL 77783 


Rockwell Bux 

Portable Magnetic Drill Press 
(Medium Round Radial 
Position Base) 


If the job calls for drilling up to %” holes 
in steel, in an almost impossible position, 
this unit with only 25 inches of clearance 
can squeeze into the tight space and do 
a precision job. Even if it’s hanging on 
upside down or attached vertically to an 
irregularly shaped surface the ROCK- 
WELL Bux performs with accuracy and 
precision by virtue of its powerful magnet 
and its fast action positioner. Why take 
the job to the drill—bring the drill to the 
job. 

FEATURES 

Fast Action Positioner « Adjustable Stabi- 
lizer Leg * Powerful 12 Amp Motor Full 
Power in Reverse * %” Geared Chuck ° 
Power Channel Construction * Push But- 
ton Reversing—Off-On Switch 


SPECIFICATIONS 


Modell Nois.0: Sees roe 77783 
Base Size. ..7%5"x 6%", Medium Round 
Radial Position 

Motor ....No. 77750—12 Amp, Universal 
Type, 115 Volt, 25-60 Hertz, AC-DC 


Capacity ....acwcre ssgc-0 Drill ".” in Steel; 

Tap %4"—16 

Too! Holding Capability..... ¥4" Geared 

Chuck 

No Load Speed (RPM).........-.-- 400 

Load Speed (RPM).............--. 270 

Stand Dimensions.......... Height 24", 

Width 6%”, Length 76 

*Drill Point Pressure.......... 1500 Lbs. 

Net Weight (Stand Only)........ 66 Lbs. 
Weight—Combination 

Drill and Stand...............- 90 Lbs. 


*Pressure calculated on 1” Steel Plate. 
Thinner material and cast iron provide 
less holding power. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 64. 


ROCKWELL DRILLS 


This tool complies with O.S.H.A. requirements 


MODEL 77787 


Rockwell Bux 

Portable Magnetic Drill Press 
(Medium Round Radial 
Position Base) 


Here is a unit that will provide adequate 
torque for drilling through hard alloy 
steels. We have added a No. 3 morse 
taper spindle to deliver a positive non- 
slip drive. This, combined with our 
powerful 12 amp motor and a powerful 
magnetic base will do an accurate drill- 
ing or tapping job at your job site. 
FEATURES 

No. 3 Morse Taper Spindle * Powerful 12 
Amp Motor « Adjustable Stabilizer leg « 
Fast Action Positioner «* Power Channel 
Construction * Push Button On-Off-Re- 
versing Switch « Positive Depth Gage « 
11%” Drill Travel + Powerful Magnetic 
Base * Removable Access Panel 


SPECIFICATIONS 
MaodelliNOs 05.2.5 ccc csccd as ae Benne oes 77787 
Base Size. ..7\,"x 6%”, Medium Round 
Radial Position 
Motor ....No. 77751—12 Amp, Universal 
Type, 115 Volt, 25-60 Hertz, AC-DC 


No Load Speed (RPM)............ 400 
Load Speed (RPM)............... 270 
Capacity ............ Drill °%” in Steel; 

Tap %4”"—16 


Tool Holding Capability ....No. 3 Morse 
Taper Spindle 


Stand Dimensions.......... Height 24”, 

Width 6%”, Length 7%,” 

*Drill Point Pressure.......... 1500 Lbs. 

Net Weight (Stand Only)........ 66 Lbs. 
Weight—Combination 

Drill and Stand................ 88 Lbs. 


*Pressure calculated on 1" Steel Plate. 
Thinner material and cast iron provide 
less holding power. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 64. 


This tool complies with O.S.H.A. requirements 
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MODEL 77791 
Rockwell Bux 

Portable Magnetic Drill Press 
(Medium Round Radial 
Position Base) 


High torque and raw power are two fea- 
tures which best describe this versatile 
unit. Its full 15 amp motor, its 150 RPM 
speed under load, and its No. 3 morse 
taper internal socket provide the torque 
to muscle 1%” holes through steel. 
These capabilities together with the extra 
versatility made possible by the powerful 
magnetic base make this unit suitable for 
any extra heavy-duty application — any- 
where you need it! 


FEATURES 

No. 3 Internal Morse Taper Socket * pow- 
erful 15 Amp Motor « Fast Action Posi- 
tioner * Adjustable Stabilizer Leg * Push 
Button On-Off-Reversing Switch + Posi- 
tive Depth Gage + 11%” Drill Travel 
Power Channel Construction 


SPECIFICATIONS 
ModellNOS o.5 je. ts cece aren oreuen 77791 
Base Size. ..74"x 6%", Medium Round 
Radial Position 
Motor ....No. 77752—15 Amp, Universal 
Type, 115 Volt, 25-60 Hertz, AC-DC 


No Load Speed (RPM) ............ 250 
Load Speed (RPM)............ es cl OO 
Capacity........... Drill 1%” in Steel, 

Tap1%”—12 


Tool Holding Capability . . .No. 3 Internal 
Morse Taper Socket 


Stand Dimensions.......... Height 24”, 

Width 6%”, Length 7/4” 

*Drill Point Pressure.......... 1500 Lbs. 

Net Weight (Stand Only)........ 66 Lbs. 
Weight—Combination 

Drill and Stand................ 89 Lbs. 


*Pressure calculated on 1” Steel Plate. 
Thinner material and cast iron provide 
less holding power. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 64. 
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This tool complies with O.S.H.A. requirements 
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MODEL 77795 


Rockwell Bux 

Portable Magnetic Drill Press 
(Large Rectangular, Radial 
Position Base) 


The ultimate in versatility! This extra 
powerful 15 amp ROCKWELL Bux Mag- 
netic Drill boasts a 2550 pound drill point 
pressure, a two speed gear box and a 
No. 3 internal morse taper socket. Its 
powerful, extra large magnetic base 
attaches to steel surfaces horizontally, 
vertically or overhead while giving accu- 
racy and capacities usually only possible 
on stationary drill presses. Essentially, 
the Model 77795 ROCKWELL Bux is a 
1%”, No. 3 morse taper internal socket, 
2-speed, geared head drilling machine 
with more than adequate power, full 
power in reverse, a truly portable ma- 
chine that permits set-up at your job site 
in any position. 


SPECIFICATIONS 
Modell NO’ 6 ssecc2.0 apace erent Gaees 77795 
Base Size ............... 10% "x 5%" 
Large Rectangular Radial Position 
Motor ....No. 77753—15 Amp, Universal 
Type, 2-Speed, 115 Volt, 
25-60 Hertz, AC-DC 
No Load Speed (RPM). .HI—500; Lo—250 
Load Speed (RPM) ....Hi—275; Lo—150 
Capacity ........... Drill 1%” in Steel; 
Tap 1%” —12 
Tool Holding Capability. . .No. 3 Internal 
Morse Taper Socket 


Standard Dimensions....... Height 25”, 

Width 7%", Length 85,” 

*Drill Point Pressure.......... 2550 Lbs. 

Net Weight (Stand Only)........ 88 Lbs. 
Weight—Combination 

Drill and Stand............... 114 Lbs. 


*Pressure calculated on 1” Steel Plate. 
Thinner material and cast iron provide 
less holding power. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see page 64. 


ROCKWELL DRILLS AND SCREWDRIVERS 


This tool complies with O.S.H.A, requirements 


MODEL 654 


Reversing Variable Speed 
(0-1000 RPM) Fastener Drill 


It’s a drill... it’s a screwdriver! As a fas- 
tening tool it drives No. 10 wood screws 
or No. 12 self-tapping machine screws 
and nuts with ease. Positive clutch allows 
bit to idle while finding screw slot; rotates 
only under pressure. As a drill it offers a 
3%” drilling capacity in metal and a %” 
in wood. The 0 to 1000 RPM variable 
speed makes this one of the most versa- 
tile and economical tools available. 


FEATURES 

Simple Twist-Collar Conversion * Power- 
ful 3 Amp Motor « Ball and Needle Bear- 
ing Construction * In-Handle Reversing 
Switch « Short Length Design * 0 to 1000 
RPM Variable Speed 


SPECIFICATIONS 


Motor.......... 3 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC Only 


Speed (RPM).................. 0-1000 
Drilling Capacity. ..Steel %”; Wood %4” 


Fastening Capacity ....... Self-Tapping 
Machine Screws No. 12; 
Wood Screws No. 10x12” 


Gear Reduction............... 2-Stage 
Overall Length .................. 9%” 
Net;Weight)... 62565 cuetodac uence 4 Lbs. 
Shipping Weight ............. 5% Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Drill Clutch Assembly, 
Chuck Key, 44827 Bit and Finder Sleeve 
(for No. 10F-12R Slotted Head Screws), 
3-Conductor Cord and an Operating 
Manual. 


Duty Rating: For Industry and Construction 
Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


This tool complies withO.S.H.A. requirements 


MODEL 752 


Extra Heavy Duty Portable Tapper 


The extra powerful 5.2 amp motor on this 
tapper makes possible full %” taps — 
even with long taps—in steel or cast iron! 
Its rugged construction assures that day 
long use is possible. The multi-position 
handle makes this the most versatile tap- 
per on the market while providing the 
operator with positive control to assure 
maximum tapping efficiency and accuracy. 


FEATURES 

Self-Aligning Chuck * Quick Adjustment 
Depth Stop * Automatic Reversing * Extra 
Powerful 5.2 Amp Motor « Full 16 Amp 
Switch « Multi-Position Auxiliary Handle 
* Full ¥%” Tap Capacity * Ball and Needle 
Bearings 


SPECIFICATIONS 


ModelNoi. ji.éeccsccsevectic csibeene site. 752 
Motor........ 5.2 Amp, Universal Type, 

115-Volt. 25-60 Hertz, AC-DC 
No Load Speed (RPM)............. 560 


Top Capacity. . .Steel %”; Cast Iron %”; 
Aluminum ¥2” 


Overall Length ................. 10%” 
Net Weight .................. 4% Lbs. 
Shipping Weight ............ 534 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, 
Depth Stop and Multi- Position Auxiliary 
Handle and an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 
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These tools comply with O.S.H.A. requirements 


MODEL 777 (old 778R) 
MODEL 77720 (old 778R-20) 


No. 18 Capacity—Adjustable Clutch 
Heavy-Duty Reversing Screwdrivers 


Specifically designed for applications re- 
quiring high torque fastening and where 
large or special types of self-drilling fas- 
teners are used. The powerful 6.0 amp 
motor on this unit produces sufficient 
torque to easily tighten No. 18 screws or 
self-tapping machine screws to 2”. 


FEATURES 

D-Handle Design * Powerful 6 Amp Motor 
¢* Heavy-Duty 16 Amp Switch « Ball and 
Needle Bearing Construction * Reversing 
* No. 18 Capacity * Low Profile Design * 
Heavy-Duty Construction 


SPECIFICATIONS 


Model Nos.............. 777 and 77720 
Motors......... 6 Amp, Universal Type, 
115-Volt, 25-60 Hertz, AC-DC 

Speeds (RPM) ........ Model 777—500; 
Model 77720—2000 

Capacity ......... Wood Screws No.18; 
Self-Tapping 

Machine Screws and Nuts 2” 

Overall Length................. 17%" 
Net Weight) sc c000-6ce ino cee 8 Lbs. 
Shipping Weight ............. 9% Lbs. 


STANDARD EQUIPMENT 


BOTH MODELS—Basic Machine, 3-Con- 
ductor Cord and an Operating Manual. 
MODEL 777 — 18311 (old 50928) Service 
Drive Bit Holder, 44827 Finder and 44828 
Bit. MODEL 77720 — 18314 (old 50929) 
and 18317 (old 50930) Sockets. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


ROCKWELL SCREWDRIVERS 


These tools comply with O.S.H.A. requirements 


MODEL 7711 (old 771R) 
MODEL 7712 (old 771R5) 
MODEL 7713 (old 771R10) 
MODEL 7714 (old 771R17) 


No. 12 Capacity—Adjustable Clutch 
Heavy-Duty Reversing Screwdrivers 


If your application includes repetitious 
fastening of materials of uniform density, 
these No. 12 capacity screwdrivers 
equipped with an adjustable clutch can 
provide the right combination of power 
and speed to give you the torque you 
need. Pick the speed that suits your job, 


FEATURES 

Adjustable Clutch * Reversing *« Powerful 
3.5 Amp Motor « Heavy-Duty Construc- 
tion * Thrust-Line Grip * Heavy-Duty 16 
Amp Switch * No. 12 Capacity 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, 44427 
Finder, 44426 Bit and an Operating 
Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


SPECIFICATIONS 


This tool complies with O.S.H.A. requirements 


MODEL 372 (old 371R) 
No. 10 Capacity—Adjustable Clutch 
Standard-Duty Reversing 
Screwdriver 


This standard-duty reversing screwdriver 
comes equipped with the same high 
quality adjustable clutch as is used on 
the heavy-duty models. The combination 
of speed, power and clutch produces 
sufficient torque to tighten No. 10 wood 
screws or No. 12 self-tapping, machine 
screws. 


FEATURES 
Powerful 3 Amp Motor * 1000 RPM Speed 
« Reversing * No. 10 Capacity 


SPECIFICATIONS 


Model No.............. 372 (old 371R) 
Motor.......... 3 Amp, Universal Type, 
115-Volt, 25-60 Hertz, AC-DC 

Speed (RPM) ................... 1000 
Capacity......... Wood Screws No. 10; 
S.T. Machine Screws and Nuts No. 12 
Overall Length ................... 12” 
Net Weight.................. 4% Lbs. 
Shipping Weight ............. 5% Lbs. 


STANDARD EQUIPMENT 
Basic Machine, 3-Conductor Cord, 44427 
Finder, 44426 Bit and Operating Manual. 


Duty Rating: For Industry and Construction 
Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


CAPACITY 
MODEL NO. WEIGHT (LBS.) 
BREED) TAPPING LENGTH 
(REM) WOOD | MACHINE 
ae bm SCREWS 


SCREWS NET SHPG. 


7711 771R 750 #12 Ws" 42” 4% 5% 
7712 771R5_| 500 #12 Va" 
7713 771R10 1000 #12 Ys" 
7714 771R17 1700 #12 Ys" 
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This tool complies with O.S.H.A. requirements 


MODEL 77925 


No. 12 Capacity—Positive Clutch 
Heavy-Duty Quick Change 
Reversing Screwdriver 


For driving Phillips or clutch head screws. 
Ideal for trailer body and other similar 
assembly operations. Quick-change 
chuck facilitates bit changes. Zero run- 
out feature eliminates bit ‘“‘wobble”. Bit 
will not release should the chuck be 
driven into a beam or channel. Features 
an extra long 12 foot cord. 


FEATURES 
Quick-Change Chuck + Powerful 3.5 
Amp Motor * Zero Bit Run-Out * 2500 
RPM Speed « Heavy-Duty Construction « 
No. 12 Capacity «+ Thrust-Line Grip « 
Reversing 


SPECIFICATIONS 


ModeliiNos 2 ccs aiene bec ae Oe 77925 
Motor........ 3.5 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 

Speed (RPM) ................... 2500 
Capacity......... Wood Screws No. 12; 
Self-Tapping 

Machine Screws and Nuts %” 

Overall Length ................. 8%” 
Net Weight <i. 65. fesse t 4% Lbs. 
Shipping Weight ............. 5% Lbs. 


STANDARD EQUIPMENT 
Basic Machine, 3-Conductor Cord, Quick 
Change Chuck and an Operating Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


ROCKWELL SCREWDRIVERS 


These tools comply with O.S.H.A. requirements | This tool complies with O.S.H.A. requirements 


MODEL 7791 (old 779R) 
MODEL 7792 (old 779R5) 
MODEL 7793 (old 779R10) 
MODEL 7794 (old 779R17) 


No. 12 Capacity—Positive Clutch 
Heavy-Duty Reversing Screwdrivers 


ROCKWELL positive clutch screwdrivers 
were developed to handle applications 
where torque requirements vary, such as 
fastening dissimilar materials, similar 
materials of different densities, or for 
jobs that include the use of several kinds 
of fasteners. We have a speed that will 
work for your application! 

FEATURES 

Positive Clutch * Reversing » Heavy-Duty 
Construction * Thrust-Line Grip * Power- 
ful 3.5 Amp Motor * Heavy-Duty 16 Amp 
Switch * No. 12 Capacity * Variety of 
Speeds 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, 44427 
Finder, 44426 Bit and an Operating 
Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


SPECIFICATIONS 


MODEL 380 (old 379R) 


No. 10 Capacity—Positive Clutch 
Standard-Duty 
Reversing Screwdriver 


Most jobs that include the use of many 
types of fasteners can easily be handled 
by this standard-duty reversing screw- 
driver. It features a heavy-duty positive 
clutch that gives it the capacity to tighten 
fasteners up to No. 10 wood screws or 
No. 12 self-tapping machine screws or 
nuts. 


FEATURES 
Powerful 3.0 Amp Motor * Heavy-Duty 
Positive Clutch * Reversing 


SPECIFICATIONS 


Model No. ............. 380 (old 379R) 
Motor.......... 3 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 

Speed (RPM) .................. 1000 
Capacity......... Wood Screws No. 10; 
Self-Tapping 

Machine Screws and Nuts No. 12 

Overall Length ................... 11” 
Net Weight ................... 4 Lbs. 
Shipping Weight ............ 5% Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 3-Conductor Cord, 44427 
Finder, 44426 Bit and an Operating 
Manual. 


Duty Rating: For Industry and Construction 
Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


CAPACITY 
MODEL NO. |__¢a WEIGHT (LBS.) 
SPEED TAPPING | LENGTH 
(RPM) woop caeine 
NEW oLD SCREWS SCREWS NET SHPG. 
AND NUTS 
7791 | 779R 750 | #12 Ya" W" 4% 5% 
7792. | 779R5 500 | #12 Ya" 11" 4V2 5% 
7793 779R10 1000 #12 Ya" 11" 4% 5% 
7794 779R17 1700 #12 Ya" 11" 4Y2 5%, 


Motors—3.5 Amp, Universal Type, 115 Volt, 25-60 Hertz, AC-DC. 


These tools comply with O.S.H.A. requirements 


MODEL 77540 NEW 
MODEL 769 (old 770A) 
MODEL 76925 (old 770A-25) 
MODEL 775 (old 772S) 


Heavy-Duty and Extra Heavy-Duty 
Drywall Screwdrivers 


At last, drywall screwdrivers completely 
protected from damage-causing gypsum 
dust. Exclusive nose assembly design 
practically eliminates bit run-out and 
dust infiltration. This trio of tools is 
unsurpassed. for any drywall fastening 
operation. 

FEATURES 

Two 3.5 Amp Models « Extra Heavy-Duty 
4 Amp Model « Ball and Needle Bearings 
* Three Speeds to Choose from * Mag- 
netic with Non-magnetic Bit Holders 
Available * Lightweight Design * Dust 
Protected * Quick Change Depth Control 
¢ Field Replaceable Clutches 


SPECIFICATIONS 


Model No. 


Speed 
(RPM) 


2500 
4000 


Motors—Universal Type, 115 Volt, 25-60 
Hertz, AC-DC. 


STANDARD EQUIPMENT 

Basic Machine; Long Reach Depth Loca- 
tor; 54583 No. 2 Phillips Limited Clear- 
ance Bit; 54420 Magnetic Bit Holder, 
3-Conductor Cord and an Operating 
Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


ROCKWELL SCREWDRIVERS AND IMPACT WRENCHES 


This too! complies with O.S.H.A. requirements 


MODEL 772 


Extra Heavy-Duty 
Fastener Driver 


Introducing . . . an extra-powered fas- 
tener driver designed for driving self 
drill TEK® screws (up to %4” sizes) and 
other hard-to-drive fasteners and screws! 
This extra heavy-duty fastener driver is 
powered by a 4 amp motor that enables 
you to fasten any corrugated material 
without worry about “ridges” or ‘‘peaks” 
interfering with the work...and fasten 
it without damaging the surface. 
FEATURES 

Forward Support Bearing Construction « 
Short-Length Design * Reversing « Pow- 
erful 4 Amp Motor * 2500 RPM Speed « 
Ball and Needle Bearings * Thrust-Line 
Grip * Field Replaceable Clutches 


SPECIFICATIONS 


Modeli'NO: 2 ieee nies ee sees 772 
Motor.......... 4 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
Speed (RPM) ................... 2500 
Capacity......... Machine Screws %4”; 


TEK Screws ¥%”"; 
Sheet Metal, Self-Tapping 
and Wood Screws No. 12 


Overall Length ................. 9%” 
Net Weight.................. 4% Lbs. 
Shipping Weight ............... 6 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 58441 Round Depth Lo- 
cator, 54102 %” Nutsetter, 3-Conductor 
Cord and an Operating Manual. 


® Trade Mark of Illinois Tool Works. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


This too! complies with O.S.H.A. requirements 


MODEL 425 


2" Square Drive 
Electric Impact Wrench 


Designed for use in service stations or 
garages and tire or body shops. An im- 
proved hammer mechanism eliminates 
dangerous kick-back. Ideally suited for 
driving or removing nuts and bolts from 
wheels, mufflers, shock absorbers and 
many other automotive and other uses. 
FEATURES 

Snap Ring Anvil * Powerful 4.8 Amp 
Motor * ¥2” Diameter Bolt Capacity ° 
Lightweight Construction * Short 9%” 
Length * 25’ 3-Conductor Cord « Full 
Power in Reverse 


SPECIFICATIONS 


MOdeIINOS oe ecrs actos eitgereicnomepee 425 
Motor........ 4.8 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
DriVGp ike Scene ses econ ¥2" Square 
Impacts Per Minute.............. 2000 
No Load RPM................... 1800 
Capacity............ ¥2" Bolt Diameter 
ADVE eo ses ce i teen gate ae Snap Ring 
Overall Length.................. 9%" 
Net Weight ................. 6% Lbs. 
Shipping Weight ............... 9 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, Snap Ring Anvil, 25’ 
3-Conductor Cord and an Operating 
Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 
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This tool complies with O.S.H.A. requirements 


MODEL 625 


2" Square Drive 
Electric Impact Wrench 


An impact wrench ideally suited for driv- 
ing or removing construction type bolts 
and lag screws. Excellent for use through- 
out industry for general maintenance, 
boat building, truck body and mobile 
home building and for other large diam- 
eter drilling applications. Its detent pin 
type anvil holds the socket or chuck 
securely in place for safe operation. 
FEATURES 

Detent Pin Type Anvil * Powerful 4.8 Amp 
Motor * Y2” Diameter Bolt Capacity ° 
Lightweight Construction * Short 95%” 
Length * 10’ 3-Conductor Cord + %2” 
Square Drive »* Full Power in Reverse 


SPECIFICATIONS 


Modeli\NOs. 2. 28 eo: sages. Mapes Sees 625 
Motor........ 4.8 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
Drive: cto pacar amiss Go ¥2" Square 
Impacts Per Minute.............. 2000 
No Load RPM................... 1800 
Capacity............ 2” Bolt Diameter 
7) 1 eee eee eee oPReene ec Detent Pin 
Overall Length.................. 95%” 
Net Weight ................. 6% Lbs. 
Shipping Weight ............... 9 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, Detent Pin Anvil, 10’ 
3-Conductor Cord and an Operating 
Manual. 


Model 9625 (old 625K) Impact Wrench 
Kit— Includes Standard Equipment, 6 
Sockets (%2", %”, Ye", 6", Ya" and %,”) 
and 58066 3- Jaw Keyless Chuck. 

Model 8625 (old 625VD) Impact Wrench 


—The same as Model 625 impact wrench 
except equipped with a 230 volt motor. 


Duty Rating: For Extended Service on Industr, 
and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 62, 63 and 64. 


ROCKWELL DRILLS ACCESSORIES 


Converts Rockwell D-Handle and Spade Handle 
Drills to Right Angle Drills! 


MODEL 5079 
RIGHT ANGLE DRILL ATTACHMENT 


Increase the versatility of your ROCK- 
WELL Drill. 

Model 5079 Right Angle Drill Attach- 
ment, when attached to any ¥2” ROCK- 
WELL Drill*, lets you drill in tight spots— 
flush to horizontal or vertical surfaces. 
Head and chuck require only 5%” clear- 
ance. Attachment can be removed for 
regular in-line drilling. 

*Except Model 767. 


All Ball Bearing Design — assures opti- 
mum trouble-free performance. 


Low Profile Design—attachment fits flush 
to drill housing for drilling in tight spots. 
Two Drilling Speeds — permit drilling a 
wide range of holes — high speed for 
small holes, low speed for large holes. 
May be used on reversing drills. 


Side Handle Bosses — accepts auxiliary 
side handle on either side, permitting 
pressure to be applied directly on the 
drill bit. 


Y¥2" Capacity Chuck—included as stand- 
ard equipment. 


Drill 
Stand 
Shown 

with 
Model 768 
Drill 


f 
—_— 


ROCKWELL PORTABLE 
MODEL 50501 DRILL STAND 


Converts any ROCKWELL Portable 
Spade Handle Drill into an Accurate 
Stationary Drill Press. 

Universal-Type Carrier facilitates drill 
mounting and alignment. 

Drill Carrier adjusts vertically; rotates a 
full 360° to accommodate small and/or 
bulky work pieces. 

Heavy Cast Iron Base features parallel 
slots for clamping jigs and fixtures. 
Adjustable Depth Stop simplifies depth 
drilling operations. 

Extra-Long Lever Arm affords better drill- 
ing leverage; smooth, effortless feed. 
Chuck Center to Column Capacity can be 
increased by rotating the drill’s gear. 
case 180°*. 


“ 


SPECIFICATIONS 
Model No. ................0005 50501 
Capechty: asc ee aces ve" to1ve” 
Maximum Feed ................. 4%" 
Size of BaS@w dec g: en geek ces 10 x 15” 
Column Height .................... 36” 
Chuck to Center of Column: 

Withee" DrillStigerrie apt ese 5%" 


With %” and 1” Drills... .5%4” Inboard 
With ¥%” and 1” Drills.7%” Outboard* 


Weight (Less Drill)............. 50 Lbs. 
* Requires 180° rotation of drill gear case. 


HOLE SAWS 


Choice of standard (1¥%” cutting depth) 
or deep cutting (17%” cutting depth) hole 
saws in more than 60 sizes from %” to 
6” diameter. 

All made of shatterproof, high-speed 
steel with fusion welded seams to with- 
stand the abuse of repetitive, production 
hole-drilling operations. 

Especially suited for use in the build- 
ing, electrical and plumbing trades — 
wherever hole cutting is required in mild 
steel, cast iron, aluminum, brass, stain- 
less steel, wood, plastic and other ma- 
chinable materials. 


HOLE SAW ARBORS 


fe 


No. 18500 %4” Rd. Shank Arbor. With 
¥2"-20 thread and %” pilot drill. For use 
with %,” to 1 3" diameter, standard and 
deep cutting hole saws. 


ge 


No. 18502 %” Hex. Shank Arbor. With 
¥2"-20 thread and %” pilot drill. For use 
with %,” to 1 3%” diameter, standard and 
deep cutting hole saws. 


=<—S 


No. 18504 Quick-Change 7%,” Hex. Shank 
Arbor. With 5%”-18 thread and %” pilot 
drill. For use with 1%” to 6” diameter, 
standard and deep cutting hole saws. 

No. 18506 Quick-Change 5%” Hex. Shank 
Arbor. With %s”-18 thread and %” pilot 
drill. For use with 1%” to 6” diameter, 
standard and deep cutting hole saws. 


ACCESSORIES 


No. 18508 12” Extension Shank. For use 
with %” hex. shank arbors equipped with 
1” diameter and larger hole saws. 

No. 18510 %4” Pilot Drill. High speed 
steel. For use with all hole saw arbors. 
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Number 


Hole 
Diameter 


Pipe Sizes 
Cutting 
Depth | Pipe Pipe 
Tap | Entrance 


18522 


Ib ys" 


Use With 
Arbor 
Number 


18500 
18524 | %" Deep| 1%” %" nw" or 
18526 | 5,” | a 18502 
18528 | 1” 1%" 
18530 | 1” Deep 1%" 
18532 | 11,” 1%" 
18534 14%" VAR ne + 
18536 | 1%” Deep| 1%” | 1” K" 
18538 | 13.” 1)4" 
18540 | 14%” 1%" 
18542 | 1%" Deep| 1%” 
18544 | 15,” 1%" 
18546 | 1%” 1y%" ae 
18548 | 1%” Deep| 1%” Ae 
18550 | 1%,” 1%" 
18552 | 1%” 1%" | 1%" 
18554 | 1%" Deep| 1%” | 1%” 
18556 | 1%,” 1%" 
18558 | 1%” 1%" 
18560 | 11%,” 1%" 
18562 | 1%” 1%" | 1H") 1%" 
18564 | 1%” Deep| 1%” | 1%") 1%” 
18566 | 113,” 1%" 
18568 | 1%” 1K" 
18570 | 2” 1%" 1K" 
18572 | 2” Deep 1%" MY” 
18574 | 2\," 1%" 
18576 | 2%” 1%" 
18578 | 21,” 1a |-2" 
18580 | 24%” Deep| 1%” | 2” 
18582 | 25,” 1%" 
18584 | 2%” 1%" 
18586 | 2%” 1%" 2" 18504 
18588 | 214” Deep} 17%” 2h or 
18590 | 2%," 1%" 18506 
18592 | 254” 1%" 
18594 | 234" 1%" 
18596 | 2%” 1%" 
18598 | 3” 134” 2%" 
18600 | 3” Deep 1%” 2%" 
18602 | 3%” AE 
18604 | 314%” 1%" | 3° 
18606 | 3%” 1%" 
19608 | 3%” Deep | 17%" | 
18610 | 3%” 1%" 
18612 | 3%” 1%" 3" 
18614 | 334" 114" | 3%" 
18616 | 3%" | 1%" 
18618 | 4” 1%" 
18620 | 4%” 1)4" 3%" 
18622 | 4y,” 1%" 
18624 | 4%” 1%" 
18626 | 4%” 1%" 4” 
18628 | 43%” 1%" | 4n" 
18630 | 5” 1%" 
18632 | 5%” 1%" 
18634 | 6” 1%" 


ROCKWELL DRILL/SCREWDRIVER ACCESSORIES 


FASTENER DRILL ACCESSORIES 


SCREWDRIVER ACCESSORIES 


POWER BITS WITH FINDER SLEEVE 
COMPLETE FOR SLOTTED HEAD SCREWS 


ue = 


SCREW BIT AND 
SIZE FINDER LENGTH 
RANGE SLEEVE 
6F-8R 44825 38%” 
10F-12R 44827 3%” 
BIT HOLDERS —- 


%," Hex. For Use 
with Insert Bits 


- 
2 PHILLIPS 
POINT 
CATALOG 
NUMBER Hi 
44814 H2 
44815 H3 
> 
7 a 
—_ ” ) 
NUTSETTERS 


No. 54209 1%"; No. 54208 %,"; No. 54102 
%"; No. 54584 %” (Magnetic); No. 55895 
%," (Magnetic); No. 55896 3%” (Magnetic). 


SCREWDRIVER ACCESSORIES 


ADJUSTABLE CLUTCH SPRINGS 

For 372 and 771 Series Screwdrivers: 

No. 44326—Adjustable between 5 to 20 in. 
Ibs. 

No. 44320*—Adjustable between 15 to 45 
in. Ibs. 

No. 44323—Adjustable between 45 to 80 
in. Ibs. 

For 777 (old 778R) Series Screwdrivers: 
No. 56529*— Adjustable between 35 and 
100 in. Ibs. 

No. 56530—Adjustable between 60 and 150 
in. Ibs. 

No. 56531—Adjustable between 88 and 360 
in. Ibs. 

*No. 44320 is standard equipment with 372 and 
771 series screwdrivers; No. 56529 is included 
with 777 series units. Other clutch springs are 
for special applications where torque require- 
ments other than that furnished as standard 
equipment are needed. 


MODEL 54400 
Fab Lok®* Depth Stop Kit. 


Mounts on 372 and 771 Series 
Screwdrivers. Enables the setting of 
Fab Lok Fasteners. 


STANDARD EQUIPMENT 
Nose piece and %,” nutsetter. 


*Registered trade mark 
Fabricated Products 
Division of Townsend Co. 


BITS AND FINDERS Ba 
FOR SLOTTED HEAD SCREWS w 


POWER BITS 
AND FINDERS POWER BITS , 
All 11%.” Long with Finder Sleeve Complete INSERT 
Le %," Hex Drive %" Hex Drive BITS 
SCREW BIT AND REPLACEMENT ALL 1” LONG 
SIZE Bi FLDEY FINDER LENGTH BIT ONLY %" HEX DRIVE 


4F-5R 44419 44420 
5F-6R 44419 44421 44819 
6F-8R 44422 44423 44825 3%” 44820 
8F-10R 44424 44425 44826 3%” 44821 
10F-12R 44426 44427 44827 3%” 44832 44822 
12F-14R 44428 44429 44828 3%" 44833 44823 
BITS FOR PHILLIPS SCREWS +) BITS FOR 
SOCKETHEAD © 
SCREWS 
| 
\\, 
x SCREW SIZE 
———— NUMBER 
sl BITS INSET 
f,." Hex Drive B 
leet te olen 
31%" LONG Y%" HEX DRIVE 
#10 18299 
44808 44811 44816 ees) 
44812 44817 7 Teas 
44813 44818 (old 50856) 


LENGTH 


NUMBER 


Standard 


2%" 
6" 
3” 


Magnetic 
Standard 
Standard 


18305 (old 50857) 
18308 (old 50858) 


BIT HOLDERS 
Y%4" Hex 
For Use with Insert Bits 


NUTRUNNER ADAPTERS 
%," Hex Drive 
4" Male Square Extension 
For Use With Nutrunner Sockets 


NUMBER LENGTH 


CLUTCH 
NOSE 


DESCRIPTION 


NUMBER 


For use with rotary 
finders, bit holders 
and nutrunner 
adapters. 


44431 


No. 18311 (old 50928) Service Drive Bit Hoider—For No. 18 Capacity Screwdrivers. %” 
Square Drive (Female). For use with %” Hex Insert Bits. 


Sockets—For No. 18 Capacity Screwdrivers, ¥%” Square Drive. For Hex Head Self-Drilling 
Screws. 

No. 18314 (old 50929)—%,” Across Flats. For driving No. 10 and 12 Self-Drilling Screws. 
No. 18317 (old 50930)—%” Across Flats. For driving %” Self-Drilling Screws. 
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ROCKWELL DRILL, SCREWDRIVER AND IMPACT WRENCH ACCESSORIES 


FASTENER DRIVER ACCESSORIES 


Drive sockets and extension drive shanks 
for Fastener Driver. 

Note: Sockets are available in magnetic 
and non-magnetic types, with a choice of 
one piece and the new two piece design. 


Sockets. %” square drive. 
For running nuts-and bolts up to %”. 


NO. SIZE DIA. LGTH. TYPE 
54240 | %4” Hex he" | %” | Non-Mag. 
54241 | %” Hex | %” | Ye” | Magnetic 


54246 | %4” 8-Pt.| %2” | %” | Non-Mag. 
54247 | 4%” 8-Pt. | %” | %” |- Magnetic 
54242 | %.” Hex | v2” | %” | Non-Mag. 
54243 | Xs” Hex | 4%” | %” | Magnetic 
54244 | ¥%” Hex | %" | %” | Non-Mag. 
54245 | %” Hex | %” %q" | Magnetic 


poe o = 4 


Extension Drive Shanks. 
Y%4" hex shank drive for %” square drive 
sockets. 

No. 54250—Length 134”. 

No. 54251 *—Length 2'%,”. 

*For use with 57488 Depth Locator 


OM 


Nutsetters 

NO. SIZE TYPE 
54209 Ya" Hex Non-Magnetic 
54208 Ke” Hex Non-Magnetic 
54102 ¥e” Hex Non-Magnetic 
54584 4." Hex Magnetic 
55895 Ho" Hex Magnetic 
57350* Ks" Hex Extra-Long Mag. 
55896 %" Hex Magnetic 


*For use with 57488 Depth Locator 


ACCESSORIES 


1. No. 53627—Magnetic Bit Holder 

2. No. 54272—Non-Magnetic Bit Holder 

3. No. 44817—No. 2 Phillips Insert Bit 

4. No. 54583 —No. 2 Phillips Limited 
Clearance Insert Bit 

5. No. 54421— New Long Reach Depth 
Locator 

6. No. 58441—Round Nose Piece 

7. No. 10435—Non-Marking Dust Shielded 
Depth Locator 


8. No. 54408 — Magnetic Bit Holder with 
Dust Shield (for use with 10435 Depth 
Locator). For drywall applications. 


9. No. 54578 — Non-Magnetic Bit Holder 


» with Dust Shield (for use with 10435 Depth 


Locator). For drywall applications. 

10. No. 57488—Extra-Long Limited Clear- 
ance Depth Locator 

11. No. 10447—Non-Marking Long-Reach 
Dust Shielded Depth Locator 

12. No. 54420—Magnetic Bit Holder with 
Dust Shield (for use with 10447 Depth 
Locator) 

13. No. 54422 — Magnetic Bit Holder (for 
use with 54421 Depth Locator) 
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ACCESSORIES FOR ALL 

MORSE TAPER DRILLS 

AND POWER UNITS 

No. 57091 Arbor, No. 3 M.T. to Jacobs 
Taper. 

No. 57092 Arbor, No. 2 M.T. to Jacobs 
Taper. 

No. 58006 Jacobs %4” Geared Chuck. With 
key. 


ELECTRIC IMPACT 

WRENCH ACCESSORIES 

No. 58067 Adapter. To adapt %” square 
female to %” square drive. 

No. 58068 Quick Change Screwdriver 
Chuck. },” hex. 

No. 57432 2” Long Anvil. Snap ring type 
for Model 425. 

No. 58066 3-Jaw Keyless %” Chuck for 
Model 625. 

No. 58756 Steel Carrying Case. 


Rockwell Rotary Hammers 
and Hammer Drills 


Need.a hole in concrete, brick, tile or any similar material... 
ROCKWELL Rotary Hammers and Hammer Drills. 
can do the job with capacities from 2” to 2%”. 


Always choose ROCKWELL 
when performance is in demand. 


Unmatched 
Quality Features 


A. New Multi-Position Handle — affords 
complete operator control and ease of 
handling. Make tight spot drilling easy. 
Just twist the handle to loosen...set in 
desired position. . . tighten the handle — 
and you’re ready to drill. 


B. In Line Grip—on Model 611, automatic- 
ally positions users’ hand in line with bit 
for maximum drilling efficiency. Extra long 
trigger switch assures positive on-off 
power control. 


C. Lightweight Model 611 — packed with 
more power per ounce, this model is ideal 
for overhead drilling. 

D. Multi-Position Handle (On Spade Han- 
dle Drill)— this feature plus extra long 
switch handle and auxiliary pipe handle 
afford maximum control for big hole drill- 
ing jobs. 


Most Powerful Motors Available—8.0 amps 
on spade handle model, 4.0 amps on pistol 
grip model—more power than you'll ever 
need! 


E. Extra Versatility — simple ‘‘twist-of-the- 
wrist’ motion on the actuating collar lets 
you change instantly from percussion drill- 
ing to conventional drilling. 


All Ball and Needle Bearing Construction 
— long wearing needle and precision ball 
bearings, positioned throughout at vital 
wear points, assure long, trouble-free drill 
performance. 

Heavy-Duty Industrial Drill Chucks — fam- 
ous, high quality Jacob’s 3-Jaw Chucks 
provide positive, non-slip gripping power. 


ROCKWELL HAMMERS 


F. Totally Sealed Construction —‘‘tool 
socket” feature of ROCKWELL’s hammer- 
ing mechanism prevents entry of external 
dust—prolonging hammer life. Further pro- 
tection against harmful abrasive action 
from dirt, concrete dust, etc., is provided 
by a closed tool holder. 


Accurate Depth Gauge — the Model 602 
Hammer adjusts to any depth for drilling 
holes of uniform depth, primarily for ma- 
sonry fastener devices. 

G. Heavy-Duty Cord with External Cord 
Strain-Relief Protection — relieves cord 
strain; prevents cord kinking and danger- 
ous wear. 


H. Auxiliary Handle (Included as Standard 
Equipment) — affords better control when 
working horizontally with any cutting tool 
— especially on jobs where leverage is 
required. Handle of Model 602 mounts to 
either side of hammer or to rear of handle 
for use as extension. 


New Long-Life Lubrication System — prac- 
tically eliminates maintenance. Rockwell 
Hammers are now grease packed at the 
factory and require no lubrication for more 
than 200 hours of operation. Eliminates 
costly down time, common to other ham- 
mers, which require repeated lubrication 
every few hours. 


Factory Set and Sealed Overload Clutch 
— built into the rotary drive of Mode! 602 
Hammer, requires no adjustment regard- 
less of the job. Affords full protection to 
the operator and hammer in the event of 
drill jamming. 

|. Double Air-Cushion Hammering Mech- 
anism—the Model 602 Hammer features a 
unique “floating” driver and external pis- 
ton to give maximum compression with- 
out metal-to-metal contact. Develops 
twice the blow-per-stroke of conventional 
machines! Hammer operates immediately 
even in the coldest weather—no warm-up 
time required. 


Ball and Needle Bearing Construction—re- 
duces wear and minimizes friction. 


Double Insulated — all metal parts on the 
Model 602 are insulated from current 
carrying components for maximum opera- 
tor protection. Machine is equipped with 
2-prong plug. 

Bit Interchangeability — standard nose- 
piece of the Model 602 Hammer accommo- 
dates Skill 728, Miller Falls, Ingersoll Rand 
and ROCKWELL Kango 605 one piece 
hex shank bits and hammering tools. Ac- 
cessory nosepieces are also available for 
mounting Skil 726, Milwaukee 5300 and 
Black & Decker 718/719 carbide bits and 
hammering tools! Nosepiece change-over 
requires removal of only 4 Allen screws! 
J. Unique Shifting Device — Allen wrench 
actuated shifting device for selection of 
hammer drilling or conventional drilling 
action on Model 600 Rotary Hammer. 


ROCKWELL ROTARY HAMMERS 


This tool complies with O.S.H.A. requirements 


MODEL 602 


Rotary Hammer 


The hardest-hitting, fastest-drilling hammer ever! Features 
alternating ‘‘Hammer-Rotation”’, an exclusive new hammering 
principle. Other features include double insulation, totally 
sealed construction and a unique double air cushion hammer- 
ing mechanism. All hammer drilling requirements in the 2” 
to 2%” hole range can easily be handled by this unit. 


FEATURES 

Powerful 9 Amp Motor * Double Insulated « Alternating 
Hammer-Rotation Principle * Double Air Cushion Hammering 
Mechanism « 2800 Blows Per Minute 


SPECIFICATIONS 
Model NO! 2 xo ciytee cre cay: eo) eg ee a oe 602 
Motor 5, fee ee elt ge cage 9 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 
Blows’ PervMinute). <2 sis% ic tscc a sone a5 esc nsielece ar engesisne abe auae 2800 
Drilling Speed (RPM) ................. 0.0.0. eens 200 
Drilling (Gapacity:c: 0-faent. adhe sue Ya" to 1%” with 
Spiral Percussion Type Carbide Bits, 
1%" to 2¥%2” Core Bits 
emggtlay Bc? er eet air eee Bone Sy 
Net Weight)! a3 08 tne 5.2 agen a eens 14% Lbs. 
Shipping Weight!.:.c.) «5 gets oh fetes acces. Meade tales acd 25 Lbs. 


STANDARD EQUIPMENT 

Basic Machine 10¥%2' Cord with 2-Prong Plug, Dust Shield, 
Depth Gauge, Auxiliary Handle, Extra Retaining Latch Spring, 
(2) Allen Wrenches, Steel Carrying Case and an Instruction 
Manual. 


Model 8602 Rotary Hammer — The same as 602 except 
equipped with a 230volt motor. 


Model 1602 Rotary Hammer — Same as Model 602 except 
equipped with a 10%’ cord with a 3-prong plug. 


Duty Rating: For Extended Service on Industry and Construc- 
tion Trades Applications. 


For a complete listing of available accessories see pages 69, 
70 and 71. 
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This tool complies with O.S.H.A. requirements 


MODEL 600 


Rotary Hammer 


The lightweight — weighs only 9% Ibs., compact — measures 
less than 11” in length, quick hitting — delivers 3200 blows a 
minute—Model 600 Rotary Hammer is ideal for use in cramped 
quarters, overhead and on ladders or scaffolding. Its features 
include totally sealed dust protected sockets, factory grease 
packing — no lubrication required for at least 200 hours of op- 
eration and Double Insulation for maximum operator safety. 


FEATURES 

Powerful 4.5 Amp Motor * Double Insulated *« Factory Lubrica- 
tion * 9% Lb. Weight * 3200 Blows Per Minute * Hammer or 
Drilling Action at Flick of Switch »* Accommodates Acces- 
sories Without Adapters * Ball and Needle Bearings 


SPECIFICATIONS 
Modell NO Staite. csccsiecn tte tatees Gen aha eee es 600 
Motor 3 hoa tate hae Bae 4.5 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 
Blows’ PerMinute) . 2. .c%. fon eo Miamdens aoe oe 3200 
Drilling Speed (RPM) ............. 550 Hammer, 800 Drilling 
Drilling Capacity... ..2:...08. 098 cu. ees ge ae %" to %” with 
Spiral Percussion Type Carbide Bits 
Eengthl cae So esate shut bie. races extents Ofer 10%” 
NetiWeightion, ie 3 geo ees shia eee cage 9% Lbs. 
Shipping Weight’ 5: F655 Get os ee se ek aa 17 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, 7’ Cord with 2-Prong Plug, Depth Gauge, Aux- 
iliary Handle, Allen Wrench, 59584 Steel Carrying Case and an 
Operating Manual. 


Model 1600 Rotary Hammer — Same as Model 600 except 
equipped with a 7’ cord and a 3-prong plug. 


Duty Rating: For Extended Service on Industry and Construc- 
tion Trades Applications. 


For a complete listing of available accessories see pages 69, 
70 and 71. 


ROCKWELL HAMMER DRILLS AND ACCESSORIES 


This tool complies with O.S.H.A. requirements 


MODEL 612 


Y%" Spade Handle Hammer Drill 


Want to drill a 1” hole in concrete fast? 
The Model 612, with its extra powerful 
8 amp motor, delivers 24,000 impacts a 
minute and percussion drills a 1” hole in 
concrete faster than any similar compe- 
titive model. It’s the perfect tool for any 
installation, anchoring or fastening job! 


FEATURES 

Multi-Position Spade Handle + Powerful 
8 Amp Motor « Delivers 24,000 Impacts a 
Minute + Ball and Needle Bearing Con- 
struction * 2-Stage Gear Reduction 


SPECIFICATIONS 
ModeliNoe ciiiticte cine Misael 612 
Motor .......... 8 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 
Capacity........ Concrete 1”, Steel %2", 
Wood 1” 
Idle Speed (RPM)................ 1500 
emg tigate siiei dew cnersenie deren apettte 165%" 
Net:Weight:.....6.2.2¢0.0. 6065 11% Lbs. 
Shipping Weight............... 14 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, Depth Gauge Rod, 3-Con- 
ductor Cord, %” Chuck, 18042 (old 
24546) Chuck Key, 26006 Wrench, Aux- 
iliary Pipe Handle and an Operating 
Manual. 


Model 8612 (old 612VD) Hammer Drill — 
The same hammer drill equipped with a 
230 volt motor. 


Model 9612 (old 612K) Hammer Drill Kit— 
Includes standard — 
equipment anda 

18326 (old 51312) 
Steel Carrying Case. | 
22 Lbs. 


Duty Rating: For a 
Extended Service on eae 7 
Industry and Construction 
Trades Applications. 


This tool complies with O.S.H.A. requirements 


MODEL 611 


¥” Hammer Drill 


Drill holes faster in concrete, brick, tile 
and similar materials. You get a big ¥2” 
bore capacity in a powerful hammer drill 
that delivers 40,000 hard-hitting impacts 
a minute. Its multi-position handle makes 
tight spot drilling easy, and its light 
weight and, thrust-line grip make drilling 
in any position, even overhead, possible. 


FEATURES 

Powerful 4 Amp Motor * %” Capacity in 
Concrete * Multi-Position Handle » ¥%” 
Chuck * 40,000 Impacts a Minute ° Ball 
and Needle Bearing Construction ° 
2-Stage Gear Reduction * Quick Change 
From Percussion to Conventional Drilling 
¢ In-Line Grip 


SPECIFICATIONS 
Model Nok Wie. Sees tai ie s thas orgs 2 611 
Motor ......... 4 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 
Capacity....... Concrete V2”, Steel %” 
Wood %” 
Idle Speed (RPM)............... 2500 
Bengthit oe). tee ge oe re ety cyan 10% ” 
Net Weight .................. 5% Lbs. 
Shipping Weight.............. 8¥% Lbs. 


STANDARD EQUIPMENT 

Basic Machine, Depth Gauge Rod, 3- 
Conductor Cord, 25365 %” Chuck, 
Chuck Key, Forward Handle and an Oper- 
ating Manual. 


Model 9611 Hammer Drill Kit — Includes 
Standard Equipment and 59850 Carrying 
Case. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 
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HAMMER DRILL ACCESSORIES 


PERCUSSION TYPE CARBIDE-TIPPED 
DRILLS 

Specially ground carbide tip increases 
drilling speed and efficiency. 


No. DIAMETER | LENGTH 
44943 Y" 4" 
44944 Ke" 4" 
44945 H" 4" 
44946 Ke" 6” 
44852 ¥” 6" 
44935 Ke" 6” 
44936 %" 6: 
44937 4," 6” 
44938 %" 6” 
44940 %" 6” 
44941 A 6" 


STEEL CARRYING CASE 
No. 18326 (old 51312) for Model 612 Ham- 
mer Drill. 


No. 59850 for Model 611 Hammer Drill. 


ROTARY AND DEMOLITION 
HAMMER ACCESSORIES 

(Including accessories for discontinued 
Models 605, 607, 608 and 609 Hammers 
and Breakers.) 

NOTE: Accessories shown for 600 and 602 also 
for use with 1600, 1602 and 8602 Hammers 
respectively. 

PERCUSSION CARBIDE-TIPPED DRILLS 
All with Hex Shaped Shanks for mounting 
to ROCKWELL Hammers. 


FOR USE MAX. Jove, 
DRILL OVERALL 
gegen | "at | om Jommuie| tar 
eee SE 
59200 | %”| 3” 7%" 
ia 59203 | %”| ey” | 11" 
oie 59206 | %"| 6%” | 11” 
wosavoe 4 39208 | ue" ta". tay" 
mgs | seat | Ae) gue 
| 2 

B&DS040 | soos | %"| 4” 8%" 
59221 7%" 4” BY" 
eee PE 
59400 | %2"| 4%” | 10%" 

59403 | ¥2"| 10%" | 16%” 

59406 | ¥2"| 16%” | 22% 

59409 %”| 10%" | 16% 

59412 | %"| 1642" | 22% 

59415 | %”| 10%" | 16% 

59418 | %"| 16%" | 22% 

59421  %”| 26" | 32 

59424 | %”| 11” | 17 

Rockwell | 59427 | %"| 16%2" | 22% 

602,605; | so430 | %”| 26” | 32 
a 59433 |1" 6% 12% 

59436 |i” | 11” : 

M.F.SP499 | so439 |1” | 16%” | 22% 

59442 |1” | 26 32” 

59445 \1%"| 11 17” 

59448 |1%”"| 16%” | 22% 

59451 |1%4"| 11” | 17” 

59454 |1%"| 16% 22V2 

59457 |1%"| 11 17 

59460 |1%”| 16 22 

59463 |1%2"| 11 17" 

| seaes |1%"| 16” | 22 


ROCKWELL ROTARY HAMMER ACCESSORIES 


“A” TAPER 
ab. So Ca See 
PERCUSSION CARBIDE-TIPPED DRILLS 


Requires Drill Holder (as noted) for mount- 
ing to ROCKWELL Hammers. 


KANGO TAPER 


=x ss Ss SSS 
PERCUSSION CARBIDE-TIPPED DRILLS 
Requires Drill Holders (as noted) for mount- 
ing to ROCKWELL Hammers. 


MAX. 
oat | om. | omit | Qugpa 
59500 Y," 4 6" 
59503 Ke" 4” 6” 
59504 %" 4" 6" 
59506 %" 6%" 9" 
59509 Ke" oF ie 
59512 "Ho" 2 5” 
59515 Yo" 6%” 9” 
59518 He 3p 5" 
59521 5” est 5” 
59524 Ye" 3 5” 
59527 2%," 4" 6" 


DRILL HOLDERS 
For mounting percussion carbide-tipped 
drills to hammers. 


FOR HAMMER MODEL NO. 


TAPER 
MOUNTING 
HOLE 
Rockwell 
Kango 
B 
A 


No. 26529 Drift Key. For use with 45908, 
54053 and 58776 Drill Holders and 53317 
Chuck. 

No. 59582 Drift Key. For use with 59263, 
59570 and 59573 Holders. 


PERCUSSION CARBIDE-TIPPED 

CORE DRILLS 

With Hex Shaped Shank for mounting to 
ROCKWELL Hammers. 


Core Bit Body. All 4” long; 12%” maximum 
drilling depth. 


Shank. 12” long with hex shaped mounting 
end. For ease of starting core drill, %” 


bit No. 59504 may be used inthis shank. 


FORUSE 
ON HAMMER 
MODEL NO. 


602 


POR USE | ORE | a. \omerina| OVERALE 
MODEL NO. (S| NO- DEPTH | LENGTH 
58284 | %” | 9%" | 10” 
58285 | 2” | 15%” | 16” 
58286 | 5” | 9%” | 10” 
ee 58287 | %" | 15%" | 16” 
w/s9s74 | 38288 | % 9% 10 
Drill 58289 | %4” | 15%” | 16” 
Holder 59315 ¥y" | 23%" 24" 


58290 we" 9%" 10” 


605 58291 | %” | 15%” | 16” 
weenie | se202 | 1 9%” | 10” 
Holder | 58293 | 1” 15%” | 16” 
59316 | 1” 23%" | 24” 
607 58294 | 1%” 9%" 10” 
w/45908 | 58295 | 1%” | 15%” 16" 
teve 58296 | 1%” | 9%" | 10” 
older |) 58297 | 1%” | 15%” | 16” 
58298 | 1%” | 9%” | 10” 
58299 | 1%.” | 15%” | 16” 
58300*| 172” | 9%” | 10” 
607 

w/45908 | 58301*|) 134” 9%" 10” 
Drill 58302*| 2” 9%" 10” 

Holder 


*For additional depth drilling capacity use with 
39003, 39004 or 39005 Universal Drill Holders. 


PERCUSSION CARBIDE-TIPPED 

CORE DRILLS (Order by Components) 
With ROCKWELL Kango Taper Shank; re- 
quiring Drill Holders (as noted) for mount- 
ing to ROCKWELL Hammers. 


FoRNe STARTER| CORE 
STARTER HOLE 
HAMMER DRILL | BIT | SHANK 
MODEL | PRILL | HoLbER | BoDY SIZE 
NO. (S) 
602 
i 55719 | 55714 of 
rill 
Holder 
or 
605 
w/ 58776| 55713 | 55720 | 55715 | 54073| 212” 
Drill 
Holder 
or 
607 
w/45908 55721 | 55716 3e 
Drill 
Holder 
eee 
BULL POINTS 
FOR HAMMER MODEL NO. inoyan 
TOOL 
600 602 605 607 608 | size 
ae 58764 | 58764 | 45920 | 45920| 12” 
eee 58765 | 58765 | 45921 | 45921| 18” 
59240 aevorval (ieee Illa ca lleeees 10” 
— 
MORTAR CHISEL 
FOR HAMMER OVERALL 
MODEL NO, | TOOL NO. LENGTH 


600 59249 


10” 


70 


—————=___ ane 
CONCRETE CHISELS 
FOR HAMMER MODEL NO. reat 
OOL 


600 | 602 | 605 | 607 | 608 | size 


am 58766 | 58766 | 45922 | 45922| 12” 
ene 58767 | 58767 | 45923 | 45923| 18” 
ECPY ki] |e eel [ee oe (Ee eee [2 el 10” 
SLOTTING TOOL 
FOR HAMMER OVERALL 
MODEL NO. | TOOL NO. | SIZE LENGTH 
600 59246 | "x 7%" | 10” 
602 59567 | %4"x 118" 5" 


FOR HAMMER 
MODEL NO. 


OVERALL 
LENGTH 


SCALING CHISELS 


FOR HAMMER MODEL NO. BLADE SIZE 
602 | 605 
58775 58775 1oesxia" 
STAR DRILLS 
FOR USE MAX. 
DRILL OVERALL 
ON HAMMER DIA. |DRILLING 
MODEL NO. | NO- DEPTH | LENGTH 
26537 | v2" 7%" 8" 
26531 | %” 7%" 8" 
26505 | '%” | 7%" 8” 
26532 | %" 7%" 8” 
26507 | "%.” | 7%" 8” 
26508 | %” | 11%" | 12” 
26520 | 7%” 7%" 8" 
26534 | 1” 7V%4" 8" 
26510 | 1%.” 7%" 8” 
26511 | 1%” | 11%” | 12” 
_— 26512 | 1%” | 17%" | 18” 
wresaiy® (26313 | 1a \) 204" || 2a" 
Chuck | 26521 | 1%” 7%" 8” 
26514 | 1%" | 11%" | 12” 
26515 | 1%" | 17%" | 18” 
26516 | 1%." | 23%" | 24” 
26536 | 1%" | 11%” | 12” 
soe 1%"**] 12-24"| ... 
26517 | 1%” | 11%" | 12” 
26518 | 1%” | 17%" | 18” 
26519 | 1%” | 23%" | 24” 
26523 | 1%” | 11%” | 12” 
ehanbees 1%4"**) 12-24” eee 
er oes) ilefoeoas 
**See Star Drill Ends 
s = 
STAR DRILL ENDS 
FOR USE MAK. 
WITH HAMMER vee DIA. | DRILLING 
MODEL NO. : DEPTH 
608 
Chuck anadocos| 30006 | 1%" | 12:24" 
39004 or 39005 39007 | 1%"| 12-24" 
Universal Drill 39008 2” 12-24" 
Holder 


ROCKWELL ROTARY HAMMER ACCESSORIES 


CHUCK AND TURNING WRENCH 

For mounting star drills. Includes 26529 
drift key. 

NO. 53317. For Hammer Model No. 608 


SS | 
al 


FLOOR CLEANING TOOLS 
LENGTH 
FOR HAMMER MODEL NO. AND/OR 
607 608 TOOL SIZE 
58517 58517 5” Sq. x18” 


7 i) @ 
COMB HOLDERS 


Require 26587, 26591 or 26592 Combs. 


= {8 


ROLLER BUSH HAMMERING TOOLS 
Complete with 26635 Head. 


FOR HAMMER MODEL NO. LENGTH 


AND/OR 
602 | 605 607 608 | TOOL SIZE 
58770 | 58770 | 45932 | 45932 | 2° x12” 


No. 26635 Roller Bush Hammering Head 
Only. For 58770 and 45932 Roller Bush 
Hammering Tools. 


===) & 


BUSH HAMMERING DISC HOLDERS 
Require 26600 Bush Hammering Disc. 


FOR HAMMER MODEL NO. LENGTH 
AND/OR 
TOOL SIZE 


No. 26600 Bush Hammering Disc. For use 
with 58771 and 45933 Bush Hammering 
Holder. 


=e — 


FOR HAMMER MODEL NO. LENGTH 
602 | 605 | 607 608 | 7aNb/OR No. 59555 BUSH HAMMERING HEAD AND 
12" TAMPING TOOL HOLDER OR SHANK 
58768 58768 | 45924 45924 | | \oked Shank Requires 59558 Bush Hammering Head or 
12” Free 59564 Tamping Tool Pad. 
ess [Seog #5828 45925 | Turning Shank FOR HAMMER MODEL NO. oe Og 
D 
Combs. Double edge type. For use with 602 605 TOOL SITE 
58768, 45924 and 45925 Comb Holders. 59555 59555 12" 


No. 26591—Coarse Combs—Pkg. of 12 
No. 26592—Fine Combs—Pkg. of 12 
No. 26587—Scaling Combs--Pkg. of 12 


CLAY SPADES 
FOR HAMMER MODEL NO. 


GROUNDING ROD DRIVERS 


FOR HAMMER MODEL NO. ELECTRODE 
607 608 SIZE 
55342 55342 52” 
55343 55343 %” 
55344 55344 : hid = 


CHANNELING BIT HOLDERS 
Require 45928 or 45931 Channeling Bit. 


FOR HAMMER MODEL NO. LENGTH 
a ee 7 AND/OR 
602 605 607 608 TOOL SIZE 


12” 
Conventional 


14” 
Guided Type 
Channeling Bits. For use with 58769, 45926 
and 45927 Channeling Bit Holders. 

No. 45928—1 %” Diameter Bit 
No. 45931—154” Diameter Bit 


58769 | 58769 | 45926 | 45926 


i 
a 


45927 45927 


No. 59558 Bush Hammering Head. For 
59555 Bush Hammering Head and Tamping 
Tool Holder. 


No. 59564 Tamping Pad. 4” x 4”. For 59555 
Roller Bush Hammering and Tamping Tool 
Holder. 


TAMPING TOOL HOLDERS 
Require 26603, 26604, 26605 or 48972 
Tamping Pads. 


LENGTH 
AND/OR 
TOOL SIZE 


FOR HAMMER MODEL NO. 
602 605 607 608 


Tamping Tool Pads. For use with 58772, 
58773, 58774, 48973, 48974 and 48975 
Tamping Tool Holders. 


No. 26603—2” x 3” Pad 
No. 26604—3” x 4” Pad 
No. 26605—4” x 6” Pad 
No. 48972—4” x 4%” Pad 
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NOSEPIECE ADAPTERS 

For mounting Skil, Milwaukee and Black 
& Decker carbide-tipped drills to hammer. 
Replaces standard equipment nosepiece. 


FOR HAMMER MODEL NO. 
MOUNTING HOLE 


602 a 
Skil (726) and 
59576 | Milwaukee (5300) 
59579 | Black & Decker 


(718/719) | 


CARRYING CASES 
Heavy gauge steel with welded corners for 
added strength. 

FOR HAMMER MODEL NO. 


9sad | 69585 | 59052 | 45749 | 50514 
Pn carne ruaraearreeersans (| 


UNIVERSAL DRILL HOLDERS 

For mounting percussion carbide-tipped 
drills to hammers when extra hole depth is 
required. Also for mounting star drills to 
608 Hammer. 


LENGTH 
FOR HAMMER MODEL NO. AND/OR 
602 | 605 | 607 | 608 bey 
39003 | 39003 | 39003 | 39003, 
w/59574 | w/58776 | w/45908 "* 
: ‘5 s Chuck & 10 
Drill Drill Drill Turning 
Holder | Holder | Holder Wrench 
39004 | 39004 | 39004 | 30004 
w/59574 | w/58776 | w/45908 | Gy oy a 16”* 
Drill Drill Drill : 
Turning 
Holder | Holder | Holder Wrench 
39005 | 39005 | s9005 | 39005 
w/59574 | w/58776 | w/45908 ne 
: ; é Chuck & py) 
Drill Drill Drill Turning 
Holder | Holder | Holder Wrench 


*Rockwell Kango Taper Shank Mounting Hole. 


ROCKWELL HAMMER ACCESSORIES 


HAMMER ACCESSORIES 
FOR USE WITH DISCONTINUED 
KANGO HAMMERS 


No. 26321 Grounding Rod Drives. %” Elec- 
trode Size. 


_—) 


No. 39968 15” Tapered Point 
No. 39969 18” Tapered Point 


No. 26305 15” Bull Point 
No. 26306 18” Bull Point 


lS. 


No. 26310 15” Chisel 
No. 26311 18” Chisel 


No. 26317 3” Wide Asphalt Cutter. 
Long Blade. 
No. 26318 5” Wide Asphalt Cutter. 
Long Blade. 


No. 26315 3” Wide Asphalt Cutter. 
Short Blade. 


No. 26316 5” Wide Asphalt Cutter. 
Short Blade. 


No. 26320 Back Fill Rammer. 8” diameter. 


No. 39844 18” Frost Wedge 
No. 39782 Special Allen Key 


No. 39784 Oil Filler Plug Wrench 
OIL—For use above 32°F: 
No. 26115—Gallon Can 
No. 26662—Pint Can 
OIL—For use below 32°F: 
No. 42415 —Pint Can 
No. 42414—Gallon Can 


No. 26528 Chuck and Turning Wrench. For 
Ye" to 1%" Star Drills. Por use on M, K, E 
and F Hammers. 

No. 45937 Turning Wrench Only. For above 
listed chuck. 

No. 26529 Drift Key. For removing Star 
Drills from 26528 chuck. 


BULL POINTS 


NUMBER LENGTH FOR HAMMER 

26560 K-M-F-E 

26561 K-M-F-E 

26730 L-G 

26562 K-M-F-E 

26563 K-M-F-E 
VIBRATING TOOL J 

NUMBER TYPE FOR HAMMER 

26625 Rubber Head K-F 


CONCRETE CHISELS 
ROUND SHANK 


COMB HOLDERS 
For use with Combs. 


ROUND SHANK 


NUMBER LENGTH | FOR HAMMER 
26590 iz K-M-F-E 
SQUARE SHANK (NON-ROTATING) 
NUMBER LENGTH FOR HAMMER 
27030 12” K-M-F-E 
OIL 


For E, F, G, K, L, M, 750 and 800 Hammers 
For use above 32°F.: 
No. 26115—Gallon Can 
No. 26662—Pint Can 
For use below 32°F.: 
No. 42415—Pint Can 
No. 42414—Gallon Can 


TAMPING TOOL SHANKS 


NUMBER LENGTH “FOR HAMMER Used with Tamping Tool Pads for tamping 
— ee aT —_ mixes with low water content. Where tool 
26564 42” K-M-F-E be ae is not essential, use square tool 
26565 15” K-M-F-E SLAMS: 
26566 18” K-M-F-E TRMPING TOOL SHANKS 
26567 24 K-M-F-E NUMBER AND TYPE LENGTH | FOR HAMMER 
SQUARE SHANK (NON-ROTATING) : 26606 Round Shank 12" K-M-F-E 
NUMBER LENGTH FOR HAMMER 26607 Round Shank 
27006 15” K-M-F-E 27021 Square Shank 18" K-M-F-E 
27007 18” K-M-F-E (Non-Rotating) 
27008 24 ite 27022 Square Shank if 
; 24 K-M-F-E 
(Non-Rotating) 


———_, 


OFFSET CONCRETE CHISEL 
For cutting in awkward places. 


NUMBER TYPE a} LENGTH | FOR HAMMER 
Concrete ° 
26569 Chisel 12 K-M-F-E 


SCALING CHISEL 
For removing scale, rust and paint. 


NUMBER | LENGTH | WIDTH | FOR HAMMER 
26574 2” 12” K-F 
26575 3” K-F 


42” 


SPADES 


For occasional trenching of earth, clay, 
etc. Square shank (non-rotating). For M 
and K Hammers. 


NUMBER SIZE LENGTH 

27023 6” x 4” 18” 

27024 6" x 4” 24” 
—— 


27025 Floor Cleaning Tool. For removing 
dirt, grease, paint, etc. Square shank (non- 
rotating) for M and K Hammers. 
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ELECTRODE DRIVER 
For driving grounding rods. For use with 
M Hammer only. 


NUMBER SIZE (ELECTRODE) 
26631 5%" 


CHANNELING BITS AND BIT HOLDER 
Used in combinations indicated for chan- 
neling in brick, concrete, building block, 
etc. 


"CHANNELING BrT | REQUIRED CHANNELING 
NUMBER WIDTH Hela HAMMER 

45931 1%” (Conventional IGE 

45928 1%" (Goneeniecail ae 


26594 Drift Key. For removing Channeling 
Tools from Channeling Tool Holder. 

26680 Auxiliary Handle. Detachable. For K, 
F, M and E Hammers. 


Rockwell Routers, Planes 
and Trimmers 


For the final touches that say “Done by a PRO”. 
6—ROUTERS from 1HP to 2% HP Models 
3—LAMINATE TRIMMERS 


...a model with 
the features you need 
ke oN x aes rs 3— PLANES 
pe ...a versa plane, 


a power block plane and 
a 16” Porta-Plane 


A. Micrometer Dial Depth Adjustment — 
extremely accurate, yet simple to use— 
no delicate gears or pinions to get out 
of order. 


B. Exclusive D-Handle—on Model 537, 
provides instant trigger switch power 
control and convenient, safe router hand- 
ling in any position. 


C. Aluminum Alloy Housing—strong, yet 
feather-light-router can be used over long 
periods of time without operator fatigue. 


D. Non-Marking Base — a glass-smooth 
plastic base panel that will not scratch 
or mar the work. 


E. Strain-Relief Protection—U-L approved 
3-conductor Cord feature ‘“‘strain-relief” 
protector at handle to prevent kinking 
and dangerous wear. 


F. Totally Failure Protected Motors on 
Models 536, 537 and 514 — Cuts down 
time and minimizes troublesome servic- 
ing problems. Armature windings feature 
a new scientifically developed high tem- 
perature coating and bonding—unaffected 
by frequent, prolonged overload, harmful 
abrasives, moisture conditions or other 
causes of motor failure. All commutator- 
coil connections are welded making them 
stronger and more resistant to heat than 
conventional soldered leads. 


G. Precision Collet Type Chuck—virtually 
eliminates bit ‘‘run-out”. Assures accu- 
racy; makes bit and cutter changing fast 
and easy. Adapters permit use of various 
shank diameter bits. 


Ball Bearings—permanently sealed, pre- 
cision ball bearings for quieter operation 
and longer life. 


Interchangeable Motor Feature on Most 
Models—permits use of router motor with 
plane or shaper table attachments for 
often required planing or shaping opera- 
tions. 


High Speed — all routers in the “20,000 
rpm plus” range for smooth, fast, chip- 
free routing. 


Unique Dual Edge Guide (on Models 312 
and 364)—with both the flush and bevel 
trimming ends especially engineered to 
match the like cutting diameters of com- 
bination bit furnished — eliminates over 
cutting and gouging of laminates on turns 
and corner work. Guide is removable for 
trimmer use with new accessory, self- 
piloting trim bits. 


A. Exclusive triangular-shaped base—on 
Offset Models 311 and 312 Trimmers for 
in-corner trimming flexibility. 


B. Sliding On-Off Switch — allows safe 
fingertip “‘use-hand”’ power control. 


C. Non-Marking Plastic Base—full 35%” 
square on the ‘310’ for full support and 
greater stability on all production trim- 
ming jobs with the added advantage of 
built-in chip shield to direct cuttings 
away from the operator. 

Easy-To-Use Micrometer Ring Adjust- 
ment Control (on the Model 310) —accu- 
rate to .015” for fast, easy bit alignment 
for bevel or flush trimming. 


D. Positive Hold Collet Chuck — offers 
twice the holding power under load; less 
than .002” run out for smooth chatter- 
free trimming. 


E. Flat Top Housing Design — permits 
safe, easy “‘up-right” bit changes and 
adjustments. 


F. Precision Guide-Bearing Adjustment 
Control (on the Model 310) — with posi- 
tive-hold lock knob permits precise depth 
of cut settings to within .015”. 


Powerful Motors—removes laminate over- 
hang in a single pass with smooth chip- 
free results that eliminate need for pri- 
mary ‘‘step down” trimming or secondary 
filing operations. 


Double-Sealed Ball Bearing Construction 
—features an exclusive centrifugal slinger 
barrier to keep out harmful dust particles 
and a plyoseal oil ring to retain lubricant. 


Exclusive Solid-Carbide Trimming Bits— 
included as standard equipment on the 
Model 311 and 312 Trimmers. Positive- 
guide Model 312 is equipped with a com- 


bination flush and 10” bevel trimming 
bit. Model 311 features a unique self- 
piloting 7” bevel trimming bit. Self-pilot- 
ing flush trimming bit available as an 
accessory extra. 

Model 310 Production Trimmer includes 
a carbide-tipped combination 22° bevel 
flush trimming bit. 


Light Weight Design—trimmers weigh less 
than 4 pounds—the lightest power per 
pound trimmer line in the industry—per- 
mitting non-tiring, one-hand control in 
any position...on any job. 


Positive Guide Centering (on Models 312 
and 364)—does away with trial and error 
adjustments, assures precision guide-to- 
bit alignment—the first time! Flush and 
bevel guide end adjust independently, 
using a foolproof gauge pin method. 


ROCKWELL ROUTERS, TRIMMERS & PLANES 
SRS ST 
a ET SS RE 


PLANE FEATURES 


A. Top-Side Calibrated Depth Scale with 
Finger-Tip Adjustment Control — change 
depth instantly from 0 to %” anytime as 
needed—even while planing! 


B. Dual-Position, Extra-Large Chip Ex- 
haust—for right or left side, non-clogging 
chip deflection. 


C. Balanced ‘“‘Non-Tipping” Design — 
weight of tool is centered laterally over 
the work shoe, for better handling and 
control — especially on narrow edge 
planing jobs. 


D. D-Handle Control (with Trigger Switch 
On-Off Power Control) with full grip front- 
position handle for added control espe- 
cially on beveling operations. 


E. Cord-Directional Post—an extra con- 
venience feature—positions cord out-of- 
the-way to right or left side of machine: 
no nuisance cord interference when 
planing. 

F. Full 3x16” Heavy Gage, Metal Fence 
mounts to right or left side of tool for 
edge planing: is easily removed for sur- 
facing operations. Offers a 60° beveling 
range from —15° to +45°. 


G. Extra-Large Shoe —a full 18” long; 
with approximately 54 in. of surface area, 
for maximum stability, especially on edge 
planing operations. 


H. Exclusive, Spiral-Type, High Speed 
Carbide Cutter—shearing action of spiral 
cutter gives clean, smooth planing re- 
sults—even on tough end grains! 


Extra Powerful 10.0 Amp Motor — the 
most powerful on any plane—transmits 
plenty of power and speed to cutter. 


New Extra-Wide Cog Belt—drive assures 
positive non-slip transmission of power 
to cutter. 


Big Capacity Cutter — permits you to 
plane any edge up to 3” wide in a single 
pass... steel fence is easily removed for 
wide surfacing jobs. 


All Ball Bearing Construction — for 
smoother, frictionless operation; longer 
trouble-free service. 


Replaceable Stainless Steel Shoes on 
both outfeed and infeed platens for 
smooth and non-marking operation. 


Exclusive Adjustable Dovetail Gibs on 
outfeed platen to assure maximum 
accuracy. 


ROCKWELL PORTABLE ROUTERS 


This tool complies with O.S.H.A. requirements 


This tool complies with O.S.H.A. requirements 


This tool complies with O.S.H.A. requirements 


MODEL 514 


2/2 HP Router 


The largest and most powerful router in 
the ROCKWELL line! Built for continuous, 
rugged operation—with full 2¥2 HP motor 
and big ¥%2” collet capacity — it has the 
“beef” and stamina needed to handle your 
most demanding routing applications. 


FEATURES 

Full 2% HP Failure Protected Motor « 
20,000 RPM No-Load Speed « ¥2” Collet 
Capacity « All Ball Bearing Construction 
* Micrometer Dial Depth Adjustment » 
Non-Marking Plastic Base * Complete 
Line of Router Bits, Accessories and 
Attachments 


SPECIFICATIONS 


MOdel NO! iiof cc eet theta eee 514 
Motor......... 12 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM) .......... 20,000 
Collet Capacity......... ¥2", Split-Type 
SWiteie Siac acne auc Recessed Double Pole 
Hei Qh icsnscetec ae eer meee ene 12%" 
Net Weight ................. 15% Lbs. 
Shipping Weight............... 18 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 5142 Motor with 14” 
3-Conductor Cord, 18051 (old 24616) %2” 
Collet, 18054 (old 24617) Wrench Set, 
5141 Base Assembly including 10695 
Sub-Base, 10’ 3-Conductor Cord and 
Operating Manual. 


To Order Motor Only, Specify: 

Model 5142 Router Motor. Includes 14” 
3-Conductor Cord, ¥2” Collet and Wrench 
Assembly. 


Model 85142 Router Motor Only—A-230 
Volt Motor for 514 Router. 


Model 8514—The same router equipped 
with 85142 230 volt motor. 


Duty Rating: For Extended Service on Indus- 
try and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 82-88. 


MODEL 536 
1% HP Router 


A heavy duty 112 HP, 22000 RPM router 
with conventional dual-knob handles and 
a recessed double-pole switch. Handles 
an almost infinite variety of jobs from 
basic decorative edging to laminate trim- 
ming. The router motor can even be used 
with accessory shaper table to give you 
stationary tool convenience for straight, 
angle or bevel shaping and jointing oper- 
ations especially on narrow hard-to- 
handle materials. 

FEATURES 

Failure-Protected 1/2 HP Motor with In- 
terchangeability Feature for Use with 
Shaper Table and Plane Attachment * 
22000 RPM No-Load Speed * %” or %2” 
Collet Capacity + All Ball Bearing Con- 
struction * Micrometer Dial Depth Attach- 
ment * Non-Marking Plastic Base » Com- 
plete Line of Router Bits, Accessories 
and Attachments 


SPECIFICATIONS 


MoGel NO iiss aueu aco80es. 3 Susie i, doe a 536 
Motor.......... 8 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM) .......... 22,000 
Collet Capacity..... Y%4", V2"; Split-Type 
Switch.......... Recessed Double Pole 
elit sce sistema cera taeeice pees 93%” 
NetiWeigh? 05.6 jccccit ok te Hs 12 Lbs. 
Shipping Weight .............. 14 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, 5372 (old 537M) Motor 
with 12” 3-Conductor Cord, 18051 (old 
24616) %” Collet, 58939 %” Collet, (2) 
18054 (old 24617) Wrenches, 5361 (old 
536B) Base Assembly with 42222 (old 
SRB-44) Sub-Base, 10’ 3-Conductor Cord 
and Operating Manual. 


To Order Motor Only, Specify: 

Model 5372 (old 537M) Router Motor. |n- 
cludes 14” 3-Conductor Cord, 18051 (old 
24616) %2” Collet, 58939 %4” Collet and 
(2) 18054 (old 24617) Wrenches. 

Model 85372 (old 537MVD) Router Motor 
Only—A 230 Volt Motor for 536 Router. 


Duty Rating: For Extended Service on Indus- 
try and Construction Trades Applications. 
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MODEL 537 
1% HP Router 
With Exclusive D-Handle Design 


This heavy-duty router powered with an 
8 amp motor develops 1¥2 HP. Its exclu- 
sive D-handle base provides unmatched 
versatility and will handle an almost infi- 
nite variety of jobs from basic decorative 
cutting to critical laminate trimming jobs. 


FEATURES 

Exclusive D-Handle Design * Trigger 
Switch Control * Failure-Protected 1¥2 
HP Motor with Interchangeability feature 
for Use with Shaper Table or Plane At- 
tachment * 22000 RPM No-Load Speed » 
%." or Y2" Collet Capacity « All Ball Bear- 
ing Construction * Micrometer Dial Depth 
Adjustment * Non-Marking Plastic Base 
* Complete Line of Router Bits, Accessor- 
ies and Attachments. 


SPECIFICATIONS 


Model No\,.2 6.20 ses sence oot: 537 
Motor.......... 8 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM).......... 22,000 
Collet Capacity..... Y4", V2"; Split-Type 
Switch ..ssccas: Trigger w/Lock Button 
Height sicnye tint csi te ee 936” 
Net! Weight i. ene eens 14 Lbs. 
Shipping Weight .............. 16 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 5372 (old 537M) Motor 
with 14” 3-Conductor Cord, 18051 (old 
24616) %” Collet 58939 %” Collet, (2) 
18054 (old 24617) Wrenches, 5371, (old 
537B) Base Assembly including 42186 
(old PR153) Sub-Base and 10’ 3-Conduc- 
tor Cord and Operating Manual. 


To Order Motor Only, Specify: 

Model 5372 (old 537M) Router Motor. |In- 
cludes 12” 3-Conductor Cord, 18051 (old 
24616) %2” Collet, 58939 %” Collet and 
(2) 18054 (old 24617) Wrenches. 


Duty Rating: For Extended Service on Indus- 
try and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 82-88. 


ROCKWELL PORTABLE ROUTERS 


This tool complies with O.S.H.A. requirements 


MODEL 690 


1% HP Router 


An economy-priced, heavy-duty 1% HP 
router with %” collet capacity features a 
unique chuck and collet design with 
twice the holding power under load and 
less than .004” runout for smooth, cHip- 
free routing of any material. 


FEATURES 

Flat Top Design for Upright Bit Changes 
and Adjustments « 1% HP Motor with 
Interchangeability Feature for Use with 
Shaper Table + 22,000 RPM No-Load 
Speed « %2", ¥%” and %” Collet Capacity 
« All Ball Bearing Construction * Mi- 
crometer Dial Depth of Cut Control « 
Non-Marking Base * Complete Line of 
Router Bits, Accessories and Attach- 
ments. 


SPECIFICATIONS 


ModeliNO:: stesso ces 8 ee omc 690 
Motor.......... 8 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM).......... 22,000 
Collet Capacity......... Yo", Split-Type 
Switch). 5.32 Recessed Double Pole 
el ghitt cca ee ya ee ere ee 8” 
Net'Weight: 25.086. satan: 8% Lbs. 
Shipping Weight ............ 10% Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 6902 Motor, 7’ 3-Conduc- 
tor Cord, 42591 ¥%2” Collet, 6301 Base 
Assembly, 42914 and 42596 Wrenches 
and Operating Manual. 


To Order Motor Only, Specify: 

Model 6902 Router Motor. Includes 7’ 
3-Conductor Cord, 42591 %2” Collet and 
42914 and 42596 Wrenches. 


Duty Rating: For Industry and Construction 
Trades Application. 


For a complete listing of available 
accessories see pages 82-88. 


This tool complies with O.S.H.A. requirements 


MODEL 670 


1% HP Router 


This all new easy-to-control 1% HP 
Router features flat-top design, exclusive 
pin and groove depth adjustment for fast, 
sure depth changes together with dual 
knobs which make it safe and easy to 
handle in any position. Bit speed of 
22,000 RPM virtually eliminates burning 
and chipping even on plastics and lami- 
nates. Motor can be used interchange- 
ably with accessory shaper table. 


FEATURES 

1% HP Burnout Protected Motor with 
Interchangeability Feature for Use with 
Shaper Table + 22,000 RPM No-Load 
Speed + %” Collet Capacity + 100% 
Self-Lubricating Ball Bearings « Flat 
Top Design for Upright Bit Changes and 
Adjustments +» Micrometer Depth of Cut 
Control Dial * Complete Line of Router 
Bits, Accessories and Attachments «+ 
Self-Aligning, Non-Marking Sub-Base. 


SPECIFICATIONS 


ModelliNo:, fis. ane a one 670 
Motor......... 7.5 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM).......... 22,000 
Collet Capacity......... %", Split-Type 
Switch). 22.25 a: Recessed Double Pole 
ERNE ai cians ee tieces estan aie cece 8” 
Net Weight ................ :..8Y% Lbs. 
Shipping Weight ............ 10% Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 6702 Motor, 7’ 3-Conduc- 
tor Cord, 43000 %” and 43001 %” Col- 
lets, 6301 Base Assembly, 42914 and 
42596 Wrenches and Operating Manual. 


To Order Motor Only, Specify: 

Model 6702 Router Motor. Includes 7’ 
3-Conductor Cord, 43000 %” and 43001 
¥." Collets, 42914 and 42596 Wrenches. 


Duty Rating: For Industry and Construction 
Trades Application. 


For a complete listing of available 
accessories see pages 82-88. 
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This tool complies with O.S.H.A. requirements 


MODEL 630 


1 HP Router 


This popular combination size and power 
router has been the target for a complete 
Rockwell redesign. The new model prom- 
ises to become ideal for building trades 
and custom shop applications on woods, 
plastics and compositions. Motor can be 
used for door hanging applications and 
accessory shaper table for stationery 
tool convenience on shaping and jointing 
jobs. 


FEATURES 

1 HP Burnout Protected Motor with 
Interchangeability Feature for Use with 
Shaper Table and Plane Attachment = 
22,000 RPM No Load Speed « %” Collet 
Capacity * 100% Self-Lubricating Ball 
Bearings « Flat Top Design for Upright 
Bit Changes and Adjustments * Microm- 
eter Depth of Cut Control Dial * Com- 
plete Line of Router Bits, Accessories 
and Attachments « Self-Aligning, Non- 
Marking Sub-Base ° 


SPECIFICATIONS 


Model"No:e 3222 h acs eae 630 
Motor......... 6.8 Amp, Universal Type, 

115 Volt, 25-60 Hertz, AC-DC 
No Load Speed (RPM).......... 22,000 
Collet Capacity ........ %", Split-Type 
Switch ......... Recessed Double Pole 
Height. sacect 025 ihacc nek wee ome By 
Net Weight .................. 8% Lbs. 
Shipping Weight .............. 10 Lbs. 


STANDARD EQUIPMENT 


Basic Machine, 6302 Motor, 7’ 3-Conduc- 
tor Cord, 43000 %” Collet, 6301 Base 
Assembly, 42914 and 42596 Wrenches 
and Operating Manual. 


To Order Motor Only, Specify: 

Model 6302 Router Motor. Includes 7’ 
3-Conductor Cord, 43000 %” Collet, 
42914 and 42596 Wrenches. 


Duty Rating: For Industry and Construction 
Trades Application. 


For a complete listing of available 
accessories see pages 82-88. 


ROCKWELL PORTABLE TRIMMERS 


This tool complies with O.S.H.A. requirements 


MODEL 312 


Offset Trimmer 
With Positive Guide Control 


The same offset laminate trimmer as the 
Model 311 except with a unique positive 
guide control for flush and bevel trim- 
ming. Positive guide centering does away 
with trial and error adjustments, assures 
precision guide-to-bit alignment—the first 
time! Dual edge guide eliminates over- 
cutting and gouging on turns and corner 
work. 


FEATURES 

Powerful 3.8 Amp Motor « Full 27,500 
RPM » Double-Sealed Ball Bearing Con- 
struction « Positive Hold %” Capacity 
Collet * Flat Top Design for ‘Up Right” 
Bit Changes and Adjustments «+ Sliding 
On-Off Switch * Unique Dual Edge Guide 
* Positive Guide Centering * Exclusive 
Non-Marking, Base Triangular 


SPECIFICATIONS 
ModeliNod 2255 eagitincvecs: wee vantennen 312 
Motor......... 3.8 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 
Speed (RPM).................. 27,500 
Collet Capacity .................. Y4" 
BaSe@rr gah & Nag acura ee Triangular 
FS PNB iss ete ceive Serene ncuegesosvete stoke 6%" 
Net Weight .................... 4Lbs. 


Shipping Weight............... 


STANDARD EQUIPMENT 


Basic Machine, 3102 (old 310M) Motor 
with 10’ 3-Conductor Cord, 5022 Base 
Assembly, 43515 (old VTC408C) Solid- 
Carbide Combination 10° Bevel and 
Flush Trimming Bit, (2) 44745 Wrenches. 


Duty Rating: For Extended Service on Indus- 
try and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 89-90. 


This tool complies with O.S.H.A. requirements 


MODEL 311 


Offset Laminate Trimmer 
With Unique Self-Piloting Bit 


Now, a totally new concept in laminate 
trimmer design — a trimmer with an off- 
set drive spindle and a unique triangular 
base that permits a variety of job-site 
trimming jobs not possible with in-line 
trimmers! 


Trim in and out of 90° corners... handle 
backsplash trimming jobs that previously 
required special cutters or laborious 
hand trimming and filling ...trim sheet 
overhang flush with corner wall surfaces 
close to baseboards and floors... scribe 
and trim counter-tops flush to irregular 
walls in a single operation... and more! 


FEATURES 

Powerful 3.8 Amp Motor « Full 27,500 
RPM » Double-Sealed Ball Bearing Con- 
struction * Positive Hold %” Capacity 
Collet * Flat Top Design for ‘‘Up-Right’’ 
Bit Changes and Adjustments « Sliding 
On-Off Switch + Exclusive Solid-Carbide 
Self-Piloting 7° Beveling Bit + Exclusive 
Non-Marking Triangular Base 


SPECIFICATIONS 
Model Nos Fes 5 cccas cute s. ssce ces aon, esate 311 
Motor......... 3.8 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 
Speed (RPM).................. 27,500 
Collet Capacity .................. Y4" 
Base ici: hag cme evi em hacen Triangular 
Height. 220g Sire a ree 6%" 
NetiWeigh?! .....:..2¢.4.... Sag ocs. vets 4 Lbs. 


Shipping Weight .................... 


STANDARD EQUIPMENT 


Basic Machine, 3102 (old 310M) Motor 
with 10’ 3-Conductor Cord, 5031 Base 
Assembly, 43512 (old VTB 408C) Solid- 
Carbide Self-Piloting 7° Beveling Bit, (2) 
44745 Wrenches. 


Duty Rating: For Extended Service on Indus- 
try and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 89-90. 
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This tool complies with O.S.H.A. requirements 


MODEL 310 


Laminate Trimmer 


The most powerful, fastest cutting lami- 
nate trimmer in the industry! Offers more 
power...more speed... more of every- 
thing you need in the way of functional 
features for fast, efficient, one-hand, one- 
pass, flush and bevel trimming of lami- 
nates on a production basis. 


FEATURES 

Powerful 3.8 Amp Motor with Inter- 
changeability Feature for Use with Offset 
Trimmer Conversion Kits «* Full 27,500 
RPM « Double-Sealed Ball Bearing Con- 
struction * Positive Hold %” Collet 
Capacity * Flat Top Design for “‘Up-Right’”’ 
Bit Changes and Adjustments « Sliding 
On-Off Switch *« Non-Marking Base °« 
Lightweight Design — Only 4% Pounds * 
Positive Guide-Bearing Adjustment Con- 
trol » Micrometer Ring Bit Adjustment 
Control 


SPECIFICATIONS 
Modelinos ifsc aes scnys He sina eneies 310 
Motor......... 3.8 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 
Speed (RPM).................. 27,500 
Collet Capacity .................. Ya" 
Base Size................ 35%" Square 
Label Ll) eee een ree IIo Gerace 3. ce 
Neti Weight ices: .kielava cteuarereinsele 3% Lbs. 


Shipping Weight .................... 


STANDARD EQUIPMENT 


Basic Machine, 3102 (310M) Motor with 
10’ 3-Conductor Cord, 3101 (310B) Base 
Assembly with 45782 Chip Shield, 45582 
Nylon Roller Guide, 45583 Steel Roller 
Guide, 44858 Carbide-Tipped Combina- 
tion Flush and 22° Bevel Trimming Bit 
and (2) 44745 Wrenches. 


To Order Motor Only, Specify: 

Model 3102 (old 310M). Includes 10’ 
3-Conductor Cord, %” Collet and (2) 
Wrenches. 


Duty Rating: For Extended Service on Indus- 
try and Construction Trades Applications. 


For a complete listing of available 
accessories see page 89. 


ROCKWELL PORTABLE PLANES 


This tool complies with 


This tool complies with O.S.H.A. requirements O.S.H.A. requirements 


This too! complies withO.S.H.A. requirements 


MODEL 653 


Versa-Plane 


A combination surface, edge and bevel 
plane all in one! By far, the most power- 
ful, fastest cutting plane ever, with full 
1% HP motor...15,000 RPM cutter 
speed! Planes a full 3” wide; up to #4” 
deep, in a single pass! 

FEATURES 

60° Bevel Planing Range « Top-Side Cali- 
brated Depth Scale »* Finger-Tip Depth 
of Cut Adjustment Control * Exclusive 
Spiral-Type Cutters * Dual-Position, Ex- 
tra-Large Chip Exhaust » D-Handle Con- 
trol * Trigger Switch On-Off Control » 
Cord-Directional Post + All Ball Bearing 
Construction « Full 3x16” Heavy Gage 
Metal Fence « Extra-Large Shoe * Acces- 
sory Cutters and Sharpening Attachment 


SPECIFICATIONS 


Motor......... 10 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 


Cutter Speed. 15,000 RPM or 30,000 
Cuts/Minute 


Capacity (Maximum)........ Ye" Depth; 

3” Width 
Bevel Adjustment....... —15° to +45° 
engthiaite si icscccvic.t Gaye Se eae 18” 
Neto Weightl 2c. 65.86) ta da dees cane 15 Lbs. 
Shipping Weight .............. 18 Lbs. 


STANDARD EQUIPMENT 

Basic Machine with Bevel Planing Fence, 
43288 (old 49566) High-Speed Steel, 
Spiral-Type Plane Cutter, 48245 (old 
239X) Wrench, 48779 Wrench, 3-Conduc- 
tor Cord and Operating Manual. 


Model 9653 (old 653K) Versa-Plane Kit— 
Includes Standard Equipment, 5039 Cut- 
ter Sharpening Attachment, and 18293 
(old 49568) Steel Carrying Case. 


Model 9652 (old 653CK) Versa-Plane Kit— 
Includes Standard Equipment, 43291 (old 
49567) with substitute Carbide-Tipped, 
Spiral-Type Plane Cutter and 18293 (old 
49568) Steel Carrying Case. 


Duty Rating: For Extended Service on Indus- 
_try and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 89-90. 


MODEL 126 


16” Porta-Plane 


The fastest-working, lightest production 
plane made! Heavy-duty 7 amp motor 
offers plenty of power for fast, efficient 
planing. 25,000 RPM cutter speed makes 
it ideal for planing glue-bonded doors 
and panels. Depth of cut can be regu- 
lated up to maximum of %,", anytime dur- 
ing operation. Maximum width of cut a 
full 2'%,". 

FEATURES 

60° Bevel Planing Range » Patented Chip 
Disposal * Finger-Tip Depth of Cut Ad- 
justment Control * Exclusive Spiral-Type 
High Speed Steel Cutter * D-Handle Con- 
trol * Trigger Switch On-Off Control « 
Cord Directional Post + All Ball Bearing 
Construction * Heavy Gage Metal Fence 
* Extra-Long, Narrow Shoe « Accessory 
Cutters and Sharpening, Attachment 


SPECIFICATIONS 


ModeliNo. a0. pe ee eee ed 126 
Motor 6% 7 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 

Cutter Speed (RPM) ............ 22,000 
Capacity (Maximum)........ %" Depth; 
2'%," Width 

Bevel Adjustment....... —15° to +45° 
eng this vik sc natienrankhrgertes a 16” 
Net Weight .................. 9% Lbs. 
Shipping Weight.............. 14 Lbs. 


STANDARD EQUIPMENT 

Basic Machine, with Bevel Planing Fence, 
43233 (old 17-PL) High-Speed Steel, 
Spiral-Type Plane Cutter, 48273 (old 
1740X) Wrench 48302 (2182X) Wrench, 3- 
Conductor Cord and Operating Manual. 


Model 9119 (old 126K) 16” Porta-Plane 
Kit — Includes Standard Equipment, 5014 
Cutter Sharpening Attachment and 48065 
(old 24-PL) Carrying Case. 

Mode! 9118 (old 126CK) 16” Porta-Plane 
Kit—Includes Standard Equipment, with 
43263 (old 27846) Substitute Carbide- 
Tipped, Spiral-Type Plane Cutter and 
48065 (old 24-PL) Carrying Case. 


Duty Rating: For Extended Service on Indus- 
try and Construction Trades Applications. 


For a complete listing of available 
accessories see pages 89-90. 


80 


MODEL 167 (old 167A) 


Power Block Plane 


Designed to take drudgery out of jobs 
requiring laborious planing operations. 
Use it to rough plane flat surfaces prior 
to finish sanding. Use it to plane any 
edge from 2-inch dressed stock to cup- 
board doors. Light in weight and perfectly 
balanced, it fits in the palm of your hand 
to give you solid control and complete 
flexibility. High speed cutter does a clean 
smooth job on wood, plastic, composi- 
tion, aluminum —even on tough end 
grains. 


FEATURES 

Full 2.5 Amp Motor * 21,000 RPM Cutter 
Speed * Straight Side Design » Positive 
Lock Depth Adjustment Control « Extra- 
Wide Cog Belt Drive » Removable Steel 
Fence « High-Speed Steel,, Spiral-Type 
Cutter * Ball and ‘“Anti-Friction” Bearing 
Construction 


SPECIFICATIONS 


Model! NO}... sings. cesar onccnaee OR 167 
Motor......... 2.5 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 

Cutter Speed (RPM)............ 21,000 
Capacity (Maximum)........ \%," Depth; 
1%" Width 

Length st bacti es ee ae 7V4" 
Net Weight .................. 334 Lbs. 
Shipping Weight ............. 5% Lbs. 


STANDARD EQUIPMENT 

Basic Machine, 3-Conductor Cord, 39496 
Adapter Plate (for mounting wood fence) 
43285 (old 41224) High-Speed Steel, 
Spiral-Type Cutter, 48248 (old 240-X) 
Wrench and Operating Manual. 


Model 9167 (old 167AK) Power Block 
Plane Kit—Includes Standard Equipment 
18267 (old 46460) Cutter Sharpening At- 
tachment and 39190 Carrying Case. 


Duty Rating: For Industry and Construction 
Trades Application. 


For a complete listing of available 
accessories see pages 89-90. 


ROCKWELL PORTABLE PLANES 


This tool complies with O.S.H.A. requirements 


MODEL 1503 (old 150P) 


16” Plane Attachment 


Convert your Model 150 Router to a 16” 
power plane with D-handle on-off trigger 
switch total control. This attachment can 
provide a 22,000 RPM plane and allow 
you to get double duty from your router. 
It has a60° bevel range, %.” cutting depth 
and will plane stock up to 2%” wide. 


FEATURES 

Trigger Switch On-Off Control * Finger 
Tip Depth of Cut Adjustment Control » 
Patented Chip Disposal * 60° Bevel Plan- 
ing Range « Exclusive Spiral-Type, High- 
Speed Cutter * Extra-Long Narrow Shoe = 
Heavy Gage Metal Fence » D-Handle Con- 
trol » Accessory Cutters and Sharpening 
Attachment « Cord Directional Post 


SPECIFICATIONS 
Modell NO: «sev esis 5 are gate te tans 1503 


For Use With. .Model 150 Router or 1502 
(old 150M) Router Motor 


Cutten asics ond once aoe Spiral Type 
SPCC iscsi hence hiscoremepins cl 22,000 RPM 
Maximum Width of Cut............ 2%" 
Maximum Depth of Cut............ %," 
Bevel Adjustment........ —15° to +45° 
Bengthirat gen 2t erie, Stee cae 16” 
Net Weight .................. 4% Lbs. 
Shipping Weight ............... 7 Lbs. 


STANDARD EQUIPMENT 


Attachment, 43245 (old 23444) Spiral Cut- 
ter, 23528 Wrench, 3-Conductor Cord 
and an Operating Manual. 


Fora complete listing of available 
accessories see pages 89-90. 


This tool complies withO.S.H.A. requirements 


MODEL 1003 (old 100P) 


16” Plane Attachment 


Want to get extra versatility from your 
router? Model 1003 16” Plane Attach- 
ment can convert your Model 100 Router 
to a 16” Plane. Simply attach it to your 
router motor and you can plane stock up 
to 2%" wide at depths to %” with a 60° 
beveling range. Other quality features 
include an extra-long stainless steel shoe, 
finger tip depth adjustment control, pat- 
ented chip disposal and bevel adjust- 
ments of —15° to +45°. 


FEATURES 

Finger Tip Depth of Cut Adjustment Con- 
trol » Patented Chip Disposal * 60° Bevel 
Planing Range + Exclusive Spiral-Type, 
High-Speed Cutter * Extra-Long Narrow 
Shoe * Heavy Gage Metal Fence » D-Han- 
dle Control * Accessory Cutters and 
Sharpening Attachment * Cord Direc- 
tional Post 


SPECIFICATIONS 


Model INOi 3 628s 2 ere cpp tices ween 1003 


For Use With. .Model 100 Router or 1002 
(old 100M) Router Motor 


Cutter Pisgah Cee Spiral Type 
Speed  o:: Sectyee a ce Sees 20,000 RPM 
Maximum Width of Cut........... 2%" 
Maximum Depth of Cut............ %" 
Bevel Adjustment........ —15° to +45° 
Bengtht.... 22a: Pies ees 16” 
Net Weight .................. 42 Lbs. 
Shipping Weight ............... 7 Lbs. 


STANDARD EQUIPMENT 


Attachment, 43245 (old 23444) Spiral Cut- 
ter, 23528 Wrench and an Operating 
Manual. 


Fora complete listing of available 
accessories see pages 89-90. 
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MODEL 102 


Door Hanging Kit 


Take the mystery out of door hanging. 
With this kit, and your router, you can 
simplify time consuming door hanging 
operations from hinge butt mortising to 
planing. Included with this kit is a 16” 
Porta-Plane—one of the fastest working, 
lightest production planes made. 


FEATURES 

126 Plane With—60° Bevel Planing Range 
+ Finger Tip Depth of Cut Adjustment 
Control » 16” Long Plane Shoe + %,” 
Planing Depth of Cut + 2'%," Maximum 
Width of Planing Cut 


Hinge Butt Template With—Jamb Meas- 
urement Transfer Locator » Weather 
Stripping Clearance Gauge + Template 
End Gauges « Mortising Bit * Template 
Guide 


SPECIFICATIONS 
(Model 126 Porta-Plane) 


Mode lliNo isis: Fee. sire eee terns 2 102 
Motor.......... 7 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 

Cutter Speed (RPM)............ 22,000 
Capacity (Maximum) ........ %," Depth 
2134," Width 

Bevel Adjustment ....... —15° to +45° 
Remotes oe i: eicte «chal gst ee cnties cee 16” 
Net Weights, o..:: cise: es ek eaes 9% Lbs. 
Shipping Weight (Kit) ....... '.38%2 Lbs. 


STANDARD EQUIPMENT 

Model 126 Porta-Plane, 59380 Hinge Butt 
Template, 43446 Mortising Bit, 42237 
Locknut, 42042 Template Guide, 27283 
Steel Carrying Case (with Built-in provi- 
sion for storing your Router), Instruction 
Manual. 


Duty Rating: For Extended Service on Industry 
and Construction Trades Applications. 


ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 


SEE YOUR 
INDUSTRIAL 
DISTRIBUTOR 
FOR ALL YOUR 
ROCKWELL 
PORTABLE 
POWER TOOL 
AND ACCESSORY 
NEEDS! 


He will provide 
you with... 


e Assistance in Your Pro- 
duction Planning. His 
years of experience and 
technical know-how have 
equipped him to give you 
expert advice on your pro- 
duction problems. 


Fast Delivery From Local 
Stocks. Because of his 
knowledge of local mar- 
kets, he stocks the prod- 
ucts you need — delivers 
your orders quickly and 
keeps your working capi- 
tal free. 


Prompt Information on 
New and Old Products. He 
is in constant touch with 
manufacturers who supply 
him with information on 
new products and devel- 
opments. 


e One Source For Many 
Types of Products. One 
source ordering simplifies 
your purchasing proce- 
dure and reduces your 
accounting costs. 


ROCKWELL 
ROUTER BITS, 
CUTTERS 

AND ACCESSORIES 


ROUTER BITS 

Choice of exclusive screw-type or con- 
ventional one-piece bits. All made of 
high quality steel, specially heat treated 
for hardness to retain their precision 
ground cutting edges over longer periods 
of operation. 


ONE-PIECE UNITS 

Conventional one-piece units complete 
with shank, cutting head and when nec- 
essary, a pilot guide. All are 2-flute bits, 
except smaller diameter straight bits 
(Ye” or less) which feature a single flute. 


4 
a 


SCREW-TYPE BITS 

3-fluted bits, threaded for use with a sep- 
arate arbor (shank) and, when required 
for edge routing operations, a separate 
pilot guide. Advantages—3 cutting edges, 
not 2, for 50% faster routing .’. . larger, 
more massive cutting head design for 
easier, smoother cutting ... and because 
you can use the same arbor (and pilot) 
for a variety of screw-type bits, you save 
money. Versatile screw-type bits cost 
less than complete one-piece units. 


ab 


Straight Double-End—For general rout- 
ing, strip inlay, scroll work. Use with 
adapters. 
ONE PIECE 
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bon 4 
Straight—For general stock removal, slot- 


ting, grooving, rabbeting. 
ONE PIECE 


All with 
h"-28 
Threaded 
Hole 


Stair Router—For routing stair tread and 
riser grooves. 


SCREW TYPE 
NEW OLD A B 
43506 $1520 1%," yy" 


Use 43736 Arbor 


ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 


l—a-l 
Mortise—For stock removal, dados, rab- 
bets, hinge butt mortising. 
ONE PIECE 


joo {a | 8 | c | 


43446 | HB93L | 14" 1%," ry 
43449 | HB94L | %” 19%," 2 


—fab— 
Veining—For decorative free-hand rout- 
ing such as carving, inlay work. Use with 
adapters. 
ONE PIECE 


Core Box—For reeding, fluting and gen- 
eral ornamentation. 
ONE PIECE 


All with 
14.28 
Threaded 
Hole 


ua 
ss 
= 


fp—A—4 
V-Groove—For simulating plank construc- 
tion on panels. 


ONE PIECE 
new | op | a | 8 | D 
43641 | vag0 | %" | %” | 4” | 1” 


Dovetail—For dovetailing joints. Use with 
dovetail templet. 
ONE PIECE 


43639 | DT408) | 4,” Ke" *%” 
43640 | DT416J | 4” yA" vs 


Straight Spiral (Up) — For slotting and 
mortising operations, particularly in non- 
ferrous metals such as aluminum door 
jambs. 


ONE PIECE 


43603 |SS408 
43604 |SU408 
43605° 
43606° 


*Use 42133 Adapter to mount to 14" collet 
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een. 


A—q »p— 


Straight Spiral (Down)—For through cut- 
ting plastics and non-ferrous metals; also 
for deep slotting operations in wood. 
ONE PIECE 


43601 | sp408 | 4” x. 8 
43602 | SD810 | 5," ee 


A— >— 


Pilot Spiral (Down)—For operations where 
plunge cutting is required in conjunction 
with templet routing, using the pilot 
guide. 

ONE PIECE 


43491 
*Use 42133 Adapter to mountto }4" collet 


c—. ) | T 


4 


Pilot Spiral (Up) W/Mortising Boring 
Point — For panel pilot routing where it 
is necessary to pull chips up out of the 
cut. 

ONE PIECE 


new | on [a {| 6 | c | 0 
43494 2" 


ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 


Panel Pilot— 


For cutting " 

openings an 

all through- 2 D 
cutting. 


MERE 
Kid 


TE) vy x7} fF ip , 7 iy B 
ONE PIECE Ad — 
new] ocn | a | B | c | D_ | Cutting Edge 


43642) PP408J | 4") 1%" | 4") 1%" 
43643) PP812 | 3%" | 1%." | 2” | 1546" 


Spiral—For outside and inside curve cut- 
ting operations. Standard equipment with 
Model 5057 Router Scroll Saw Attach- 
ment. 


new | on | a _| 8 | c | o 
43236 14" 


Sash Bead — 
For beading 
inner side 


D—e 
of window 
frames. | 

B 


A o 


\e ee 


-—C 


| 
Alas 


ONE PIECE 


new | oo _|a_| se | c | o 
aseaa [oneness [eR |e Tu | ae 


Sash Cope— 

For coping 

window rails 

to match c—e = ep 
bead cut. 


<i B 
at 
SV a 
Ss A 
x ~ 


__ ONE PIECE 


mew | op [a _| 6 | c [ op 
43645 | cago6s |%6°R. | Xe" |" [ 1K” 


Corner Round—For edge rounding. 
ONE PIECE 


ES508 |14''R. All with 
ES512 |3%"R. Threaded 
ES516 |14"R. %""-28 Hole 


Bead—For decorative edging. 
ONE PIECE 


43411 | F408) [%4"R. | 1%,” 
43414 | F412) | %"R. Yai" 
43417 | F416 | %"R. | 2%” 


All with 
"28 
Threaded 
Hole 


D 
B 
oe A 


4 


Ores 
(SA fA 
“iid 


Roman Ogee—For decorative edging. 
ONE PIECE 


poo ja |e | ic | 
NRA488 |14"R. | 2%," 4" 
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43518 
43522 


—pE pb—aA 


Rabbeting — For rabbeting or step-cut- 


ting edges. 

ONE PIECE 

new] ovo | a | B|c | D |E Cutting Width 
43453) L408 | "| %6" 14") 1%" ie 


Y,".28 | ¥” with 42201 Pilot 
43638 1%2” | "| Threaded] 54,” with 42204 Pilot 
Hole |14" with 42207 Pilot 


oe gage A / 
oe ; 


y 
Cove—For cutting inverted radii. 
ONE PIECE 

new | on | a {| a | c | 
43420 | G408) | 4"R.| 1%." y," 
43423 | G412) | %"R.| %” y,” 
43426 | G416 | %4"R.| 2%,” y," 
SCREW TYPE 


Yy"-28 
Threaded 
Hole 


eo eae 


45° Bevel Chamfer—For bevel cutting. 
ONE PIECE 


new | on |B | c | od 
43430 | 424 | %”" | 1%" | 1%" 


SCREW TYPE 


%,"-28 
Threaded Hole 


ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 


SHAPER CUTTERS 


All with ¥%” hole for use with a separate 
spindle and collars, primarily with the 
shaper table attachment. 


en" 


Straight Face—For grooving. 


Weather Strip— 
For narrow groove cutting. 


54,” HOLE 
NEW B 
43659 56a" 
43660 2" 
43661 4" 
43662 %." 
43663 %2" 
43664 He" 
43665 Ya" 
43666 Yu" 
43667 1%," 
43668 Hr" 


CARBIDE-TIPPED ROUTER 
BITS AND SHAPER CUTTERS 


Recommended for production cutting 
operations or when working with tough, 
more abrasive materials such as hard 
wood, plastic laminates, glue bonded 
plywood and composition materials. 


C——e jj eo D 
—-- 
B 


Straight 
ONE PIECE 


A816LC 
A418C 
A420C 
A824C 


*Single Flute 


C—e- jg e—- D 
B 
=| 
Mortising 
ONE PIECE P-A-d 


HB84CL | 14” 1%" y" 
HB85CL| 5%” | 1%,” 1," 
HB86CL | 34” | 1%." 4" 


All with 
Y,"-28 
Threaded 
Hole 


Solid Carbide —4A>— 


Straight—Single Flute Bit. Complete with 
42109 Eccentric Adapter to vary width 
of cut. 


ONE PIECE 


New] orn] a | B | c¢ | oo 


Solid e 

Carbide et 
Core'Box = 
ONE PIECE b—a—d 


45° Bevel Chamfer 
ONE PIECE 


new | ow | 2 | c | 


43433 H424C 


85 


Maps gt 


Corner Round — Choice of Ball Bearing 
or Standard Pilot Bit. Complete with 
43401 Ball Bearing or 42142 Standard 
Pilot. Can be converted to Beading Bit 
using 43409 Ball Bearing or 42145 Stand- 
ard Pilot. 


Standard 
ONE PIECE 


Ball Bearing 
ONE PIECE 


mi 
We" 


Bead—Choice of Ball Bearing or Stand- 
ard Pilot Bit. Complete with 43409 Ball 
Bearing or 42145 Standard Pilot. Can be 
converted to Corner Round Bit using 
43401 Ball Bearing or 42142 Standard 
Pilot. 


Standard 
ONE PIECE 


FS408C | 14,” 132" 
FS412C | 4%" 140" Y” 
FS416C | 4” Wet 


Ball Bearing 
ONE PIECE 


Rabbeting—Has % ”-28 threaded hole for 
use with Pilot. 
ONE PIECE 


new| oto | A |B | c| D| Rabbet Cut Width 


1] 3%” with 42201 Pilot 
Ae | 54" with 42204 Pilot 
1%6'] 14,” with 42207 Pilot 


*43707 | LS412CB) 1542”| 44") 14' 
*10° Bevel 


ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 


C——} § e—— D 
B 
ae 
V-Groove mee 
p—A—4 
ONE PIECE 


Dovetail 


ONE PIECE b—A—¢ 


New] own [a [| B | c | op 


C—— o———_ D 

oe Py F B 
Panel Pilot y_ ul 

—j p—A 
ONE PIECE 

Cutting 

NEW Edge 
43708 ee Ae tae see te” 
43709 | PPG12C | %” | 12%," | %” | 1” 6" 
43710 | PP812C | 3%” | 1%” |%2” | 1” ha" 


Stagger Tooth — For through cutting op- 
erations such as sink cutouts and door 
lights. 

ONE PIECE 


NEW | oun [a | 6B J] c 7 


43723 | SC812C | %” | 1%” y," 
43724 | SC816C | 1,” 24,” y," 2? 


Self-Piloting Solid Carbide Flush and 

Bevel Trimming Bits—Newest method of 

trimming laminates! Use in the same man- 

ner as edge routing bits. 

* ECONOMICAL — Less expensive than 
ball bearing trimming bit assemblies. 

* CONVENIENT — No guide adjustment 
assembly required. 

* VERSATILE — No guide limitations for 
backsplash and tight trimming applica- 
tions. 

* COMPLETE — No other attachments 
needed...only the bits are required 
for laminate trimming. 


43509 | VT408C Flush Cut} 4" |%4" | 1%" | 1” 
43512 | VTB408C |7° Bevel | 4" |44" | 1%" | 1” 
Solid-Carbide _ 


Combination Flush/Bevel Trimming Bit— 
with %” diameter shank. 


¥g" (%6" flush; 
43515 | VTC408C %@" bevel) 


Carbide-Tipped Combination Flush/ Bevel 
Trimming Bits—With %4” diameter shank 
for use with No. 5023 Trimming Kit or 
No. 310 Laminate Trimmer. 


NEW | OLD | B (Bevel) 
43239 | 5023-8 25° 
43266 | 38990 258 
44858 | 44858 223 


Includes 


25° Bevel Cutter, No. 43741 Arbor 
(14" shank) and No. 43740 Bearing 
Guide. 
25° Bevel Cutter, No. 43738 Arbor 
(@A" shank) and No. 43740 Bearing 
Guide. 
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Carbide-Tipped 15° 
Backsplash Trimmer — y 


With 5,” diameter hole. ( = 


4 


Used With 


No. 43741 Arbor (14” shank) or No. 
43738 Arbor (14” shank) and No. 
43740 Bearing Guide. Wood cleats 
are mounted to router subbase to 
control depth of cut. 


Carbide-Tipped Bevel 

Trimmer Bits —With %” 

diameter shank for use with 

No. 5023 Trimming Kit 

or No. 310 Laminate - 
Trimmer. 


10° Bevel Cut 
25° Bevel Cut 


Carbide-Tipped Ball Bearing 
Flush Trimming Bits — 

Use with No. 43739 

Bearing Guide. 


Cutting Cutting Edge 

Dia. Length 
43730 | 25741 yy," 1” 
43731 | 25957 yy," alee 


Carbide-Tipped Trimming Cutters — With 
%," diameter hole. 


NEW Used With 
43732 Flush Cut | No. 43741 Arbor 
43733 10° Bevel | (1/4’’ shank) or 

No. 43738 Arbor 
43734 25° Bevel | (44” shank) and 


43740 Bearing Guide 


Slotting Cutter — Used to install 
spines and ‘“‘T” moldings. Tt 


it 
: 


Ye” HOLE 


SL504CJ) 
SL505CJ 
SL506CJ 
SL516CJ 


Door Lip Cutter Kit 


For use with 2” collet 
capacity routers only. 
6” HOLE 


NEW | OLD | Includes 


Corner Round Cutter (43272) 
43279 | 30152 | and Rabbeting Cutter (43275) 


ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 


SPINDLES, ARBORS, ADAPTERS, BUSHINGS, GUIDES, COLLARS 
PILOTS FOR USE WITH ROUTER BITS, CUTTERS AND TRIMMEF 


NEW 
42163 Ho" -24 thd. 
142097 Ko" -24 thd. 
242195 56" -24 thd. 
42216 | SRB21Y Ko" -24 thd. 
42231 | SRC29Y 56" -24 thd. 
42213 | SRB20Y ¥q"-24 thd. 
42228 | SRC28Y ¥,"-24 thd. 


48221 150-99 ¥_"-24 thd. 


Spindles — For use with shaper cutters. Includes 4 collars and nut unless otherwise noted. 


For Router(s) 
Model(s) 


100, 150 

3537, 3514, 3350 
100, 150 

537, 4514, 4350 
537, 350 

537, 514, 350 
537, 350 

537, 514, 350 
100, 150 


JE quipped with 3 collars and a nut. @2Equipped with 1 collar and a nut. 


3Adapter 42130 required. @ “Adapter 42127 required. 


SHAPER COLLARS 


Bushings — Used to re- 
duce hole diameter of 
shaper cutters to 4” 
diameter for mounting 
to spindle. All with %” 
outside diameter. 


Adapters — 
Use to increase 
diameter of 
shank to fit 


various diameter 4 ' 


router collets. 


ae 
= 


No. 42109 (old D-403E) Eccentric Adapter 
for 43297 bit only 


BEARING GUIDES 
NEW | OLD 
~ 43739| 25742 


Used With 


Nos. 43730 and 43731 
Flush Trimmers 

Nos. 43741 and 43738 
Arbors 


43740 | 504X 


Arbors — For use with screw-type router 
bits. 


5_"-24 thd. 
1%4"-28 thd. 
Y,"-28 thd. 
Y4"-28 thd. 


Pilots—To control horizontal depth of cut 
of router bits. 42201, 42204 and 42207 
standard pilots are for use with all screw 
type bits except 43402 through 43416; 
43619 through 43631; 43701 through 
43704; and 43712, 43713 and 43714. 
Use 42142 and 42145 standard pilots for 
43403, 43406, 43412, 43712, 43713 and 
43714 bits. Use 43401 and 43409 ball 
bearing pilots for 43402, 43405, 43408, 
43410, 43413 and 43416 bits. 


STANDARD 


Y%"-28 thd. 


BALL BEARING 


A ee ee 


43401 | 43401 1,” He" 
43409 | 43409 %”" %2" 


Attaches to router bit using: 
*#8-32thd. screw; t##5-40thd. screw. 
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ROUTER BIT KITS 

No. 43294 (old 50025) Router Bit Kit. In- 
cludes 43458 Rabbeting, 43393 %4” Cor- 
ner Round and 43611 %4” Straight Router 
Bits. 


SHAPER TABLE ATTACHMENTS 

Used with detachable motors of routers 
for stationary tool convenience. Handles 
straight, angle or bevel shaping and 
jointing operations, especially on narrow 
hard-to-handle materials. Maximum 
depth of cut: %” for shaping, %,” for 
jointing. 

Includes 20” x 8%” Table, Fence Assem- 
bly, Spindle, Retaining Nut, 42066 %” 
Collar, 42069 %,” Collar, 42072 %” Collar, 
42075 ¥%” Collar and Operating Manual. 
Net Wt. 35 Ibs., Shpg. Wt. 50 Ibs. 

No. 1504 (old 150S) For Router Motors 
1002, 1502, and 3502. 


No. 5323 (old 532S). For Router Motor 
5372! 


ACCESSORIES 
No. 48218 (old 150-308Y) Auxiliary Guard 


No. 48215 (old 150-307Y) Circle Guide 
Bracket 


No. 5056 (old 5056A) Shaper Table. For 
use with all ROCKWELL Routers, except 
Model 514. Shapes narrow pieces of 
stock that are often difficult to handle 
with a router or other tool. Heavy cast 
iron construction. 


ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 


DOVETAIL TEMPLET 

An easy-to-use guide for cutting perfect 
dovetail joints. Handles stock up to 12” 
wide; %” to 1” thick. Cuts %” standard 
dovetails and rabbet dovetails. 

Model 5008. Includes Templet, Model 
48016 Finger Templet and Operating 
Manual. 


ACCESSORIES 

No. 42183 (old PR139Y) Dovetail Acces- 
sory Kit. Includes 43640 ¥2” Dovetail Bit, 
42027 Router Templet Guide and 42237 
Nut. 

No. 42027 (old B93) Router Templet 
Guide. For 2” dovetails. 

No. 42054 (old B116) Router Templet 
Guide. For %” dovetails. 

No. 42237 (old 140-17) Lock Nut. For at- 
taching templet guides to router. 

No. 48016 (old 10DT) Finger Templet. For 
Ye" dovetails. 

No. 48021 (old 11DT) Finger Templet. For 
%" dovetails. 

No. 48029 (old 12DT) Finger Templet. For 
¥2" rabbet dovetails only. 


STAIR TEMPLET 


Model 521 (old UST) — For large scale 
builders and contractors to save valua- 
ble time on production stair work. Simple 
to set and operate—only two major tem- 
plet sections to adjust. Use with 43506 Bit. 
Includes Templet, 42021 Router Templet 
Guide, 42018 Wrench, 42237 Lock Nut 
and Operating Manual. Net Wt. 30 Ibs., 
Shpg. Wt. 50 Ibs. 
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Model 59380 Hinge Butt Templet — Easy 
to operate, this new hinge butt templet 
will mortise a door and butt of any length 
and hinge size, using standard accessor- 
ies Features include spring loaded nails 
that stay up prior to driving and can be 
removed with a claw hammer, locators to 
transfer measurements from jamb to 
door, gauges to allow for weather strip- 
ping, end gauges for each end of the 
templet and a full length locator with 
eacn Tempie e On 


Jambs 
and 
Doors 
6'6” 
6’8” 


3”, 3%", 4", 4%", 5", 5%” and 6” jamb 
gauges are available as accessory equip- 
ment for setting the 59380 when wood 
doors are to be fitted to metal jambs. 


Model 59381 Hinge Butt Templet Kit — 
Includes 59380 Hinge Butt Templet, 
43446 Mortising Bit, 42042 Templet 
Guide, 42237 Lock Nut, 59824 Carrying 
Case, Operating Manual. 


mee Includes 


3 templet sections, two guide 
rails, 2each 5” and 7” end 


ACCESSORIES 

Model 59829 Accessory Package (to in- 
crease the capacity of the 59380 to 3 
hinge 8’ to 9’ doors) — Includes 2 long 
guide rails. 


Model 59839 Accessory Package (to in- 
crease the capacity of the 59380 to 4 
hinge, 6'-7’ doors, 3 and 4 hinge, 7’-8’ 
doors, 4 hinge, 9’ doors). Includes 3 
guide rails, 1 templet section. 

No. 59824 Carrying Case. 

No. 59825 3” Jamb Gauge. 

No. 59826 312” Jamb Gauge. 

No. 59827 4” Jamb Gauge. 


‘No. 59828 442” Jamb Gauge. 


No. 59832 5” Jamb Gauge. 
No. 59830 512” Jamb Gauge. 
No. 59831 6” Jamb Gauge. 


No. 42042 (old B103) Router Templet 
Guide. 


No. 42234 (old UKC) Corner Chisel. For 
squaring hinge mortises. 
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Model 519 (old ULMY1) Lock Mortising 
Attachment -— For use with detachable 
router motor 5372 only. Permits builders 
and contractors to quickly cut true, accu- 
rate mortises for door box locks. Attach- 
ment is fully adjustable for cutting 
mortises varying in size up to 7” long, 
1%” wide and 5” deep (using 43631 Bit). 
Includes Attachment, 42081 Height Rod, 
38363 Spline Shaft, 43622 %4” Straight 
Bit, 43624 %” Straight Bit, 42148 Grind- 
ing Wheel and Operating Manual. Net Wt. 
26 Ibs., Shpg. Wt. 34 Ibs. 

Model 513 Lock Mortising Kit — Includes 
Model 519 Lock Mortising Attachment 
complete plus 5372 Router Motor. 


Model 517 (old ULF) Lock Face Templet 
—Used to quickly rout lock faces on door 
after the mortise for the box lock itself 
has been completed. Automatically self- 
centering and self-beveling. 

Includes Templet 42024 Templet Guide 
and Operating Manual. Net Wt. 2% Ibs., 
Shpg. Wt. 3 Ibs. 


ROCKWELL TRIMMERS AND PLANE ACCESSORIES 


{apa 


Templet Guides — For use in pattern and 
templet routing operations as listed. 


Outside 

NEW Diam. 
42021 Stair Routing (1144” 

thick treads) 2 1%" 
42024 Lock Face Routing y" 
42027 Y," Dovetailing and 

General Routing Ke" 
42030 General Routing 2 1 
42033 General Routing 2 y" 
42036 General Routing 4” 
42039 Hinge Butt Routing h 2%," 
42042 Hinge Butt Routing He" 
42045 For use with Stanley 

T-3 Templet . 5” 
42048 For Hinges with 54” 

Corner Radius BH 4" 
42054 %" Dovetailing A 5." 
45101 |45101 | Stair Routing (1)," 

thick treads) VK" 


No. 42237 (old 140-17) Lock Nut. Used to 
attach all templet guides to router bases. 


ACCESSORY EQUIPMENT 

No. 26793 Carrying Case — Heavy gauge 
steel. Holds either Model 537, 536, 350, 
150 or 100 Router and accessory parts. 


No. 27282 Carrying Case — Heavy gauge 
steel. Holds Model 150 Router and 1503 
Plane Attachment or Model 100 Router 
and 1003 Plane Attachment. 


No. 45101 Router Edge Guides—Easy to 
mount adjustable guides for accurate 
straight (or curved) edge planing; parallel 
grooving, dadoing or slotting operations. 
No. 2064—For Model 64. 

No. 39120—For Model 537. 

No. 42210 (old SRB7Y) — For Model 536. 
No. 42225 (old SRC7Y) — For Model 514. 
No. 42160 (old PR47Y)—For Models 350, 
150 and 100. 

No. 5043—For Models 537, 536, 350, 150 
and 100 Routers plus all other ROCK- 
WELL router models except the Model 
514, for applications where critical accu- 
racy and precision are required. 


y 
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LAMINATE TRIMMING KIT 


Model 5023—For edge trimming of plas- 
tic laminates and wood veneers. Carbide- 
tipped combination bit handles both 
flush and bevel trimming operations. 
Micrometer adjustment control of non- 
marking nylon roller guide assures 
smooth, accurate cutting. 

Includes Roller, 5024 Carrier Assembly, 
5026 Sub-Base, 43239 Carbide Tipped 
Combination Bit and Operating Manual. 
Net Wt. % Ib., Shpg. Wt. % Ib. 


BIT AND CUTTER 
SHARPENING ATTACHMENTS 


For fast, accurate sharpening of router 
bits and cutters. Adjustable for one, two 
or three cutting edge bits with %4” or 2” 
shanks, also ¥%” hole cutters. Using 
accessory adapters; %", %” and %” 
shank bits, can also be sharpened. 
Includes Attachment, Arbor, 48077 Grind- 
ing Wheel, 42127 %” Bit Adapter, 48245 
Wrench, 48270 Wrench, Tripod Router 
Stand and Operating Manual. Net Wt. 
1 Ib., Shpg. Wt. 2 Ibs. 

No. 5011 (old 5011B). For Models 100, 
150 and 350. 


No. 5010 (old 5011-511). For Models 536 
and 537. 


No. 5013 (old 5011-514). For Model 514. 
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ACCESSORIES 

No. 48040 (old 15CG) Dressing Stone. 
No. 48077 (old 25CG) Grinding Wheel. 
Ya" shank. 

No. 42148 (old G13) Grinding Wheel. 5/,” 
hole. 

No. 42078 (old BG21) Grinding Wheel. 
¥%" hole. 

No. 42130 (old D810) Adapter. For 5,” 
shank diam. bits. 

No. 42136 (old D814) Adapter. For %,” 
shank diam. bits. 

No. 42133 (old D812) Adapter. For %” 
shank diam. bits. 


ROUTER COLLET WRENCHES 


No. 
Required 
514, 536, 537 2 
350 1 
350 1 
100, 150 2 
310, 64, 364 2 
311, 312 
Use With 
Model(s) 
514, 536, 537 
514, 536, 537 
350 
150 
350 
350 
Use With 
Model(s) 
Conventional 514 
Conventional 536, 537 
“D’’ Handle 536 
Conventional 537 
Conventional 350 
“‘D'’ Handle 150 
Conventional 100 
Conventional 64 
Offset w/Guide 312, 3102 
Offset 311, 3102 
Conventional 310, 3102 


Laminate Trimmer 


Conventional 
Laminate Trimmer Be nGe2 


*See Laminate Trimmer Accessories 


ROUTER SUB BASES 


Use With 
Model(s) 


514 
536, 150, 100 
537 


350 


ROCKWELL TRIMMERS AND PLANE ACCESSORIES 


ACCESSORY EQUIPMENT 


Offset Trimmer Conversion Kits for use 
with the Model 3102 Power Unit. 


Available with, or without positive guide 
control, for use with conventional, or 
new, self-piloting type trim bits! For cor- 
ner and backsplash trimming applica- 
tions not possible with the standard in- 
line Model 310 Trimmer: 


No. 5022 Offset Base with positive guide 
control for use with (43515) Solid-Car- 
bide Combination Flush/Bevel Trimming 
Bit. 


No. 5031 Offset Base Only, for use with 
(43509 Flush and 43512 Bevel) Solid- 
Carbide, Self-Piloting Type Bits. 


ACCESSORY EQUIPMENT 

POWER PLANES 

PLANE CUTTERS 

Spiral type (SP) cutters for use with the 
Model 126 Power Plane and Router- 
Plane Attachments. 


Cutting 


pe 
SB 


For Use With 
Plane No. 


1003, 1503 
126 


CARBIDE-TIPPED PLANE CUTTERS 


Straight (S) and spiral type (SP) espe- 
cially recommended for production cut- 
ting operations. 


43248 1503, 1003 
43263 126 
43269 1003, 1503 
43291 653 
43282 167 


PLANE CUTTER 
SHARPENING ATTACHMENTS 


For perfect contour sharpening of spiral- 
type high-speed steel plane cutters only. 
Simple to mount—units fasten directly to 
planes...no extra grinding equipment 
to buy. Easy to use—built-in guides auto- 
matically assure accurately ground 
edges. 
Attachment Standard Equipment Used 
No. Includes With 


Attachment, Grinding 


Wheel 48059, Arbor Late at 


5034 43744 and Instructions. | 2", 103 
Net Weight Aye Ibs. Attachments 
nipping vy z 
Attachment, Grinding 
Wheel 48059, Spacers 
5014 48059 and Instructions. | Model 126 
Net Weight 4% Ibs. 
Shipping Weight 5 lbs. 
Attachment, Grinding 
Wheel 49557, Arbor Model 
5039 49553 and Instructions. BEI 
Net Weight 44% Ibs. 
Shipping Weight 5 |bs. 
Attachment, Grinding 
18267 Wheel 42087, and Model 
(old Instructions. ia 
46460) Net Weight ve 


Ib. 
Shipping Weight % | 


Used With 


Models 126, 1003 and 
1503 Plane Cutters 


No. 42087 (old BPG-13) Grinding Wheel 
—With %” diam. mounting hole. 


No. 18270 (old 46902) Bevel Planing 
Fence — Permits accurate bevel planing 
operations from 0° to 45°. 
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Model 653 
| Model 126 
Model 167 


| Use With 


Use With 
653 


48779 653 
48273 126 
48302 126 
48248 167 
1503 & 1003 


z Rockwell | 
_ _ Porta-Nailer 


For a better nailing job in less than 
half the time. 
Makes a ‘‘PRO” out of a novice. 


ROCKWELL PORTA-NAILER 
a Sc 
a a 


Porta-Nailer 
Superior Features 


FLOORING 


SIDE-WALL SHEATHING 


One Nailer for Four Nailing Jobs—that’s 
what makes the 401 (old 400A) unique 
among portable nailers! It reduces nail- 
ing time up to 65% on 2%,” and 3%,” 
hardwood T&G flooring, and with a quick 
change of the face plate, performs with 
equal time-saving efficiency on face nail- 
ing of roof sheathing, side-wall sheathing 
and sub-flooring. 

e Does a better job at lower cost. 

e Easy to use; makes even an inexperi- 
enced man a floor-nailing expert. 

¢ Holds approximately 150 nails; takes 
but seconds to load. 

e Nails and sets with one blow (or multi- 
blows if desired). 


ROOF SHEATHING 


e Applicator can properly tension the 
flooring for better holding, less sanding. 
e Prevents splitting, squeaking, buckling, 
nail-popping. 

e Hardened nails can be hand hammer- 
driven for end courses without splitting. 
e Non-marring plate prevents scratching 
pre-finished floors. 

e¢ Lighter blow required; less operator 
fatigue, greater control. 

e Magnesium casting for lighter weight 
with greater strength. 


SUB-FLOORING 


Model 401 (old 400A) 
For Nailing 2%,” and 334," Hardwood 
T&G Flooring 


Approved New York State 8.S.A. Approval 4742 


MODEL 401 (Old 400A) 


Porta-Nailer 


Reduce nailing time up to 65% on hard- 
wood tongue and groove flooring. Do 
face nailing operations on roof sheath- 
ing, side-wall sheathing and sub-flooring 
with equal time saving. The Porta-Nailer 
nails and sets at the same time, draws 
nails tighter, prevents splitting, squeak- 
ing, buckling, nail popping. It can make 
a real pro out of an inexperienced 
laborer—with a light blow, it draws nails 
tight. 

FEATURES 

Saves up to 65% of Nailing Time ¢ Pre- 
vents Splitting, Nail Popping, Buckling, 
Squeaking « Non-Marring Face Plate « 
Light, Strong Magnesium Casting 
Drives Hardened Nails ¢ Holds Approxi- 
mately 150 Nails ¢ Easy to Use 


STANDARD EQUIPMENT 


Basic Machine, 42606 (old 40061) Exten- 
sion Handle, 42600 (old 40008) Hammer, 
Package of Spare Moving Parts, 3 
Wrenches and an Operating Manual. 


ACCESSORY EQUIPMENT 
No. 42600 (old 40008) Hammer. 


No. 42603 (old 40030) Rubber Cap for 
Nailer. 
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No. 42606 (old 40061) Extension Handle. 


No. 42609 (old 40063) Rubber Cap for 
Hammer. 


No. 42612 (old 40064) Hammer Handle 


No. 42615 (old 40076) Carrying Case — 
heavy gauge steel. Holds Porta-Nailer 
and Accessory equipment. 

No. 42624 (old 40158) Face Nailing Kit 
for converting Porta-Nailer to Face 
Nailer. Includes 40066 Adapter and 40075 
Shear Plate. 

No. 42627 (old 40189) Brace Protector 
Kit includes 10390 Brace Protector and 
Fastening Hardware. 


PORTA-NAILS 


No. 42618 (old 40077) Master Pack — 
5 pkgs. of 5,000 2” Nails (25,000 Nails). 
No. 42621 (old 40078) Master Pack—30 
pkgs. of 1,000 2” Nails (30,000 Nails). 


Rockwell 


HIGH VALUE-LOW PRICE Industrial Air Tools 


= Quiet Operating = Comfortable Handle 

= Low Weight = Convertible to Other Uses 

# Built-In Speed Regulator # High Power-To-Weight Ratio 
= Rugged Construction 


LLL Le ae Ee ee 
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Rugged Construction—The science of 
human engineering is employed 
throughout the design of every Rock- 
well Air Tool so that maximum control 
and ease of handling can be achieved. 
Once the proper motor has been se- 
lected for the tool’s intended duty rat- 
ing, its weight and shape are deter- 
mined. Many housings are shaped to 
fit hand contours while providing a 
lightweight yet rugged and functional 
jacket. 

Others have rugged functional handles 
which make the tools easily maneuver- 
able and allow pressure to be applied 
in critical operations. Each housing is 
built to withstand abusive use and 
will provide years of maintenance-free 
service. 

All Ball & Roller Bearing Construction 
—Precision ball and roller bearings are 
used at vital wear points throughout 
the construction of all Flight Leader 
Tools for reduced friction, minimized 
wear, smooth, quiet operation and ex- 
tended tool life. 

Quiet Operating—Rockwell pays spe- 
cial attention to the design of the ex- 
haust system of every tool. The motor 
noise is efficiently muffled to assure 
that the user will have the most quiet 
working conditions possible. 

High Power -To- Weight Ratio — The 
heart of every Rockwell Air Tool is its 
powerful, compact rotary motor. Each 


is carefully matched to the tool size, its 
duty requirements and is geared or 
governed. One or both of these fea- 
tures are incorporated in most models 
to determine output spindle speed, to 
provide a ruggedly constructed, low 
maintenance, economically operated 
tool. 

A. Sensitive Adjustable Speed Throttle 
—The trigger or safety lever activated 
throttle on each Rockwell Air Tool pro- 
vides instant response to the slightest 
change in pressure. Those with adjust- 
able speed triggers are equipped with 
a manually regulated wheel to limit the 
travel of the trigger so that the speed 
range can be increased or decreased 
as desired. With light increased pres- 
sure, gradual speed increases can be 
achieved so that the operator can have 
full control of the tool’s operation at 
all times. 


B. Built-In Oiler—Each Flight Leader 
Tool equipped with a built-in oiler pro- 
vides at least a full 8 hours of con- 
tinuous operation with a single lubrica- 
tion. Once-a-day lubrication is a time 
savings feature over tools that must be 
lubricated several times a day. In addi- 
tion to time savings, the built-in oiler 
can provide extra years of tool life. 

Convertible to Other Uses—Many Rock- 
well Air Tools are constructed of stand- 
ard unitized parts which make the tool 
adaptable to other uses with a mini- 


mum of simple accessory interchanging. 


Powerful High Torque Output—Rock- 
well engineers design each tool to pro- 
vide torque slightly greater than, or at 
least as much as, the torque required 
for the largest fastener on which the 
tool will be used with the throttle wide 
open. Variations of torque can be con- 
trolled by the addition of a clutch, use 
of less air pressure or by using a differ- 
ent RPM tool. 

C. Planetary Gearing — Flight Leader 
planetary gearing is made from high 
quality matched gears, precision hob- 
bed and heat treated to provide extra 
strength and efficient transmission of 
power. 

Efficient Sleeve Reverse Motor — All 
Flight Leader Tools equipped with a 
sleeve reverse motor offer equal power 
and speed in either the forward or re- 
verse position. 


D. Heavy Duty Industrial Chucks—All 
Flight Leader Drills are equipped with 
heavy-duty industrial quality chucks to 
provide precision accuracy and long 
tool life. 


E. Built-In Slip Chuck—Rockwell Air 
Screwdrivers and Impact Wrenches 
equipped with built-in slip chucks pro- 
vide positive bit retention, but also offer 
easy bit replacement. The integral slip 
chuck feature presents a tool with 
fewer parts, thus, longer tool life and 
less part wear can be expected. 


F. Lug Locking Depth Stop Chuck — 
Flight Leader Screwdrivers equipped 
with a depth-stop chuck are easy to 
adjust with a lug-locking mechanism 
to accurately maintain the selected 
setting. 


Hard Hitting Impact Mechanism—Pro- 
vides all the power necessary to handle 
the toughest job. Made of special alloy 
steel to give more speed and extra 
durability—one of the toughest, most 
durable, longest lasting tools in its 
class. 


G. Protected Reverse Control—The re- 
versing control on ¥%” capacity impact 
wrenches is in a protected area at the 
rear of the tool where accidental dam- 
age from misuse or accidental revers- 
ing are unlikely. 


Run-Down Without Impacting—The im- 
pacting mechanism on Flight Leader 
Impact Wrenches combines fast run- 
down speed with extremely high torque 
to speed-up the tightening or removal 
of nuts and bolts; the tool operates at 
nearly free spindle speed. 


H. Rubber Nose Guard—Flight Leader 
Impact Wrenches are equipped with a 
non-marring, hardened rubber nose 
guard to protect the work and to better 
enable the tool to withstand extremely 
abusive working conditions. 


2 Nosepieces — Flight Leader Model 
96251 Horizontal Die Grinder comes 
equipped with two nosepieces (both 
standard equipment). No. 14473 nose- 
piece is a short thread protecting cover 
which leaves the collet exposed. No. 
14439 is longer and covers the collet 
with a curved surface to act as a form 
fitting surface for the thumb and fore- 
finger. 

J. True Running Collet—Model 96251 
Horizontal Die Grinder features a rug- 
ged, true running collet which assures 
accurate, precision material removal in 
critical applications. 

K. Front Exhaust—Flight Leader Model 
96251 Horizontal Die Grinder is equip- 
ped with a front exhaust which acts as 
a blower to keep the work surface 
clear of spent abrasives and particles 
of removed material. 


Four - Position Throttle Handle — The 
throttle handle on Flight Leader Verti- 
cal Sanders and Grinders is easily ro- 
tatable to any of four positions to 
adapt to the working position best 
suited for any application 

Compact Design—Flight Leader Verti- 
cal Sanders and Grinders are designed 
with a compact low-profile, impact re- 
sistant, housing which makes these 
machines easily maneuverable and 
provides maximum abrasive effective- 
ness. 


Governed or Geared Speed Control— 
All Flight Leader Vertical Sanders & 
Grinders are either governed or geared 
for speed control so that maximum use 
of abrasives and maximum material re- 
moval can be achieved. 


L. No Contact Governor Design—Rock- 
well’s positive speed governer provides 
maximum efficiency with minimum air 
consumption by controlling just the 
right amout of air for the tool as load 
is applied. This patented governor is of 
simplified design—eliminates wear and 
variance in governer speed because no 
rotating parts are in contact with each 
other. 


M. Precision Collet Type Chuck—Flight 
Leader Router precision collet type 
chucks virtually eliminate bit ‘‘run-out” 
They assure accuracy, make bit and 
cutter changes fast and easy and pro- 
vide concentric cutting action. 


N. Strong, Lightweight Base — Flight 
Leader Routers come equipped with a 
strong, lightweight base which provides 
exceptionally fast, accurate adjust- 
ments and allows maneuvering to al- 
most any desired degree where cutting 
of intricate contours is required. 


O. Positive-Locking Depth-Of-Cut Ad- 
justment—The lightweight, easily ma- 
neuvered base provides accurate, posi- 
tive-locking depth-of-cut adjustment. 
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Flight Leader Tools 


Model No. 96241 
Model No. 96343 


Drills 

%4" Capacity 

2700 & 4500 RPM 

Offset Handle Design 

These tools comply with 

O.S.H.A. requirements 

These lightweight, high-powered, easy- 
to-use drills are designed with a speed 
regulating throttle to provide fully con- 
trollable power which enables the user 
to drill without pre-punched pilot holes. 


Features 

© High Power-To-Weight Ratio ¢ Sensi- 
tive Adjustable Speed Throttles ¢ Rug- 
ged Construction @ %” Industrial Rated 
Geared Chuck ® Quiet Operating ° 
Comfortable Handle © Convertible to 
Other Uses 


Specifications 
Recommended Working 


Model No. 96242 


Drill 

¥%," Capacity 

1000 RPM 

Offset Handle Design 

This tool complies with 

O.S.H.A. requirements 

This 1000 RPM, high torque drill has 
the capacity to drill up to a %” hole in 
hardwood and a ¥%” hole in steel. It 
has the power and rugged construction 
to withstand day-long:use. 


Features 

© ¥%” Industrial Rated Geared Chuck 
¢@ High Power-To-Weight Ratio @ Sensi- 
tive Adjustable Speed Throttle ¢ Com- 
fortable Offset Handle Design e Rugged 
Construction ¢ Quiet Operating ¢ Con- 
vertible to Other Uses 


Specifications 
Recommended Working 


Air Pressure ........... 90-100 PSI 
Airclmlet SiZ@rs 2 teccy cs sosuags V4” NPT 
Recommended Hose Size ..... Ya" 1.D. 
Offset (Side to Center) ........... 2%," 
Spindle Threads ............ ¥%"—24 

Catalog Listing 
Drilling Cap. 


Hard- 
Model Speed Steel wood Length Weight 
No. RPM (In.) (In.)  (In.) = (Lbs.) 


96241 2700 % V2 7% 2% 
96243 4500 Z) % 7% 2% 


Standard Equipment 
Basic Machine with %” Industrial 3- 
Jaw Geared Chuck (99006), Chuck Key, 
Spindle Wrench and Service Manual. 


Air Pressure ........... 90-100 PSI 
Air IntetsSizer... . 2% 50.4 eeu: V4” NPT 
Recommended Hose Size ..... Yq" 1.D. 
Offset (Side to Center) ........... 2%," 
Spindle Threads ............ %"—24 

Catalog Listing 
Drilling Cap. 
Hard- 


Model Speed Steel wood Length Weight 
No. RPM (In.) (In.)  (In.) — (Lbs.) 


96242 1000 % % 8% 3s 


Standard Equipment 
Basic Machine with Industrial %” 3- 
Jaw Geared Chuck (99007), Chuck Key, 
Spindle Wrench and Service Manual. 


Fora complete listing of accessories see pages 103, 104. 96 


Model No. 96246 
Model No. 96247 


Direct Drive Screwdrivers 
VY” and Xs” Machine 
Screw Capacity 

2700 and 1000 RPM 


These tools comply with 

0.S.H.A. requirements 
These high torque, direct drive screw- 
drivers provide a torque output that is 
limited only by the stall torque of the 
tool’s motor and gears. Their light 
weight, rugged construction, incredible 
performance and low price makes them 
the best bargain—anywhere. 

Features 

© Powerful—For High Torque Output 
© Sensitive Adjustable Speed Throttle 
® Quiet Running ¢ Lightweight © Rug- 
ged Balanced Construction ¢ Comfort- 
able Handle © Convertible to Other 
Uses @ %” Hex Drive 

Specifications 

Recommended Working 


Air Pressure ..........:.90-100 PSI 
Aininlet Size <2 2 aci22 ees V4” NPT 
Recommended Hose Size ..... Yq” 1.D. 
Offset (Side to Center) ........... 7%" 
Spindle Thread Size ......... ¥%"—24 

Catalog Listing 
Capacity 
Mach. 
Model Screw Speed Length Weight 

No. (In.) RPM (In.) (Lbs.) 
96246 Y% 2700 7% 2 
96247 fh 1000 7% 212 


Standard Equipment 


Basic Machine with Detachable Slip 
Chuck (99005) and Service Manual. 


Model No. 96208 
Model No. 96209 


Positive Clutch Screwdrivers 
No. 12 Capacity 

1100 & 1800 RPM 

Reversible 

These tools comply with 

O.S.H.A. requirements 

Most jobs that include the use of sever- 
al types of fasteners can easily be han- 
dled by these reversible screwdrivers. 
They feature a heavy-duty positive 
clutch which can efficiently tighten %4” 
wood screws or No. 12 self-tapping ma- 
chine screws or nuts. 

Features 

© Positive Clutch ¢ Sensitive Adjustable 
Speed Throttle © Efficient Reversible 
Motor ¢ Rugged Balanced Construction 
© Powerful High Torque Output ¢ Quiet 
Operating e All Ball and Roller Bearing 
Construction 


Specifications 
Recommended Working 


Air Pressure ........... 90-100 PSI 
AI Inlet SiZe) ecssis 0c Mle oetent V4” NPT 
Recommended Hose Size..... V4” 1.D. 
Offset (Side to Center) ........... 7a” 
Integral Drive (Female) ...... Ya" Hex 


Catalog Listing 


Capacity 


Wood 
Model Mach. Screw Speed Length Weight 
No. Screw (In.) RPM (In.) (Lbs.) 
96208 No. 12 % 1850 7% 2%2 
96209 No.12 % 1100 8% 3% 


Standard Equipment 
Basic Machine with %4” Hex Drive Inte- 
gral Quick Chuch and Service Manual. 


Model No. 96231 
Model No. 96232 


Adjustable Clutch 
Screwdrivers 

No. 12 and %4” Capacity 

1850 and 1100 RPM 

Reversible 

These tools comply with 

O.S.H.A. requirements 

If a job includes repetitious fastening 
of materials of uniform density, these 
adjustable clutch screwdrivers will 
provide the right combination of speed 
and power to produce the torque re- 
quired—quickly and consistently. 


Features 

e Adjustable Clutch e Sensitive Adjust- 
able Speed Throttle © Built-in Oiler e 
Balanced Side Handle e Efficient Re- 
versible Motor @ Built-in Speed Regu- 
lator © Rugged Cap Reverse ® Rugged 
Balanced Construction e Integral %4” 
Hex Drive Quck-Change Chuck e Ex- 
ternally Lubricated Gear System 


Specifications 
Recommended Working 


Air Pressure ........... 90-100 PSI 
Airclnlet "Size cui ff .b seen Yq” NPT 
Recommended Hose Size ..... Yq” 1.D. 
Offset (Side to Center) ........... he” 
Integral Drive (Female) ...... Ya" Hex 
Catalog Listing 

Capacity . 
Model Mach. Speed Length Weight 

No. Screw RPM (In.) (Lbs.) 
96231 #12 1850 7% 25% 
96232 %” 1100 81%, 3/6 
Standard Equipment 


Basic Machine with %” Hex Integral 
Drive Quick-Change Chuck and Serv- 
ice Manual. 


Flight Leader Tools 


Model No. 96235 
Model No. 96236 


Adjustable Clutch 
Screwdrivers 

Lever Throttle 

#12 and %4” Capacity 

2100 and 1000 RPM 

Reversible 

These tools comply with 

O.S.H.A. requirements 

Where repetitious fastening of similar 
materials is encountered, these adjust- 
able clutch screwdrivers can consist- 
ently provide the torque necessary to 
provide uniform joints. 

Features 

e Adjustable Clutch e Sensitive Lever 
Throttle © Slip Chuck Output Spindle 
© Efficient Reversible Motor e Straight 
Handle Style © Rugged Roll Reverse 
e Rugged Construction ¢ Integral 4” 
Hex Drive Quick Change Chuck e Ex- 
ternally Lubricated Gear System 
Specifications 

Recommended Working 


Air Pressure ........... 90-100 PSI 
Air Inlet Size ............... V4" NPT 
Recommended Hose Size ..... V4" 1.D. 
Offset (Side to Center) ........... 7” 
Integral Drive (Female) ...... V4" Hex 
Catalog Listing 

Capacity 
Model Mach. Speed Length Weight 
No. Screw RPM (In.) (Lbs.) 
96235 #12 2100 10% 2% 
96236 V4" 1000 10% 2% 
Standard Equipment 


Basic Machine with %” Hex Drive Inte- 
gral Quick Change Chuck and Service 
Manual. 
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Flight Leader Tools 


Model No. 96237 
Model No. 96238 


Positive Clutch Screwdrivers 
Lever Throttle 

#12 Capacity 

2100 and 1000 RPM 
Reversible 


These tools comply with 
OSHA Requirements 


These positive clutch screwdrivers 
were developed to handle applications 
where torque requirements vary, such 
as fastening dissimilar materials or 
similar materials of varying densities. 
Features 

® Positive Clutch e Sensitive Lever 
Throttle @ Slip Chuck Output Spindle 
® Efficient Reversible Motor e Straight 
Handle Siyle ¢ Rugged Roll Reverse 
® Rugged Construction @ Integral %” 
Hex Drive Quick Change Chuck e Ex- 
ternally Lubricated Gear System 
Specifications 

Recommended Working 


Air Pressure ........... 90-100 PSI 
Airilnlet SiZe «ccc ee ccc ee V4" NPT 
Recommended Hose Size ....%” I.D. 
Offset (Side to Center) ........... %e” 
Integral Drive (Female) ...... V4" Hex 
Catalog Listing 

Capacity 
Model Machine Speed Length Weight 
No. Screw RPM (In.) (Lbs.) 
96237 #12 2100 10% 2v2 
96238 Ya" 1000 10% 26 


Standard Equipment 

Basic Machine with %” Hex Drive Inte- 
gral Quick Change Chuck and Service 
Manual. 


Model No. 96233 
Model No. 96234 


Depth Stop Drywall 
Screwdrivers 

No. 10 Capacity Screw 
2600 and 1850 RPM 
Reversible 


These tools comply with 

0O.S.H.A. requirements 

The perfect tool for driving screws to 
a pre-set depth. If absolute uniformity 
is a must, this tool’s ‘lug locking’ 
mechanism will assure positive mainte- 
nance of the desired setting. 


Features 

® Easily Adjustable Depth-Stop Clutch 
e Rugged Cap Reverse @ Sensitive Ad- 
justable Speed Throttle @ Externally 
Lubricated Gear System e Powerful 
Torque Output ¢ Removable, Non- 
Marking Long Reach Depth Locator 
e Sturdy Planetary Gearing 


Specifications 
Recommended Working 


Air Pressure ........... 90-100 PSI 
AirilnietSize 2 sehen eas V4” NPT 
Recommended Hose Size ..... V4" 1.D. 
Offset (Side to Center) ........... 7” 
Catalog Listing 
Model Cap. Speed Length Weight 

No. Screws RPM (In.) (Lbs.) 
96233 #10 2600 Th 25 
96234 #10 1850 7% 2% 


Standard Equipment 


’ Basic Machine, %” Hex Magnetic Bit 


Holder (54422) with #2 Phillips Head 
Insert Bit (54583) and Non-Marking 
Long Reach Depth Locator (54421) and 
Service Manual. 


For a complete listing of accessories see pages 103, 104. 98 


Model No. 96211 
Model No. 96212 


Impact Wrenches 

¥,” Capacity 

Pistol Grip—Reversible 

These tools comply with 

O.S.H.A. requirements 

These versatile ¥%” capacity impact 
wrenches achieve one of the highest 
power-to-weight ratings in the industry. 
They permit fast run-down before im- 
pacting for rapid tightening of threaded 
fasteners. 


Features 

e High Power-To-Weight Ratio ¢ Run- 
down Without Impacting @ Only 3 Wear- 
ing Impacting Parts © Sensitive-Adjust- 
able Speed Throttle © Quiet Operating 
e Rugged Construction © Efficient Re- 
versible Motor ® Protected Reverse 
Lever ¢ Convertible To Other Uses 


Specifications 
Recommended Working 


Air Pressure ........... 90-100 PSI 
Air InleUSiZe: aa eee Ya" NPT 
Recommended Hose Size ..... Yq" 1.D. 
Offset (Side to Center) .......... 1%” 
BoltiGapacity 2 io cc.-:< ea seg. nes %” 
Catalog Listing 
Model Drive Length Weight 

No. (In.) (In.) (Lbs.) 
96211 % Square 6% 3% 
96212 %,Slip Chuck 8% 3% 


Standard Equipment 
Basic Machine and Service Manual. 


Model No. 96223 
Model No. 96224 
Model No. 96225 


Impact Wrenches 

v2" Capacity 

Adjustable Variable-Speed 
Pistol Grip—Reversing 


These heavy-duty impact wrenches fea- 
ture trigger-controlled variable speed 
with an adjustable preset maximum. 
Their balanced design permits one 
hand operation, even while shifting re- 
versing valve or adjusting speed con- 
trol. The three offerings of this power- 
ful, compact impact wrench include %2” 
detent pin, %” slip chuck %” snap 
ring models, all with heavy-duty im- 
pacting mechanisms made of specially 
selected alloy steels. 

Features 

e Trigger Controlled Variable Speed ¢ 
Adjustable Maximum Speed e Hard 
Hitting Impacting Mechanism e Revers- 
ible ¢ Built-in Oiler ¢ Fast Rundown 
Before Impacting @ Protective Rubber 
Nose @ Compact Balanced Design e 
Three Models to Choose From 
Specifications 

Recommended Working 


Air Pressure ........... 90-100 PSI 
Air inlet: SIZ@: so.6. 6 soscsece ec cee V4" NPT 
Recommended Hose Size ....%” |.D. 
Speed (RPM) ....22.6.e000..45 6000 
Torque Range (Ft./Lb.) ...... 200-250 
Impacts Per Minute ............ 1200 
Length sc. heegirtnddsegacs eo 6%” 
Neto Weight 2:4... 2 eee 4% Lbs 
Shipping Weight .............. 6 Lbs. 
Average CEM) 2c.c.20tce nod ae ele 3 
Model No. 96223 ...... Ye" Detent Pin 

Type Anvil 


Model No. 96224 
Model No. 96225 


son. ane Slip Chuck 

eS Ye" Snap Ring 
Type Anvil 

Standard Equipment 

Basic Machine and Service Manual. 


Model No. 96251 


Horizontal Die Grinder 
1%” Dia. Wheel Capacity 
24,000 RPM Speed 


This tool complies with 

O.S.H.A. requirements 

If there is a need for a high perform- 
ing, easy handling, true running die 
grinder this is the right tool: Its light 
weight and small size make it ideal for 
precision grinding in close quarters. 
Features 

© Compact 6” Length e High Power-To- 
Weight Ratio ¢ 24,000 RPM Speed 
Front Exhaust—Clears Work Surface ® 
All Ball Bearing Construction © Quiet 
Operating © True Running, Rugged Col- 
let e Lever Throttle 
Specifications 

Recommended Working 


Air Pressure). ae fn 90-100 PSI 
Airinlet'Sizey :... 2.0.0 ectcrage Ya" NPT 
Recommended Hose Size ....%” I.D. 
Wheel Capacity ............ 1%” Dia. 
SPING Oia: cst 5 ete eats ade Yq" Collet 
Catalog Listing 
Model Speed Length Weight 

No. RPM (In.) Lbs 
96251 24,000 


62 1 


Standard Equipment 

Basic Machine with %” Capacity Col- 
let, Collet Wrenches, a Long Nose 
Guard (14439), a Short Nose Guard 
(14473)—Thread Protector and a Serv- 
ice Manual. 


Flight Leader Tools 


Model No. 96255 


Horizontal Die Grinder 
2” Dia. Wheel Capacity 
18,000 RPM 


This tool complies with 

0O.S.H.A. requirements 

The perfect choice for tool room use. 
This horizontal die grinder is small 
enough to handle most delicate mate- 
rial removal, yet rugged enough for 
removing heavier amounts of material. 
It’s the only air powered die grinder 
in its class! 


Features 

e Sturdy, Lightweight Design © 18,000 
RPM e Easy To Handle e All Ball Bear- 
ing Construction © Quiet Operating ° 
High Power-To-Weight Ratio e Lever 
Throttle © Sturdy Wheel Guard 


Specifications 
Recommended Working 


Air Pressure ........... 90-100 PSI 
Air ImletiSiZe™.. 5.5.5 as sccsescupese ¥e” NPT 
Recommended Hose Size ..... ¥%e” 1.D. 
Wheel Capacity ......2.0.. 0m. . 2% 
Spindler Size: -..:ctgeryaee: Seas %”—24 
Catalog Listing 

Model Speed Length . Weight 

No. RPM (In.) (Lbs.) 

96255 18,000 12 3K, 

Standard Equipment 


Basic Machine, Wheel Guard, Service 
Manual. 
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Flight Leader Tools 


Model No. 96256 
Mode! No. 96260 


Vertical Sanders 

2000 & 4500 RPM 

7” Pad Capacity 

These tools comply with 

O.S.H.A. requirements 

Pick the speed that will perform best! 
These sanders provide the perfect 
combination of weight, power, and 
speed to handle the general sanding 
duties on almost any material. 
Features 

© Choice of Two Speeds © Compact, 
Easy to Handle Design © Powerful © 
Lever Throttle ¢ Muffled For Low Noise 
Level © Rugged One Piece Housing 
© Muffler Protected in Dead Handle 
Specifications 

Recommended Working 


Air Pressure ........... 90-100 PSI 
Air Inlet Size ............... %” NPT 
Recommended Hose Size ..... %” I.D. 
Spindle Size ............... %e”—11 
Catalog Listing 


Model Speed Pad Cap. Height Weight 


No. RPM (In) (In.)— (Lbs.) 
96256 2000 7 5K, AY. 
96260 4500 7 5K, «4% 


Standard Equipment 
Basic Machine, Service Manual. 


For a complete listing of accessories see pages 103, 104. 


Model No. 96262 
Model No. 96263 


Vertical Sanders 

6000 & 4500 RPM 

7” &9” Pad Capacity 

These tools comply with 

O.S.H.A. requirements 

If a finishing job calls for the fast re- 
moval of material, these sanders pro- 
vide the maneuverability and capacity 
to do the job. Their compact construc- 
tion provides the balance for light ma- 
terial removal over a wide area or 
heavy removal in small areas. 


Features 

© Governed Speed Control e Lever 
Throttle © High Power-To-Weight Ratio 
® Easy To Control ¢ Comfortable Dead 
Handle e Solid One-Piece Housing ° 
Choice of Two Models ¢ Compact Con- 
struction ¢ Four-Position Throttle Han- 
dle ¢ No Contact Governer 


Specifications 
Recommended Working 


Air Pressure ........... 90-100 PSI 
Air ImletiSiZe: «4. csved sosnceesceett Yo2" NPT 
Recommended Hose Size ..... %” I.D. 
Spindle Thread Size .......... %e”—11 


Catalog Listing 


Pad 
Model Speed Capacity Height Weight 


No. RPM __(In.) (In.) — (Lbs.) 
96262 6000 7 6% 8% 
96263 4500 9 6% 87s 

‘Standard Equipment 


Basic Machine, Inner Wheel Washer 
Wrench and Service Manual. 
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Model No. 96267 
Model No. 96268 


Vertical Grinders 
6000 and 4500 RPM 
6” Dia. Cup Wheel 


These tools comply with 

O.S.H.A. requirements 

An excellent tool for the fast, easy re- 
moval of material over wide areas and 
close-quarter weld clean-up. Its bal- 
anced, compact design and its 9% 
pound weight provide excellent man- 
euverability, close control and easy 
operation. 


Features 
© Governed Speed Control ¢ 6” Cup 


Wheel Capacity Safety Lever Throttle 
© Solid One-Piece Housing ® Choice of 
Two Speeds ¢ High Power-To-Weight 
Ratio © Compact Construction «© Com- 
fortable Dead Handle e Easy To Con- 
trol ¢ Four-Position Throttle Handle ¢ 
No Contact Governor 


Specifications 
Recommended Working 


Air Pressure ........... 90-100 PSI 
Al@iInlGtSIZ@ ie osn nsec ane tae Y2" NPT 
Recommended Hose Size ..... %” |.D. 
Spindle Thread Size ......... %e”—11 
Cup Wheel Capacity ............. 6” 
Catalog Listing 
Model Speed Height Weight 

No. RPM (In.) (Lbs.) 
96267 6000 6% OV 
96268 4500 6% 9% 
Standard Equipment 


Basic Machine, Inner Wheel Washer 
Wrench, Revolving Cup Wheel Guard 
(99121) and Service Manual. 


Model No. 96276 
Model No. 96277 


Heavy Duty Vertical Sanders 
6000 and 4500 RPM 

7” and9” Pad Capacity 

These tools comply with 

O.S.H.A. requirements 

These heavy-duty sanders combine 
their 11% pound weight and their gov- 
erned 4 horsepower motor to provide 
a tool capable of handling the most 
demanding sanding application. The 
sensitive safety lever throttle handle, 
adjustable to any one of four positions, 
makes them one of the easiest ma- 
chines to control. 

Features 

e Heavy-Duty Construction @ Choice of 
Two Speeds ® Choice of Two Pad Sizes 
© Sensitive Safety Lever Throttle ¢ Easy 
To Control © No-Contact Governer e 
Comfortable Dead Handle ¢ Versatile 
Four-Position Throttle Handle 
Specifications 

Recommended Working 


Air Pressure ........... 90-100 PSI 
Ait InletsSiZe: esc... cece ccccn aan Yo" NPT 
Recommended Hose Size ..... ¥e” 1.D. 
Spindle Thread Size......... 5%” —11 
Catalog Listing 

Pad 
Model Speed Capacity Height Weight 
No. RPM (In.) (In.) (Lbs.) 
96276 6000 7 7V% 11% 
96277 4500 9 7% 11% 


Standard Equipment 


Basic Machine, Inner Wheel Washer . 


Wrench and Service Manual. 


Model No. 96271 
Model No. 96272 


Heavy Duty Vertical Grinders 
6000 and 4500 RPM 
6” Dia. Cup Wheel 


These tools comply with 

O.S.H.A. requirements 

These grinders can handle the really 
tough jobs. Their solid 11% pound 
weight and fully controllable power 
make it easy to exert required pressure 
to handle any heavy-duty application. 
Features 

e Heavy-Duty Construction ¢ High Pow- 
er @ Sensitive Lever Throttle ¢ No- 
Contact Governor ® Comfortable Dead 
Handle @ 6” Cup Wheel Capacity ¢ Easy 
To Control e Four-Position Throttle 
Handle 

Specifications 

Recommended Working 


Air Pressure ........... 90-100 PSI 
Aitltm@t: Siz @iricet:costcsssateeneesucte Yo" NPT 
Recommended Hose Size ..... ¥%” 1.D. 
Spindle Thread Size ......... %e”—11 
Cup Wheel Capacity .......... 6” Dia. 
Catalog Listing 
Model Speed Height Weight 

No. = RPM —_—(In.) (Lbs.) 
96271 6000 7%, 11% 
96272 4500 7% 11% 


Standard Equipment 

Basic Machine, Inner Wheel Washer 
Wrench, Revolving Cup Wheel Guard 
(99121) and Service Manual. 
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Flight Leader Tools 


Model No. 96289 
Model No. 96290 


Routers 

Y4” Capacity Collet 

20,000 and 22,000 RPM 

These tools comply with 

O.S.H.A. requirements 

These powerful, lightweight units are 
designed to make straight or intricate 
contour cuts with speed and precision 
on a wide variety of materials. The de- 
pendable air motor, 22,000 rpm speed, 
and positive locking depth of cut ad- 
justment make these units highly suit- 
able for a wide range of production 
operations. 


Features 

e %4” Collet Capacity © 22,000 RPM e 
Choice of Ei*her Lock Button or Safety 
Lever Throttle e Positive Locking 
Depth-of-Cut Adjustment ¢ Compact 
Design © Powerful © Lightweight Base 


Specifications 
Recommended Working 


Air Pressure ........... 90-100 PSI 
Air Inlet Sizer... .c. eee. V4” NPT 
Recommended Hose Size ..... V4” 1.D. 
Offset (Side to Center) .......... 2%” 
Collet: Gapacity) 2.42.08. ee V4" 


Catalog Listing 


Model Speed Height Weight 
No. RPM Throttle = (In.)_~— (Lbs.) 
96289 22,000 Lock Button 6% 4% 
96290 22,000 Safety Lever 6% 4% 


Standard Equipment 

Basic Machine with %4” Collet, Collet 
Wrenches, (1001) Base Assembly and 
Service Manual. 


For a complete listing of accessories see pages 103, 104. 


Flight Leader Tools 


Model No. 96282— 


Routers 

v2" Capacity Collet 

Five Speeds Available 

This tool complies with 

O.S.H.A. requirements 

These heavy-duty air routers can make 
deep, heavy cuts with a minimum oper- 
ator effort. Motors will not burn out, 
even if tools are worked to the point of 
stalling. Make fast, accurate cuts to a 
variety of depths in a wide range of 
materials. 

Features 

© 2” Collet Capacity © Thumb Flip 
Throttle ¢ Five Speeds Available @ Posi- 
tive Locking Depth-of-Cut Adjustment 
© Powerful e Lightweight Base ¢ Easy 
to Use © Compact Design 


Specifications 
Recommended Working 

Air Pressure .2..22.. 42: 90-100 PSI 
Alrlnlet:SiZ@eiees Sa eee ¥e” NPT 
Recommended Hose Size ..... ¥%” 1.D. 
Offset (Side to Center) .......... 2%” 
GolleteGapacity j2c2 5005030052 nes ve" 
Catalog Listing 

Model Speed Height Weight 

No. RPM (In.) (Lbs.) 
96282 15,000 10 10% 


Standard Equipment 

Basic Machine, with (99202) ¥2” Collet, 
Collet Wrenches, (99200) Base Assembly 
and Service Manual. 


For a complete listing of accessories see pages 103, 104. 


Model 96291 


Offset Laminate Trimmer 

VY" Collet Capacity 

25,000 RPM 

This too! complies with 

OSHA Requirements 

Now, a totally new concept in air pow- 
ered laminate trimmers! A trimmer with 
an offset drive spindle and a unique 
triangular base which permits a variety 
of job-site trimming applications not 
possible with other types of trimmers. 
Features 

e Exclusive Non-Marking Triangular 
Base e 25,000 RPM e Lever Throttle 
e %” Collet Capacity ¢ Easy To Use 
© Powerful © Compact Design @ Offset 
Drive Spindle 

Specifications 

Recommended Working 


Air Pressure ........... 90-100 PSI 
Air InletSize 4. .4.......... V4” NPT 
Recommended Hose Size ..... V4” |.D. 
Offset (Side to Center) ........... 5%” 
Collet Capacity ................. Ya," 
Catalog Listing 
Model Speed Height Weight 

No. RPM (In.) (Lbs.) 
96291 25,000 @ 2 
Standard Equipment 


Basic Machine with %” Collet, Collet 
Wrenches, 5031 Base and a Service 
Manual. 
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Model 96292 


Inline Laminate Trimmer 

%4" Collet Capacity 

24,000 RPM 

This tool complies with 

OSHA Requirements 

Although low in price, this tool is a 
leader in flexibility, speed, and efficient, 
one-hand, one-pass, flush and bevel 
cutting of laminates. Its compact and 
lightweight design permits trimming 
hard-to-reach overhang in places in- 
accessible to larger machines. 
Features 

e 3” Dia. Incline Base e Adjustable 
Depth Control e Inline Drive Spindle 
e %” Collet Capacity ¢ Compact De- 
sign @ 24,000 RPM e Powerful © Quiet 
Operation 

Specifications 

Recommended Working 


Air Pressure ........... 90-100 PSI 
Aininiet-Size 35.23) aks. ce V4” NPT 
Recommended Hose Size .... %4” I.D. 
Offset (Side To Center) .......... we” 
Gollet Capacity’ ijn vc eee Ya,” 
Catalog Listing 
Model Speed Height Weight 

No. RPM (In.) (Lbs.) 
96292 24,000 6% 1% 


Standard Equipment 
Basic Machine with %” Collet, Collet 
Wrenches, Base and a Service Manual. 


FLIGHT LEADER ACCESSORIES 


Drill Accessories ' 
Hose Assembly—for all models. ff ¥%" Hex Power Bits for Phillips Head Screws—for all models. 


Fittings 
Both Ends 


Part No. Size Length 


Part No. 
2%” Length 


2,3&4 
a 


Hex Opening 


99005 %"-24 y Depth Stop Screwdriver Accessories 
Nutsetters— 1%" Hex Drive. 


99008 H"-24 Ke" 


Number 


Screwdriver Accessories 


5G” Hex 


%” Hex Shank Insert Bits—for all models. 
For Si d For Philli 2 i 
Sere  Geraaat onl Goreen aie oe 
Screw Part Point raat Hex Part 55896 ; 
Size No. Size Size No. 


i 


8F-10R | 44821 
Number 

10F-12R | 44822 / 
1t2F-14R | 44823 


He" | 99044 Y%"’ Hex Magnetic Bit Holder 


Nutrunner Adapters—for all models. 
| Hex to Square 


y"to%" 44835 


Y%" to %" 


Nutrunner Sockets— Power Bits With 
for all models. Finder Sleeve—for all models. 


% 
Ke" 54242 | 99060 


Foes 


Fittings 
Both Ends 


Impact Wrench Accessories 


30086 [| | SRE ce) SUP Chucks 
For Model 96211 


| % 99057 %" Hex Insert Bit Holders. Part No. Square Drive Hex Size 
Dimension 3%” Square Drive ¥%" Hex Drive—for all models. 99082 y%” yn 
Acroeerat [Tex [Saver] rene. | | ~aeos3 | 34" a 
" 8 6 
99064 | 99073 
99065 | 99074 


[| 50829 | 99075 


Magnetic 


Non-Magnetic 


4" 99067 | 99076 
%" 50930 | 99077 
99069 | 99078 
ny” 99070 | 99079 
99071 | 99080 
99072 | 99081 
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FLIGHT LEADER ACCESSORIES 


Horizontal Die Grinder Accessories 
Wheel Guard for model 96255. 


Impact Wrench Accessories (cont'd) 
¥%”" Square Drive Sockets—for model 96211. 


Dimension 
Across Flat 


uble Hex | Double Square 


Hex Do 
Part No. Part No. 


Part No. 


99090 99095 
99091 99096 


99103 


99104 


Pimensing ke Hex sgume | Part No. Wheel Size 
cross Flat ar oO. art No. 
99004 

Ker 50929 is 

4," 99067 Collet for model 96251. 

%” 50930 

uP 99069 99001 

%" 99070 99003 

K," 99071 93002 

[yaa 

7 sere Hose Assembly. 


For Model 


Fittings 
Both Ends 


%” NPT 


yw" LD. 8 Ft. 
%" 1.D. 8 Ft. 


Vertical’ Grinder Accessories 


For Models 96267, 96268, 96271 and 96272. 


Stationary Guard for 6” Cup Wheel. 


%" NPT 


Part No. 


Power Bits With Finder Sleeve—for models 96212 and 96224. 


99205 


Screw Size 6" Hex Part No. 
12F-14R 99015 
14F-16R 99016 
16F-20R 99017 
20F-22R 99018 
22F-24R 99019 


Hose Assembly—for all models. 


Part No. Size Length Both Eads 
59106 V7 NPT 


Vertical Sander Accessories 


Sanding Pads—for all models. 


Molded Hemp Rubber Pad 
Semi-Flexible Molded With Spiral Grooves 


Thread 


54"—11 Internal 


Wheel Adapter Kit—for all models. 
For 27 & 28 Cut-Off Wheels %”—11 Internal Threads 


| gate (Steel) Adapter Kit 


Spanner Wrench—99215 a 
For use with standard clamp washer 


Wheel Guard—for Vertical Sanders 
For Models 96262, 96263, 96276 and 96277. 


| For27&28Cul-Off Wheels SSS~«&* 
Part No. 

(ie 99119 | Ri | 99172 

| 9” 99120 | 9” [99173 


Note: 4 each 99209 studs and 99210 nuts are 
required for mounting above guard. 


99209 Studs 
99210 Nuts 


Revolving Guard for 6” Flaring Cup Wheel 
53721 


Router Accessories 
For Models 96289 and 96290. 


Part No. Part 

5023 Laminate Trimming Kit 
42160 Router Edge Guide 
45101 Template Guide 


Hose Assembly—for all models. 


Length 
8 Ft. 


Part No. Size 


99105 yw" ID. 


Fittings 
Both Ends 


Ye" NPT 
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makers of famous Rockwell Delta Industrial Machines 
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ROCKWELL STATIONARY TOOLS 


SANDER/GRINDER 


® Most versatile finishing machine— 
sands, grinds, sharpens, ceburrs, fin- 
ishes, contours, polishes @ Precision 
ground 7 x 8” tilting table @ All ball 
bearing construction ® Balanced heat 
resistant Cycolac® belt wheels with 
Texin® tires, crowned for easy belt 
tracking. 


SPECIFICATIONS 

Overall Dimensions: Width ..... 8%": 
Front to Rear ..12”; Height ..18%2” 

Table: Size....7 x 8”; Tilts....10° in 
and 90° out 

Abrasive Belt: Size ...40” (minimum); 
42” (standard); 44” (maximum) 


Wilt hicctin.c cen Ye" (minimum); 1” 
(maximum) 

Capacities: Belt to Column..... 7%": 
Table to. Upper Idler (inside grinding 
w/44” belt) ..... ou 

Speed: Using Standard Pulleys and 
3450 RPM Motor ...... 4000 SFPM; 


4600 SFPM (w/contact wheel) 


Model 31-350 Sander/Grinder. Includes 
Basic Machine, Flat Platen for 1” Abra- 
sive Belts, Arbor Pulley and (1) Abra- 
sive Belt. Carton Size: 10” x 19” x 14”. 
Shpg. Wt. 20 Ibs. 


Model 31-355 Sander/Grinder with 
Standard Duty Motor and Base. In- 
cludes 31-350 plus Y2 HP Motor with 
Switch, Cord and 3-Prong Plug, Base, 
V-Belt and Motor Pulley. Fully Assem- 
bled. Carton Size: 13” x 23” x 21”. 
Shpg. Wt. 48 Ibs. 


Model 31-354 Sander/Grinder with 
Heavy Duty Motor and Base. Includes 
31-350 plus % HP Motor with Switch, 
Cord and 3-Prong Plug, Base, V-Belt 
and Motor Pulley. Fully Assembled. 
Carton Size: 13” x 23” x 21”. Shpg. 
Wt. 51 Ibs. 


For a complete listing of available 
accessories see page 118. 


8%2” DISC SANDER 


® Balanced 8%2” diameter sanding disc 
e Full 4% x 9%” tilting table @ Ac- 
curately calibrated scale to simplify 
table tilt settings @ %2” outboard shaft 
for mounting accessory sanding drums, 
drill chuck, wire and fiber wheels @ 
Bronze bearing construction. 


SPECIFICATIONS 


Overall Dimensions: Depth ....... 10” 
Width ....1142”; Height ....8%” 

Disc: Diameter ..... 82” 

Shaft: Diameter ..... 1A" 

Mable! Size 2.6... 2d 4% x 9%": 
Tilts ...35° (forward) and 45° (away 
from disc) 


Speed: Using Standard Pulleys and 
1725 RPM Motor ....1080 RPM 


Model 31-200 8%” Disc Sander. In- 
cludes Basic Machine. Arbor Pulley, 
Abrasive Disc and Disc Adhesive. Car- 
ton Size: 10” x 14” x 10”. Shpg. Wt. 
19 Ibs. 


For a complete listing of available 
accessories see page 117. 
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6” BENCH GRINDER 


® Totally enclosed ¥3 h.p., 3450 r.p.m. 
motor @ Shielded lubricated-for-life ball 
bearing construction ® Shatterproof 
eye shields @ Precision balanced grind- 
ing wheels @ Adjustable wrap-around 
tool rests @ Cast iron wheel guards e 
Safety spark deflectors. 


SPECIFICATIONS 


Overall Dimensions: Width ..... 23%” 
(with eye shields); Depth ..... 834": 
Height ..... 9%” 

Base: Width ...7%”; Depth ...6%”; 
Mounting Holes ..... 2 (6%” Center 
to Center) 

Motor: Rating ...... Y3 HP, 115 V, 60 
Hz, 1-Phase, AC; Speed ..3450 RPM 

Arbor: Diameter ........... 5¥e”: Ends 
Threaded ...... Y2"-20 Left & Right 

Wheels: Size ....... % x 6” Diameter 
with %” Hole; Distance Between 
Centers ..... 13%” 


No. 23-612 6” Bench Grinder. Includes 
Basic Machine with ¥3 HP Motor, 8- 
Foot Cord and 3-Prong Plug, On-Off 
Switch, Wheel Guards, Spark Deflec- 
tors, Tool Rests, (2) Grinding Wheels and 
Shatterproof Elye Shields. Carton Size: 
9%” x 18%” x 942”. Shpg. Wt. 45 Ibs. 


Fora complete listing of available 
accessories see page 117. 


ROCKWELL STATIONARY TOOLS 


(MOTOR EXTRA) 


11” DRILL PRESS 


© Four speeds for drilling a variety of 
materials @ Drills to center of 11” circle 
e@ Interchangeable spindles for quick, 
easy operation changeover ® Adjust- 
able depth stop for repetitive and depth 
drilling @ Adjustable 8% x 9” table 
with slots and side ledges to facilitate 
work clamping @® Adjustable motor 
mounting bracket to assure proper belt 
tension. 


SPECIFICATIONS 


Overall Dimensions: Width ....11%”; 
Front to Rear ...19”; Height ...34” 
(bench model); ....65%2” (on stand) 

Table: Size ..8%2 x 9”: Base Size . .8 
x 9%” 

Column: Diameter ....17%” 


Quill: Travel ..35¢”; Diameter ..1%” 

Capacities: Diameter Hole in Cast 
Iron ...%”: in Steel ...%”; Chuck 
to Base (max.) ....14%6”; Chuck to 
Table (max.) ....11” 

Spindle Speeds: Using Standard 4-Step 

* Pulleys and 1725 RPM Motor . .700, 
1250, 2400, 4700 RPM 


Model 11-100 11” Drill Press. Includes 
Basic Machine with 2” Capacity Key 
Chuck and Self-Ejecting Safety Chuck 
Key, 4-Step Spindle and Motor Pulleys 
and V-Belt. Carton Size: 15” x 16” x 
27”. Shpg. Wt. 75 Ibs . 


Model 11-069 11” Drill Press with 


Stand. Includes 11-100 plus Stand. 


Single Package. Carton Size: 16” x 
20” x 34”. Shpg. Wt. 129 Ibs. 


For a complete listing of available 
accessories see pages 172, 113. 


(MOTOR EXTRA) 


32” RADIAL DRILL PRESS 


© Four speeds for drilling a variety of 
materials @ Drills to center of a 32” 
circle © Interchangeable spindles for 
quick, easy operation changeover @ 
Degree calibrated angle drilling scale 
with 90° positive stop ® Adjustable 
depth stop for repetitive and depth 
drilling ©@ Extra large 23% x 15%” 
table @ Conveniently grouped operating 
controls. 


SPECIFICATIONS 


Overall Dimensions: Width. .24”; Front 
to rear ....30”; Height ....33%” 
(bench model); ...64%” (on stand) 


Table: Size ....... 8% x 9”: Auxiliary 
(Chipboard) ....23% x 15%”; Base 
SIZO":. te 8x9%” 

Column: Diameter ....17” 


Quill: Travel ..354”; Diameter ..1%” 

Capacities: Diam. Hole in Cast Iron .. 
Yo", in Steel ...%8”; Chuck to Base 
(MAXe) ae ae 14%”: Chuck to Table 
(maxt) 22 ...5 10%” 

Spindle Speeds: Using Standard 4-Step 
Pulleys and 1725 RPM Motor .. .700, 
1250, 2400, 4700 RPM 


Model 11-280 32” Radial Drill Press. 
Includes Basic Machine with %” 
Capacity Key Chuck and Self-Ejecting 
Safety Chuck Key, 4-Step Spindle and 
Motor Pulleys and V-Belt. Carton Size: 
17” x 31” x 13”. Shpg. Wt. 84 Ibs. 


Model 11-269 32” Radial Drill Press 
with Stand. Includes 11-280 plus Stand. 
Single Package. Carton Size: 20” x 33” 
x 17”. Shpg. Wt. 129 Ibs. 


For a complete listing of available 
accessories see pages 112, 113. 
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15” FLOOR MODEL 
DRILL PRESS 


® Full Y2 h.p. motor @ Four speeds for 
drilling a variety of materials @ Lubri- 
cated-for-life ball bearings © Full belt 
guard for added operator safety e All 
purpose 10 x 10%” work table with 
side ledges and slots to clamp work @ 
Pivoting motor mounting plate permits 
quick belt tension release, fast speed 
change ®@ Floating spindle drive for effi- 
cient torque transmission without belt 
pull © Adjustable positive locking depth 
stop ® Up front on-off switch. 


SPECIFICATIONS 


Overall Dimensions: Width ..... 1572" 
Front to Rear. .22%”; Height. .68% ” 
Mable: Size: epee cuss. ses ee Se 10 x 10%”; 
Base Working Surface ...8% x 12” 
Column: Diameter ............. 2%," 
Quillititavel ses. cee ee ee ee 4h”: 
Diameter ..g.2.eek ee ae 2%” 


Capacities: Diameter Hole in Cast 
Iron ...%2”: in Steel ...¥%”; Chuck 
to Base (max.) ....47¥%4”; Chuck to 
Table (max.) ... .425/,” 

Spindle Speeds: Using Standard 4- 
Step Pulleys and 1725 RPM Motor .. 
Rigen 680, 1250, 2400, 4600 RPM 


Model 15-069 15” Floor Model Drill 
Press with Motor. Includes Basic Ma- 
chine with %” Capacity Key Chuck 
and Self-Ejecting Safety Chuck Key, 
Ye HP Motor with Cord and 3-Prong 
Plug, On-Off Switch, 4-Step Spindle 
and Motor Pulleys and V-Belt. Fully 
Assembled. Carton Size: 17” x 29” x 
63%”. Shpg. Wt. 152 Ibs. 


For a complete listing of available 
accessories see pages 112, 113. 


ROCKWELL STATIONARY TOOLS 


(MOTOR EXTRA) 


16” SCROLL SAW 


e Sanding attachment. and abrasive 
sleeves included as standard equip- 
ment @ Universal V-jaw chuck rotates 
for unlimited length of cut ¢ Automatic 
blade tensioning @ Big 11 x 11” 45°r. 
and 15°l. tilting table e Adjustable 
spring hold-down to securely hold 
material @ Cuts stock up to 2” thick. 


SPECIFICATIONS 


Overall Dimensions: Width ....12%”; 
Length ..... 26”; Height ..... 20” 
Table: Size ....11x 11”; Tilts ....45° 
right; 15° left; Working Height on 

Stand..... 40%2" 

Capacities: Arm to Blade ....... AGes 
Width of Cut ...... 16”; Length of 
CUT. camtiis cue Unlimited; Thickness of 
Cut cere: 2 

Speed: Using Standard Pulleys and 
1725 RPM Motor...... 1275 CPM 


Model 40-102 16” Scroll Saw with 
Sanding Attachment. Includes Basic 
Machine with Arbor Pulley and Pulley 
Guard, (3) Saw Blades, Wrenches plus 
40-711 Sanding Attachment and (6) 
Abrasive Sleeves. Carton Size: 29” x 
12” x 23”. Shpg. Wt. 60 Ibs. 


Model 40-103 16” Scroll Saw with 
Sanding Attachment and Stand. In- 
cludes 40-102 plus Stand, V-Belt, 
Motor Pulley. Single Package. Carton 
Size: 17” x 37” x 24”. Shpg. Wt. 
109 Ibs. 


For a complete listing of available 
accessories see page 114. 


(MOTOR EXTRA) 


10” BAND SAW 


® Includes sanding attachment and 
belts as standard equipment @ Sliding 
blade guard for maximum safety ® Ball 
bearing supported upper and lower 
guides @ Handy blade tensioning and 
tracking controls ®@ Cuts stock a full 
6%” thick @ Full 10 x 11” table tilts 
45° for bevel cutting. 


SPECIFICATIONS 


Overall Dimensions: Width ....18%”; 
Depth ....105”; Height ....33” 
Table: Size ...10 x 11”; Tilts ...45°; 
Working Height on Stand ....42” 
Blade: Length ................ 71%" 
Capacities: Frame to Blade ..... 9%”; 

Thickness of Cut ....6%” 
Speed: Using Standard Pulleys and 
1725 RPM Motor ........ 2400 FPM 


Model 28-113 10” Band Saw with Sand- 
ing Attachment. Includes Basic Ma- 
chine with Arbor Pulley and Band Saw 
Blade plus 28-810 Sanding Attachment 
and (5) Abrasive Belts. Carton Size: 
14” x 20” x 37”. Shpg. Wt. 58 Ibs. 


Model 28-112 10” Band Saw with 
Sanding Attachment and Stand. In- 
cludes 28-113 plus Stand, V-Belt, Motor 
Pulley. Single Package. Carton Size: 
19” x 21” x 38”. Shpg. Wt. 95 Ibs. 


Fora complete listing of available 
accessories see page 113. 
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10” DELUXE RADIAL SAW 


® Exclusive “up-front” ripping for max- 
imum user safety © Complete ‘blade 
guarding with anti-kickback attachment 
for added safety ® Famous ‘Turret 
Arm” action for ‘‘on-table’’ cutting 
e@ Adjustable ‘“‘Micro-set” stops at 90° 
and 45° right and left @ Built-in me- 
chanical blade brake ©® Convenient 
on-off switch @ Dual shaft motor for 
extra versatility. 


SPECIFICATIONS 

Overall Dimensions: Width ...... Cys 
Depth..,...233%2"" Height”. - 2.27.7 

Motor: Rating ...11 Amp, 115 V, 60 Hz, 
1-Phase, AC; Speed ...3450 RPM 

Table: Size ....31% x 24%”; Working 
Height on Stand .. .37” 

Blade: Diameter ...10”; Arbor ..%”— 
18 L.H.; ¥% ”—24 R.H. (rear shaft) 

Positive Stops: Bevel...0°, 45° & 90°; 
Miter ...90° and 45° r. & I. 

Capacities: Depth of Cut ...3” at 90°; 
2” at 45°; Cross-cut..14”; Rip. . 24” 


Model 33-267 10” Deluxe Radial Saw. 
Includes Basic Machine with Motor, 
Cord and 3-Prong Plug, 10” Saw Blade 
with Wrenches, Upper Guard with Anti- 
Kickback Attachment and Lower Re- 
tractable Leaf Guard. Carton Size: 18” 
x 33” x 28”. Shpg. Wt. 200 Ibs. 


Model 33-268 10” Deluxe Radial Saw 
with Stand. Includes 33-267 plus 50- 
120 Cabinet-Type Stand. Not Packed 
In One Carton. Shpg. Wt. 278 Ibs. 


Fora complete listing of available 
accessories see pages 113, 114. 


ROCKWELL STATIONARY TOOLS 


10” CONTRACTORS’ SAW 


® Includes stand and extension wings 
as standard equipment ® “See-thru” 
blade guard with splitter and anti- 
kickback attachment @ Unique 24” rip 
capacity right or left of blade ® 
Lubricated-for-life ball bearing con- 
struction @ Up-front controls @ Self- 
aligning rip fence © Extra-large 40” x 
27” table. 


SPECIFICATIONS 


Overall Dimensions: Width ...... ar”: 
Depth ..... 30”; Height .-... 16%” 
Table: Size ..... 40 x 27” (with exten- 
sions); In Front of Blade ....12%”; 


Working Height on Stand ....33%” 
Blade: Diameter ...10”; Arbor ...%” 
Capacities: Depth of Cut ..3%”; 2%” 

at 45°; Rip ....24” (r. & I. of blade) 
Speed: Using Standard Pulleys and 

3450 RPM Motor ........ 4000 RPM 


Model 34-338 10” Contractors’ Saw 
with Extension Wings and Stand. In- 
cludes Basic Machine, Blade Guard 
with Splitter and Anti-Kickback At- 
tachment, Rip Fence, Guide Bars, Miter 
Gauge, 10” Saw Blade and Wrenches, 
Table Insert, Arbor and Motor Pulleys, 
V-Belt, Table Extension Wings and 
Stand. Single Package. Carton Size: 
24” x 28” x 24”. Shpg. Wt. 253 Ibs. 


For a complete listing of available 
accessories see page 114. 


10” DELUXE 
CONTRACTORS’ SAW 


® Includes stand, two extension wings 
and miter gauge ® ‘‘See-thru’” blade 
guard with splitter and anti-kickback 
attachment @ Unique 24” rip capacity 
right or left of blade @® Lubricated-for- 
life ball bearing construction © Up- 
front controls @ Self-aligning rip fence 
e Extra-large table ® Totally enclosed 
motor ® Miter gauge and fence holders 


Overall Dimensions: Width ...... 37”; 
Depth ..... 30”; Height ..... 16%” 
Table: Size ..... 40 x 27” (with exten- 
sions); In Front of Blade ....12%”; 


Working Height on Stand ....33%” 
Blade: Diameter ...10”; Arbor ...%” 
Capacities: Depth of Cut ..3%”; 2%” 

at 45°; Rip ....24” (r. & |. of blade) 
Speed: Using Standard Pulleys and 

3450 RPM Motor ........ 4000 RPM 


Model 34-341 10” Deluxe Contractors’ 
Saw with Extension Wings and Stand. 
Includes Basic Machine Blade Guard 
with Splitter and Anti-Kickback Attach- 
ment, Rip Fence, Guide Bars, Miter 
Gauge, 10” Blade and Wrenches, Table 
Insert, Arbor and Motor Pulleys, V-Belt, 
Two Table Extension Wings and Stand. 
Single Package. Shpg. Wt. 170 lbs. 
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9” BUILDERS’ SAW 


© “See-thru” blade guard with splitter 
and anti-kickback attachment @ Unique 
24” rip capacity right or left of blade e 
Lubricated-for-life ball bearings @ Up- 
front blade controls ®@ Positive blade 
tilting mechanism with cast iron trun- 
nions ® Self-aligning rip fence. 


SPECIFICATIONS 

Overall Dimensions: Width ....37%”; 
Depth ...36”; Height ...17%” 

Table: Size ...22 x 15”; 22 x 30” (with 
extensions); In Front of Blade .... 
11%”; Working Height on Stand 
22. 384%" 

Blade: Diameter ....9”; Arbor ....%” 

Capacities: Depth of Cut ..2%”; 2” at 
45°; Rip ...24” (r. & |. of blade) 

Speed: Using Standard Pulleys and 
3450 RPM Motor ....3,800 RPM 


Model 34-643 9” Builders’ Saw. In- 
cludes Basic Machine, Blade Guard 
with Splitter and Anti-Kickback Attach- 
ment, Rip Fence, Guide Bars, Miter 
Gauge, 9” Saw Blade and Wrenches, 
Table Insert and Arbor Pulley. Carton 
Size: 18” x 30” x 20”. Shpg. Wt. 78 Ibs. 


Model 34-644 9” Builders’ Saw with 
Extension Wings and Stand. Includes 
34-643 plus 50-810 Stand, (2) Table 
Extension Wings, V-Belt and Motor 
Pulley. Single Package. Carton Size: 
18” x 30” x 20”. Shpg. Wt. 120 Ibs. 


For a complete listing of available 
accessories see page 114. 


ROCKWELL STATIONARY TOOLS 


(STAND EXTRA) 


MOTORIZED MITER BOX 


e Cuts wood, plastic, compositions, 
lightweight aluminum extrusions ®@ 
“Safetymatic” push button blade brake 
e “See-thru” guard for operator safety 
e@ Powerful built-in motor develops 1.6 
h.p. @ Full 45° miter capacity with posi- 
tive stops at 90° and 45°, right and left 
e Lubricated-for-life ball bearing con- 
struction. 


SPECIFICATIONS 


Overall Dimensions: Width ...... 19”; 
Depth ..... 20”; Height ..... 22 
MablesSiZe «ssc. c..2 es Seas 4x17” 
Blade: Diameter ....9”; Arbor ....%” 
Positive Stops ..... 90° and 45° r. & I. 


Motor: Rating ....10.5 Amp, 115 V, 60 
Hz, 1-Phase, AC; Speed (under load) 


....5000 RPM 
Capacities: Cross-cut (90°) ....2%” x 
4 Miten(45%) 2... wu. 2 2%" x 35%"; 


Miter (45° r. & l. on edge) .% x 3%° 


Model 34-010 Motorized Miter Box. In- 
cludes Basic Machine with Motor, Cord 
and 3-Prong Plug, Blade Guard, 9” Saw 
Blade with Wrenches. Carton Size: 24” 
x 21” x 18”. Shpg. Wt. 63 Ibs. 


9” BUILDERS SAW AND 4” 
DELUXE JOINTER COMBINATION 


© Saw and jointer mounted on one 
stand, powered by one motor @ Saves 
time, space and money @ Designed for 
builder and contractor job site use @ 
Ideal for framing, sheathing, siding, 
trim, flooring and other “‘cut-to-fit and 
plane-to-finish” operations. 


SPECIFICATIONS 


Overall Dimensions: Width ....44%”: 
Depth ....36”; Height ....41%” 
Speed: Using Standard Pulleys and 

3450 RPM Motor ..3800 RPM (Saw); 
3600 RPM (Jointer) 
See 9” Builders Saw and 4” Deluxe 
Jointer Listings for Additional Specifi- 
cations. 


Model 34-649 9” Builders Saw and 4” 
Deluxe Jointer Combination with 1 HP 
Motor and Stand. Includes 34-643 9” 
Builders Saw and 37-290 4” Deluxe 
Jointer plus Jointer Raising Block, V- 
Belt and Pulley Group, Stand and 1 
HP Motor. Not Packed in One Carton. 
Shpg. Wt. 261 Ibs. 


For a complete listing of available 
accessories see page 117. 
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(MOTOR EXTRA) 


6” JOINTER 


® Big % x 6” rabbeting capacity e 
Extra-long 6¥% x 35%” jointer bed 
® Center-mounted 4%” x 272” fence 
with positive 90° stop, tilts 45° r. and 
|. © Cartridge-type, 3-knife cutterhead 
with precision ground and balanced 
high speed steel knives © Guarded 
cutterhead © Lubricated-for-life ball 
bearing construction @ Quick-set depth 
control. 


SPECIFICATIONS 


Overall Dimensions: Width ...... 22': 
Length ..... 36": Height . -<«- 9%” 
(bench model); ....35%” (on stand) 

Table: Size ............. 6% x 35%” 

FenceSize’s) 2.22468: 44 x 27%" 
Tilt. .45° r. & |.; Positive Stops. .90° 
only 

Cutterhead: No. of Knives ....3; Cut- 
ting Circle ....2%” Diameter 


Capacities: Width of Cut ....6”; Depth 
of Cut ....%”; Rabbet ....% x 6” 
Speed: Using Standard Pulleys and 
1725 RPM Motor ........ 4200 RPM 


Model 37-600 6” Jointer. Includes 
Basic Machine, Fence, 3-Knife Cutter- 
head, Guard and Pulley. Less Stand, 
Dust Chute, Motor Pulley and V-Belt. 
Carton Size: 14” x 44” x 7”. Shpg. Wt. 
94 Ibs. 


No. 37-606 Accessory Pack. Includes 
Stand, Dust Chute, Motor Pulley and 
V-Belt. Carton Size: 13” x 33” x 9”. 
Shpg. Wt. 65 Ibs. 


Fora compiete listing of available 
accessories see page 117. 


ROCKWELL STATIONARY TOOLS 


(MOTOR EXTRA) 


4” DELUXE JOINTER 


@ Exclusive single-control handle to 
simplify fence adjustments with positive 
stops at 90° and most-used 45° r. & I. 
tilt positions © Cartridge-type, 3-knife 
cutterhead with precision ground and 
balanced high speed steel knives © 
Guarded cutterhead e Lubricated-for- 
life ball bearing construction ®@ Inde- 
pendently adjustable front and rear 
tables @® Adjustable gibbed, dovetail 
ways to compensate for wear. 


SPECIFICATIONS 


Overall Dimensions: Width ...... 12% 
Length ..... 32”, Height ..... 9%" 
(bench model);. .38%2” (floor model) 

Table: Size ............. 5V4 x 27%” 

Fence: Size ............ 3% x 21%” 
Maite Agee cee 45° r. & |.; Positive 
Stops ...... 90°, 45° r. & I. 

Cutterhead: No. of Knives ..... 3; Cut- 
ting Circle ...... 2” Diameter 


Capacities: Width of Cut ....4”; Depth 
of Cut ....%”; Rabbet ....¥% x 4” 

Speed: Using Standard Pulleys and 
1725 RPM Motor ..... 4200 RPM 


Model 37-290 4” Deluxe Jointer. In- 
cludes Basic Machine, Fence with 
Dual-Control Handle, 3-Knife Cutter- 
head, Guard and Pulley. Carton Size: 
13” x 28” x 9”. Shpg. Wt. 72 Ibs. 


Model 37-269 4” Deluxe Jointer with 
Stand and Dust Chute. Includes 37-290 
plus Stand, Dust Chute, V-Belt, Motor 
Pulley. Carton Size: 15” x 31” x 17”. 
Shpg. Wt. 109 Ibs. 


Fora complete listing of available 
accessories see page 117. 


WOOD SHAPER 


e@ Interchangeable spindles — handle 
¥2” bore 3-lip cutters; also cope cutters 
using stub spindle accessory ® Short, 
rigid spindle with lubricated-for-life 
ball bearings for accurate, chatter-free 
shaping @ Convenient ram-type spindle 
control lever with auxiliary lock handle 
® Completely guarded motor pulley and 
V-belt for safety ® Independently ad- 
justable shaper fence halves with sin- 
gle knob control. 


SPECIFICATIONS 


Overall Dimensions: Width ....25%2”; 
Depth ....25%”; Height ....10%” 
Table: Size ........ 15% x 18”; Insert 


Openings ...3” and 1%” Diameters; 
Working Height on Stand ....34” 


Fence: Size ....... 2% x 11%” (each 
side) 

Capacity: #2” Spindle ....2%” (under 
nut) 


” 


Spindle: Travel ....% 
Speed: Using Standard Pulleys and 
3450 RPM Motor ....900 RPM 


Model 43-110 Wood Shaper. Includes 
Basic Machine, Fence, %” Spindle, 
Table Insert, Starting Pin, Wrenches, 
Spindle Pulley Plus V-Belt and Pulley 
Guard. Carton Size: 18” x 20” x 10”. 
Shpg. Wt. 87 Ibs. 


Model 43-111 Wood Shaper with Stand 
and % HP Motor. Includes 43-110 plus 
Y2 HP Motor with 8-Foot Cord and 
3-Prong Plug, Switch, Motor Pulley, 
V-Belt and Stand. Not Packed in One 
Carton. Shpg. Wt. 129 Ibs. 
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(MOTOR EXTRA) 


14/11 LATHE 


® Handles stock 14” in diameter x 3” 
over bed gap; 11” diameter x 36” over 
bed ® Lubricated-for-life ball bearing 
headstock spindle @ Built-in indexing 
mechanism for quick division of 
spindle and face plate work ® One- 
piece cast iron bed with full 1%” 
ground ways ® Universal type tool sup- 
port © Graduated tailstock ram for drill- 
ing and boring operations. 


SPECIFICATIONS 

Overall Dimensions: Width ..... 7%"; 
Length ..... 57°. Heights. . &. 127 
Working Center Height on Bench .. 
41” 


Capacity: Swing ........ 14 x 3” wide 
(over gap); ........ 11” (over bed); 
Between Centers ...... 36” 


Spindle: Diameter...1%”; Hole. ..#2 
MT %”; Thread ....1”-8 Thrds./In. 
RH (inboard); 1”-8 Thrds./In. LH 
(outboard) 

Ram: Hole ...#2 MT; Travel ...2%” 

Speeds: Using Standard 4-Step Pul- 
leys and 1725 RPM Motor ..... 990, 
1475, 2220, 3250 RPM 


Model 46-111 14/11 Wood Lathe. In- 
cludes Basic Machine with 4-Step 
Spindle Pulley, Drive and Cup Centers, 
3” Face Plate, 6” Offset, 4” and 12” 
Tool Rests, Tool Rest Base and 
Wrenches. Carton Size: 16” x 56” x 
22”. Shpg. Wt. 92 Ibs. 


Model 46-369 14/11 Wood Lathe with 
Bench. Includes 46-111 plus Stand, 4- 
Step Motor Pulley and V- Belt. Carton 
Size: 9” x 56” x 14”. Shpg. Wt. 204 Ibs. 


For a complete listing of available 
accessories see page 176. 


ROCKWELL STATIONARY TOOLS AND ACCESSORIES 


UM leon geste 


eo) 


— : 


28 GALLON CAPACITY 
VACUUM CLEANER 


e Strong, lightweight fiber collector 
drum © Extra-powerful 6 amp motor e 
e Handy carrying handle @ Extra-large 
2%" diameter x 6’ hose @ All-purpose 
3 x 6” rectangular nozzle ¢ Complete 
line of low-cost accessories and'attach- 
ments. 


SPECIFICATIONS 


Overall Dimensions: 

Model 49-255: Diameter ......... 19” 
Height +. .«. «. 272” 

Hose: Diameter ...2¥%2”; Length ...6’ 

Capacity: Model 49-255 ..... 28 gallon 

Motor: 6 Amp, 115V, AC-DC 

For Dry Pick-Up Only 

Model 49-255 28 Gallon Capacity Vac- 

cum Cleaner. Includes Motor, Switch, 

Cord and 3-Prong Plug, Filter Bag, 28 

Gallon Collector Drum, 2%” Diameter 

x 6’ Hose and 3 x 6” Rectangular Noz- 

zle. Carton Size: 19” x 19” x 29”. Shpg. 

Wt. 25 Ibs. 


For a complete listing of available 
accessories see page 118. 


MOTOR PULLEYS 
Single Groove Pulleys—For use with 4L cross sec- 
tion belts. 


OUTSIDE 
NUMBER | DIAMETER | BORE 


41-022 2%” Ye" 
41-023 2%" Sa" 


41-033 234" 5" 

“Q) 41-043 ee MT 
|_41-053 3%" 5" 

41-103 6” 56” 

41-113 6" 5a" 

43-805 5%” 5a” 


Four Step Pulleys—With 46” bore. Foruse with 4L 
cross section belts. 

No. 41-703. 2¥%e”, 3%”, 4%4” and 5%” O.D.’s. 

No. 41-733. 2%2", 3%", 3%” and 4¥%2” O.D.’s. 


BELTS 
V-Belts—Al! %” 4L cross section. Heat and oil 
resistant. 


OUTSIDE 
NUMBER | CIRCUMFERENCE 
49-105 30%8” 
49-303 35” 
49-152 36%" 
49-354 475" 
49-051 52” 
49-025 54%" 
49-130 58%" 
49-560 582%," 
49-146 65%" 
49-273 32” 
49-115 | _39” 
49-272 27" 


Drive Belis—Replacement belts for motorized tools. 
No. 49-081. For 9” and 10” Motorized Saws. 1” 
wide. 

No. 49-082. For 9” and 10” Motorized Saws. %” 
wide. 

No. 49-083. For Motorized Miter Box. 


DRILL PRESS ACCESSORIES 


et “ 
Mortising Attachments. Offers full 4%4” capacity un- 
der holddown; 2%” from ends of hooked rods to 
fence. Includes fence with mounting bolts hold- 
down, brackets and rod; chisel holder and curved 
arms. No. 11-524 and 11-526 Bushings for use with 
No. 11-974 Spindle on 11” and radial drill presses 
also included with 11-976 Attachment. 
No. 11-976. For use with 11” and radial drill presses. 
Requires mortising chisels, bits and spindle. 
No. 15-840. For use with 15” drill press. Requires 
mortising chisels and bits. 


No. 11-974 Spindle. With %2” hole. For use with 


mortising attachment (and ¥2” shank sanding drums) 
on 11” and radial drill presses. 


No. 40-882 Lamp Attachment. For use with 11” and 
radial drill presses. Furnishes tool with its own illu- 
mination, independent of shop lighting system. Uses 
15 or 25 watt bulbs. Includes shade, socket, cord 
and mounting parts. 


Plug Cutters. Made of selected steel. All approxi- 
mately 4%” long, v2” diameter x 2” shanks. 

No. 15-534. 3%” 

No. 15-535. 2”. 

No. 15-536. 4a”. 

No. 15-537. %4”. 


iH§$— aw 
Mortising Chisels, Bits and Bushings. For use with 
15-840 and 11-976 Mortising Attachments. 


STANDS 
For converting bench model machines to floor units. 
WT. 

NUMBER FOR USE WITH LBS. 
37-601 6" Jointer 51 

___50-106_ Sander/Grinder e206 ne 
50-108 9” & 10” Motorized Saw 26 
50-109 Radial Saw 57 

___50-120* Radial Saw 80 
50-721 Lathe 30 
50-305 Shaper = 32 
50-720 10” Band Saw __| 20 
50-723 4” Jointer 24 
50-719 16” Scroll Saw 22 
50-802 9" Homecraft Saw 26 
50-810 9” Builders Saw _ _| 32 
50-821 11” & Radial Drill Press and | 35 

Motorized Miter Box 

*Cabinet style with door. 

DUST CHUTES 

Attaches to Jointer stand. 

No. 37-602. For use with 6” Jointer Stand. 

No. 50-801. For use with 4” Jointer Stand. 

RETRACTABLE CASTERS 

Make stand mounted tools mobile. 

NUMBER | FOR USE WITH 


49-362 50-106, 50-109 
50-305, 50-810 
50-821 
50-719, 50-720 
50-723 


10” Contractors 


+ 


49-363 


50-726 


Mortising Chisels with %” x 1%” shank. 


NUMBER SIZE corenny 
11-634 Y%" sq. 1%" 
11-636 Ye" sq. 3" 
11-638 Yo” sq. oF 

Mortising Bits. 

NUMBER SIZE a 
15-514 %" sq. He" 
15-516 ¥%" sa. 1%" 
15-517 Ye" sq. 1%," 


Bushings. Furnished with 11-976 a 


ttachment. Used 


112 


Saw Stand to mount bits to 11-974 spindle on 11” and radial 
50-724 | 37-601 drill presses. 
50-118 50-108, 50-802 
- SIZE 
50-119 50-120 data ae ” 
50-725 | Saw/Jointer Ubeers Wat “ 
Stand 11-526 | Ye" sa. "a" 
11-526 | Ye" sq. 1%" 


ROCKWELL MOTORS AND CONTROLS / STATIONARY TOOL ACCESSORIES 


MOTORS—Designed specifically for Rockwell Power Tools. All comply with or 
exceed the motor manufacturing power standards estabished by the National 
Electrical Manufacturing Association (NEMA) and all are UL Listed. All feature 
guarded drip-proof enclosures and are supplied in a NEMA 56 frame. All feature 
5” single shaft. 

CONTROLS— All are supplied with a remote mounted toggle switch and a 8’ 


grounding cord set mounted and wired. All tools are supplied with a switch lock- 
ing plate and mounting provisions at a safe convenient location. 


MOTOR CONT. REMOTE INTEGRAL 
CATALOG oe RATED | pUTY | BEARINGS TYPE wits |OPERATED| WT | OVERLOAD 
NUMBER HP switcy |48S-) protection 


115V, 60Hz 
115V, 60Hz 
115V, 60Hz 
115V, 60Hz 


Manual Reset 
Manual Reset 

None 
None 


Capacitor Start 
Capacitor Start 
Split Phase 

Split Phase 


11” Drill Press; Radial Drill Press Ball 
10” Band Saw; 16” Scroll Saw Ball 
Wood Lathe; 8%” Disc Sander Sleeve 
6” Jointer Sleeve 


62-142 
62-134 
62-133 


3450 SPST 


4” Jointer; Sander/Grinder h Heavy Ball 3450 Capacitor Start 115V, 60Hz SPST 28 Manual Reset 
62-041 | 10” Deluxe Contractors’ Saw (Model No. 34-341) 3450 Capacitor Start 115V, 60Hz DPST 42 Manual Reset 
52-494 | 10” Contractors’ Saw (Model No. 34-338) 3450 Capacitor Start 115V, 60Hz DPST 42 Manual Reset 
52-493 | 9” Builders’ Saw (Model No. 34-643) 1 Heavy Ball 3450 Capacitor Start 115V, 60Hz SPST 31 Manual Reset 
Shaper V2 Heavy Ball 3450 Capacitor Start 115V, 60Hz SPST 24 Manual Reset 


Saw/Jointer 


tReversing Toggle Switch supplied mounted and wired in motor junction box. 


3450 Capacitor Start 


34 Manual! Reset 


115V, 60Hz | SPST 


tSPST Switches supplied with quick connect adapter. 


SANDING DRUMS AND ABRASIVE SLEEVES 


Sanding Drums — Includes (1) abrasive sleeve. 


NUMBER DIA. LENGTH MOUNTING 
46-038 3" a” Ya" Hole 
46-538 | 13%4” 7y ¥2" Hole 
46-048 1%" 2%" ¥%" Shank 
46-679 1%" 1° 5%.” Shank 


Abrasive Sleeves—Package of six. For use with 
sanding drums. 

No. 46-138. Garnet 40 Grit, Coarse. 
No. 46-832. Garnet 50 Grit, Medium. 
No. 46-338. Al. Oxide 50 Grit, Coarse. 
No. 46-638. Garnet 40 Grit, Medium. 
No. 46-837. Garnet 60 Grit, Fine. 

No. 46-838. Al. Oxide 50 Grit, Coarse. 
No. 46-841. Garnet 50 Grit, Medium. 
No. 46-248. Garnet 80 Grit, Fine. 

No. 46-847. Al. Oxide 50 Grit, Coarse. 
No. 46-682. Al. Oxide 40 Grit, Coarse. 
No. 46-683. Al.Oxide 80 Grit, Fine. 


No. 11-834 Auxiliary Shaft. For mounting sanding 
drums or any set screw mounted accessory with %2” 
hole. 


Selt-Ejecting 
eetete Ste k 
in 


Self-Ejecting Safety Chuck Keys. For added opera- 
tor safey. Included with all dritl presses. 

No. 65-107. For 11” and Radial Drill Presses. 

No. 65-112. For 15” Drill Press. 


SSCS 


Machine Spur Bits. Production type. Made of se- 
lected steel. Approximately 6” long with %2” shank. 
No. 15-524. %4”, No. 15-529. %«”. 

No. 15-525. 54,”. No. 15-530. 5”. 

No. 15-526. %”. No. 15-532. %4”. 

No, 15-527. 44". No. 15-538. Set of 8 bits. 

No. 15-528. 2”. 


CIRCULAR SAW ACCESSORIES 
Stay-Sharp Circular Saw Blades. All with 5%” arbor 
hole. 


BLADE 
DIAM. 


Chisel Tooth 9” 


NUMBER COMBINATION 


34-627* 


34-708 9” 
33-247 10” 
34-105 fo" 


Hollow Ground 


33-227 
34-016 


9” 


Carbide-Tipped 


34-840t 9” 

34-841} 10” 
Cross Cut 

9” 

10” 


Rip 


33-198 9” 
34-017 ae 10” 


* 28 Tooth Blade for Motorized Saws. 
$ 24 Tooth Blade. 


Special Circular Saw Blades. With %” arbor hole 
unless otherwise indicated. 


RECOMMENDED USE 


Plywood Cutting 


34-707 


Cutting hardwoods and plastic; 
lightweight aluminum extrusions 
and soft non-ferrous metals (with 


lubricant) 9" 


34-709 


BAND SAW ACCESSORIES 
Band Saw Blades. All 71%” long. 


TEETH CUTTING 
NUMBER | WIDTH | per INCH | RADIUS (MIN.) 
28-801 te” 6 Va" 
28-802 | i,” 6 ve" 
28-803 %" 6 Ha" 
28-804 | %” 5 1” 
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No. 28-810 Sanding Attachment. For sanding irregu- 
lar curved work previously cut on the band saw. 
Consists of flat and curved platens with guides and 
bracket. 


Abrasive Belts. Package of 5. For use with 28-810 
Sanding Attachment. 

No. 28-811. Garnet 80 Grit, Fine. 

No. 28-812. Garnet 40 Grit, Medium. 


No. 40-882 Lamp Attachment. For use with band saw. 
Furnishes tool with its own illumination, independ- 
ent of shop lighting system. Uses 15 or 25 watt 
bulbs. Includes shade, socket, cord and mounting 
parts. 


RADIAL SAW ACCESSORIES 


No. 49-199 Geared Key Drill Chuck. 0 to %” capac- 
ity, ¥”-24 RH thread mounting. 


Eis) 


No. 33-277 Adapter. 5%6”-18 LH thread x %” bore. 
Threads on to Radial Saw arbor to provide %” bore 
hole to fit %” shank accessories. 

No. 33-603 814” Dia. Sanding Disc. With %”-18 LH 
thread mounting. Includes one abrasive disc. 

No. 33-600 Shaper Cutter Adapter. 4¢"-18 LH thread 
mounting. For use with ¥2” hole shaper cutters. 


ROCKWELL STATIONARY TOOL ACCESSORIES 


RADIAL SAW ACCESSORIES 


No. 33-942 Moulding/Shaping Guard. For additional 
operator protection. 


Sanding Drums. With %”-18 LH thread mounting. 
Includes one abrasive sleeve. 

No. 33-278. 3” Diameter x 3”. 

No. 33-279, 1%4” Diameter x 2”. 


TABLE SAW ACCESSORIES 


No. 34-569 Clamp Attachment. For use with 34-578 
Miter Gauge. Holds work securely for accurate miter 
and cut-off. 


Table Extensions. To increase circular saw table 
size. 

No. 34-601. 22” x 7%” Extension. For 9” Saws. Grid 
type. Two required to increase table size to 22” x 30”. 
No. 34-862. 27” x 10” Extension. For 10” Saws. Grid 
type. Two required to increase table size to 22” x 40”. 


Belt and Pulley Guards. Covers belt and motor pul- 
ley for increased operator protection. 

No. 34-965. For 9” Buiders’ Saw and 10” Contrac- 
tors’ Saw. 

Standard Table Inserts. Included as standard equip- 
ment with saws as listed. 

No. 34-661. For 9” Builders’ Saw. 


No. 34-154. For 10” Contractors’ Saw. 
No. 34-394. For Model 34-341 10” Saw. 


peer 


Dado Head Table Inserts 

No. 34-663. For 9” Builders’ Saw. 

No. 34-254. For 10” Contractors’ Saw. 
No. 34-392. For Model 34-341 10” Saw. 


Dado Head Sets 
No. 34-960. Tru-Cut 6” Adjustable Dado with storage 
case. Fits %” and %” diameter saw arbors. Lets 
you dial the cut you want from %” to '%.” wide—up 
to %” deep. Width of cut can be adjusted without 
removing dado from saw arbor. 

No. 34-334. Economy Dado Heat Set. With %” arbor 
hole. Consists of two flat-ground outer blades (6” 
diameter x Ye” thick) and five inside cutters (four 
Ye" thick; one 4” thick). 

No. 34-333. Production Type Dado Head Set. With 
58" arbor hole. Consists of two hollow-ground outer 
blades ( 6"diameter x Ye” thick) and four inside cut- 
ters (one %4” thick; two Ye” thick; one ,” thick). 


eS 


Moulding Cutterhead Table Inserts 
No. 34-662. For 9” Builders’ Saw. 

No. 34-453. For 9” Builders’ Saw. 

No. 34-393. For Model 34-341 10” Saw. 


No. 34-172 Tenoning Attachment. Cuts tenons for 
mortise and tenon Joints. Base plate included. 


Cutterhead Knives 
Each set consists of 3 knives. 


Moulding Cutterhead Sets 

No. 34-562. Moulding Cutterhead. For all 9” and 10” 
Saws except Model 34-570. 

No. 34-821. Basic Moulding Cutterhead Set. For use 
on %” and %” diameter arbor saws. Includes 34- 
562 cutterhead, 34-521 wrench and 35-102 knives. 
No. 34-813. Deluxe Moulding Cutterhead Set. Same 
as above except with 35-102, 35-103, 35-221 and 35- 
222 knives. 


SIRS 


No. 34-171 Spacer Collars. Set of two: %4” and %” 
widths with ¥%” arbor hole. For spacing saw blades 
to cut tenons in one pass. 


a> be wt. A_ 


35-100 
Ye" Cove, 
He” Qr. Rd. 


35-102 
Ya" & Hm" 
Qr. Rd. and 
%," Beads 


35-103 
Y%" and Ye" 
Qr. Rd. 


35-101 
5%," Cove, 
¥%" Bead 


—_ Yer io 


35-104 
Straight 


35-106 
V-Groove 


35-110 


35-120 
Drawer Joint Ogee 


35-121 35-123 > E 
Window Sash Door 


Moulding (m) Moulding (f) 


mes ee ow of. ae Bau 


35-131 
Glue Joint 


Per 190 
s” Bead 


35-196 
Wedge Tongue 


35-197 
Wedge 
Groove 


35-198 
Table Edge 


spr 201 
2” Flute 


35-202 
Yo” Bead 


Pw\yoaw pe 


35-204 
%” Flute 


35-211 
1” Flute 


35-221 
Thumb 
Moulding 


35-222 
¥%2" Cove Ogee 
¥%" Flute 


35-223 35-224 


5" Cove 


35-236 
%" Flute 


Bad bd A les Me Be BA 


35-237 
5" Bead 


35-238 35- 241 
%,” Bead V4" Tongue 


SCROLL SAW ACCESSORIES 


No. 40-882 Lamp Attachment. For use with scroll 
saw. Furnishes tool with its own illumination, inde- 
pendent of shop lighting system. Uses 15 or 25 watt 
bulbs. Includes shade, socket, cord and mounting 
parts. 


ce 


No. 40-715 Self-Centering Lower Jaw Chuck. 
Replaces standard chuck included with machine. A 
valuable aid in fine marquetry and inlay work. 
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ne 242 
" Groove 


35-243 
Cove & Bead 
Moulding 


35-247 
Door Lip 


35-245 
Oval Sash 


No. 40-805 Blade Guides. Replaces standard guide 
included with machine. Set of six individual guides 
with different openings to accommodate various 
blades. 


No. 40-711 Sanding Attachment. For sanding deli- 
cate scrolled designs. Handles concave, convex or 
fiat surfaces. 4%," wide, Ye” thick, 2Y¥2” long with 
4" shank. 


Abrasive Sleeves. Package of 6. For use with 40-711 
sanding attachment. 

No. 46-841. Garnet 50 Grit, Medium. 

No. 46-248. Garnet 80 Grit, Fine. 


ROCKWELL STATIONARY TOOL ACCESSORIES 


SCROLL SAW BLADES Straight Cutters. All %2” hole. 
As a general rule, always select the narrowest blades recommended for intricate curve cutting and NUMBER DIAMETER WIDTH 
widest blades for straight and large curve cutting operations. The scroll saw blades listed are made of the 
finest steel, hardened and tempered; precision filed to razor sharpness and set. 09-107 Yr" 
All 5" long. Packages of 6. 09-130 1%” %" 
CATALOG T TEETH as " 
WIDTH BLADE 09-105 1%" 
NUMBER | MATERIAL CUT INCHES | PER IN. | FULL SIZE 
40-058 | Steel, |ron, Lead, Copper, Aluminum, Pewter .070 32 pestroteectes” ee 115%," La 
40-159 | Asbestos, Paper, Felt .070 20 (acetate 
ra | 09-139 2%" Yq" 
40-160 Steel, Iron, Lead, Copper, Brass .070 15 fcecitaheee 09-129 I” 
z i .085 15 (achat eich 
Bates GU Baall Ta ASR Ss eres Spacing Collars. All 2” hole. 
40-164 Asbestos, Wood 110 20 NUMBER DIAMETER WIDTH 
-—| ———- 
40-165 | Asbestos, Brake Lining, Mica Steel, Iron, Lead, .250 20 09-133 He" ¥e" 
Copper, Brass, Aluminum, Pewter 09-150 1% He 
09-155 an 
¥ 09-217 1342" 
40-184 Wood Veneer, Plastics, Celluloid, Hard Rubber, Bakelite, 0.35 20 Sas 09-134 1%" y" 
Ivory, Extremely Thin Materials 09-140 16" 
09-215 11%" 
40-185 | Plastics, Celluloid .050 15 cena 09-151 1%" 
40-187 Hard Rubber, Bakelite .070 7 boeken ad 09-142 %” 
: w 110 7 thrstiehokn 09-171 1%," 
40-188 Ivory, Wood 09-143 %" 
09-172 Wie" 
40-191 Wall Board, Pressed Wood, Wood, Lead, Bone, .110 15 - aru 
Felt, Paper, Copper, tvory, Aluminum Sepia eo i ” % 
Loa eee “ Ms 
‘soil et Ly 
40-192 110 10 09-132 1342" 
40-193 Hard and Soft Wood -187 10 09-146 1%" 
09-174 15,” 
- 09-175 Xe" 
40-195 | Pearl, Pewter, Mica .054 30 aa 09-176 ia 
40-196 | Pressed Woods, Sea Shells 054 20 Pataca nated 09-147 1%" 
09-148 1%” HR" 
40-198 Jewelry, Metals, Hard Leather 085 12 ists a) 09-177 1%" 
ST ee 09-178 a a 
SOHOE, || canaribladasitor aadhandiSegk wood bie : mate 1% 
aber Blades for Hard and Soft Woo 09-179 WK,” 


SHAPER ACCESSORIES é io) 


No. 43-190 Stub Spindle. For counter-bored 12” 
hole 3-lip shaper cutters: Nos. 09-128 and 09-137. 


3-Lip Shaper Cutters. 
All Y2" hole. 


09-102 09-103 09-106 
Ya" & ¥%” V4" & Yo" 90° Flute 
Fae Rd. Qr. Rd. 
“ Bead 


09-109 09-110 09-120 09-121 09-123 


%" Flute Drawer Ogee Pemele cepa te No. 43-817 Ring Guard. For added safety and con- 
an venience on curved and circular edge shaping. 


his a & Complete with mounting bracket. 


09-124 09-125 09-126 09-128 09-131 09-135 09-136 
Cab. L.H. Cab. R.H. Cab. L.H. Male Sash Glue Joint Cove & Bead Cove & Bead 
Male Female Female Midg. L.H. Midg. R.H. 


afl Ds el hes 


09-137 09-138 09-190 09-195 09-196 09-197 09-198 
Cove & Bead Cove & Bead 3-Bead 5-Bead Wedge Wedge Ogee & Bead 
Cope R.H. CopeL.H. (%6” Bead) (Ye" Bead) Tongue Groove Table Edge 


09-199 wera 09-202 09-203 09-204 09-211 09-212 


No. 43-983 Spring Hold Downs. Used in conjunc- 
tion with the shaper fence on straight shaping op- 
%” Bead erations to hold work against the fence and table. 


1” Convex 2" Flute ¥2" Bead %" Bead %”" Flute 1” Flute 
Edge 


embed 18 bd Bd A 


09-214 09-219 09-231 09-235 09-238 09-247 09-253 
Panel Raising 1” Bead %” Qr. Rd. %” Flute %" Bead Door Lip Yo" & Ya" 
Radii R.H. No. 43-343 3-Knife Cutterhead. For use with cutter- 
| head knives. With bushing for use on Y2” and %” 
shaper spindles. 
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ROCKWELL STATIONARY TOOL ACCESSORIES 


LATHE ACCESSORIES 


Turning Tools. Made of special high alloy steel with 
precision ground cutting edges and fitted with 14” 
diameter by 10%” extra-long hardwood handles. 
No. 46-121 1” Skew. 

No. 46-124 V2” Skew. 

No. 46-122 34” Gouge. 

No. 46-126 1%” Gouge. 

No. 46-123 4%” Gouge. 

No. 46-125 1%” Parting. 

No. 46-127 ¥2” Spear. 

No. 46-128 V2” Rd. 

No. 46-130 Set of 8. 


Tungsten Alloy Tipped Turning Chisels. For free- 
hand turning of woods and plastics, plus aluminum, 
brass, bronze, copper, mild steel and similar mate- 
rials. Tungsten alloy tipped and diamond lapped, 
the chisels have an extremely long cutting life and 
require little or no sharpening. Choose from two 
sets: Ye” round and square nose for small fine work 
or %” round and square nose for large heavy work. 
No. 46-801 %” Sq. Nose Chisel. 
No. 46-802 Ye” Rd. Nose Chisel. 
No. 46-803 1%” Sq. Nose Chisel. 
No. 46-804 1%” Rd. Nose Chisel. 


— 
——— 
=e 


Centers. All with No. 2 Morse Taper shank. 

A. No. 46-933 Drive Center. For headstock. 

B. No. 46-439 Cup Center. For tailstock. 

C. No. 46-940 Screw Center. For headstock. 

D. No. 46-490 Ball Bearing Center. For tailstock. 
With three interchangeable centers. 


No. 46-905 Knockout Bar. For removing headstock 
centers. 


No. 46-936 Face Plate. 3” Diameter. For inboard 
face plate turning. With 1”-8 RH thread. 


No. 46-937 Face Plate. 6” Diameter. For inboard or 
outboard face plate turning. 1”-8 RH and LH threads, 


Screw-on Arbors. With 1”-8 thread. For mounting 
wire, fiber and buffing wheels. 

No. 46-144. For Inboard Use. (RH). 

No. 46-145. For Outboard Use. (LH). 


Tool Rests. All with 1” diameter shank. 

No. 46-690. 4” Tool Rest. 

No. 46-692. 12” Tool Rest. 

No. 46-694. 24” Tool Rest. For long turnings. Has 
two 1” diameter shanks. Requires extra Tool Sup- 
port Base. 

No. 46-695. Right Angle Tool Rest. For face plate 
work. 


No. 46-831 Tool Rest Base. Standard Type. Han- 
dles %” to 1” diameter shank tool rests. 

No. 46-830 Tool Rest Base. Offset Type. Handles 
Ye" to 1” diameter shank tool rests. For face plate 
turning over gap. 

No. 46-697 Floor Stand for Too! Rests. Handles 2” 
to 1” diameter shank tool rests. For outboard 
turning. 


No. 46-935 Adapter. With %2” diameter x 1¥e” plain 
shank, #2 Morse Taper shank to fit lathe spindle. 
For mounting sanding drums. Use drawbolt to hold 
taper safely engaged in lathe spindle. 


Sanding Drums. With %2” diameter mounting hole 
including one abrasive sleeve. Use with 46-935 
adapter. 

No. 46-038. 3” diameter x 3”. 

No. 46-538. 1%” diameter x 2”. 


No. 46-850 Draw Bolt. For holding No. 2 M.T. at- 
tachments with internal thread in lathe spindle. 


No. 46-968 Geared Chuck. 0 to %” capacity. With 
No. 2 M.T. shank. For horizontal drilling operations. 


No. 46-934 812” Sanding Disc. With 1”-8 RH thread 
for mounting. Permits disc sanding operations. 
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No. 46-840 Wood Turning Duplicator. For safe, ac- 
curate duplication of complex wood turnings. 
Takes only a few minutes to install on your Rock- 
well Lathe. Enables you to reproduce complicated 
turnings perfectly—patterns, balusters, lamps, table 
and chair legs—up to 4” diameter; 2812” long. 
Saves valuable time; eliminates costly mistakes. 


METAL TURNING ACCESSORIES 


When equipped with metalworking accessories, your 
lathe can turn nonferrous metals, do drilling and 
boring operations, etc. 


ae 


i) 
ite 


No. 46-965 Compound Slide Rest. Accurately built 
with dovetail ways and graduated compound base 
that rotates 360°. Feed screws are covered to pro- 
tect them from dirt and chips—fitted with micro- 
meter sleeves, accurately graduated. With tool post, 
rocker, washer and wrench. 

Holder, Boring Bars, Tool Bits. For use with the No. 
46-965 Slide Rest. Holds both boring bars and %4” 
square bits. Holder has two holes to facilitate hold- 
ing tool. Made of case hardened teool steel. 


No. 46-963 Holder. For Boring Bar and Tool Bits. 


— 


No. 46-966 Boring Bars. Set of three, %", %,” and 


Ys". 
— C= 


—— Goa 


No. 46-954 Tool Bits. Set of four. High-speed steel, 
V4" x Ya" x 1%”. Includes roughing, finishing, right 
corner and left corner. 


No. 46-939 60° Plain Center. For metal turning, 
hardened and ground. 


No. 46-950 Chuck. 4”, 3-Jaw Universal Type. 
Threaded 1”-8 RH. Has three internal and three 
external jaws. 


No. 46-951 Chuck. 4”, 4-Jaw Independent Type. 
Threaded 1”-8 RH. Has one set of Jaws, reversible 
for internal or external work. 


ROCKWELL STATIONARY TOOL ACCESSORIES 


DISC SANDER ACCESSORIES 


No. 31-804 Miter Gauge. For use with Model 31-200 
8Y2" Disc Sander. 


No. 23-312 Diamond-Pointed Wheel Dresser. For No. 23-800 Eye Shields. One pair with mounting 


dressing all types of grinding wheels. 942” long parts. Included as standard equipment with Model 
with comfortable handle. 23-612 Grinder. 


No. 49-118 Arbor Adapter. For use with Model 31- 
200 8%” Disc Sander. Permits mounting of Y2” 
hole grinding, buffing and wire wheels to sander 
arbor. 


Abrasive Disc. For Model 31-200 8%” Disc Sander. 
Package of 12. 82” diameter. Garnet. Requires 
disc adhesive for mounting. 

No. 46-815. 40 Grit, Coarse. 

No. 46-817. 80 Grit, Medium. 


No. 25-857 Lamp Attachment. Includes 18” flexible 
goose neck, reflector and 8’ cord. Uses 75 watt 
bulb. 


SANDER/GRINDER ACCESSORIE 


<>, 


No. 49-503 Disc Adhesive. For mounting abrasive 
discs to Model 31-200 8%” Disc Sander. Quick 
drying type. 


JOINTER ACCESSORIES 


A. Grinding Wheels. Aluminum Oxide. All 6” diam- 
eter with %” hole. 


NUMBER TYPE WIDTH 


23-828 54G Grade K Vale No. 31-361 Guard for Arbor Pulley. 
23-826 36G Grade O %" No. 31-366 Guard for Pulleys and V-Belt. For use 
23-827 60G Grade O %" with Sander/Grinder mounted on 31-360 base plate. 
23-001 46G Coarse Vor 

Jointer Knives. Set of three. High speed steel. 282002 eivel lite We A 

Petr 23-620 36G Coarse 5a” E 
No. 37-802. For 4” Jointers. 23-621 60G Fi %" as 
No. 37-659. For 6” Jointer. - ales 


he i ee th Ye 
No. 37-606 6” Jointer Accessory Package. Includes tee Brushes. Set of (2) two. 6” diameter with Ye No. 31-360 Base Plate. Included with Sander/ 
steel stand, dust chute, motor pulley and V-belt. 2 Grinder Bench Models 31-354 and 31-355. 

No. 23-113. Coarse. 


GRINDER ACCESSORIES Went eda 
C. No. 23-511 Fiber Brush. Set of (2) two. Tampico 


fiber. 6” diameter with ¥2” hole. 
D. No. 23-005 Buffing Wheel. 2” thick. 6” diameter 
with %” hole. 


Abrasive Belts. Aluminum Oxide. 1” x42” with 
cloth backing. Package of 5. 
No. 31-370. 40 Grit, Coarse. 
No. 31-371. 50 Grit, Coarse. 


Buffing Compounds. Giant one pound bars of the 
most common compounds used for buffing, polish- 
ing and cleaning all types of materials. 


SS NUMBER. | IDESCRIETIONSt USE No. 31-372. 80 Grit, Medium. 
23-007 Rouge For gold, silver, and g ‘ ; 
(red) other precious No. 31-373. 120 Grit, Medium. 
metals No. 31-374. 150 Grit, Fine. 
23-008 Rouge For nickel, chrom- No. 31-375. 220 Grit, Fine. 
(white) ium, iron, stainless No. 31-376. 320 Grit, Extra Fine. 
steel, cast brass 
and aluminum 
23-009 Emery For removing rust, 
(black) | scale andtarnish 
23-010 Tripoli For aluminum brass, Platens. For use with Sander/Grinder. 
(brown), |.cepper, pewter, No. 31-363, Flat for 1” Belts. 


wood, plastic. 


: = — = No. 31-364. Flat for ¥%2” or Narrower Belts. 
No. 23-845 Edge Tool Grinding Attachment. For No. 31-365. 2” Rad. Convex for 1” Belts. 
sharpening plane irons, grinding wood chisels, putty 
scrapers, etc.—up to 3¥2” wide. For use on Model 


23-612 Grinder. 


No. 23-004 Buffing Compound Kit. Consisting of 4 er 
Ib. bars of compounds. Rouge Red, Rouge White, No. 31-362 Rubber Contact Wheel. 4” diameter, 


Emery Black and Tripoli Brown. 1"’ Face, special bore size. Recommended for stock 
removal and rough finishing. 
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ROCKWELL STATIONARY TOOL ACCESSORIES 


VACUUM CLEANER ACCESSORIES 


No. 49-245 Caster Set. For vacuum cleaner mobility. 


No. 49-241 Accessory Pack. Includes set of exten- 
sion tubes, crevice tool and 14” floor brush (all 
2¥2" diameter) for direct mounting to 2%2” diameter 
hose equipped cleaners. 


No. 49-249 Accessory Pack. includes round elbow 
brush, crevice tool, fan tail (all 1%” diameter) plus 
adapter for mounting to 2%” diameter hose equipped 
cleaners. 


No. 49-274. Set of two 1%” x 12” extension wands. 
No. 49-275. Squeegee Nozzle. 1%” diameter for liq- 
uid pick-up. 

No. 49-276. Flexible Hose. 114” diameter x 12”. 

No. 49-277. Reducer. 242” to 1%”. 

JNo. 49-278. Nozzle Brush. 2%” diameter. 


) 


ah 
) 


A. No. 49-226 Set of Extension Tubes. For floor 
cleaning. 2%” diameter x 20”. 

B. No. 49-228 Hose Coupling. For connecting two 
6-foot lengths of 2%” diameter hose. 

C. No. 49-229 Hose. 212” diameter x 6’. Replace- 
ment for standard hose or for use as extension 
(with coupling). 

D. No. 49-230 90° Elbow. 2%” diameter. 

E. No. 49-231 14” Floor Brush. 22” diameter. 

F. No. 49-250 Round Elbow Brush. 212” diameter. 
G. No. 49-247 Crevice Tool. 22” diameter. 

H. No. 49-233 Flange. 2¥%2"” diameter. For making 
your own attachments for your power tools. 

J. No. 49-243 Filter Bags. Package of 5. 


GENERAL SHOP ACCESSORIES 


No. 49-031 Padlock. For locking stationary tool 
power switch in ‘‘off’’ position. For use on tools 
equipped with Rockwell protected on-off switch. 
No. 49-320 Rust Remover. Half pint bottle. 

Spray Touch-Up Paint. For easy touch-up of Rock- 
well Power Tools. 6 oz. cans. 

No. 49-306. Light Grey. 

No. 49-307. Dark Grey. 
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SEE YOUR 

INDUSTRIAL 
DISTRIBUTOR 
FOR ALL YOUR 

ROCKWELL 

PORTABLE 
POWER TOOL 
AND ACCESSORY 
NEEDS! 


He will provide 
you with... 


e Assistance in Your Pro- 
duction Planning. His 
years of experience and 
technical know-how have 
equipped him to give you 
expert advice on your pro- 
duction problems. 


e Fast Delivery From Local 
Stocks. Because of his 
knowledge of local mar- 
kets, he stocks the prod- 
ucts you need — delivers 
your orders quickly and 
keeps your working capi- 
tal free. 


e Prompt Information on 
New and Old Products. He 
is in constant touch with 
manufacturers who supply 
him with information on 
new products and devel- 
opments. 


e One Source For Many 
Types of Products. One 
source ordering simplifies 
your purchasing proce- 
dure and reduces your 
accounting costs. 


ROCKWELL GENERAL ACCESSORIES AND LUBRICANTS 


Recommended 
Lubricant No. 


LUBRICANTS FOR ROCKWELL PORTABLE POWER TOOLS 


Lubricant No. 


Tool(s) Model No.(s) for Gear Chamber for Other 
——_—— Mechanisms 
New No. Old No. 
Use No. 48212 (old 149YX) 
“531, "535 48105 35YX Lubricant in Blade Mecha- 
nism Housing. 
ALL-PURPOSE SAWS Nor P ee Hie gf Ol en 
ot Nondetergent Motor Oil on 
“531A 48105 35x Wiper and Reservoir Felts in 
Blade Mechanism Housing. 
677, 6772 18338 52711 
ANGLE GRINDERS All Models 59842 860668 
648 48230 154YX Use No. 48212 (old 149YX) 
Lubricant in Blade Mecha- 
548 48105 35YX nism Housing. 
BAYONET SAWS 
348 ASST lit Specottaee 
*300, *152, *152A 48230 154YX 
1360153, *165, 
336, 337, 360, 361, 48230 154YX 
3625363, “564 
BELT SANDERS *440 18332 52557 
es SUN, Ee) po 35YX | Use No. 48230 (old 154YX) 
*A.2 48099 33YX Lubricant in Chain Case. 
use Na: Paps Liprceg in 
reaker for operation above 
Eide 609] es 32°F. and No. 42415 for 
operation below 32°F. 
CHIPPER/CLEANER 727) 48105 35YX 
eA.4 48099 33YX 
CIRCULAR SAWS *533, 567, 568 48105 35YX 
All Other Models 48230 154YX 
*D-6, 304 48230 154YX 
DISC SANDERS |———_____—___———_ 
All Other Models 53454 
DRILLS AND 730, 740, 77750 59842 860668 
POWER.UNITS All Other Models 48230 154YX 
FASTENER DRILL “353, 354 48230 154YX 
48230 154YX 
FINISHING SANDERS *145, *509 Use in Transmission 


of Model 


509 only. 


__———— a a 


Use No. 26662 Lubricant in 


3M). *K, 7 ; 
LA eePreter pyerarion auove 
. and No. or 
*750, *800 operation below 32°F. 
HAMMERS 
Grease packed at factory. 
Return to Rockwell Service 
602, *605, *607 Center for repacking when 
GOOS608 9 Ih) ae brushes need replacing or 
after 250 operational hours 
of use. 
5 Coat moving parts of im- 
HAMMER/DRILLS reece 48105 35YX | pact Mechanism lightly with 
2 48230 (old 154YX) lubricant. 
HORIZONTAL GRINDER 760 54345 
HEDGE SHEARS 103 48230 154YX 
PAINT REMOVER *D6-PR, 303 48230 154YX 
305 48230 154YX 
POLISHER /+————_—- 
471 53454 
PORTA-BAND SAWS All Models 48105 35YX 
Coat moving parts of Clutch 
SCREWDRIVERS All Models 48230 154YX Assembly lightly with same 


lubricant. 


GENERAL: For all machines having oil holes, after each 25 hours of operation, 
add 3 or 4 drops of a good grade bearing oil or best grade non-detergent SAE-20 
motor oil. Use No. 48230 as a common bearing lubricant on all ROCKWELL 
Portable Power Tools. (*) Signifies obsolete units. 
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No. 57690 Lubricant. 12—No. 48105 (old 35YX) 
6¥2 oz. tubes. 

No. 57691 Lubricant. 12—No. 48212 (old 149YX) 
6¥% oz. tubes. 

No. 57692 Lubricant. 12—No. 18332 (old 52557) 
6¥2 oz. tubes. 

No. 57736 Lubricant Assortment. 4—No. 48212 
(old 149YX); 4—No. 48105 (old 35YX); 2—No. 
48230 (old 154YX) and 2—No. 18332 (old 52557). 
No. 5019 Extension Cord. 50’, 14-gauge, 3-con- 
ductor type with grounding type 115 volt plug. 
No. 18192 (old 25747) Extension Cord. 100’, 
16-gauge, 3-conductor type with grounding 
type 115 volt plug. 


RECOMMENDED EXTENSION CORD SIZES 
FOR USE WITH 
ROCKWELL PORTABLE POWER TOOLS 


mathe: CORD LENGTH IN FEET 
plate 
Amperes| 25 | 50 | 75 /100 |125 |150 /175 |200 |225 |250 


1 16 | 16] 16 | 16 | 16 | 16 | 16/ 16 | 16 | 16 
2 16 | 16 | 16 | 16 | 16 | 16 | 16 | 16 | 16 | 16 


3 | 16]16|16/16|16|16/14| 14] 14/14 
4 [16] 16] 16| 16] 16 | 14 [14] 12 | 12 | 12 
5 | 16] 16] 16] 16 | 14/14 [124 12 | 12 | 12 
6 | 16] 16] 16| 14] 14/12 | 12| 12 | 10 | 10 
7 [16] 16] 14] 14] 12] 12/12] 10[ 10 | 10 
8 | 14] 14] 14[ 14] 12] 12] 10] 10] 10 | 10 
9 [14] 14] 14] 12]{12[10/10[10[ 8/8 
10 [14] 14/14] 12[12][10/10] 10] 8| 8 
11 [12/12] 12] 12[ 10/10/10] 8] 8] 8 
12 ]_12 J112))-12 12,10 [aol ||, Bil) si) 8.8 
13. [12] 12[12/ 12[10[10{ 8] 8] 8] 8 
144 [| 10/10] 10/ 10{ 10] 10[ s| 8{ 8] 8 
15 | 10] 10] 10/ 10] 10/ 8| 8] 8] 8] 8 
16 | 10] 10| 10] 10/10] 8| 8] 8| 8| 8 
17_ | 10] 10] 10{ 10/10] 8| 8] 8] 8 

18 Cn ay ey RE (ee 

19 8] 8] 8{ 8] 8] 8] al 8 

20 8] 8] s[ 8] 8] al] si 8 


Name- CORD LENGTH IN FEET 


Amperes| 275 | 300 | 325] 350 | 375 | 400 | 425) 450 | 475 | 500 


2 
3 
4 0 
5 8] 8| 8 
6 8 8| 8] 8] 8 
mG a eo eS 
8 8| s| 8| 8/ 8] 8/ 8] 8/ 8 
9 Sirs| s) sl af sis 
10 ih el ee Ee 
11 8/ 8| 8] 8 
12 ll io a = 
13 8| 8 
14 8 | 


For rubber Types S, SO, SR, SJ, SJO, SV1, SP 
and Thermoplastic Types ST, SRT, SUT, SVP, 
SPT. Wire sizes are for 3-CDR Cords, one CDR 
of which is used to provide a continuous 
grounding circuit from tool housing to recep- 
tacle. Wire sizes shown are A.W.G. (American 
Wire Gauge). Based on 115V” power supply: 
Ambient Temperature of 30°C, 86°F. 


ROCKWELL SERVICE CENTERS 


ROCKWELL SERVICE CENTERS AND AUTHORIZED SERVICE STATIONS 
assure prompt, efficient servicing and repair of Rockwell products. 


FACTORY SERVICE CENTERS 


CALIFORNIA 


Los Angeles 90007 
2400 South Grand Avenue 
Phone: (213) 749-0386 


Oakland 94601 
4621 Malat Street 
Phone: (415) 535-2424 


Santa Clara 95050 
2305 De La Cruz Boulevard 
Phone: (408) 241-9790 


San Diego 92111 
7465 Raytheon Road 
Phone: (714) 279-2520 


COLORADO 


Denver 80207 
4900 East 39th Avenue 
Phone: (303) 388-5803 


FLORIDA 


N. Miami 33168 
661 N.W. 122nd Street 
Phone: (305) 688-9686 


Jacksonville 32205 
3545 West Beaver Street 
Phone: (904) 387-4455 


Tampa 33609 

4536 W. Kennedy Boulevard 
Phone: (813) 877-9585 
Orlando 32803 

1807¥%2 Winter Park Road 
Phone: (305) 644-8100. 


GEORGIA 


Atlanta 30340 
3500 McCall Place 
Phone: (404) 458-2263 


HAWAII 


Honolulu 96819 
3209 Koapaka Street 
Phone: (808) 847-2048 


ILLINOIS 
Melrose Park 60160 


4533 North Avenue 
Phone: (312) 345-8900 


INDIANA 
Indianapolis 46202 


1310 N. Capitol Avenue 
Phone: (317) 639-9515 


MARYLAND 


Baltimore 21205 
4714 Erdman Avenue 
Phone: (301) 483-3100 


MASSACHUSETTS 


Boston 02134 
414 Cambridge Street (Allston) 
Phone: (617) 782-1700 


MICHIGAN 


Southfield 48075 
18650 W. Eight Mile Road 
Phone: (313) 358-1000 


Grand Rapids 49509 
4331 Clyde Park, S. W. 
Phone: (616) 534-4420 


MINNESOTA 


Minneapolis 55429 
4315 68th Avenue North 
Phone: (612) 561-9080 


MISSOURI 


North Kansas City 64116 
1141 Swift Avenue 
Phone: (816) 221-2070 


St. Louis 63139 


2348 Hampton Avenue 
Phone: (314) 644-3166 


NEW JERSEY 


Union (Newark) 07083 
945 Ball Avenue 
Phone: (201) 964-1730 


NEW YORK 


New York 10013 

132 Lafayette Street 

Phone: (212).966-2726 
Flushing 11365 

175-25 Horace Harding Expwy. 
Phone: (212) 225-2040 
Syracuse 13201 

700 Marcellus Street 

Phone: (315) 476-4231 


NORTH CAROLINA 
Charlotte 28209 


3601 South Boulevard 
Phone: (704) 525-4410 


OHIO 


Cleveland 44114 

1234 East 26th Street 
Phone: (216) 621-6329 
Cincinnati 45203 

906 Dalton Avenue 
Phone: (513) 241-2737 
Columbus 43214 

4560 Indianola Avenue 
Phone: (614) 263-0929 
Dayton 45439 

3050 S. Kettering Boulevard 
Phone: (513) 298-5281 


OREGON 


Portland 97232 
2755 Northeast Broadway 
Phone: (503) 288-6888 


PENNSYLVANIA 


Philadelphia 19120 

4433-37 Whitaker Avenue 
Phone: (215) 455-7907 
Pittsburgh 15208 

400 North Lexington Avenue 
Phone: (412) 241-8400 


RHODE ISLAND 


East Providence 02914 
973 Waterman Avenue 
Phone: (401) 434-3620 


TENNESSEE 


Memphis 38116 
2974 Fleetbrook Drive 
Phone: (901) 332-1350 


TEXAS 


Dallas 75247 
2934 Iron Ridge Street 
Phone: (214) 631-1890 


VIRGINIA 


Richmond 23229 
2752 Hungary Spring Road 
Phone: (703) 270-1105 


WASHINGTON, D.C. 
Hyattsville, Maryland 20781 


4811 Kenilworth Avenue 
Phone: (301) 779-8080 


WASHINGTON 


Seattle 98101 
1918 Minor Avenue 
Phone: (206) 622-4576 


WISCONSIN 


Milwaukee 53222 
10700 W. Burleigh Street 
Phone: (414) 774-3650 


SAN JUAN, PUERTO RICO 


Rio Piedras, Puerto Rico 00923 
Rockwell Mfg. Co. 

Calle Valverde 

Entre Almeria Y Ubeda 

Phone: (809) 764-2373 


CANADA 
ALBERTA 


Calgary 24, Alberta 
4411 Manitoba Road, S. E. 
Phone: (403) 287-0462 


BRITISH COLUMBIA 


Vancouver 10, B. C. 
45 West 7th Avenue 
Phone: (604) 879-8622 


MANITOBA 


Winnipeg 21, Manitoba 
545 King Edward Street 
Phone: (204) 786-6695 


ONTARIO 


Mississauga, Ontario 
6463 Northham Drive 
Phone: (416) 677-5330 


London 52, Ontario 
1025 Hargrieve Road 
Phone: (519) 438-4159 


Guelph, Ontario 

40 Wellington Street 
Phone: (519) 822-2840 
Ottawa, Ontario 

207 Gilmour Street 
Phone: (613) 236-7407 


QUEBEC 


St. Laurent (Montreal 379), P. Q. 
523 Rue Deslauriers Street 
Phone: (514) 336-8772 


Quebec 3, P. Q. 
793—3rd Avenue 
Phone: (418) 529-0236 


ROCKWELL AUTHORIZED SERVICE STATIONS 


ALABAMA 

BIRMINGHAM 35233................... Power Tool Service, 1113 4th Avenue South 
MONTGOMERY 36104........... Mid-State Electric Motor, 1514 South Decatur Street 
ALASKA 

ANCHORAGE 9950) 4. scree. greases = e o5ie 2% situps « cie-soarsiaes Aero Services, 201 Post Road 
FAIRBANK S1997:011).eferce atecsjarecrretetties'-/-0axs esos csparss «oxen Aero Services Co., Phillips Field 
ARIZONA 

PHQEMIN SSO 4, 3. ays sider WN s eeapep pre Wee ee Glenn's Tool Service, 4036 North 13th Way 
TUCSON B57 96 isa. sc igsaesis-ov stats Biers vac Electric Motor Company, 1028 East Broadway 
ARKANSAS 

RBTTMEE: ROCK 72202).4- cas cecum dee cer Electric Tool Service, 908 High Street 
CALIFORNIA 

EUREMA 955M gcc tens sce sce eee eran Senn Electric Co., 1801 Fairfield Street 
FRESNO (93703: sai preroieta-ecaiaia 6.25:5: 007 R & R Electric Motor Co., 1919 Home Avenue East 
MODESTO 95351.,..............5. Stanislaus Electric Motor Works, 504 River Road 
MONTEREY 93940.................... Peninsula Power Tool, 828 Lighthouse Avenue 
NORTH HOLLYWOOD 91605.......... Bucknalls Power Tool Service, 11910 Vose Street 
SACRAMENTO 95814..,.,,..Van Alstyne Electric & Power Transmission, 1117 G Street 
SANTA ANA 92705................. Specialty Service Co., 2191 South Grand Avenue 
CONNECTICUT 

NEW HAVEN 06519............... New Haven Electric Machine, 689 Congress Avenue 
FLORIDA 

PENSACOLA 32501........... Electric Motor Service, 124-126 North DeVilliers Street 
GEORGIA 

SAVANNAH 31405........ Industrial Power-Air Tool Repair, Inc., 3101 Barnard Street 
HAWAII 

BLO) 96720'..:.: paetra als nee Rume acces Matar saa: Ze s < -ihass Hawaii Planning Mill, Ltd. 
IDAHO 

BOISE, 83706... eccetnee > 2: Air Equipment Repair Service, 3422 Americana Terrace 
LEWISTON S350 11's. ise cee. sites 2 sie. stetier arene Smith Electric Motors, 410 Miller Street 
INDIANA 

ELKHART 46514... ccctcessies nacre ces cee eee Thunander & Son, 1923 Markle Avenue 
IOWA 

DAVENPORT 52808. ., .. .Industrial Engineering & Equipment Co., 1958 W. River Road 
DES MOINES 50309..............-....- Puckett Electric Tool Repair, 1011 Keo Way 
KANSAS 

WICHITA: G7.203 sc. as stars cath «cee Richmond Electric Co., 1002 West Maple Street 
LOUISIANA 

NEW ORLEANS 70153.......... Beerman Precision Machine Works, 2021 Thalia Street 
MAINE 

PORTLAND! 04101). ciearroieare2e(= sss amas oes ue M & W Electric, 38 Portland Street 
MARYLAND 

SALISBURY '21801)....5.:.isecue ccoee2 ee eens Salisbury Electric Co., N. Salisbury Boulevard 
MASSACHUSETTS 

SPRINGFIELD 01105... . <2. .5...26ae@ «suas 3 The Saw Center, Inc., 468 Main Street 
MISSISSIPPI 

JACKSON 39204................ Flannigan Electric Motor Shop, 328 Oakdale Street 
MISSOURI 

SPRINGFIELD 65802............ Springfield Electric Co., 1640 East Trafficway Street 
MONTANA 

MUSSGUEAS9S ON: ais crags cwcrngas lames. rete yneereicts 4 City Electric, 601 West Kent 
NEBRASKA 

OMAHA) 68102) 5 goats cisions cess esgic win Thacker Electric Co., 2209 Cuming Street 
NEVADA 

LAS VEGAS 89102...,,,,....... Stewart Electric Motors, Inc., 2113 Western Avenue 
RENO 89504. < sscnsse, craves cisicne <rsiens » secu gap 6 oars Landa Electric Co., 140 Manuel Street 
NEW HAMPSHIRE 

KEENE: 034315 0.0.95 5:0 25. 2:50 5 suse. G & R Electric Motor Repair, 453 Winchester Street 
NEW MEXICO 

ALBUQUERQUE 87107................ Telco Electric Inc., 2906 Fourth Street, N. W. 
NEW YORK 

BINGHAMTON 13902...............-2202eee eee H. P. Marsh, 65 Glenwood Avenue 
BUFF AVON a2 oie eas carcis crit nees United Electric Motors, Inc., 614 Winslow Avenue 
KINGSTON) 12403). « -cgwmmeceinecaciss «sox + P. J. Gallagher Sons, 404 Chester Street 
RGEHESTER 4605) so saoale@e cress. 0.6 155008 Power Specialists, 258 Hayward Avenue 
ROCHESTER 14608................... Jackson Saw and Knife Co., 517 State Street 
ROGHESTER, 14609). io neaiwere ae wrewaiet siciiernms O. G. Schwarz, 432 Atlantic Avenue 
SCHENECTADY 12304............... Barrett Electric Service, Inc., 108 Henry Street 
UTICA 13502.............5.. Mather, Evans, & Diehl Co., Inc., 509 Lafayette Street 
NORTH CAROLINA 

RAVETTEVIEDE: 28302) oo .35.sis dee aceon 2 Highland Lumber Co., 325 Blount Street 
OHIO 

NORTH CANTON 44720................. North Canton Repair Shop, 110 Sixth Street 
MOUVEDO: 43603) coc cnm gees Cees Electric Tool Equipment, Inc., 3156 Upton Avenue 
YOUNGSTOWN 44512............. Moff-Master Power Tools, Inc., 5200 Market Street 
OKLAHOMA 

OKLAHOMA CITY 73125.............. Hydraulic Equipment Co., 515 South Broadway 
MUESA 7 4TI0% 6. so eos cn cee Hydraulic Equipment Co., 2423 Admiral Boulevard East 
PENNSYLVANIA 

ALLENTOWN 18103.............--02-.0-005 Curio Electric, 825 South Fifth Avenue 
STEELTON 17092............- Electric Service and Machine Co., 760-770 North Front 
SOUTH CAROLINA 

CHARLESTON 29403............... Delta Industrial Electric Co., 990 Morrison Drive 
SOUTH DAKOTA 

RAPID CITY 57704........ Industrial Electric & Supply, Inc., 1130 West Omaha Street 
SIOUX FALLS 57104................ Malloy Electric Motors, 713 South Cliff Street 
TENNESSEE 

NORE SAG 20 in snnysvsxeyaescssge A Torsone ce Portable Tool Service Co., 502 Arthur Street 
NASHVILLE 37203............ Tennessee Electric Motor Co., 408 Sixth Avenue South 
TEXAS 

AMARILLO 79107................--. G. E. Jones Electric Co., 212 North Polk Street 
CORPUS CHRISTI 78405............. Otto Dukes Machinery Co., 2588 Morgan Street 
EL PASO):79950 |. oo occ sag cits oeee enc Francis Wagner Co., 1225 Texas Avenue 
FORT WORTH 76111... .. 0. ccc ces tae ees Modern Tool Repair, 2704 East Belknap 
FORT WORTH 76117.,............... C-D Tool Repair Service, 2532 Carson Avenue 
HOUSTON 77003................... Welder’s Supply of Houston, 3301 Polk Avenue 


SAN ANTONIO 78214.............. Lloyd Electric Works, Inc., 1951 Probandt Street 


UTAH 

SALT LAKE CITY 84101............. Electric Motor & Supply Co., 351 West 4th South 
VIRGINIA 

ROANOKE 24013................ Roanoke Armature Co., 110 - 844 Street South East 
WASHINGTON 

SPOKANE 99202. ........cceeeeee cess Spokane Saw & Tool Co., East Trent Avenue 
YAKIMA 98901.............. Cooper Electric Motor Service, 205 South Fourth Avenue 
WEST VIRGINIA 

HUNTINGTON 25723.................. Lawter Electric Motor Co., 202 Adams Street 
CANADA 

ALBERTA 

EDMONTON: ite aiextute suiewssiean drama P. G. Power Tool Clinic, 6924——-103rd Street 
BRITISH COLUMBIA 

KAMLOOPS............. Kamloops Electric Motor Sales & Services, 244 Lorne Street 
IMELOWWINA | va sase' esto tatetefeistdiesscs ac Thompson Electric Motor Service, 591 Gaston Avenue 
MICTO RIAs s iccsc%h,« cinigvets-dratino ase: wveteinta sch '2r John Stefaniec Ltd., 2021 Douglas Street 
NEW BRUNSWICK 

FREDERICTON.................... Electric Motor Service, 129 Westmoreland Street 
SAINT JOHN.................... John A. Kennedy & Co. Ltd., 181 Rothesay Avenue 
MONCTON..................005 Moncton Motor Service Ltd., 48 Beaverbrook Street 
NOVA SCOTIA 

MAL IBAX: tan tecata@enees: etd Sane eta as AES Cees Acme Electric Ltd., 5835 Bilby Street 
ONTARIO 

HAMILTON.......... Electric Motor Service (Hamilton), Ltd., 192 Cannon Street East 
KINGSTON) sco. rp aisies os ovis sine Boyd Electric Company, Ltd., 825 Portsmouth Avenue 
NORTH BAY . ictscelekropeateaens Kirk Brothers Industrial, 1399A Hammond Street 
PEMBROKE & s'a-uisis (o's 9 ae'crn wisi inibicesesece Kirk’s Electric Motor Works, 298 Christie Street 
THUNDER! BAY) 39¢.3:,2¢5. epcthe tense ~: ttee TES eae Ace Motor Electric, 815 Simpson Street 
SUDBURY secs gch se r5> conc .icisargnsrspanedevsavesy vid M. G. Burke Investments, Ltd., 34 Alder Street 
QUEBEC 

MONGQU TERE: 525.6: «petctecovsreace suavened Jean Achard Ltee., 575 Boul. Centenaire, C. P. 310 
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YOUR ROCKWELL WARRANTY 


ROCKWELL is proud of the quality of the power tools which it 
sells. The component parts of our tools are inspected at various 
stages of production, and each finished tool is subjected to a 
final inspection before it is placed in its specially designed car- 
ton to await shipment. Because of our confidence in our engi- 
neered quality, ROCKWELL agrees to repair or replace any part 
or parts of ROCKWELL Power Tools or ROCKWELL Power Tool 
Accessories which examination proves to be defective in work- 
manship or material. In order to take advantages of this guar- 
antee, the complete portable power tool or accessory, or in the 
case of machinery, the part must be returned prepaid to the ap- 
propriate factory, ROCKWELL service center, or authorized serv- 
ice station for examination. This guarantee, of course, does not 
include repair or replacement required because of misuse, abuse, 
or normal wear and tear. Repairs made by other than our factory, 
service center, or authorized service station, relieves ROCKWELL 
of further liability under this guarantee. THIS GUARANTEE IS 
MADE EXPRESSLY IN PLACE OF ALL OTHER GUARANTEES OR 
WARRANTIES, EXPRESS OR IMPLIED, WITH RESPECT TO 
QUALITY, MERCHANTABILITY, OR FITNESS FOR A PARTICU- 
LAR PURPOSE. 


Power Tool Division 
Rockwell International 


HEADQUARTERS / CUSTOMER SERVICE / SALES 


400 North Lexington Avenue 
Pittsburgh, Pennsylvania 15208 


For further information contact... 


In the United States: 


400 North Lexington Avenue 
Pittsburgh, Pennsylvania 15208 


Entre Almeria Y Ubeda 
Calle Valverde 
Rio Piedras, Puerto Rico 00923 


in Canada: 

40 Wellington Street, P.O. Box 848 
Guelph, Ontario 

In Europe: 

Precise G.m.b.H. 

5672 Leichlingen/Rhld. 


Am Wallgraben 2 
Leichlingen, West Germany 


For any Area Not Shown Above: 


Power Tool International Department 
400 North Lexington Avenue 
Pittsburgh, Pennsylvania 15208 
Cable Address: ROMCO 


@ % Power Tool Division 
Rockwell International 
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